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-COURSE OUTLINE 


HARDWARE MAINTENANCE COURSE 
IRIS 68020 BASED WORKSTATIONS 


I. COURSE DESCRIPTION. 


This course aims at producing a person who is proficient in the skills necessary to perform first 
line maintenance on a Silicon Graphics 2400 Turbo, 3010, 3020, 00 and 3130 workstations. 


These skills include: An understanding of basic data flow from a level of system block diagrams; 
how to locate, load, and run any available diagnostic; how to perform mechanical and electroigjc. 
adjustments; how to edit system files; how to perform software backups and various system 
administration functions; and finally, how to. locate specific information Sait the supporting 
documentation. 









The IRIS. 2400T, 3010, 3020, 3030 and 3130 workstations combine the computing power of the oe 
MC 68020 with real-time 3- D color graphics in a workstation ideal for’ applications requiring = 


‘fast, high-resolution graphics. These workstations bring the user fast response, large amounts of 
available memory, extensive computational power, multi- windowing, ee ashe and: sii ham 4 


«Ab. 


nae “These workuasions come. ina ‘package ee up to. 16 MB of memoty,. up to. 32 bit: a os 
. planes of display. memory, and several sizes of Winchester disks. They.are capable of displaying ie 


- 4096 colors simultaneously, double buffered, or from a palette of 16.7 million colors using. full”. — : {e 
color mode. Gourand shading, Z-buffering, and depth Hine aid i in. the oe of ‘ee tee 


. objects. 
These ‘workstations operate as a a personal workstation | or.as a Hodes in a | netwotked workstation 
environment. pes . ie ee Or ee eee ee 


oe 
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Ill. SCOPE. 


A. This course is 12 days in length and is divided into the topics listed below: 
1. Course Introduction. | a 

Workstation Introduction. 

UNIX: Survival Skills and VI Editor. 

System Administration. 


Component Location. 


A we w 


Data Flow: Theory of Operation. 


, 7... Troubleshooting Lab. 





B. The students are required to complete several lab projects, quizzes, and tests. These are 
given as. Teviews and reinforcers of the students knowledge and learning. They are used to tg 
‘instructor and the student of the oes toward iad the lesson objec- - 





C. .Lab bugs, exams, and ee none will be used to determine. if ne course 
» objectives have been met. eer 





D. The theory-of operation is taught using. block diagrams; wvith emphasis pict on the data 
— flow.. a ie 


B Append A, of this outs lists the dayodey, hours pr esson schedule for the om = 


wv. COURSE OBJECTIVES. | | 
“At the éompietion of this course the student shall be able to: oe ae fF ite i 7 ay 


OAL Working unassisted, ‘jsolate an induced failure to a single Field Repiaceable Unit t FRU) 
or within one hour of the failure. 


‘ o 


B. ‘Correctly'ni narne ‘and explain the ‘use ae contents of each IRIS Workstation maniul that is . 
available as as supportiig documentation. : 


ra 
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C. Demonstrate that he/she has developed basic UNIX operating skills that will allow the 


student to gather required status information, monitor system activity, create system 


backup tapes, rebuild/restore system disk drives, edit system files, and run high level sys- 
tem diagnostics and demo programs. 


Evidence that this objective is being met will come from instructor observation of the stu- 


~ . dent and suecessti) completion of several tests and lab projects that each stadent must 
perform. 


V. LESSON OBJECTIVES. 


Each lesson will focus on specific areas of the IRIS workstation. The student, using any available 
documentation and /or tools, will be able to meet or perform the stated objectives for each of the 
following lessons. 


A. Lesson 1: Course Introduction. Upon completion of this lesson, the student will be able 
to describe to his/her own satisfaction, the following: 


1. What will be taught during this course. | ae 
2. How the course will be presented. 


3. How he/she is expected to perform. 


B. Lesson 2: Workstation Introduction. Upon completion of this lesson, the student will 


-be able to describe to his/her own satisfaction, the following, 


1. An overview of the IRIS workstation ‘operation and. hardware © configuration asing : 


block diagrams. : 


2. ‘Name and. explain the use and contents of each IRIS; ‘ A orkstaton manual. 


=A ic. Lesson 3: UNIX: Survival Skills and VI Editor. Upon completion of this lesson, the “ 


_ Student, using available documentation and an IRIS workstation will be able’ to: 


- a Given a list of UNIX commands, correctly match the conimands: ‘to epuiationk 4 and : . 
“use of each command, then demonstrate (on the workstation) that each romnans: can 


ube correctly executed. 


2 Demonstrate that specific system files can in be located and .d modified vst the VI editor. : 
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Demonstrate that specific IRIS demonstration programs can be located and correctly 
run. 


Correctly draw the UNIX directory/sub-directories tree. 


D. Lesson 4: System Administration. Upon completion of this lesson, the student, using 
available documentation and an IRIS workstation will be able to perform the following: — 


1. 


A Ww PF YN 


< 
hy, 


¥ 


Create a Bootable tape. . | j 
Create backup tapes of /ROOT and /USR files systems. 
Using the Bootable tape, rebuild a trashed disk drive and restore the operating system. 


Install software options onto the existing system. 


, Add a new account, creating and editing all required files. 


“ Demonstrate how to add the following equipment to the existing system: ASCII Ter- 


minal, modem, printer, enabling Ethemet. © 


7 : 
B Lessoit 5: Component Location. Upon completion of this lesson, the student, using 


available peocumentaon will be able to: 


‘1. 


RB Lesson 6: thie Flow: Theory of Operation. Upon completion of: this lesson, the stu- 
e _ dent, using: pealalle documentation: will be able to: i ah 


‘can be Set to select or enable a Stated function. 


; Baa able tc to name. the tiajor subsystems of the IRIS workstation, 


penne and re-install the following FRU’s: Power supply, Winchester disk, <5: 
Quarter ifith tape.drive, CPU board, Tape/Disk controller board, Frame buffer con- 
troller board, Update controller board, Display controller Doss; Bit plane boards, and 
memory boards. |, 


Locate specific hardware conligarsinn eiliches: and demonstrate that the switches 


‘ 


| Name each’ one: Of the boards in the IRIS workstation; Stating the purpose of aa 
. board and. cortectly indicate where that board fits into the overall block a of the — 
a system. cto ee 


eg 2 ‘ 


“>? 
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G. Lesson 7: Troubleshooting Lab. The objective of this lesson is to allow each student to 
apply the knowledge learned and reinforce that learning by diagnosing induced failures 
on the training workstations. 


1, Each student must demonstrate that he/she can locate a majority of the lab bugs using 
' any available documentation and/or tools. 


2. Each student must be able to locate, unaided by other students and within one hour, 
specific failures known as performance problems. He/she may ask general questions 
to collect necessary information (concerning the problem) from the lab instructor. 


3. Each student must demonstrate that specific diagnostics can be located, loaded, and 
correctly run. . x 


H. Lesson 8: Adjustments. Upon completion of this lesson, the student, using available 
documentation and test equipment, must correctly perform the required —— to the 
IRIS color monitor and workstation power supply. : 


The adjustments must be performed per current adjustment siopedates and the equipment 
must be left in normal operational condition once the adjustments have been:made. * 


ike 


VI. PREREQUISITES. 





A. The students must meet the following minimum peqUNeRC AEs: 





1. Geaauiats of an accredited electronics school or military cca school, 
2. 2-4 ve of electronics experience. . _ ‘ag 
3. 1-2 years of field engineering: experience in'the conaputer industry. 

B. Iti is recommended that each student obtain and read the following be books: 4 a : 


A "SAMS. 

~ ‘Computer Graphics .. 

' . User’s Guide . 

- By Andrew S. Glassner ni 


2. ‘SAMS 


’ UNIX Primer Plus 
= Mitchell Waite, Donald Martin, and Stephen Prat 
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or 
The UNIX Operating System 
By Kaare Christian 


John Wiley and Sons Publication 


Vil. REFERENCES. 


A. Studefit Workbook. ’ 
‘ B. IRIS workstation manuals. 


C. Course Instructor. 


= Vill. PERFORMANCE. 


The plimespbjective of this course is to ensure that each student receives the minimal basic skills 
‘tequired to locate a majority of hardware failures within a reasonable time period. 


In order to evaltiate each student’s progress at satisfying the course and lesson objectives, tests, 
lab projects, lab He BS, and performance problems are given to each student. 








Final ‘grading (of the student) will be a combination of all the above mentioned evaluation 
methods, with. the greatest smphasis placed « on pee pees lab performance, and x. 
instructor tae as 4S 





A final composité rade of 80% or © better i is required by each creda in order to receive a com- 18 
_ pletion certificate: ° 3 instructor will also submit a written evaluation of each Sear: A copy of . 
. the evaluation form i is included with = outlitie as ee B. bean, 2 
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APPENDIX A 
STUDENT EVALUATION 


A. Student name: 
 B. Immediate supervisor: 


C. Composite score = 


The composite score is calculated by adding together the average scores of all quizzes, tests, and 
exams (which are objective scores), to the lab score and the instructor evaluation score; the later 
two scores being subjective scores. The total score is then divided by a factor of 15. The factor is 
equal to the combined weights of all five of the evaluation methods. (See a scores of two 
students in chart below) 


The sample scores shown in each column of the chart would represent the average Score of all 


the quizzes, tests, exams, and lab projects completed by the student. 









hgh Quizzes Tests Exams Lab In structog;* : 





Sudentl 72 | 6 75. . 85 ° 3 | 
Student 2 | re 87... Da OL 65. 65 ee 








Student) 1K72=-72 0-0 
ee eS er ee 
we Bx TS 225 
eS ba 8580S, 
OE 908M 
Compost score = a “1223 divide ety ise 81 5 


Go 
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Student 2 1x 90= 90 
2 x 87 = 174 
3.x 91 =273 
4 x-65 = 260 
5 x 65 = 325 


ewemwre 


Composite score= ‘1122 divide by 15 = 74.8 
“The composite score ranks each student in relation to the other students attending the course. 
_ D. Student critique: 


he : NOTE: If "no" is selected for any of the following questions, the instructor must make a written 
—*..". comment in section E of this evaluation as to why. 


Es Did the student meet all the course objectives? YES NO 
a" 
2. Is the student ‘cla of maintaining the workstation? | YES NO ee 


- 3 Did the s sident actively participate i in dines display a 














-_ Positivesattimde, and Strive to meet the objectives? | os NO 

. 4. Did “ sen compl all assigned prejects NO 

rl 5. Did the sfudene Sad additional time c (off hours) RR Sak ‘ . 
ia - wong Gk the saat ee ee: - YES © NO_ 





7 “bi the te comple an ani tum inthe course Be _YES_ ae NO . 





AY eae ies Sf . ius ” 





ae tid whe stadent soins at i ape caidas and oe a ee ee 
4. <lassroom IRIS reference manuals} ohne YESS? NO’ 
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TEST 1 


NAME: 


1. What directory in UNIX holds the majority of the configuration files? 
@) etc | 
B. dev - 
C. config 
D. usr 


2. What UNIX command would you use to rename a file? f27 


A. cp 


Omv 


C. In 


D. chgname 


3. You need to know where in the UNIX tree a file called xyz is located so that 
~ you can edit it. Show:the complete command that you would use to get the 
file’s (xyz) pathname. 










4. A file called abe has the following permissions ,s 
change the permissions to allow the nee, 





Owner = Read and Write permission. a 
Group = Read onlv. 
Other = = Reads only. 
Show the complete command that vou would use to set these permissions. 


CAmod , GHY np BBR 


2° . Instructor Manual 


‘Or it: 666... You want to 


et. a 


pei SE Od ea a OS ae a 


gi 


Review Test 1:Lesson3. : IRIS WORKSTATION COURSE 


‘68020 Based 


. What C-shell Se eee is used to set the search-rule that the command 


interpreter uses to look for commands that the user enters? 


10. 


Fern 


. What section of the Programmer’ s Manual would you use to obtain informa- 
tion concerning the pg shell environmental, PATH? 


A. Vol. 1A 


C. SH(1) 


D. Vol.1B 


Show the command and it’s arguments that you would use to copy a file from 
a host named jilie to your workstation. The file pathname is 
~markifolderlrecords/xyz. (Show where any spaces in the command syntax 
would go using the up arrow character) 





. What command was recommended for use when you want to look at the 


status of all eee running on your workstation? 


Ps 


Aux Zoek eee ee Sot 





. You want to kill a job. ‘What command would yout ise 2 to insure that a SPeaae . 


job. is killed? 
KH at 





PLD 





What kevstroke do you. use to open a new line below the cursor ‘and enter 
insert mode for the Vi editor? 


OC 
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11. You want to Beaton the cursor at the line that contains the character string 
ABC. Show the Vi command that you would use. 


/ PBC. 


12. You want: to write the contents of your Vi buffer to another file, show ene 
command that you would: use. ‘A 


3 Wh a Le Mer ut &. = ee ee 


13. What command would you t use to delete from the point i in a line where you 


positioned the cursor, to the end of the line? ee 


14. Show the PROM monitor command (using proper syntax) that you would use 
~ to boot your workstation over the Ethernet network. The host name is elvin 
(- - and the boot file is vmunix, which is located in the directory /usr/people. 


rE, Elvin: / 48 RS ocple VAAL ee . : 


Nn an @ elyin Ate, oe g mon 
15. You are using the C-shell (csh). When a user logs into an account, what two 


files are accessed by UNIX to obtain instructions for setting variables and 
parameters for the shell just opened? 


' 40g/7N 2 CSA RC 





; L097 


| , yn Cave 
fra file 7 POC GIES * ~ 
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LESSON 1: COURSE INTRODUCTION 


Upon completion of this lesson, the student will be able to describe to his/her own satisfaction, 
the following: 7 


@ What will be taught during this course. 


ei 


@ How the course will be presented. 


@ How he/she is expected to perform. 
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LESSON 2: WORKSTATION INTRODUCTION 


Upon completion of this lesson, the student will be able to describe to his/her own satisfaction, 
the following: 


®@ An overview of the IRIS workstation operation and hardware configuration. 


@ Name and explain the use and contents of each IRIS workstation manual. 
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SYSTEM OVERVIEW 











HOST SYSTEM 





COMMUNICATIONS: 


RS-232C “ci 
ETHERNET /<!"" 
IEEE-488 
HYPER-CHANNEL-«.,, 
IBM 327K d 
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IRIS WORKSTATION SUBSYSTEMS 


The data flow portion of an IRIS workstation is divided into four subsystems. Each subsystem is 
comprised of one or more printed circuit boards (PCB). 


1. CENTRAL PROCESSING SUBSYSTEM 


@ 68020 Processor 
@ Memory (up to 16 MB) 
@ Floating Point Accelerator (optional) 


2. GEOMETRY PIPELINE SUBSYSTEM 


@ 2Geometry Accelerators ~~ (/2 5% 67 1/5 
@ 12 Geometry Engines 


3. RASTER SUBSYSTEM 


e@ Framebuffer Controller 

Update Controller 

Display Controller 

Display Memory (up to 8 boards) 


4, 1/0 SUBSYSTEM 


Tape/Disk Controller 

Ethernet Controller 

Hyper-Channel (optional) 

IEEE-488 (optional). —- s 

IBM 327X Interface (optional), © 
Color Printer Controller (optional) ©. =.” 


+* 
°@08@6e600 06 
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IRIS WORKSTATION OVERVIEWS 


The following gives general information about each of the IRIS products that use the 68020 
CPU. The next four pages in your student workbook give the total specifications for all ue 
workstations. 


@ IRIS 3010 TERMINAL 

The IRIS 3010 Terminal is a high-performance, high-resolution, UNIX-based terminal for 
real-time 3-D color graphics and computing applications. The IRIS Terminal utilizes the 
32-bit Motorola 68020 CPU and can function as either a host-dependent terminal or an 
execute-only workstation. When functioning as a host-dependent terminal, the applica- 
tions program resides in the host computer system. The IRIS 3010 can be linked to an 
IRIS Workstation or a variety of other host systems via an RS-232C link or optionally via 
Ethernet. As an execute-only workstation, programs can be developed, debugged, and 
tested on an IRIS 3020 Workstation or an IRIS 3030 Workstation and then loaded and 
executed, without modification, on a stand-alone 3010 Terminal. 





a -  @ IRIS 2400 TURBO and 3020 WORKSTATIONS 
. These workstations are high-performance, UNIX-based engineering workstations with a 
72 MB disk drive and controller designed for real-time 3-D color graphics and computing 
applications. They utilize the 32-bit Motorola 68020 CPU and can operate as a stand- 
alone personal workstation, a node in a networked workstation environment, or integrated 
with other computer systems via Ethernet. 


_ The 2400 Turbo is an upgrade of the IRIS 2400 workstation. It is the same system as the 
, IRIS am a for the bapa areas: Cabinet, Power supply, Chassis, and Monitor. 


a 
5 


° “Ris: 3030 WORKSTATION 
ne me TRIS ae Workstation | ig the same as s the 3020, buti ithasa #70 MB disk drive. 
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The spec sheet shown below is for a 3020. The differences are in the cabinet, power 
supply (turbo has a 600 watt supply), and monitor (turbo standard monitor is 15"). 


System Specifications 


Processors: 

* 16 MHz MC68020 central processor 32-bit 
internal registers, 32-bit address space 

* 10 125-nanosecond Geometry Engines 

* 16-bit bit-slice frame buffer controller 
Independent microcoded display processor 
with 32 KB memory for fonts, textures, and 
cursors 


CPU Memory: 

¢ 2 MB dynamic RAM with parity error 
detection, expandable to 16 MB 

* 256 KB EPROM for hardware initialization, 
self-configuration, and diagnostics, 
expandable to four 256/512 KB EPROMS 


Image Memory: 
* 81024 x 1024 bit-planes standard, expand- 
able to 32 with 16-bit Z-buffer 


Video Interface: 
* RGB levels 0.7 V p-p into 75 ohms 
* Separate composite 2 V p-p sync into 75 ohms 
¢ 60 Hz non-interlaced 1024 x 768 resolution 
frame 
* Other frame resolutions and rates available 
33 Hz interlaced 1024 x 768 
30 Hz interlaced 636 x 485 | 
25 Hz interlaced 768 x 575 
* Genlock available with 485 and 575 visible 
line frames 


Color Range: 


* Color map mode (8- or 12- bit, single one, 


double buffered) 

* 40% simultaneous colors, double buffered, 
~ displayable from palette of 16.7 million. 

- © RGB mode (24-bit), 16.7. million colors 

_ displayable 
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Standard Peripherals: 

© 72 MB unformatted 5.25” Winchester disk 
drive using an ST-506 interface 

¢ 83-key up-down encoded keyboard with 
user definable keys 

* 19” diagonal 60 Hz non-interlaced RGB 
tilt and swivel monitor 

* Optical mouse X-Y encoder with three buttons 


Communications: 

* Ethernet local area network with XNS 
software 

* Four RS-232C ports for keyboard and serial 
communications (up to 19.2K baud) 


‘Standard Software: 


* UNIX System V operating system with Berkeley 
4.2 and focal enhancements 

* C compiler and development environment 

* IRIS Graphics Library Il 

¢ [RIS Window Manager 


Chassis 
* 20-slot Multibus™ card cage - 
¢ 720 watt power supply 


Options 

Hardware: 

° Z clipping . 

* 2 or 4 MB CPU memory cards 

* 4bit-plane image memory cards 
* Floating point accelerator 


“60” rack mounted chassis Ce ete : Geometry. 
; ee Cosma rms ac euemnie chon epee , 
Ges Prindintisa 8s 


Peripheral: 
© Floppy disk drive 


rs 


" «Second 72 MB or 170 MB Winchester dik drive oe 


© 60 MB” ncaa 

° th” tape drive and controller 

* Coler printer and controller 

° li” xl” digitizer tablet 

* Dial and button box 

¢ Programming Terminal 
+ 19” diagonal 30 Hz interlaced RGB monitor 


° Shred oa. 


and swivel monitor 


Software: 

* FORTRAN and Pascal compilers - - 
* Terminal software 

¢ EMAGS text editor 

* GKS library, level 2b 


. Communication: 


¢ TCP/IP Ethernet software e, 
° IBM link for 3278-9 emulation and file transfer. = 


ps a een 
Power Requirements: ii ee, 
* AC voltage 93-132 or 186-264 VAC (factory set) © 
© AC frequency 47-63 Hz Bone 
* Chassis; 1250 VA, 1000 W, 3410 BTU/hr ae 
¢ 19” monitor: 225 VA, 150 W, 512 BTU/hr - 
Size and Weight: 
* 19” monitor: 18.5” Hx 20” Wx 215"D 
(51x 48 x 54cm), & Ib. (38 Kg) 
Chassis: 29” Hx 18” Wx 27” D 
(74x 46 x 69cm), 190 lb. (86 Ke) 
Environment: 
* Operating: 50-86°F (10-30°C), 20-80% 
relative humidity, no condensation. « ~ 
* Shipping /storage: 32-122°F (0-50°C), 
10-90% relative humidity, no condensation. . 
Salon aes chewtne - 


UNIX is a vademark of A&E 
Bthemet isa wader ero.. ; 





‘ Maltin isa tegisured wadertark of bel Corporation. 
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System Specifications 


Processors: 
* 16 MHz MC68020 central processor 
32-bit internal registers, 32-bit address space 
* 10 125-nanosecond Geometry Engines 
* 16-bit bit-slice frame buffer controller 
Independent microcoded display processor 
with 32 KB memory for fonts, textures, 
and cursors 


CPU Memory: 

2 MB dynamic RAM with parity error 
detection, expandable to 12 MB 

* 256 KB EPROM for hardware initialization, 
self-configuration, and diagnostics, 
expandable to four 256/512 KB EPROMS 


Image Memory: 
* 81024 x 1024 bit-planes standard, expandable 
to 32 with 16-bit Z-buffer 


Video Interface: 
© RGB levels 0.7 Vp-p into 75 ohms 
* Separate composite 2 V p-p sync into 75 ohms 
¢ 60 Hz non-interlaced 1024 x 768 resolution 
. frame 
* Other frame resolutions and rates available 
33 Hz interlaced 1024 x 768 
: 30 Hz interlaced 636 x 485 
+ 25 Hz interlaced 768 x $75 
. © Genlock available with 485 and 575 visible 
Tine frames a, is 7 





Color Range: 

* Color map mode 
(8- or 12-bit, single or double buffered) 

* 4096 simultaneous colors, double buffered, 
displayable from palette of 16.7M 

* RGB mode (24-bit), 16.7 million colors 
displayable 


Standard Peripherals: 

* 32” Winchester disk, 22 MB unformatted, 
using an ST-506 interface 

* 1MB 5.25” floppy disk drive 

* 83-key up-down encoded keyboard with user 
definable keys 

¢ 19” diagonal non-interlaced RGB tilt and 
swivel monitor 

* Optical mouse X-Y encoder with three buttons 


Communications: 
* Four RS-232C ports for keyboard and serial 
communication (up to 19.2K baud) 


Standard Software: 

* IRIS Graphics Library 11 

* UNIX kernel with demand paging and IRIS 
Terminal software 

* IRIS Window Manager 


Chassis: 
* 20-slot Multibus™ card cage 
* 720 watt power supply 


Options. 


- . Hardware: ~ 

>. © Z-clipping 

ae s+ Jord MB CPU memory cds. : nae 
~ 2*.._* e4bit-plane image memorycards e+ 

» “Floating point accelerator 
pone <0" rack mounind stint Co ee 
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Peripherah: 
* 11” x” digitizer tablet 
* Dial and button box 
* Color printer and. controller 
¢ 15” diagonal non-interlaced RGB tilt 
and swivel monitor © 
* 19” diagonal 30 Hz interlaced RGB monitor 


Communication: 

* Ethernet with XNS or TCP/IP software 
* IBM Link for 3278-9 emulation and file 
transfer 


Physical and Environmental Specifications 


Power Requirements: 

* AC voltage 93-132 or 186-264 VAC (factory set) 
* AC frequency 47-63 Hz 

* Chassis: 1250 VA, 1000 W, 3410 BTU/hr 

* 19” monitor: 225 VA, 150 W, 512 BTU/hr 


Size and Weight: . a 
+ 19” monitor: 18.5"H x 20"W x 2L5"D * 
(51 x 48 x 54cm), 84 Ib. (38 Kg) 
* Chassis: 29H x 18"W x 27"D (74x 46x69 cm) 
190 Ib. (86 Kg) 


Environment: 

* Operating: 50-86°F (10-30°C), 20-80% 
relative humidity, no condensation 

* Shipping/storage: 32-122°F (0-50°C), 
10-90% relative humidity, no condensation 


Specifications are subject to change without notice. 

UNIX is a trademark of AT&T. Ethernet is a trademark of Xerox. Multibus 
isa trademark of Intel Corporation. 

Silicon Graphics, IRES, [RIS Window Manager, Geometry Pipeline, 
Geometry Engine, Geometry Accelerator, and [RIS Graphics Library are 
trademarks of Silicon Graphics, ine. 
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System Specifications 


Processors: 

* 16 MHz MC68020 central processor 32-bit 
internal registers, 32-bit address space 

* 10 125-nanosecond Geometry Engines 

* 16-bit bit-slice frame buffer controller 
Independent microcoded display processor 
with 32 KB memory for fonts, textures, and 
cursors 


CPU Memory: 

* 2 MB dynamic RAM with parity error 
detection, expandable to 16 MB 

© 256 KB EPROM for hardware initialization, 
self-configuration, and diagnostics, 
expandable to four 256/512 KB EPROMS 


Image Memory: 
* 81024 x 1024 bit-planes standard, expand- 
able to 32 with 16-bit Z-buffer 


Video interface: 
* RGB levels 0.7 V p-p into 75 ohms 
* Separate composite 2 V p-p sync into 75 ohms 
* 60 Hz non-interlaced 1024 x 768 resolution 
frame 
* Other frame resolutions and rates available 
33 Hz interlaced 1024 x 768 
30 Hz interlaced 636 x 485 
25 Hz interlaced 768 x 575 


© Genlock available with 485 and 575 visible - 


line frames 


Color Range: : 
* Color map mode (8- or 12-bit, single or 
double buffered) 
¢ 4096 simultaneous colors.deuble buffered, - 
displayable from palette of 16.7 million 
© RGB mode (24-bit), 16.7 million ae 
Baie on ee ks 
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Standard Peripherals: 

* 72 MB unformatted 5.25” Winchester disk 
drive using an ST-506 interface 

* 83-key up-down encoded keyboard with 
user definable keys 

* 19” diagonal 60 Hz non-interlaced RGB 
tilt and swivel monitor 

* Optical mouse X-Y encoder with three buttons 


Communications: 

* Ethernet local area network with XNS 
software 

* Four RS-232C ports for keyboard and serial 
communications (up to 19.2K baud) 


Standard Software: 

° UNIX System V operating system with Berkeley 
4.2 and local enhancements 

* C compiler and development environment 

¢ IRIS Graphics Library I 

* IRIS Window Manager 


Chassis 
* 20-slot Multibus™ card cage - 
° 720 watt power supply 


Options 


Hardware: 

* Zclipping 

* 2 or 4 MB CPU memory cards 

¢ 4bit-plane image memory cards: 
* Floating point accelerator . - 

* 60” rack mounted chassis . 


Peripheral: 
* Floppy disk drive 


“Ser iB he ts 
NB care ie Sa Be 


* 'p” tape drive and controller - 
* Color printer and controller. © 


"Lx" digitizer tablet 


* Dial and button box 


_ © Programming Terminal : 


* 19” diagonal 30 Hz interlaced RGB monitor 


+ 15” diagonal 60 Hz non-interlaced RGB tilt = 


and swivel monitor 


Software: 

© FORTRAN and Pascal compilers. 
* Terminal software 

¢ EMACS text editor 

* GKS library, level 2b 


Communication: 
+ TCP/IP Ethernet software 
* IBM link for 3278-9 emulation and file transfer 


SerScn ae Lene eee 
Power Requirements: 
* AC voltage 93-132 or 186-264 VAC (factory set) 


_ © AC frequency 47-63 Hz 


* Chassis: 1250 VA, 1000 W, 3410 BTU/hr 
© 19” monitor: 225 VA, 150 W, 512 BTU/hr 


Size and Weight: 

* 19” monitor: 18.5” Hx 20” Wx 215” D 
(51x48 x 54cm), 84 lb. (38 Kg) 
Chassis: 29” H x 8” Wx27"D 
(74x 46x 69.cm), 190 Ib. (86 Kg) 


Environment: — 

* Operating: 50-86° F (10-30°C), 20-80% 
relative humidity, no condensation. 

* Shipping/storage: 32-122°F (0-50°C), 
10-90% relative humidity, no condensation. © 

Specifications are subject io change without notice. 

UNIX isa trademark of AT&T 

Ethemet is a trademark of Xerox. 


Multibus isa registered trademark of rif Corporation. 
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System Specifications - 


Processors: 

* 16 MHz MC63020 central processor, 32-bit 
internal registers, 32-bit address space 

* 10 125-nanosecond Geometry Engines 

* 16-bit bit-slice frame buffer controller 
Independent microcoded display processor 
with 32 KB memory for fonts, textures, and 
Cursors 


CPU Memory: 

¢ 2 MB dynamic RAM with parity error 
detection, expandable to 16 MB 

* 256 KB EPROM for hardware initialization, 
self-configuration, and diagnostics, 
expandable to four 256/512 KB EPROMS 


Image Memory: 


* 8 1024x1024 bit-planes standard, expand- 
able to 32 with 16-bit Z-buffer 


Video Interface: 


* RGB levels 0.7 Vp-p into 75 ohms 
* Separate composite 2 V p-p sync into 75 ohms 
¢ 60 Hz non-interlaced 1024 x 768 resolution 
frame 
* Other frame resolutions and rates available 
33 Hz interlaced 1024 x 768 
30 Hz interlaced 636 x 485 


25 Hz interlaced 768 x 575 é 
* Genlock available with 485 and 575 visible 
‘line frames sage id 
Color ‘Range: . 


“© Color map mode (& ora: bit, single or’ 


double buffered) © 


« 4096 simultaneous colors, ine bi u 


displavable from palette of 16:7'million : 


Standard Peripherals: 

* 170 MB unformatted 5.25” Winchester disk 
drive, using an ESD! interface 

* 83-key up-down encoded keyboard with 
user definable keys 

* 19” diagonal 60 Hz non- interlaced RGB 
tilt and swivel monitor 

* Optical mouse X-Y encoder with three buttons 


Communications: 

* Ethernet local area network with XNS 
software 

* Four RS-232C ports for keyboard and serial 
communications (up to 19.2K baud) 


Standard Software: 

* UNIX System V operating system with Berkeley 
4.2 and local enhancements 

* C compiler and development environment 

¢ IRIS Graphics Library il 

+ IRIS Window Manager 


Chassis 
* 20-slot Multibus™ card cage 
* 720 watt power supply 


Options 


Hardware: 

« Zclipping 

* 2 or 4 MB CPU memory cards 

+ 4bit-plane image memory cards 


"© Floating point accelerator, 


* 60” rack mourited chassis 
ie Tyan. ot * 


~*~ Second TD nda Mi eg 






60.MB i” cartridge tape drive 
rp" tape dive and controller 


ae + Color printeard controller we fs 
een | ie IN" digitizer tablet... 
: 2 Dial and button box... 


ing Terminal © 


sy" dag 0 Hz ineliced RGB mont 


© 15” diagonal.60 Hz non- interlaced RGB tilt 


and swivel monitor : 
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Software: 


" © FORTRAN and Pascal compilers 


* Terminal software 
 EMACS text editor 
* GKS library, level 2b 


Communication: 
+ TCP, IP Ethernet software 
¢ IBM link for 3278-9 emulation and file transfer 


Physical and Environmental Specifications 
Power Requirements: 

* AC voltage 93-132 or 186-264 VAC (factory set) 
* AC frequency 47-63 Hz 

* Chassis: 1250 VA. 1000 W, 3410 BTU/hr 

© 19” monitor: 225 VA, 150 W, 512 BTU/hr 


Size and Weight: 

¢ 19” monitor: 18.57 Hx 20” Wx2L5"D 
(51x 48 x 54cm), 84 Ib. (38 Kg) és 
Chassis: 29” H x 18° Wx 27" D = 
(74x 46x69 cm), 0b. oe : 


Environment: 
* Operating: 50-86°F (10-30°C), 20-80% 
relative humidity, no condensation, 

* Shipping Storage: 32-122°F (0-50°C), 
10-90% relative humidity, no condensation. 


Specifications are subject to change without notice. 
UNKXis a rademark of T&T 

Ethemet is 4 trademark of Xereat, 

Multibus is a reyjsaered trademark of inet Corpoeation. 

Silicon Graphics. IRIS. Geometry Pipelme, [RIS Window Manages, 
Geometry Engine, Geomery Accelerator. EIS Graphics Library, and 
Geometry Partners are trademarks of Silicon Graphics, Ine. 
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@ Hard Disk Interface 

® Initial System Diagnostics 

@ Initial System Configuration 
@ Booting UNIX 


| pf UNIX SYSTEM V 


@ Berkeley 4.2 Enhancements 
@ Local Enhancements 
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SUPPORT DOCUMENTATION - page 1 


commend ~ gy [Pra 


Typ? Many Hel f? 





There are several manuals available that support the IRIS workstations. Following is a list of the 
manuals that a Field Engineer will most likely need. 


Each system is shipped with these manuals plus some additional manuals not listed. 


@ UNIX PROGRAMMER’S MANUAL 
VOL 1A: This manual contains CHAPTER 1 of the eight chapter programmer’s manual. 
It contains descriptions of all the basic shell commands. 


@ UNIX PROGRAMMER’S MANUAL 
VOL 1B: This manual contains CHAPTERS 2-8 of the eight chapter programmer’s 
manual. 


- Chapter 2: Contains descriptions of the system calls. These are commands that can- 
not be executed individually, but used as code in a C-program. 


- Chapter 3: Contains descriptions of available subroutines. These cannot be executed 
individually, but used in high level compiled programs. 


- Chapter 4: Contains descriptions of the format and contents of various files used in 
the UNIX system. 


- Chapter 5: Contains descriptions of miscellaneous facilities such as macro packages, 


character set tables, etc. 


- Chapter 6: Contains descriptions of all .- UNIX games such as Craps, harigman, etc. ; 


- Chapter 7: Contains descriptions of s: - i ‘files that refer t to specific hardvdte peri * 


pherals and UNIX System. device drivers» od. 


a Chapter 8 8: Conta some basic information conceming system administration. S 
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SUPPORT DOCUMENTATION - page 2 - 


@® UNIX PROGRAMMER’S MANUAL 
VOL 2A: This manual contains information and tutorials on various UNIX features such 
as ED, VI, Troff, etc. 


@ UNIX PROGRAMMER’S MANUAL 
VOL 2B: This is the high level language reference manual. Contains information on vari- 
ous UNIX langauges and programs such as FORTRAN, Fsck, Lint, etc. 


@® IRIS OWNER’S GUIDE 
SERIES 3000: This manual contains information concerning Install, Test, System 
Administration, and workstation operation. 
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IRIS 68020 BASED WORKSTATIONS 


LESSON TITLE 


- Onentation 


Course Introduction 
Workstation Introduction 


UNIX: Survival Skills & VI Editor 


UNIX: Survival Skills & VI Editor 

Lab Project 3.1: Basic UNIX Commands (pt.1) 
UNIX: Survival Skills & VI Editor 

Lab Project 3.1: Basic UNIX Commands (pt.2) 


Quiz #1: Lessons 2 and 3 
UNIX: Survival Skills & VI Editor 
Lab Project 3.2: VI Editor 


Test #1: Lesson 3 

System Administration (Backups) 

Lab Project 4.1: Making a Bootable Tape 
Lab Project 4.2: Making Backup Tapes 
System Administration (Restore) 

Lab Project 4.3: Disk Drive Restoration 


Lab Project 4.3: Disk Drive Restoration 
System Administration (Gonfiguration) . 


. _ Lab Project 4.4: Creating New User Accounts 


Lab Project 4.5: Adding ASCII Devicesig. 
Component Location . 
Lab Project 5.1: Component Location 


Test #2: Lesson 4 
Data Flow: Theory of Operation 
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p 2 Quiz #2: Data Flow 2.0 
, y 7 Troubleshooting Lecture 2.0 
, 4 Troubleshooting Lab 4.0 
8 Troubleshooting Lab a 8.0. 
9 _ Troubleshooting Lab 4.0 
9 Final Exam and Performance Lab 4.0 
10 8 Adjustments Lecture 1.0 
a 10 Lab Project: Adjustments 7.0 
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©“ LESSON 3: UNIX SURVIVAL SKILLS & Vi EDITOR®.#227 >: 


Upon. completion of this’ lesson; the. student, : vusing” available documentation ‘and an" ‘TRIS: works": Ret 


station, will be able to: 


@ Given a list of UNIX commands, correctly match the commands to explanations and use 
of each command, then demonstrate (on the workstation) that each command can be 
correctly executed. 


© Demonstrate that specific files can be located and modified using the vi editor. 
© Demonstrate that specific IRIS demonstration programs can be located and correctly run. 


© Correctly draw the UNIX directory/sub-directory tree. 
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WORKSTATION PROM MONITOR. >: 


The basic. level of software (in the IRIS workstation) -is contained on. the CPU: board; held: in’ oer 


proms and called the PROM MONITOR. 


THE PROM MONITOR: 
@ Isa dumb terminal. 


yt’ @ ~=©Has a hard disk interface. 
\" \@ Reads configuration switches. 


@ Will boot UNIX. 


oe 
“2 ED 


e Allows limited diagnostic functions. 
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BOOTING UNIX | 


The IRIS. boot environment is determined by the setting of configuration Jules ete AS 
1 through:4 on ‘the cabinet back panel. Two basic boot options are available:..~"”: 
AUTOMATIC BOOT and PROM MONITOR BOOT. =. 


© Automatic Boot 
At powerup, the IRIS tries to boot from a file called defaultboot on the device specified 


by the configuration switches (see table on next page). 


® PROM monitor boot 
At power up, the IRIS enters the PROM monitor and waits for further boot instructions. 


Since the IRIS can be booted from different devices (hard disks, tape drives, etc.), the PROM 
monitor provides the Is command, a version of the UNIX /s(7) command, for displaying the 
names of files on the attached devices. 
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IRIS CONFIGURATION SWITCHES 6 


As the table shows, switches 1:through 4 select the device from which the IRIS is to be booted. . 


Switch: 5 specifies whether the IRIS should perform an automatic boot ora: PROM monitor boot. 
Switch 6 determines whether or not system information is. displayed on the screen’ after. the IRIS 
is reset. Switch 7 selects the display monitor type. 


NOTE: 


Manufacturing sets all the switches to the closed position. All classroom systems are configured : 


as such. 


















Configuration Switches 


Switch Name 7 


> ae | Hard disk boot __ 


1- 4 ~ Boot environment 
Cartridge tape boot: 


Floppy disk boot 

Network boot 

PROM monitor 

pee PROM Monitor boot 

Automatic boot = 
Quiet — Display system information 
Don’t display system information 
i ll EF 






On 





uf 





‘) 






Display on primary monitor: 
Display on secondary monitor 


oO 


IRIS: Configuration Switches 


_C means "Closed and O means is "Open. : 
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PROM MONITOR COMMANDS?" °°) 8200 Fw 


The PROM ‘monitor offers several commands: some.can- be used, _ others - are: for: in-house. Pere: eae eh 


sonal and should not be used. » os 
Following is a list of the commands you should be familiar with. Later in the course you will get i 
to use the commands while performing a lab project. 

COMMAND DESCRIPTION OMUROL UAT cre | 


b Load and begin execution of a boot file. The filename can be 
supplied as an argument with the boot/ command, or if no 
filename is given, then a file called defaultboot is searched for se 
on the boot device. The boot device can be named as an argu- eas 
ment or if no name is given, then the configuration switches will Mi og oa 
decide what device to boot from. 








1p 2 
ft a JA 


n -! wok _ Same as b, but boot is from "XNS" or "TCP". — 
Is Used to list files on the selected device. 
h : ; Print the help message. 
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PROM MONITOR CMDS - continued...) 02 
Be gs. 
i he - COMMAND. .._ DESCRIPTION |. 
: : set Print the current set values. 
set debug 0/1 Set debug mode. This is a toggle switch, it allows you to inject 
os noise into the boot process. Noise is a term used by the 
ee engineers and if an error is detected during the boot, then the 
tes process is halted and an error message is displayed.. 
“ : * set display Used to enter the state of the configuration switches. The follow- 
red ing steps must be followed when you change the switches: 
2. Change switch settings. 
3. Execute set display. 


4. Depress reset. 
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PROM MONITOR.COMMAND SYNTAX. ee ee 


When you: are‘in. the PROM- monitor ‘and request the: ‘help menu,-the display. that ‘is. printed:i ise ae aoe 
somewhat confusing. (The display-is reproduced on the next two pages in: your workbook)  - Fd 


The load. type: commands. (b,- n, 1) and the list: command. (Is). may: be. executed- with. optional : 


parameters’ supplied: with: the command.= The optional: parameters’ are: -MEDIA, ‘DEVSPEC, 
and file. 





/ Pr yit< 


a me ey 
yi 
MEDIA: Media is a 2 or 3 character field that defines what type of device you will boot 
from or list files from. The available commands are: hd, ct, fd, i ip, sd, md, st, 
mt, sf, mf, xns, and rom. et uk 
; péd tof ¥ fort) : aroha 
Of these commands, you will only need to use: hd, ct, fd, or xns. This is 
because the PROM monitor will look to see the actual type of device attached 
and access that device using the correct device type. 


eet 
we ve 


ie. For disk drives the following mnemonics are used: ip, sd, or md. - ae 
Each type of available disk drive has a different mnemonic, but, the 2, 8 
generic mnemonic hd.can be used to load from any of the disktypes. 9. ® 
This would not apply if the system had two disks with the same eee 
device number (say siO and ip0), then you would have to use 
the specific mnemonic to boot from the desired drive. 


This same principle applies to the tape (use ct) or floppy (use fd) 
devices. 


T # 
th MAA, ott 
i cael “ dt dpb 


Pa 
DEVSPEC: Devspec will be one of the following: 


hostname Name of the host, the MEDIA must be xns. 
unit . , The unit number of the device (0, 1, ...). 
<unit><fs> This is the unit number and filesystem (a-h). The 
MEDIA must be a disk drive. ‘ 
file. - ~ This i is the name of the boot file. If not given, the PROM monitor looks for the: 


_ file defaultboot. 
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_ PROM MONITOR HELP MENU: ---- 


iris> h 
General Monitor Commands (All numeric values i in hex): 
MEDIA is one of the following: 
hd hind disk (ook foe iped: then tnd) = ~ 

ct - cartridge tape. (look for st, then ot nick 

fd - floppy disk. (look for sf, then mf) ped, se ipo terptions 219) 

ip - interphase disk. (474 MB drive) ~ ~ a ins See 

sd(or si) - storager disk. (170 MB drive) <teege Fo ~yyte gir? Ge30 / Mya p 0G 

md - midas disk. (72 MB drive) ~—“2s5 722456 = Vy Tepe 

st(or sq) _- storager cartidge tape. (1/2" tape) £527 @ 97706 

mt(or mq) - midas cartidge tape. (1/4" tape) —s7-450¢ 

sf - storager floppy disk. Js) ofA ce 

mf - midas floppy disk. ss 

xns - network. (ethernet) a 

rom - EPROM board. ee tae 

DEVSPEC is one of the following: Sf are 

host name - Name of the host. (MEDIA must be xns) a 

unit - unit number of device (0, 1, ...). Seer f iv uy 
(MEDIA must be a tape or disk device) 7 2 

<unit><fs> - unit number and filesystem (a-h) , 
(MEDIA must be a disk device.) 

address - multibus address. 
(MEDIA must be a EPROM board.) @ 


[MEDIA.DEVSPEC:][file] load and begin execution of the named file 
ey file defaults to defaultboot 
, SPECs are from switch settings 


bp HDOS VeFun’~ soe" 


b,[MEDIA.DEVSPEC:] [file] same as above 

n [DEVICE:][file] same as b with MEDIA = xns 

ls [MEDIA.DEVSPEC: ]{file] ‘ list the files on the device 

| [MEDIA.DEVSPEC: [file] load but don’t begin execution of the file 

g address stack} | Bs — Scie ung at specified address. . 
"the stack address is a option.. 


Continue (y or n)?: y — 
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PROM MONITOR HELP MENU:-.continued. - Siete (Athen Sei EM OPE SA 
hl? a print this help message. E 
set | print the current set values... ~ ae 
set media MEDIA set the default boot media. - ie 
set devspec DEVSPEC set the default boot device spec. _ “ 
set debug 0/1 set the debug mode. 
set display set display options from switch settings. 
set dcr BITS OPTION set DC4 bits and option. 
exit reset the PROMS. 
fm{biwil} ADDR VALUE [INCR] [CNT] 
fill memory as byte, word or long fe. 
starting at ADDR, with initial VALUE, ck 


incrementing VALUE by INCR for CNT times. 
(INCR defaults to 0; CNT defaults to 1) 


dm{blwil} ADDR [CNT] dispiay memory as byte, word or long. 
(CNT defaults to 1) 
em{blwil} ADDR edit memory interactively as byte, 
word or long. 
dpr - display processor registers. 
epr REGISTER edit the given processor register. 


(sr, vbr, cacr, caar, sfc, dfc). 


iris> 


One the next page are some examples of PROM monitor commands with 
explanations. 
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_ PROM MONITOR.COMMAND EXAMPLES...) = 


Following are six examples of PROM monitor commands. : 
1. b ctO:sifex | 
The above command will boot a file named sifex from tape drive 0. - 
b = monitor command 
ct = MEDIA option 
0 = DEVSPEC 
Sifex = file 
2. b hdl:vmunixl 
This command will boot a file named vmunix1 from-disk drive 1. 
b =monitor command 
hd =MEDIA option 
1 =DEVSPEC 
vmunix1 =file 


3. n.elvin:/vmunix 


This command will boot the IRIS over the Ethernet. The host system is 
called elvin and the boot file is vmunix. 


n =monitor command 
elvin = DEVICE 
/vymunix = Pathname to file vmunix. 
4. Is ct0: , Be. 
This command will list the file names of the first file on tape.. - 


3 


This command lists the contents of disk partition ‘a of drive0. © 
6. b 


This command boots the IRIS using the defaults defined by the switches. 
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THE BOOTING:PROCESS :AUTOCONFIGURATION=: Lee aT, eae 


When you. enter the boot command from the PROM monitor, the: UNIX -kernel-i is: loaded’ into agin one ae 
memory and UNIX then configures the system and displays a map for you. The map informs the : 

user what equipment is or is not installed on the IRIS, how much memory is available, and what 

partition the UNIX ROOT is on. 


Simple diagnostics are also run against the attached devices. 


Following is some of the output displayed when the boot process ee iia display “blinks” 
on the screen, followed by the display shown on the next page. ; 


iris> b 
SGI Extent Filesystem 
Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 0113d8 bytes 
Bss: 024d7c bytes 


Jumping to loaded program ~ se at 


After this message is displayed, the screen is cleared and’ the: message shown on athe t next t page is 
output cerry as the ® configuration process peaceett 
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AUTOCONFIGURATION OUTPUT 90 


we Following i is the: display thas ‘occurs at the IRIS console. terminal-.as- the: configuration: process: Re Tee ae 
—s proceéds. ‘Some of the.‘data: changes from software. Telease. to release, but. for the most part it. - 
remains, i same...” 
On. the next page 5 desctipiioa of the equipment mnemonics, shown in this display, are given. 
(Remember, this output occurs after the output shown on the previous page is displayed and the 
screen is Cleared) 





Me SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] f a/ yp 
aS (C) Copyright 1986-SiliconGraphicsInc. | ; . 
vi real = 4194304 15+ wali PYST 
kmem = 561152 © Kewnnd me ae ~ eth 
user = 3633152 wp ust © 
bufs = 819200 (max=16k) 
dsdO not installed 
qicO not installed ————__ poll (Bs - 
sii0 at mbio Ox07200 iplS_ 
si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 , 
sil not installed 
sf0 floppy (80/2/8) slave 2 _. 
siq0 at mbio 0x73fc ipl 5 
sq0 (qicO2 cartridge tape) slave 0 
iphO not installed x). (w 
tmt0 not installed aw 
s ikO not installed gar 
y ™—=nx0 (FW 2,5:'HW 4.0) (0800.1400.3948) at mbio 0x7ffc ipl 2 
fpa installed . 
Ipen not installed me | 
kernel debugger disabled. A ey ¥ 
f av ( Footon sida cae 
. SG swap on si0b. swplo=0 nswap64000 


— 
‘ 
x 

mS 


a =? 


re. 


he 





: r . . - - oe B 

“INIT: SINGLE USER MODE Raat 

nua = fi Meant * a ; a aa ae nan TS nee ‘ 
NOTE: : . ae ae 
After the line-"INIT: SINGLE USER MODE" UNIX will display the contents sof file motd. This: ~ 
is the Message-of-the-day file. The user can place any message he/she wants displayed every-_ 
time UNIX is booted. Once the message is displayed, the SINGLE: USER prompt (#) is 
displayed. 





| | 
# | , de 
: é 
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- SYSTEM DEVICE NAMES - page-1-. 2 0 


The following text. defines: each mnemonic assigned to each component of an IRIS workstation. - +: 


The autoconfiguration process. will inform the user what boards and-I/O devices are present; bai Meee 
ing what multibus address has been assigned the board and the number of each. devices-* 208 7 


MNEMONIC 
dsd0 


qic0 
sin 


mf0 


iphO- 
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DESCRIPTION 


This is the Disk Controller for the 72 MB hard disk, the floppy 
disk, and the 1/4" cartridge tape drive. 


If this board is installed, a message like the following is 
displayed next to the mnemonic: at mbio 0x7f00 ip! 1. 
mbio = Multibus. 
0x7f00 = Address per board jumpers. 
ipl 1 = Interrupt priority as determined 
by position of board on the bus. 


This is the Quarter inch tape drive that is attached to the dsd 
controller. Its assigned device address is 0. Only one tape drive 
can be attached to the dsd controller. 


This is the 72 MB disk drive. Two of these drives can be 
attached to the dsd controller: md0 and md1. The example on 
the previous page informs you that a PRIAM drivé is installed. 


This. mnemonic indicates the Floppy Disk Drive that could be 
atched to the dsd controller. 


*y This the SMD Disk Controller. If installed,-the mbio address 
and interrupt. level would be displayed as it. was for the dsd 


board.. This controller can have two 474’ MB disk drives 
attached to it. - 
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SYSTEM DEVICE NAMES:- page2« 0. oe es 


“ap “y, 


: 
© 


oe fai 
e N. eee 
ipn ~:~ 


sii0 


siqn 


tmtn 


ikO 





140 


| 


... MNEMONIC_._ DESCRIPTION.: 


- If the SMD controller was installed, this would-indicate the pres- - 


ence of the 474 MB disk drives: ip0 and/or ip1. This mnemonic 
is not displayed if the controller is not installed. 


This indicates that the Storager Il Disk/Tape Controller is 
installed. This board can handle two 170 MB disk drives and 
several optional 1/2" and 1/4" tape drives. If installed, the mbio 
address and interrupt level information would be present. 


This would indicate the presence of the optional 1/4” cartridge 
tape drives that could be attached to the Storager I board. 
Where n = a number. 


This is the mnemonic for the optional 1/2" tape Orives that 
could be attached to the Ciprico Tapemaster board. Where n = 
a number. 


This indicates the Color Printer. An IKON board would be 
installed. 


This mnemonic indicates the presence of the Excelan Ethernet 
Controller Board. Like any board installed, the mbio addresé is 
given and the interrupt level is indicated if installed, but some 
additional information is displayed that a customer may require, 
that is, the Ethernet Address. This address will look like the fol- 
lowing: (0800.1400.3948). (used in /etc/host. 
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SYSTEM DEVICE NAMES -- page 3:;* - .~. ei bay 
- MNEMONIC © DESCRIPTION 
fpa This indicates that the IRIS has the Floating Point board — es a . 
installed. i: 
Ipen This is the Light pen option. 
* 
a 
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USER.OPERATION MODES .. mie 


Three modes of operation are available to'the’ UNIX user: SINGLE- USER, MULTI-USER, or eau 
and SUPER-USER. 


~@ SINGLE-USER. .. . . 
*. x, This mode can only. support one user. It is aia used by the. system | administrator. for file 2: 22: --35.°° 
goa ne systern repair and maintenance and other functions: where one person requires exclusive : 
ee use of the computer. 


~ The system boots into single-user. 
coast - The single-user has full access privileges of all files. 


- Only one file system is typically available and that is ROOT. Other file systems could 
be mounted if access is required to them. 


@ MULTI-USER ; | 
This mode supports several users simultaneously. l ype Wa! 





- Users login using assigned account names. New accounts are created by the system 
administrator. The system is shipped with six accounts: root, rootcsh, rootsh, guest, 
demos, and, mexdemos. 


oo = User has full access priviledges to files within that account. 


- . All file systems are generally available; you can read, write, and execute yours, usually. 
read the rest of the system. 


@ SUPER-USER Sit 
Super;user is entered from multi-user using the command Su. On most systems entering 
ss ‘Super-user will be password protected because the super-user has the same file access 
privileges as the single-user. 


- Workstation is re-booted from super-user using the command reboot. a 


- You can return to multi-user by using the commandexit. 


if 
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SYSTEM SHUTDOWN. ~ 


Always shut the system down using the command. reboot. ee ee ee Ae ge 
This."syncs" the disk drives; paging out all "dirty" pages to the disk, updates open files, and gets “ 
the heads off of the disk. This insures the integrity of the super-block. 

an An. 


@ You must be the super-user or single-user to execute reboot. SUPA taeg ci S, 


® You should notify other users first using the wall command. 
cae if 
© Reboot will kill all running processes. “! Male of 


® Workstation control returns to the PROM monitor. 


eK RE WARNING Ke KK 

NEVER shut your system down using the RESET switch. If you do, the file system 
on disk will probably be corrupted (trashed). Reset should only be used as a last 
resort when UNIX is hung, and then, you should wait for the syncing. of the. drives. 
by the CRON DAEMON. Remember, the drives are synced every 10 minutes jes 
this process. 
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This is a simple exercise. that will introduce you to the subjects just discussed by this. lesson:. ie, . 
Displaying the PROM: monitor help. menu; booting UNIX using the defaultboot-file; entering = a 


multi-user mode from single-user‘mode (where you entered when the boot ‘process is ite aca eee = 


entering super-user mode from multi-user; and rebooting, the ‘system: ~ a ae 


NOTE: 


Two students should pair together to perform the exercise unless there are enough workststions — 


for each student. 


~ Enter only the commands that you are instructed to enter. You will get free-time on the work- 
station later in the course. 


1. Check the configuration switches on the back panel and verify. that all the switches are, - 


closed. This will cause a boot from the hard disk when you enter the PROM monitor boot’ 
command. 


2. Power on your IRIS workstation using the front panel switch. You should see the initial 
PROM monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) 0Ox0000000f) 
Configuration Switch: 0x0100 
Multibus Window (2mb) at Megabytes 0 and 1. 
Mulsibus accessable memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> . 


3. Enter h at the iris> prompt. : 
' This will cause the PROM monitor help menu to bg  dplayed, (aes previous page enti- 
tled PROM MONITOR HELP MENU. * . 


“y 


4. Enter y at the Continue y or n)?: prompt, ’ 3 


. This will cause the remainder of the help menu to be displayed. cee previous page enti- 


tled PROM MONITOR HELP MENU - continued.) 
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BOOTEXERCISE-page2, 


5. Enter b at the iris> prompt. 


".» SThis will cause the UNIX keel to be loaded into memory. The file.defaultboot will be: -  ; 
"searched for on the hard: disk- and it will boot the kernel. x the ora oe 


“switches are selecting the hard disk as the boot device): 

- The data, shown on the page entitled THE BOOTING PROCESS: AUTOCONFIGURA-__: 
TION, will flash on your screen. This is followed by the configuration data shown on the. - 

page entitled AUTOCONFIGURATION OUTPUT. 


When the prompt # appears, you will be in single-user mode. 


6. Enter Is at the # prompt. 


This will display the names of all the files and directories that make up the ROOT(/). 


directory. (more about this later) 


7. Enter multi at the # prompt. 
The following (minus the inserted instructional text) appears on your screen. - 


# 
INIT: New run level: 2 


Is the date [day month date time time-zone year] correct? (y or n) 


This is asking you if the date is correct. If it is, enter y. If the date is incorréct, enter n. 

You would then be prompted to enter the date as the following example shows: 

062312308700. The last four digits (8700) are optional and are not required, but, it is a 
“, good idea to enter at least the year (87). 


If you had to correct the date, you will again be asked if it is correct. 
Do you want to check filesystem consistency? (y or n) 
. This is asking you if the program fsck should be run to check the filesystem consistency 


(integrity). Enter y to the prompt. 
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BOOT EXERCISE - page 3. - 


. We will talk: about. this’ check later in. the: course. If: sent sag aca is consistent, then the- 


following message is output: © 


Checking file systems for consistency: 


/dev/si0a 
File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


/dev/rsi0f 
. File system: usr Volume: SGI 


+* Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 
Mounting: /usr 
Preserved editor files 
Cleared /tmp 
Resetting locks and logs 
Hostname: JULIE 
Daemons: 
update tes 
cron , i iy 
Ipsched © a 
Daemons started 


JULIE login: 
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BOOT EXERCISE - page.4-.- 
NOTE: 
a (3 your fsck output does not look like the output on the previous page, then stop this pro- - 
ject and call your instructor. 


After the check is complete, UNIX informs you that several daemons were started. ‘: 


These are background programs that are always running. It also informed you that the’ 
/usr filesystem was mounted and that various "house-cleaning" tasks were performed. 


8. Enter student at the JULIE login: prompt. 
You are logging in to an oo called student. 


ter whoa oa to the JULIE 1 > prompt. 
e account naine (student) will echo back to you. 


10. Enter su to the JULIE 2 > prompt. 
You are going to Super-user mode. Notice that UNIX keeps track of the number of com- 
mands that you have executed by changing the number portion of the JULIE prompt. 


The super-user account is password protected. 


11. Enter the password password. 


Notice that'a new prompt (JULIE 1 #) is displayed. By using different prompts, UNIX 
lets you know what account you are in 


12. Enter whoami to the JULIE 1 # prompt. — 
You see that the account name is no longer student, but, root. - . 
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BOOT EXERCISE - page 5.. - 


13. Enter reboot to the JULIE 2 # prompt. - _ 
- You are going to sync the.disks and re-enter the PROM monitor. as 





' " The following message blinks on the screen, the. screen is cleared and the PROM monitor 
& message is again displayed. 


i IRIS (1P2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) Ox0000000f) 
Configuration Switch: 0x0100 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessable memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 





14. End of exercise. Please power off your workstation using the front panel switch. 





22 . Student Workbook 


LESSON 3: UNIX SURVIVAL SKILLS & ViEDITOR IRIS WORKSTATION COURSE 
68020 Based 


UNIX SYSTEM OVERVIEW 


Wet C4 PI 
ge 


¢ SGI workstations use System V with 
4.2 enhancements. 


eh 


* Two command interpreters are 
offered: 


= C-Sheil (csh): The Berkeley 4.2 DSB 





- Shell (sh): Bourne/At&T System V 


ree, Ak 

¢ UNIX is a "layered" system: 
- The kernel is at the center 
- The shell is middle layer 


- The utilities make up outer layer 
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‘UNIX LAYERS — 


The following diagram shows the three layers of the UNIX System. The next three 
pages in the workbook give brief descriptions of each layer. More detailed informa- 
tion will follow as the course progresses. 
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THE UNIX KERNEL. 


UNIX is a “layered” system with the KERNEL at its center... -. - 

Certain operating. system functions are required many times each second. For example, the part - _ 
of the UNIX System that is involved in switching from one program to another (time-sharing) is - 
needed many times each second. In the UNIX System all of the functions that are needed 


immediately are constantly kept in memory. The memory resident part of the operating sys- * 
tem is called the KERNEL. 


@® BASIC KERNEL FUNCTIONS: 
- Supervise the I/O transactions. 


- Create, manage, and control termination of "processes". 





- Manage and control the hardware (housekeeping). 


~ Manage Main Memory. 


- Manage file system organization and access. 
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THE UNIX SHELL 


On' many systems ‘the command: interpreter is.a' part of the internal structure‘of the: operating. sys- AEE SS ! 
tem. In the UNIX System, however, the. shell is just an ‘ordinary program, similar to any: other -; te oe 


program that runs in the UNIX System. 


Two shells are offered, but, only one will be running at a time. The user actually selects the 
shell he/she wants to use by placing a statement in the password file. When the user logs in, the 
correct shell will be started by the kernel for that user. 


The shell is a command programming language that provides an interface to the UNIX Operat- 
ing System. As a command language it interactively accepts commands from users and arranges 
for the requested actions to occur. As a programming language it contains control flow and string 


valued variables; this allows the user to create. his/her own special .commands, called:- — 


sheliscripts or executable files. 


The program which implements the shell is called /bin/csh for the Berkeley version and /bin/sh 


for the Bourne version. It is one of these statements that is placed into the password 


(/etc/passwd) file. 
6 : ft d { = : Ti pet f Tan Cll? Ds ; 44) 
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: Of pg GNBIAS ) 
UNIX UTILITIES ~— 477’ <’ 


Many operating-system functions are ‘needed ‘only occasionally,. such as the-capability to movez:.: => 
information from one mass storage device to another. These types of functions are:provided by: =: 
utilities (commands by. any other name), standard programs which are invoked upon demand by 

the user through the command interpreter (the shell). 





Like the shell, the utilities are programs and run as processes, managed by the shell. 
Some utilities are: 
© The editors. 
@ Language programs ( C and FORTRAN). 
@ Text processing programs (xroff and spell) 


© Communicatons and networking programs. 





@ Mail handler. 
@ All the basic commands (Vol. IA). 


@ All the user created shellscripts, etc... 
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UNIX: FUNCTION& FACILITIES 


_'. @ GENERAL OPERATING SYSTEM FUNCTIONS: .. ; 
_~~ The task is to orchestrate (manage) the use of: system resources... ~ 


- Provide user access to system facilities. 


@ UNIX FUNCTIONS: 

- Handle devices: Disk(s), tape(s), ethernet, graphics, terminals, etc. 

- Maintain the file system (on the disks). 

- Provide a standard mechanism for accessing all UNIX files and devices. 

- Provide process management: Process creation and process scheduling. 

- Provide virtual memory. (Appearance that there is more memory than there is 
physical memory. The SWAP area of the system disk is used for ve 
addressing.) 

- Provide a user interface - via Command Interpreter: CSH or SH. 


- UNIX tools: An assortment of simple, useful UNIX programs - i.e. Is, more, 
1m, Cp, mv, etc... 
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UNIX DOCUMENTATION | 
@ UNIX PROGRAMMERS MANUAL VOL 1A & 1B. 
- Table of contents - An alphabetical listing of utilities (commands), : Bee ne 
pages i-ix. a 


- Permuted index - This is a keyword(s) form of indexing utilities in the UNIX manv- ' 
als, pages 1-65. . 


@® THE USER LOCATES INFORMATION PER THE CHAPTER IDENTIFIER (n): 
i.e. 


- passwd(1) ? 
Locate information in chapter 1 concerning use of the password utility (com- — 
mand). ae: 


- passwd(4) 
Locate information in chapter 4 concerning the format of line entries in ‘the 
password file. 


- ep(1) 
Locate information in chapter 1 concerning the use of the copy utility (com- 
mand). 


- sii(7) 
Locate information in chapter 7 concerning the special device file that serves 
as the interface for the Interphase Storager 2 control board. 
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UNIX IMPLEMENTATION 


_.@. UNIX is comprised of thousands of files that are arranged in a tree-like structure... - .: 





similarity of function or use. 


- The top directory is called ROOT directory and has a designation of (/). 
@ The UNIX kernel is booted from the system disk and lives in main memory. 


@ As additional UNIX files and/or utilities are required, they are paged into memory from 
the disk. 


@ Storage capacity of disks: 
- 3010 has 20 MB hard disk and Internal floppy. 


2400 Turbo has 72 MB or optional 144 MB hard disks. 
an | - 3020 has the same disk configuration as the 2400T. 


3030 has 170 MB or optional 474 MB hard disks. 
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IRIS WORKSTATION DISKS... 


+ @ Disk drive space can be.divided into partitions:-- «°: . -- 


- 8 partitions are possible, labeled: 
si0a-h for drive 1. 
sila-h for drive 2. 





- 3 partitions are standard for drive 1: 
si0a - holds root filesystem. 
si0b - holds swap area used for paging. 
si0f - holds usr filesystem. 


- 1 partition is standard for drive 2. 
silg - holds user files. 
Ap 


@ Sector size = 512 bytes. 
© The Extent File System (efs) uses variable length blocks. 
efs) uses variab 


@ Two methods are used to access the drives: rs 





- Block mode: Data is buffered as it comes off the disk. 


~ Raw mode: Data is passed directly to the user. 


Student Workbook 31 





IRIS WORKSTATION COURSE 


68020 Based LESSON 3: UNIX SURVIVAL SKILLS & Vi EDITOR 
DISK STRUCTURE . 


Each partition on the disk has the following structure: (See diagram on next page) =. ...-~ 


@ Block 0 - The Boot Block:. . 


This block is generally used to boot UNIX systems. 
Block 0 is NOT USED on IRIS systems. 


© Block 1 - The Super Block: 
This block contains information about the filesystem: 


Size of the filesystem. 

The filesystem name. a. ae 

The filesystem Volume name. 6 yr : ipl b set 
The filesystem Free Block List. 1 3 a -? 
The time of last backup. : 


The Free i-node list. 
The total number of i-nodes. 


The time of last update. 


® Blocks 2 through n - The i-nodes Block: 


Each i-node is a description of a directory or a file. 
The i-node contains access rights and number of links for the file or the directory. 


The i-node contains the block numbers (disk map pointer) to the be hes location of 
the file or directory on the disk. - 


. There i is a one-to-one relation of i-nodes to the total number of files and directories. 


e Blocks n+l ‘through last block - ‘The Data Blocks: 


This is the actual user data blocks and directories. 


32 


Student Workbook 


LESSON 3: UNIX SURVIVAL SKILLS & ViEDITOR IRIS WORKSTATION COURSE 
68020 Based 





DISK STRUCTURE DIAGRAM 


Each filesystem has the same disk structure. 
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UNIX FILE SYSTEM 


The UNIX operating system is a structured system that has. all its files: grouped oe the related — 
functions they perform or the type of data that the files contain... he, 


The operating systems files are’ structured ‘into compartments called ‘directories. Each ranean ek ae a 


holds related files. The directories. are arranged in a tree-like'structure with 2 top directory called =: 
ROOT. Actually, the structure will resemble the form of an inverted tree, with the ROOT direc- ' 
tory at the top. (more about directories later) 


WHAT KIND OF DATA DOES A FILE HOLD? 


@ Program files contain: 


= = - Managers. 
Eos Eye@u le - Editors. 
- Conipilers. 


® Command files (utilities): 


Fyecure Shellscripts. 
2 - Compiled programs. 
® Helpfiles (man pages). ~~.» /° (vw 
@ Message files: 
- Prompts. Tesi 
- Error. 
@ I/O device files (provide interface for individual devices). 
© Configuration files. 


@ User data files. 
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FILE SYSTEM COMPONENTS. 


e DIRECTORY: ‘ a ; . _ 
_ A compartment or space (disk or memory) that holds related files and/or other directories. 
@ FILE: 

A file is a data record: 

i.e. 

- Source code. 

- Shellscript. 

- A data table. rhe 

MN, is 

@ PATHNAME: 


This is a pointer to a desired directory and/or file within the tree structure. It defines the.. 
position of the file or directory within the tree. 


It is the job of the kernel to determine if the pathname is valid and if access to the object 
directory or file will be allowed. 


@ FILE PROTECTION CODE: 
Each file and directory has a protection code that defines the following parameters: 


- If the file or directory is read only. R. en af 
Linge 

- If the file or directory can be modified. AP TEES 
EEMVKE 

- If the file is executable. See 


“ww 
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WHAT IS A-‘STRUCTURED FILE SYSTEM |. ~ 3:0 "0 B= = 
This drawing attempts to show that the way a book (/ets call.it the root directory). is divided 


into sections (lets call’ these sub-directories), with the sections: divided: into aaa & we > will -- oan - 5 
call these files), is very similar to that of the UNIX operating: ‘system structure. : he, ane =e 


L LIFE ROOT DIRECTORY (Life). . 
A. Vertebrates _  Sub-directory of Life 
1. Mammals Sub-directory of Vertebrates 
a. Great Apes File in mammals 
b. Homo Sapiens File in mammals 
2. Birds Sub-directory of Vertebrates 
a. Winged File in Birds 
b. Flightless File in Birds 
3. Fish Sub-directory of Vertebrates 
a. Fresh Water File in fish 
b. Salt Water File in fish 
B. Insects Sub-directory of life 
1. Spiders Sub-directory of Insects 
a. Web Spinning File in Spiders 
b. Ground living File in Spiders 
2. Ants Sub-directory of Insects ra 
a. Red Ants File in ants He 
, b. Black ants File in ants 
PATHNAME: 


This is a pointer to a desired directory and/or file. It describes its position within the tree. We 


want the chapter (file) containing information concerning Winged Birds. 


i.e.” 


LA.2.a = ue Denna eee 


NielvertebratesPbirdsiwinged = This is pathname for the system. The slash ( /)is . 
used to separate the directories. afd A fle. - 


REMEMBER: 


© Directories contain files and/or. other directories. 


@ Files contain data. (ascii or binary) 


@ Pathname is a pointerto a specific file and/or dieetcays: 7 # 
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THE aie TREE: DIRECTORY.LISTING - page-1.=.. -° 


The ROOT. file ‘system and.-all it’s sub-directories are shown- below. Sub-directories. are: .-* ee : 


indented from their parent directory. (more on parent directories later) |. 


This listing only shows the’ Safi teieeicceciten aiais wince were antee save “7 5) ao 


space. The USER directory (designation /usr) only has a few accounts other than the accounts 
supplied with the basic system. An actual customer listing would be much larger than this listing 
because there would be many more user accounts in the directory /usr. 


The ROOT file system is contained on disk partition si0a. It’s pathname designation is (/ ).- 


/ 

/Versions 
/bin 
ld 
/dev 

/dev/EXOS 
/etc 

/etc/tabset 
/kernels 
lib 
Nost+found 
/stand 
/tmp 





The /usr file system is a sub-directory of ROOT, but it lives on disk partition siOf. 
/usr he: 
/usr/adm 
- /usr/bin 
/usr/diag 
/asr/dict 
/usr/games 
/usr/games/lib 
/usr/games/lib/quiz 


* 
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THE UNIX TREE: DIRECTORY LISTING - page.2:.. go) 205 © te 


/asr/include 
/usr/include/gl1 
/usr/include/gl2 
/usr/include/gpib 
/asr/include/ipII 
/usr/include/machine 
/usr/include/multibus 
/asr/include/pmlI 
/usrfinclude/sys 
/usr/include/xns 

/usr/lib 

> fusr/lib/acct 

/usr/lib/emacs 
/ast/lib/emacs/bin 
/ast/lib/emacs/databases 
/usr/lib/emacs/doc 
/usr/lib/emacs/maclib 

/usr/lib/font 

/usr/lib/g12 

/usr/lib/help 

/asr/lib/lex 

/asr/lib/lint 

« /usr/lib/macros 
/usr/lib/me 

# ty /usr/lib/refer 

_ fusrflib/sa 

/usr/lib/spell 

Aast/lib/term 

/usr/lib/tmac 

/ast/lib/uucp ‘ 
/ast/local#. + 
~— fast/local/bin 

/usr/local/etc 

/usr/local/include ; 

usr/local/lib . r 
Ausr/lost+found ey 
/usr/mail 
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THE UNIX TREE: DIRECTORY LISTING - page 3.22...) 


/usr/man 
/usr/man/a_man- 
/usr/man/a_man/cat1 
/ust/man/a_man/cat7 
/usr/man/a_man/cat8 
/usr/man/a_man/man1 
/ust/man/a_man/man7 
/ust/man/a_man/man8 
/usr/man/u_man 
/ust/man/u_man/cat1 
/asr/man/u_man/cat2 
/usr/man/u_man/cat3 
/usr/man/u_man/cat4 
/ast/man/u_man/cat5 
/usr/man/u_man/cat6 
/usr/man/u_man/man1 
/ust/man/u_man/man2 
/ust/man/u_man/man3 
/asr/man/u_man/man4 
/usr/man/u_man/man5 
/ust/man/u_man/man6 


/usr/news 


The user accounts under /usr/people are highlighted for easy identification. wh & 


/ustr/people 
/usr/people/demos 
/ast/people/demos/robotlib 
/ust/people/gifts ¢ 
/ast/people/gifts/arch * & 
/ast/people/gifts/archmex e 
/ust/people/gifts/dbx_tutorial 
/asr/people/gifts/dbx_tutorial/C 
/ust/people/gifts/dbx_tutorial/C/src __ 
/asr/people/gifts/dbx_tutorial/adv_fortran 
/ast/people/gifts/dbx_tutorial/adv_fortran/src 
/usr/people/gifts/dbx_tutorial/fortran 
- fasr/people/gifts/dbx_tutorial/fortran/src. 
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THE UNIX TREE: DIRECTORY LISTING - page 4.2 2 ee | 


/ust/people/gifts/examples “sg 
/ust/people/gifts/examples/Fortran . . 
/ast/people/gifts/examples/Pascal . 

~ /asr/people/gifts/examples/misc 
/ust/people/gifts/examples/tcp 
/usr/people/gifts/examples/xns 

/ust/people/gifts/lib 

/usr/people/gifts/mextools 
/ust/people/gifts/mextools/images 
/usr/people/gifts/mextools/imglib 
/usr/people/gifts/mextools/imgtools 
/ust/people/gifts/mextools/include 
/ust/people/gifts/mextools/mexrcs 
/usr/people/gifts/mextools/portlib 
/ast/people/gifts/mextools/tools 

/usr/people/guest 
_ lusr/people/mexdemos 
/usr/people/mexdemos/bin 
/ust/people/mexdemos/hemelib 
/ust/people/mexdemos/surflib 
/ust/people/mexdemos/zshadelib 
/usr/people/rich 
/ust/people/rich/bin 
/ust/people/rich/course 
. /ust/people/rich/course/2000 
* /ust/people/rich/course/2000/ig 
/ustr/people/rich/course/2000/ig/lab 
/ast/people/rich/course/2000/ig/test 
/usr/people/rich/course/2000/workbook 
/ast/people/rich/course/2000/workbook/appendix 
/ust/people/rich/course/2000/workbook/lab 
/ust/people/rich/course/3000 
/ast/people/rich/course/3000/ig 
/ast/people/rich/course/3000/ig/lab 
/ust/people/rich/course/3000/ig/test 
. fust/people/rich/course/3000/workbook. 
fasr/peopestichicourse/3000/ workbook appendix 








$ 
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THE UNIX TREE: DIRECTORY LISTING - page S:c..05 a eee 


_. fast/people/rich/course/3000/workbook/lab~ 
/usr/people/rich/course/clover 
/usr/people/student 
/usr/people/studentl 
/ust/preserve 
/ust/pub 
/ust/spool 
/ust/spool/at 
/ust/spool/colord 
/ust/spool/ip 
/ustr/spool/Ip/class 
/ust/spool/Ip/interface 
/ust/spool/lp/member 
/usr/spool/lp/model 
/ust/spool/ip/request 
/ust/spool/Ipd 
/ast/spool/uucp 
/asr/spool/uucppublic ide; 
/ust/spool/uucppublic/receive Mena 
/usr/tmp 


NOTE: 
This listing was created using the Is utility (command). The actual command used looked like 
the following: 


Is -R > temp 


The -R argument informs the ls command to Recursively list subdirectories encountered. ... 
The output of the commiand (which would normally go to the screen, was re-directedinto a file - 


called temp. The file was. ‘then edited. d using the vi editor, and all the file names were removed. 


Later in the course we will cover using commands and re-directing command output. When you 
get into your free-time using the workstation, 7 may want to try this command. 
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CURRENT and PARENT DIRECTORIES: File Hierarchy» =. ©. =, 


@ CURRENT DIRECTORY: 


= This is the directory that you are currently in. All of the files are directly accessible to you". ~~ 


..-* by just using the filename with all your ‘commands. ‘The: fall: absolute amas is not °.- 


oe - needed when accessing files in this directory. ° ove 


i.e. 

Say you are in a directory called /usr/people/student and you want to look at the con- 
tents of a file called xyz (that is in the directory studenf) using the more command. The - - 
command would look like the following: 


more xyZ 


. You are still in the directory /usr/people/student, lets now assume you want to look at a 
tg. file called print in the directory /usr/people/student1. You must use the absolute path- . 
3ér., Mame to access the file. It would look like the following: , 


“42 


more /usr/people/student1/print 


PARENT DIRECTORY: ; 
This is the directory immediately above the current directory. 


EXAMPLES: 
- If /usr/people/student is the current directory, 


- Then /us//people is the parent directory. 


The root directory has NO parent directory. 


ad 
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PSEUDONYMS: Directory and file links... ©. 0 jo 0 


'  ® PSEUDONYM (links):: : 
‘."- “The parent and current neaotes are linked together with a fictitious named 
called a pseudonym. The pseudonyms for the current and parent directories are: 


- Dot (.) is the current directory. 





- Dot Dot (..) is the parent directory. 


NOTE: . 
This linking of the current and parent is consistant throughout the tree structure. “You 
will see the (. ) and (.. ) filenames in each directory. The system will not let you remove : 
the /ink files, for if it did, you could destroy the tree structure. 


Files can also be linked together. We have already seen one such file, and that is default- : 
boot. This is a pseudonym for the real file called vmunix. (more about this later) 
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UNIX COMMAND SYNTAX -.- . 


When you want to find. information concecning: a mre command, use Volume 1A’or. IB of ~ 
the UNIX Programmer's Manual Wee 2 “de 


Each ‘command is.followed by a- sinbee or a: number and a letter in parenthesis: 
Le. cd(1), sgilabel(1m), xlogin(1e) 


The number tells you what chapter of the manual you can find information concerning the com-- 
mand, and the letter qualifies the command as to specific purpose: 


@ (1) Commands of general utility. 
~ @ .(1C) Commands used for communication with other systems. 
@ ap) Demonstration programs. 


© ae a ds used primarily for graphics & computer-aided geen 





ae! e aM) Commands used chiefly for system maintenance & administration purposes. 


° (1W) Color editing commands and other tools for the window manager. 
: 


Unless piheewise noted, commands will accept options and other eens according to the fol- 
lowing syntax: ; 


name [option(s)] [command arg(s)| 


WHERE: 
name . The name of the command. . 
option There are two types of options: 


1. -noargletter(s). 

2. -argletter <> optarg. 
where <> represents white-space, 
and - indicates a minus sign. 
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UNIX COMMAND SYNTAX -continued:-.-.-.. =. - 


- noargletter..-.. A single letter representing an option without an argument. 
ie. Is -a 

argletter A single letter representing an option requiring an argument. | 

optarg An argument (character string) satisfying the oa 
argletter. 
ie. sgilabel -n "GL2-W3.5" -s 13256 d * 
ae 

SR. ga, 
-emdarg A pathname (or other command argument) not begimiing with - - 


or, by itself indicating the standard input. 


ie.  diff-e filet file2 


NOTE: . 
All commands do not adhere to the aforementioned syntax. 
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UNIX ACCESS COMMANDS: DRS pie Be at Se a 


These commands: allow vg user. ACCESS. tO: UNIX, moving from multi-user to super-user. and: 
back, and rebooting UNIX. , 


COMMAND: CHAPTER . ‘: DESCRIPTION ~ - 


login csh(1) Log into UNIX and start a shell per .login & .cshre. 
files. 


NOTE: 

The lesson always assumes that C-shell (csh) is run- 
ning. If you are using Shell (sh), then .profile is used 
instead of .cshrce (more on this later). 








logout csh(1) Terminate your login shell. 
exit. csh(1) Exit a shell. 
: Ae: multi multi(1M) Enter multi-user mode from single-user mode. ' 
im , su su(1) Enter super-user mode from multi-user mode. 
po LAG : NOTE: 
Use exit to retum to multi-user mode. 
reboot _reboot(1M) This syncs the disk (pages out dirty files) and puts you 
into the PROM monitor. 
NOTE: 


You must be SUper-USEF to execute cecbne 
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UNIX FILE MANIPULATION COMMANDS - page:t.).-- 2 see es | 


These commands allow the user to.look at, copy, move, search, remove, compare, and create- 
files. 


COMMAND. : CHAPTER’ = DESCRIPTION. . 


more more(1) Read a file page-by-page. (The space bar pages the file : j 
and ctrl-c terminates the read). 


cat cat(1) Read a file. This command does not allow paging; the 
complete file is scrolled past the screen. A more useful 
use is appending one file to another (catenate). 





cp cp(1) Copy one file to another. 
mv | cp(1) Move a file or rename a file. Be» 


mn . cp(1) Create a pseudonym (fictitious name) for a file or -*.- 
an 2 directory. This allows the user to maintain one copy of 
a file and have pseudonyms in other directories (this is 
saves space) that are linked to the original file. Both = 4 
names have equal weight; either name can be used when ft 
accessing the file. 


ie. 
The file defaultboot is a pseudonym for vmunix, which 
is an executable file used to boot the UNIX root. 
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UNIX FILE MANIPULATION COMMANDS - page 2¥#.:5 5.0 2. y= 


COMMAND - 





grep 


sort 


52 


CHAPTER ~ 


In - continued - - 2 


rm(1) 


diff(1) 


file(1) 


grep(1) 


sort( 1) 


’ DESCRIPTION ~~ 


"Another place where links are important is in the direc- 
- tory hierarchy. The name ( ...) always references the. -— 


parent directory. When a directory is created (using 
mkdir), the system links the name ( .. ) to the parent 
directory and also links the name (. ) to the current 
directory. The complete directory hierarchy is main- 
tained with links between all the directories. You can- 
not use the "In" command to change these links. 


Remove (delete) a file or contents of a directory. 


Compare two files. If the files are equal, the prompt is 
returned. If the files are unequal, each line that is dif- 
ferent (for each file), the line is printed. 


Used to determine what kind of file the file is: 


Search a file for a specific pattern (character string) and 
print each line that contains the pattern. 


Arranges a file (line-by-line) into numeric and 
alphanumeric strings. 
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COMMAND = CHAPTER” DESCRIPTION .- - 


‘sum - sum(1). .- -Print a checksum and block count. of a file. This.isa =~. * 


" great tool to use when transmitting files. The check sum - - ° 


should be the same after a file is transmitted. 


vi vi(1) or Full screen editer. 
Vol IIA 





Student Workbook 53 


IRIS WORKSTATION COURSE 
68020 Based LESSON 3: UNIX SURVIVAL SKILLS & Vi EDITOR 


UNIX DIRECTORY MANIPULATION COMMANDS: 2-9 cee sul 


These commands. allow the user to.enter.a directory,: print the pathname of the current directory, -:* ae oer 
list the contents of.a directory,.: Temove OF MOve ‘a es and Push or pop directory pathnames :. - ae 
onto or off of a memory stack. 


COMMAND CHAPTER DESCRIPTION 


Is Is(1) List the contents of a directory. 
cd cd( 1 ) Change ee another directory. 
. pwd | pwd(1) ~~ the pathname of the current directory. 
mk mkdir(1) Create a new directory. When you do this, the new 


directory is linked to the parent directory. 





rmdir rm(1) Remove a directory name from the tree. 

mvdir mvdir Move a directory. 

pushd esh(1) Push the pathname of the current directory onto a stack 
and change to the specified directory. (like a jump sub- 
routine instruction) 

popd csh(1) Pop the top of the stack, return to the directory per the 

‘ : popped pathname. (like a return subroutine instruc- 
tion) 
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UNIX GENERAL COMMANDS-paget?. = 2 - © 


These commands allow: the: user to’ aaa ei utilities. that. are useful, bat, could not: be:,: 


placed into specific categories. 


COMMAND CHAPTER 


alias ~  esh(1) 

date date(1) 

echo echo(1) 

find . find(1) 

history csh(1) 

mail mail(1) 
Student Workbook 


DESCRIPTION 


Allows the user to rename, redefine, and rearrange com- 
mands in a way that suits their needs. 


ie. 

Say you frequently use a command that contains many 
characters: options, arguments, or long pathnames. You — 
could create an alias name, for the command, that was 
just a few characters in length. When you entered the 
alias name, the actual command desired is executed. 


Print the date. 
Echo a supplied message. 
Find a file. (this is a very useful command) 


Display the last n commands executed, where n is 
defined at login-time by the .cshre or -login file. 


Send or receive electronic mail. 
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UNIX GENERAL COMMANDS page 2.02. @ 2-20 | 


COMMAND CHAPTER DESCRIPTION | 








s Mane man( 1) - . « .Display, the manual page for the famed command: geet a yt 
pr prt) 4 Paginate, title, and format a file for printing. — 
spell spell(1) ‘ Check the spelling of words in a file. 
who who(1) _ Print a list of all the users on the system and what port 

" they are attached to. 
é whoami who(1) Print the name of the account that the user is logged 
2 wells write(1) Allows the user to talk to ee terminal. a 
wall wall(1) Allows the user to talk to all users on the system (broad- 
cast messages) 
tty tty(1) Print the name of the port that — is aathed to. 
wsiris wsiris(1C) Emulate an IRIS terminal on an IRIS workstation. 
# 
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UNIX PROGRAM CONTROL COMMANDS... 


These commands allow the user: to start a- job: seas eg a: ig cs a apes and’ ies ae eee 


status. information about processes already running.. Fes: 


COMMAND CHAPTER DESCRIPTION 


at at(1) ~~“ Submit a job to be run at a later time (batch). 

nice nice(1) Run a job at a reduced priority. 

Kil kill(1) Terminate a job. 

seep sleep(1) Roos a job for a specified amount of time or exeetie ; 


. ajob every so often. 


ps ps(1) Print the status information for jobs. 


NOTE: 
Remember, commands are sehitie more than programs (jobs or processes). They are called util- 
ities, but run as jobs or programs. 
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UNIX COMMUNICATION COMANDS. : =. 


These commands. allow the’ user: to. com sanicate. with. another ti leans As csaneahe com: ts nhs <2 
puter system, using the XNS protocol. {XiNS is standard on the RS ee ae 7 


COMMAND = CHAPTER ~~: SCRIPTION” ee 

xcp . xcp(1C) . Remote copy. Copy files between machines. : 

xlogin xlogin(1C) . Allows the user to connect his/her terminal or work- 
Station to a remote host system. * 

Xx xx(1) allows the user to enter commands from the work- 


Station or terminal that will be executed on another - 
machine on the network. 


4 


yor CERES 
A SE yb > Pa fe 


If you are using the optional TCP/IP Protocol, equivalent commands as described above exist. 
@ rsh same as Xx. 7 
@ rlogin same as xlogin. 


@® rcp = same as xcp. 
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These commands ‘allow the user to read or write files to tape or disk, and print files on:a printers-.7. 22-7. - 


COMMAND CHAPTER - DESCRIPTION ~~ 





cpio cpio(1) — Read or write files to tape or disk. 
tar tar( 1) Read or write files to tape. 
Ipr Ipr(1) Spool files to the print queue for printing. 
Ip Ip(1) Same as Ipr, but, has a cancel option for TONS fade 

requests from the queue. . is 
Ipq- anne Print the printer queue. 
mt | mt(1) This command allows the user to rewind, forward space, 

“he backspace, erase, write end-of-file markers, etc.., on 
mag tape. _# 
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RUNNING PROGRAMS IN BACKGROUND...) 28 ents - 


If you want to run a program in background mode, then follow the command ‘with the & char-.. 
acter. . . 


ie. printit filel & 


The above command (printit) will run detached from the keyboard. The user could enter other 
commands at the keyboard. If the program takes a long time to run and its not running in: back- 
ground mode, then the keyboard will be locked-out (dead) until the program completes. | 


The above mentioned parameter applies to any program you run. 


vais 
* 


ae 
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UNIX SYSTEM ADMINISTRATION-COMMANDS.-- page:t=-> 5 80 2 


These commands allow the user to perform various system maintenance or system. administra) 2: 
tion, tasks.: These-tasks include: backing up UNIX to-tape; restoring UNIX; rebuilding ute 
disk drives; adding new user accounts;. adding additional or optional hardware. ee 


COMMAND CHAPTER 


chgerp | chown(1) 
chmod chmod(1) 
chown chown(1) 
cu cu(t) 
devport devport(1) 
df p of(1) 

du du(1) 
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DESCRIPTION 


Used to change the group affiliation of a file. 


Used to change the access modes of a file or directory | 


(read, write, or executable). 


Used to change the ownership of a file. 


: Used to call another UNIX System when a serial 
transmission of files is going to occur. 2 


Used to assign IRIS serial ports (1-3) to an external 


graphics device like the dial and button box or digitizing - 


tablet. 


Reports the status of all attached filesystems on a disk 
drive. Status includes the size of the filesystem in 
Kbytes, the number of Kbytes used, available and per- 
centage of Kbytes used. 


Reports the number of Kbytes used for all files in a 
directory and the total for the directory. 
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UNIX-SYSTEM ADMINISTRATION COMMANDS:- page:2.2) =: Ses) 
COMMAND ---... CHAPTER... ..: DESCRIPTION 2-0. 


env env(1}:. ’ . 
setenv =. - eons. . .. These commands are used. to-read (@NV) or- modify ~~ 

(setenv) the workstation environmentals. The environ- 

mentals define the environment for command execution. 

Several of the environmentals are set when the user logs 

in. The .fogin and .cshrc files will define these for the . . 

life of the shell. Some environmentals are set by the sys- 

tem at login time. 


The user can set or change specific enviromentals within 
a Shellscript and these environmentals will live for the 
length of that shellscript. 





peeve 


Environmentals define such things as: the time zone that 
the user is in; the type. of terminal that the user is:on; 
where the command interpreter is to look for commands 
that the user enters (this is called the search rule); what 
the prompt will look like; where the user home directory 
is; what shell the user will be using; what the user login 
name will be; where the user mail box is located. 








fsck fsck(1M) : 

2 Vol IIB This is a UNIX diagnostic for maintaining the integrity 2°." 
of the filesystem on the disk. FSCK audits and interac- 
tively repairs inconsistent conditions for system files. If = 
the filesystem is consistent, then the number of files, 
number of blocks used, and number of blocks free are 
reported. 
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vA 


UNIX SYSTEM ADMINISTRATION COMMANDS -- page 3°". ~ -f:25 Se 


COMMAND .. 


labelit 


mkboot 


nohup 
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volcopy(1M) 


mkboot(1M) 


mkfs(1M) 


mknod( 1M) 


csh(1) 


_: DESCRIPTION: - 2... 


~~: Tf the filesystem is inconsistent the operator is prompted. Fa 


for concurrence before each correction is attempted. It .- 


should be noted that most corrective actions will result 
in some loss of data. (more later) 


Used to print the existing ae ae label or create a 
new label. 


Used to create a bootable backup tape. This tape con- » 


tains the stand-alone utility program used to rebuild a. 
corrupted disk drive. It also contains the ROOT and 


- USR filesystems. 


Used to construct a new filesystem on the disk. 


Used to build special device files. These files serve as 
interfaces for the I/O equipment. When the user adds 
Y/O devices (such as a modem), the user must create a 
device file for that new device. 


This command allows a program (once started) to com- 
plete even after the user logs out (hangup). When the 
user runs a job detached (suppling the & character as an 
argument to the command), it is effectively nohuped. 
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UNIX SYSTEM ADMINISTRATION COMMANDS - page-4:...°.°.- 982 2 =. + 


COMMAND --- CHAPTER.” . DESCRIPTION. .. 


passwd: elon | passwd(1). Used to change an account login password.- PRPs ge teak 


mount mount(1M) Used to mount (attach) a removable filesystem to a 
named directory. When this is done, the files of the 
filesystem are accessible through the special device file 
named as an argument of the mount command. 
i.e. 
mount /dev/siOf /usr 





. umount mount Used to unmount a filesystem. 


set csh(1) Used to print the value of shell variables or set shell 
variables to some value. & 
ice. 
set history=20 


SPH 
Ae Seat: 


e 


The above example would allow the history file to con- 
tain 20 entries. 


The ./fogin and .cshre files may contain several setcom- _ 
mands, therefore, everytime the user logs in, the desired = 
values would be set to specific variables. oe 





sgilabel Sgilabel(1M) Used to read or change the SGI label of a disk drive. 
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UNIX SYSTEM ADMINISTRATION COMMANDS.- page 55 = a 
_COMMAND ~~ CHAPTER _—sODESCRIPTION 


source: -.. “ @Sh(1) *.” .. This command will read. and execute-commands con- — 
" tained ina shellscript: 


An example of this would be: source login. 


The above command would be executed if the user had 
modified the contents of the login file (changing some 
of the environmentals) and wanted the new environmen- 
tal conditions set for the remaining life of the shell. 


stty stty(1) 
termio(7) This command is used to read or set options for termi- 
nals, modems, or printers. It defines things like: start 
and stop characters; eof; tab stops; carriage return. etc... 
¥ 
syne sync(1) 





cron(1M) Update the super block. This command is executed 
when the user logs out. It pages-out dirty files and 
insures filesystem integrety. 


When a user goes from single-user to multi-user, several 
programs are started and run in the background (by the 
INIT process). These processes run for the life of the 
shell and are called daemons. . 


One daemon, the cron daemon, executes commands at 


specified dates and times according to the instructions in 
the file /usr/lib/crontab. 
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UNIX SYSTEM ADMINISTRATION.COMMANDS - page 6: > ..2 -. 2 =~ 


COMMAND: CHAPTER .. 


- sync - continued. = °F 2 


telinit 


66 


init(1M, 


inittab i) 


getty( 


M) 


DESCRIPTION . 


~~ One of the commands i in crontab is atrun. This program Fn atest 
-* runs every 10 minutes (default), and one- of the things ites 


does is execute sync. 


Therefore, ¢ every 10 minutes the filesystem is updated. 
This is good to know if your system is hung and the 
keyboard locked-out. You could wait for the disk access 
light to blink on (indicating sync), then depress reset on 
the back of the IRIS. You will now be assured that no 
critical open files exist; using reset will not trash your 
filesystem if done this way. 


Init is a general process spawner (it starts processes). Its 
primary role is to create processes from script stored in 
the file /ect/inittab. This file usually has init -spawn 
getty processes for each terminal line that a user may be. 
using. The gefty process will set the terminal type, 
modes, speed, and line discipline. 


Init is executed once; when the user goes from single- 
user mode to multi-user mode. 


If the user ever changes the file inittab, say because an ma : 
ASCII terminal is added to port two of the IRIS, and the —_. 


user wants access (to the system) from this terminal, 
then the user would execute telinit q. 
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UNIX SYSTEM ADMINISTRATION COMMANDS:- page? 2. => 
-.COMMAND CHAPTER. - DESCRIPTION: 


© telinit - continued ."- ees 


be 


progess would be started for that line. (more later) 


umask umask( 1) 
csh(1) Set file-creation-mode-mask. When this command is 
placed into the user .login file, the default file protection 
characters can be changed to what the user wants them 
to be. (more later) 
NOTE: 


All of the commands outlined in the lesson will be covered by one or more of the various lab _ 
projects that you required to complete. You will get a chance to execute the commands and . 


experience their output and results. 


Student Workbook 67 


. Telinit is linked to init, and it directs the’ actions of init.” - 
~~ Telinit q tells init to re-examine the /etc/inittab file. 
. The terminal just added would now be seen and a getty *. ©. - *) 
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COMMAND SEARCH RULE > 


When you enter: a: beinnianid i on the command line. or use a command. i ina —— the. com~ * S oF poe ” 
mand interpreter (csh or sh) will go looking for the command. - eee Bas oe ae 


Mery tek 


Where and-how the command interpreter looks. for the command: is’ ‘called. the‘search. rule. The... Ps 
search rule is defined by the system variable called PATH: PATH is. usually defined by thet usersse20 8 
login file. The search rule will remain in effect for the life of the shell. 


The user can change the search rule (while in the shell) using the set command. The new rule 
would remain in effect until the .login file was executed again using the Source command or © 
login command. 


. The following is an example of a typical search rule: 


L, Th = « /bin /usr/local/bin /bin /usr/bin 
= WHERE: 
dot (.) Implies the current directory. 
/bin This is the bin directory of the user. 
i.e. 


Assume an account named rich. 
The pathname for this account would be: /usr/people/rich. 
The directory /bin is where the user places his/her own sa 
commands. 

/bin = /usr/people/rich/bin. 





/usr/local/bin This is where special commands created by the user are. 
placed. The commands are not UNIX supplied commands, ° 


My but, ones maintained locally by the customer or user. i.e. 2700 
or q. 
/bin This directory holds UNIX System executable programs. 
fusr/bin Additional UNIX executable programs. 
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FILE AND DIRECTORY PROTECTION - 


Files and directories in the: UNIX System are. protected bya: a. 3 bese code. The: code will Geter- : 
mine who can Read or write a file and if a file is executable. a Ll 


Access to directories and files is allowed to the following class types: 


FILE PERMISSIONS - Three classes 
User: The owner or creator of the file. 
Group: Members of a specified group. 
Others: The general population. 


DIRECTORY ACCESS - Three types: 
Read: The directory may be read as a file. 
Execute: Names in the directory are accessible. 


Write: Directory entries may be created or removed. 
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FILE CREATION MODES 


The protection code is actually a-12 bit-value that is located i in a file or directories -- 
i-node. — 


The 12 bits are divided into 4 groups,.with each group having. 3 bits. For illustration each bitin.» =~. 


the groups has been assigned the decimal weight of its binary equivalent. The following pubes . 
have also been assigned for this illustration: 


s4s2s1 - u4u2ul - g4g2g1 - 040201 


SSS These bits are used by the system. 
uuu _‘ These bits are for the user. 
g2g These bits are for the group. 


000 These bits are for other. 





s4 Set user ID bit. 

s2 Set group ID bit. 

sl This is the sticky bit. 
u4 File is readable. 


u2 File can be modified (write). 


ul File is executable. 


g4 File is readable. : 
g2—_-Fille can be modified (write). 
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FILE CREATION MODES - continued. 


04 File is readable.. - 
02 File can be modified (write).. 


ol File is executable. 


When a new account is created on the workstation, the system assigns the following default 
_ values to the protection codes: 777 for new directories and 666 for new files. 


’ By placing an umask 022 command into the user ./ogin file, the file creation modes will be 
‘masked to be set for 755 for new directories created in that account. 


If after the user creates a file and later wants to change the protection code, the chmod com- 
mand must be used. 


i.e. chmod 744 filel 
The above command would change the protection code for file1 to: 


user Read, write, and file is executable. 
group _ File can only be read. 


other _ File can only be read. 
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PROTECTION MODE EXAMPLES -. 


Below is the output produced as a result of executing two commands: pwd no EE Gas 
and Is -al. 


The pwd: command: prints the ‘pattinaiae of the-current’ directory (/usr/people/student: and the?:.. oa : 


Is -al command aes a long listing of the directory contents. 


The long listing supplied the user with information about the directory and its contents. Such as: 


who owns the directory, who owns the various files and any sub-directories, the protection codes : 


for all the files and sub-directories, the group that the individual files and directories belong to. 


JULIE 1# pwd 
/usr/people/student 
JULIE 2# Is -al 
total 26 . 
drwxr-xr-x 2 student user 160 Jun 516:53 / 
drwxr-xr-x 10 bin bin 160 May 29 14:23 ../ 
-Iw-I--T-- 1 root sys 200 May 19 13:38 .cshre 
-Iw-I--r-- 1 ‘root sys 180 May 19 12:02 .cshrcDEFAULT 
-Iw-I--t-- 1 root sys 209 May 19 07:50 .login 
-Iw-I--T-- 1 student user 209 May 19 11:39 .loginDEFAULT 
-rwxrwxrwx il _—s student user 17408 May 19 13:19 print* 
-TW-Tw-r-- 1 root sys 87 May 19 12:53 print.c 
-TWXIwxI-X 1 root sys 25 May 19 12:53 xyz* 
| | | | | 
modes owner other date name 
| | | : 
link group size (in bytes) 


Mode field format: d= directory; - = file; r= read; w = write; 
: and x = executable. : 
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FILE PROTECTION SUMMARY: . 


@ ACCESS MODES 


.- Read, Write, & Execute (rwx) 


@ ACCESS CLASSES 


- User, Group, & Others (ugo) 


@® MODIFY ON COMMAND (after creation) 
- Use chmod(1) 
- Syntax: chmod [mode] [file or directory name] 


® MODIFY AT CREATION TIME 





- Use umask(1) in login 


- Syntax: umask [mode] 


® CHANGE GROUP ID 
- Use chgrp(1) 


- Syntax: chgrp [group] [filename] 


® CHANGE OWNERSHIP 
- Use chown(1) (must be super-user) - 


- Syntax: chown [owner] [filename] 
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STANDARD INPUT & OUTPUT | 


Many programs need to read commands and data from the user and write messages to the user. =. 


Therefore, the shell prepares some. standard VO connections: for each. program: Standard 
Input and Standard Output. ae 


stdin and eae are buffered stream files. 

At login, stdin and stdout files are opened for transactions. 
stdin is a read-only file. 

stdout is a write-only file. 


By default, stdin is received from the terminal keyboard, and stdout is flushed to 
the terminal screen. 

Both stdin and stdoutcan be redirected by the shell. 

i.e. 

- Is > filel 

= more filel > file2 


= mail rich < letter 
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STANDARD INPUT & OUTPUT DIAGRAM 


The diagram below illustrates the data flow for stdin and stdout. 


Keyboard 


Stdin 
Buffer 







Stdout 
Buffer 
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% 


REDIRECTING. V/O: Output to a file 


By using the “greater-than” character ( > ), the stdout of a command or program can be 


' redirected into a file instead of the terminal screen. 


The below text illustrates this operation. First the contents of a directory (/usr/people/studend 
is listed using the Is command. Next the Is command is again executed, but, this time it’s output 
is redirected into a file. The contents of the new file is printed using the more command to show 
that the output from the Is command did indeed go into the file. The ls command is once again 
executed to show the new file in the directory. 


JULIE 1 > Is 

print printc xyz 

JULIE 2 >Is > filel 

JULIE 3 > more filel 

filel 

print 

print.c 

xyz 

JULIE 4 > Is 

filel print printc xyz 


The diagram below illustrates the data flow for the above operation. 


Stdin 
Buffer 
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‘REDIRECTING I/O: Append to arfile . . 


By using two -"greater-than" characters (>>), the. stdout of-a-command or program can be 
redirected and appended to a file. If the file already exists, then the data is aed at the. end of 
the file, and if the file does not exist, then the shell will create the named file. - ote: 


For illustration of the operation the example shown on the previous page will be etnanded. The 
pathname of the current working directory will be printed using the pwd command, but, it’s out- 
put will be appended to the file that was created in the previous example (file1). The file will 
then be printed using the more command to show the result of the redirection. 


JULIE 5 > pwd 
/usr/people/student 
JULIE 6 > pwd >> filel 
JULIE 7 > more filel 
filel 

print 

print.c 

XYZ 

/asr/people/student 


As you can see, the output from the second pwd was redirected and appended to the file. 
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REDIRECTING 1/O:. Input from a file. 


By using’the. "less-than" character: ( <.), the stdout of. afile can.be redirected to'the sidinof - 


another command. 


The same approach used on the proceeding pages will be used to illustrate this operation. The 
contents of a shellscript file ( xyZ ) will be printed using the more command. You will see that 
the shellscript (an executable command) file contains two commands: echo and Is. Next, the 
stdout of the shellscript file will be redirected to the stdin of the write command. This com- 
mand will send a message to another user on the system; the user in this case will be student, 
therefore, the output from the shellscript will be sent to student, who by the way, is the assumed 
user in these examples. 


The following is what student would see at his/her screen if the following was performed. 


JULIE 8 > more xyz 

echo Hey, this works! 

ls 

JULIE 9 > write student < xyz 


Message from student (ttyd1) [date]... 
echo Hey, this works! 
Is 
<EOT> 


NOTE: 
You will get an opportunity to experiment with these exact examples and others later in the 
course when you are performing the various lab projects. 
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The:(:] )‘character is the operator for.a special UNIX: Shell operation-called piping..The- stdout. ~ :3j:. -=.- 
from an.executing command on the left side.of the pipe,-is sent as stdin to the command on the: «2°. 


right side of the pipe. 


i.e. 

JULIE 10> pwd | wall | 

Broadcast Message from student (ttyd1) [date]... 
/usr/people/student 


The stdout of the above pwd command was piped to the stdin of the wall command. The wall 


"command will braodcast a message to all users on the system. In this case the message was the 


output from the pwd command. 


The pipe concept allows programs or commands to be coupled together. The output of one pro- 
gram becomes the input to another, etc. 


i.e. 
JULIE 11>sort filel | Ipr 


The example above: sort the contents of the file filel and pass the output to the printer command. 


Ipr for printing. 
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Vi: A TEXT EDITOR 


A text editor is a general purpose program used to prepare text files. A text editor enables a user. 
to enter, change, and correct text. Most editors contain commands to locate specific lines or 
words in the text and: commands to add, delete, change, and print lines in the text. : 


Vi is an interactive text editor designed to be used with a crt terminal. It produces a window into. . 
the file you are editing. This window lets you see about 40 lines of text of the file at a time, and 
you can move the window up and down through the file. You can move to any part of any line 
on the screen and can make changes there. 


Although vi is a sophisticated editor with a large number of commands, the basic structure of vi 
is very simple. There are two modes of operation, the Command Mode and the Text Input 
Mode, as shown in the following diagram. 


COMMAND MODE: Most of the commands are used to position the cursor or find text. 
The rest of the commands either delete something or place you into 
the Text Mode. 


TEXT MODE: This mode allows you to enter new text into the file. 


The vi modes 
vi filename of operation, 











Keyhoard acts 
like typewriter 





_ position currsor 
undo 





save your file | Use “escape* 
quit editor key to leave 
text mode. 
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This lab project contains two sections: 


Section 1: This section is used to teach you how the UNIX Survival commands function and - og 
how to use each command. It allows you to practice many of the commands and =" 
see what type of output occurs as a result of executing the various commands. - 


Section 2 This is a questionnaire that you will complete and hand in after performing the 
lab project. 
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SECTION 1:.Instructional Procedure. 


I. BASIC UNIX COMMANDS -' 


These are the commands defined by lesson three of this course. Of the hundreds of UNIX com-: 
mands, these are the commands that a Field Engineer must have a. good understanding of in © 


order to survive on the IRIS workstation. These commands will allow the Field Engineer access’ __ 


to UNIX, allow movement within UNIX, and teach the Engineer how to access required data 


files. 


What commands are not covered by this lab project will be covered in subsequent lab projects of 
this course. 


il, OBJECTIVE 
When you finish this lab project you should be able to: 
A. Correctly execute any of the Basic Commands presented by this lab project. 


B. Correctly explain what a command argument is. 


C. Correctly explain what a command option is and how it is invoked. 


- |i, PURPOSE 


Teach the student how to use the Basic Commands and allow each student sufficient time to 
practice each of these commands. 


IV. EQUIPMENT. 


A functional IRIS 68020 based workstation. 


'V. PROCEDURE 


Two students will be assigned one IRIS workstation. Each student will perform the lab project. 
from one of the two ASCII terminals attached to ports two or three. . 


Special accounts have been created for the classroom environment to be used by the students. 
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The account names are student and student1. Both accounts are ei so choose one and . 


keep that account name throughout the remainder of the course. 


It is very important that you follow the lab project precisely and do not wander off i in. your own *- : eg 


direction.: You will have ample time for free-time later i in the course.:: gene d ee SS 


During the Project you will see five different prompts; the. current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n> Student account prompt when in Multi-user mode, where n = command 
number. 

3. JULIE n # Student account prompt when in Super-user mode, where n = com- 
mand number. 

4.# Single user mode. 


5. JULIE login: This prompt appears when you enter Multi-user mode. 


The following text will lead you through the execution of many of the BASIC COM- 
MANDS. When you are required to enter a command, the text recreates the STANDARD 
OUTPUT for that command. Just keep reading and following the flow of the lab project. 


Also throughout the text are comments that explain what you are doing or what is about to hap- . 


pen as a result of executing a command. 


® The commands that you are required to enter are indented and HIGHLIGHTED USING 
BOLD print next to the prompt that would be displayed. 


ie. JULIE 1 > pwd 


@ The stdout of each command or any terminal output dint would result from something 
that you are required to do, will be beneath the scone left justified and 
HIGHLIGHTED USING ITALICS. 


@ The instructional comments that makeup the bulk of the lab project will be in normal 
print. 
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BEGIN ACTUAL PROCEDURE HERE: 


STEP 1: Power on the workstation. 


Power on your IRIS workstation using the front panel switch: -You should see e. the initial PROM 
monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
’ Memory Size 4mb (Physical Map (1mb/bit) OxO000000f) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 
STEP 2: Boot the UNIX System. 
“The workstation must be booted from the main workstation terminal that is connected to port 1. 
Once UNIX is up and in multi-user mode, each student will continue the project using his/her 
individual ASCTI terminal. 
Before the following command is issued, power on each ASCII terminal. The power-on switch is" 
located on the back of the ASCII monitor. If the monitor is already on, then power it off and then 
back on. This will clear the screen and a single cursor should appear. Now, back at the primary 
workstation terminal, enter the following command: 
iris > b 
This will cause the UNIX kernel to be loaded into memory. The file Gefaultboot will be 
searched for on the hard disk and it will boot the kernel. (remember, the configuration switches 
are selecting the hard disk as the boot device) 


‘The following output "blinks" on the screen. 
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Loading: md:0:defaultboot — 
Text: 038318 bytes 
Data: 011308 bytes. 
Bss: 024d7c bytes 
Jumping to load program.” 20000400... .- 


After the above message is displayed, the screen is cleared and the message shown next is output 
sequentially as the configuration process proceeds. : Fi ‘ant 
oe 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 
(C) Copyright 1986 - Silicon Graphics Inc. 

real = 4194304 

kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

qgicO not installed 

sii0 at mbio 0x07200 ipl 5 

si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 
sil not installed 

sf0 floppy (80/2/8) slave 2 

siqO at mbio 0x73fc ipl § 

sq0 (qic02 cartridge tape) slave 0 

ipho not installed 

tmtO not installed 

ikO not installed 

nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbio Ox7ffc ip| 2 
_ fpa installed 

Ipen not installed 

kernel debugger disabled. 

root on sida 

swap on si0b. swplo=0 nswap=64000 





INIT: SINGLE USER MODE 
Welcome to the world of the 
IRIS personal workstation. 
The SGI education department 


hopes that you have a very 
pleasant and informative stay 
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The UNIX Kernel has. been loaded and the workstation is in Single-user mode. Remember, . 


single-user is reserved for system maintenance.and system administration tasks. We wate not a oe ce 


form any of these type tasks at this time, but, cover them in another lab project. 


STEP 3: Going to multi-user mode. 

# multi 
The following output and prompts will appear at the workstation monitor. 
# 
INIT: New run level: 2 


Is the date [day month date time time-zone year] correct? (y or n) 


This is asking you if the date is correct. If it is, enter y. If the date is incorrect, enter n. You 
would then be prompted to enter the date as the following example shows: 062312308600. The 
last four digits (8600) are optional and are not required, but, it is a good idea to enter at least the 
year (86). 


If you had to correct the date, you will again be asked if it is correct. 


Do you want to check filesystem consistency? (y or n) 


x 


‘This is asking you if the program fsck should be run to check the filesystem consistency 
(integrity). Enter y to the prompt. 


We will talk about this check later in the course. If your filesystem is Sondistent: then the follow- 
ing message is output: 
Checking file systems for consistency: _, 


/dev/si0a 
- File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes 


** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
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** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List _ 
nnn files nnnnn K used nnnn K free 


/dev/siOf 
File system: usr Volume: SGI. 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
** Phase 4 - Check Reference Counts 
_** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 
Mounting: /usr 
Preserved editor files 
Cleared /Amp 
Resetting locks and logs 
Hostname: JULIE 
Daemons: 
update 
cron 
xnsd 
Ipd 
Ipsched 
Daemons started 


JULIE login: 


At this point the system is up in multi-user mode, the background daemons are running and the 
system is waiting for users to login to their accounts. 


The INIT process (started when you entered multi) started the daemons. One of the functions of 
INIT is to look in a file called inittab and determine what terminals are attached to the work- 
_ station. Any defined terminal will be sent a login prompt. Since the two ASCII terminals are 
attached to the workstation and defined in the inittab file, the system will now attempt to display 
~ the login prompt at each terminal. 

INIT starts a process called getty for each attached and defined terminal. The getty process will 
access.another file called gettydefs, this file is used to determine what the baud rate of the ter- 
minal is and insure that the correct rate is selected. 

The getty process assumes an initial baud rate of 9600 baud (this is because this baud rate is 
~ defined by the first line in the gettydefs file). If the baud rate of the ASCII terminal is not 9600 - 
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baud, then garbage would appear at the terminal when.the login message is sent to the terminal...” 
_ Depressing THE BREAK KEY will force the getty process to access the next line in the get-_ 
tydefs file. The second line defines a baud rate of 4800 baud: If garbage still appears at the ter-° 
minal, depressing the break key again will force the getty process to go access the next line of: 
gettydefs. This process continues until the getty process finds the correct. baud rate for that ter- 
minal, 





Additional information will be given later in the course about this process. The contents of these - 


files will be looked at then. This information is given here to help you understand how the sys- 
tem works. 


Each student should now move onto his/her own ASCII terminal to complete the lab pro- 
ject. 


STEP 4: Login to the student(1) account. 


JULIE login: student or student1 


Welcome to the world of the 
IRIS personal workstation. 


The SGI education department 
hopes that you have a very 

-. pleasant and informative stay 
with us. 


TERM = (v50am) 


The last line of the above output is actually a prompt. It is asking you if this terminal is a Visual 
50 ( the Visual 60 functions the same as the Visual 50). If the terminal is a Visual 0 or 60, by 
depressing return you are answering yes to the question. 


If the terminal is of another type, you must enter the name for that type of terminal. All of the 
terminal types that the IRIS workstation supports are Eceaned by the file termcap. 


If you do not remember the mnemonic name for the type of terminal that you are using, then you 

would have to print the contents of termcap using the more command from the primary work- 

station terminal. Once you obtained the correct mnemonic, then you could return to the ASCII 
terminal and enter the correct terminal type to the prompt. 
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Since the classroom terminals are either Visual 50 or 60 models, depress return to answer yor. oe 


to the promee If the terminal was another IRIS. terminal; then you would enter rwsiris. 


Once you have responded to the prompt, the system accesses the file termcap to fetch all the... 


configuration data that defines the terminal.. This way the system will understand how to com-. a 
municate with the monitor.and how to interpret the individual keystrokes from the keyboard. _ 


Once you depress return or enter the correct terminal type, the following prompt appears at the 
terminal: 
JULIE 1 > 


STEP 5: Where am I; who am I; how do I move around. 


When you want to determine what directory you are currently in, use the pwd command. This ; 
will print the working directory. 


JULIE 1 > pwd 


/usr/people/student 


NOTE: 

The above output indicates the student account. If you are student1, your stdout (standard out- 
put) would be the same except the message would be: /usr/people/student1. This difference of 
the stdout will be consistent throughout the lab project since I was logged in as student when I 
produced this project. 


When you login, UNIX places you into your home directory. This is the point that you are now 
at. ee 


NOTE: * 

If you repeat the command just executed, or execute another command on your own, the prompt 

number shown by the lab project and your prompt number will get out of sync. No big deal, just 
keep this in mind so that you will not get confused when the two numbers get out of sync. 


The next command will show you who you are. This would be useful if you approached a work- 
station that was in a shell and you wanted to determine who's account it was. 
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JULIE 2 > whoami 
student 


The’ next command is useful when you want to determine: who is-on the: ‘workstation network; | a : 


with you. 
JULIE 3 > who 
student _ ttyd1 Jun 7 16:20 


rich console Jun 7 12:13 


At this point open your UNIX PROGRAMMER’S MANUAL, Vol 1A, to the manual page for 
the who command. 


The who command may be executed with any of a number of options. To invoke an option or . 


options, enter the mnemonic for the desired option proceeded by the minus ( - ) character. 
White space ( at least one space ) must separate the command and the option. More than one 
option can be selected, but, you only need one minus character. DO NOT place spaces between 
the options if you are using more than one. 


The options are optional entries to the command as indicated by the brackets [ ] surrounding the 
available options for this command: i.e. [ -uTIpdbrtas ]. 


In a moment you will be instructed to execute the who command again using one of the options, 
but, lets now look at the output that is produced by this command. 


The general format for output is: 
name [state] line time activity pid [comment] [exit] 


The lab project highlighted the three fields that were oe as a result of executing who without’ 


any options. 
oy 
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Lets now execute the who command using the u option. 
JULIE 4 > who -u 


student ttyd1 Jun 7 16:20 0:08 415. 
Student! . ttyd2. ss Jun 712:13 . 76 


Notice the difference in the output of the two commands. Now take a few minutes and read. . 
over the descriptions of the options, returning to the flow of the lab project when finished. 


5 
Of all the options, the u is the one most useful to you. You could use it to get the process ID 


number of a terminal that is locked up. You could kill the process from another terminal using 
the kill command and the process ID number. (more on this later) 


Do not concern yourself with the optional argument [ file ] for this command. 


Now, if you want, try executing the who command using some of the other options. Try 
using more than one option at a time to see what happens. When you are finished, continue ° 
with the lab project. 


. .NOW, ON WITH THE SHOW. 


NOTE: 

As the lab project progresses, many additional commands will be demonstrated. You should 
always open to the correct manual page when a new command is discussed. The lab project will 
make reference to options and arguments of the command being discussed and it will assume 
that you are open to the correct page. 


' The next command is used to print (display) a. list of a directory contents. The command is 
called Is, which stands for list. It has many useful options. If you use ls without a name argu- 
ment, then it lists the contents of the current directory. If you supply a pathname, then you can 
list ‘another directory (i.e. /etc) or an individual: file (i.e xyz). 
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Lets list the contents of the current directory (your home directory). - 
JULIE 5 > Is 


print printc xyz 


You ‘see that the directory contains three names: print, print.c & xyz. Are these files or direc- 
tories or a combination of both? Are the files executable or data files? Are the names. linked to 
other names? Who owns the files? When was the last time they were modified? Are the files 
special files? Lets answer a few of these questions. 


= 


JULIE 6 > Is -I 


total 20 

-rwxrwxrwx 1 student user 17408 May 19 13:19 print 
-1W-Tw-T-- 1 root sys 87 May 19 12:53 print.c 
-rwxrwxr-x 1 root sys 25 May1912:53 xyz 


The above command Is -1 will answer many of the questions. (refer to the workbook page enti- - 
tled Protection Mode Examples in section three) 


We can see that all the names are filenames (the first - in the mode field). Files print & xyz are 
executable (the last x in the mode field). We can see who owns the files and to what group they 
belong. The size of the files in Kbytes is shown and the date they were last modified. 


The next command lists all the files in the current directory. The previous Is commands did not 
list filenames that begin with a period (. ). 


JULIE 7 > Is -a 
.cshre .login print — xyz 


.cShrcDEFAULT  .loginDEFAULT |. print.c 


We now see that several other files populate the directory. These are the .login & .cshre files 
that have been mentioned many times throughout the course. These two files are accessed every 
time you start your shell (login). They contain statements that ‘define parameters and 
configurations that ou shell will operate under. 


Later in the lab Project we will look inside these files, and later in the course they will again be 
discussed. 
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Notice that there are two files that have DEFAULT after the first part.of. the name. These are two. 
files placed into this directory by the education department-and: would not exist in an actual: <. 


directory. They are here for illustration, and will be discussed later when the .login: &- .eshic= 
files are discussed. 


Lets now print a long listing of all the files in the directory. 
JULIE 8 > Is -al 


total 26 

Orwxr-xr-x 2 student user 176 Jun 7 16:21 

drwxr-xr-x 10 bin bin 160 May2914:23 .. 

-(W-I--T-- 1 root sys 200 May 19 13:38 .cshre 

-IW-l--T-- 1 root sys 180 May1912:02 .cshrcDEFAULT 
-[W-T--f-- 1 root sys 209 May 1907:50_ .login 

-[W-T--f-- 1 student user 209 May1911:39  .loginDEFAULT 
-rwxrwxrwx 1 student user 17408 May 19 13:19 print 

-1W-TW-T-- 1 root sys 87 May 19 12:53 print.c 
-rwxrwxr-x —1—sroot sys 25 May1912:53 xyz 


Notice the first two directories in the above listing: (.) and (.. ). Dot is the current directory 
and is owned by you and its in the user group. Dot Dot is the parent directory and it belongs to 
bin. This is a special account used by the system. 
The next example shows you how to get the corresponding /-nodée of a file or directory. (The i- 
node numbers you see may be different from the ones illustrated, and why you may want these 
numbers will be covered later in the course) 
JULIE 9 > Is -i 
4309 print 4310 print.c 4311 xyz 
The next example will mark each name in the directory with a special character that identifies 
the type of file that it is: Executable file = * ; directory names = / ; if the file is linked to another 
file=~or!. © 
“JULIE 10> Is -F 
print* print.c xyz* 


You should now try a few of the Is options on you own, but, let me suggest a few examples to try 
- and make some additional comments. 
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All of the commands prior to this point in the lesson have been.executed relative to the current : | 
directory. Most of the UNIX commands can also be executed using an absolute pathname to. 
effect files and/or directories other than the current directory; This means that you do not have'to:: >, 
be in a directory to execute, modify, move, copy, etc., files. (Note: file and directory pamaioes oie 


may inhibit you from doing some of these things) 


While you are experimenting with the Is command, try the ees two commands, ‘they illus- . 


trate the point about absolute pathnames. 


1. = Is/ete (List the directory etc) 
2. 1s -1 /etc/motd (List the file motd in the etc directory) 


Return to this point in the lab project when you are finished experimenting with the ls command. 
Up to this point you have been in your home directory where the system placed you when you 
logged on. We will now learn how to move around within the UNIX tree. 
The next command will take you to the top of the UNIX tree by using the cd command. This is 
the Change Directory command. The directory you are going to is called ROOT and it’s path- 
name is /). 

JULIE 11>cd / 
. Notice that no stdout is produced by this command. If the directory exists, then the shell takes 
“you there, else, an error message is displayed indicating that the directory does not exist. You 
should trust the shell, but, for those skeptics, lets print the working directory name. 

JULIE 12 > pwd 
/ 


You see, we are in the ROOT directory (/). 
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Now to make a point, enter the following ed command; this directory does not exist. + 
JULIE 13 >cd /abe 


/abe: No such file or directory 


Lets now list the contents of the UNIX ROOT directory.: 


16. 


JULIE 14> Is 
- Versions defaultboot kernels ovmunix usr 
dev lib stand vmunix 
d . etc lost+found tmp vmunix1 
The next command will give us a long listing of the directory. 
JULIE 15 > Is -al 

total 1347 

Orwxr-xr-x 13 root sys 384 May 29 15:54 

Orwxr-xr-x 13 root sys 384 May 2915:54 .. 

-1W-I--f-- 1 root sys 41 May 617:41_ .cshre 

-1W-f--f-- 1 root sys 144. May 16 10:33 .login 

-IW-I--f-- 1 root sys 121 May 16 10:33 .profile 

Orwxr-xr-x 2 root sys 128 May 1610:47 Versions 

Orwxr-xr-x 2 bin bin 1856 May 1610:51 bin 

Orwxr-xr-x 2. bin bin 32 May 219:40 d 

-rwxr-xr-X 2 root sys 336896 May 1610:51 defaultboot 

drwxr-xr-x 3 bin — bin 3008 May 1611:06 dev 

drwxr-xr-x 3 bin — bin 1424 Jun 712:13 ete 

drwxrwxrwx 2 root sys 48 May1610:35 kernels 

drwxr-xr-x 2 bin _ bin 160 May 16 10:36 lib 

drwxrwxrwx. 2 “root sys 5120 May 1608:45- lost+found 

-rwxr-xr-x 1 root sys 336896 May 707:46 ovmunix — 
~drwxr-xr-x. 2 bin bin 80 May 1610:36 stand 

arwxrwxrwx 2 bi bin 3808 Jun 716:20 tmp. 

drwxrwxrwx 19 root sys 304 May 2914:23 usr . 

-rwxr-xr-x 2 root sys 336896 May1610:51 vmunix 
-twxr-xr-x == 1 root sys 336896 May 16 10:42 vmunixt 
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The: following text. gives general information conceming: the files: and directories contained in ~ 
ROOT directory. 


@ Dot(.) 
This is the current directory (ROOT ). - 


ae 


@ Dot Dot (..) ; is 
This is the parent directory, which, for ROOT is the same as the current directory. ROOT — 
is the only directory that does not have a parent directory. ( Notice that the size of the __ 
current and parent directory both equal 384 Kbytes. Look back at the output for your stu- * - 
dent directory and see that there is a difference in the Kbyte size of these two directories.) 





® .cshre 
This is the file used (by the shell) when a user logs into the system administration accounts 
of: root or rootcsh. Every account will have a .cshrc file if that user is using the C-shell 
(csh). This file defines parameters under which the shell will operate. 


Remember, the shell that a user uses, is determined by a statement in a file called 
passwd. (more on this later in the course) 


@ login 
This is the file used by the shell at login time to set additional parameters. The information 
in the .cshre & .login files could be combined since they are both accessed by the shell at 
login time, and indeed, some users only maintain the ./ogin file. (more later) 


@ .profile 
This file serves the same purpose as .cshrc. It is used when the account calls for the Shell 
(sh) command interpreter to be used. Only one account uses sh in the basic IRIS software 
release, and thats rootsh. 


If a user creates a new account and wants to use sh, then the sh statement must be placed. 
into the passwd file. 


ee 


@ Versions 
This is a directory that contains coded strings that define the version‘levels of UNIX and — 
any options installed on the workstation. Later in the course another lab eee will 
access this Sarees and you will see the {ype of data that it holds. 


® bin 
This directory holds a majority of the UNIX utilities (Commands). This is one of the — 
directories that an accounts search rule (the PATH system variable) should instruct the 
shell to look into when the user enters a command. This variable is defined in either the 
.login or .cshre files. 
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This is a generic directory used to attach (mount) the filesystem called /dev/silg, This. a 
a "Salas dean is defined by default. when a second hard disk is shipped.with a. -workstation.:- tinct ie 2 
- The user.could change the name ot the filesystem and/or the name of the directory to-' 
which it attaches. 


This directory could hold whatever files the user wants. 


© defaultboot 
This is actually a pseudonym name (link) for the file vmunix. Remember, the PROM 
monitor looks for this file on the specified boot device if no other filename is supplied with  - 
the boot command. Notice the size of the file and compare that to the file vmunix. 


@ dev 
This is the directory that holds all the special device files. Remember, these files serve as 
interfaces between UNIX and the I/O devices. 





® etc 
This directory is where most of the system configuration files are maintained. Many of the 
files have already been mentioned by the lesson material, some of which are: passwd, 
motd, inittab, termcap, gettydefs and many more. When we get into system adminis- 
tration, we will look at this directory in greater depth. 


@ kernels 
This directory will hold different copies of the kernel. These copies would be the ones 
used if certain options were installed on the workstation: TCP/IP, IEEE, ect.. 


@ lib 
This directory will hold various files needed by the system to support the various options 
and/or programs: C, FORTRAN, etc. 


®@ lost+found 
_ This directory is used by the filesystem maintenance program fsck. FSCK places severed 
‘directories and/or files here (these are unreferenced files-or directories). These are error 
conditions that fsck will attempt to correct if they are detected. ie on fsck later) 





_ @ ovmunix _ 

_, This is a co of the old UNIX system. It is created when a new software release is 
installed on the workstation. It is usually removed when the install process is complete. If 
you see it on your workstations, i agnene # asi : 


a ae 


 @ stand 
' This directory holds the stand-alone utilities that the Field eayiices needs when rebuild- 
ing a corrupted disk drive. 
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® tmp 


»; . This is the temp directory. The user and UNIX place files. here that are temporary. This. 2 =. 
directory is usually cleared when the system is booted. (look at page ‘seven of es lab Las ee 


_ ject and see the message Cleared Amp i in the initialization process) -. 


@ usr. 

_ This is the directory that the user filesystem i is attached (mounted) to when the system. 

’ . goes into multi-user mode. This filesystem holds the bulk of the system files and direc-. 
tories. 


User accounts are created and maintained under this directory; this is where the student © 
accounts live. 


@ yvmunix 
This is the bootstrap program that loads the UNIX kernel. This program j is used to load the 
system from the first hard disk. 


@ vmunixl “< 
This is a link of the file vmunix. It is used to load the system when a copy of the kernel is 
maintained on the second hard disk and you are booting from that disk. (note the file sizes 
of files defaultboot, vmunix, & vmunix1, they are all the same because one is the actual 
file, and the others are links to that file) 


The next few commands will show you how to move around in the UNIX tree using some short- 
hand methods. First lets return to your home directory. When the lab project instructs you to 
enter a command containing the account name (student), if you are student?, then substi- 
tute student! for student. 





JULIE 16> cd /usr/people/student(1) 
The next command proves that you are now home. 
JULIE 17 > pwd 


/usr/people/student _ 
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We will now return to ROOT so that I can show you other ways to get home. _ 
JULIE 18>cd / 


JULIE 19 > pwd 


OK, we are back at ROOT. The following command will take you to your home directory. 


JULIE 20> cd “student(1) 
JULIE 21 > pwd 


/usi/people/student 


Thats one short method to get home. I will now show you another method. The next command 


will take you to another account ( called rich ) and then we will return to your home. 


JULIE 22 >cd “rich 
JULIE 23 > pwd 


/us/people/rich 


The cd “rich command took you to the home directory of the account sich. — can use (~ ) to 

get to the home directory of any account. 

Before we again return to your home directory lets see whats in the directory /usr/people/rich. 
JULIE 24> Is -F 

bin/ 1, COUrS@/ tree 


This directory contains two subdirectories ( course & bin) and one file called tree. 
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OK, thats nice, lets now return home using the simple method. .._- 
JULIE 25>cd | 
JULIE 26 > pwd 


/ust/people/student 


Notice that when you use the cd command without an argument, that the shell returns you to the 


home directory. This will always be the home directory that you logged into, in this case student -- 


or student. 


The next series of commands will show you how to use the memory stack for pushing & pop- 


ping directory pathnames. The pushd & popd commands are like jump-to-subroutine & 


return-from-subroutine instructions that you might use-in a computer program. . 


The pushd command will push the pathname of the current directory into a memory stack and 


then change directories to the directory that you name as an argument to the pushd command. . 


JULIE 27 > pushd / 


JULIE 28 > pwd 
The pushd command above took you to the ROOT directory and the pwd verifies that it 
worked. . 


Lets see if the popd will return us to the directory that we jumped from. - | 
JULIE 29 > popd a) 


eae 


JULIE 30 > pwd 


/usr/people/student 
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OK, so it worked. Why would you want to use these commands? 


Some users trees can be very deep with subdirectories. Lets say that you are in one of these trees;=. 8) 


in fact, lets go to one: 
JULIE 31 > cd “rich/course/3000/workbook - 
JULIE 32 > pwd 


/usr/people/rich/course/3000/workbook 


JULIE 33 > Is -F 
‘ appendix/ lesson2 print* student.job* 
lab/ lesson2.copy __print.c Student. stuff 
lesson? lesson3 print.c.copy xyz* 


lesson1.copy lesson3.copy __print.copy* xyz.copy* 
The cd command brought you to this directory and the Is -F lists the contents. As you can see, 
other directories ( lab & appendix) are available for moving further down in the tree. 


OK, back to the question. You are here and want to go somewhere else in the system tree; maybe 
go look at a file in another user’s account. 


Getting to the other directory may not be too difficult, but returning here requires much typing. 
when entering the long pathname; it’s the perfect place to use the pushd & popd commands. 
Lets go to your account’s home directory. 

JULIE 34 > pushd “student(1) 
” /usr/people/rich/course/3000/workbook 

JULIE 35 > pwd 
/usr/people/student_, . 

; oe 
JULIE 36 > popd 


/ust/people/rich/course/3000/workbook a a 


We jumped to account student using pushd then returned using popd. 
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It is now time for you to practice moving around the UNIX tree on your own. Go and investigate. 
some of. the directories and their contents.. ONLY USE. ‘THE ‘COMMANDS: WE HAVE< 
LEARNED TO THIS POINT: /s, pwd, cd, pushd, popd.. - re 


When your curiosity has been satisfied, return to this point in the lab project. 
STEP 6: Reading files; rename files; move files; comparing files; and finding files. 


The first thing we want to do is make sure that you are back in your home directory. 
JULIE 37 > cd 
JULIE 38 > pwd 


/usr/people/student 


Lets once again list the contents of your home directory. 
JULIE 39 > Is 
print print.c xyz 
The following command is useful if you want to determine what type of file a file is. It is more 
specific then the Is command. For curiosity, lets look at the three files in your directory using the 


file command. 


JULIE 40 > file xyz 


xyz: commands text 
JULIE 41 > file print.c % 
print.c: _ ¢ program text | 


JULIE 42 > file print 


print: pure executable not stripped 
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The first file command tells us that the file xyz is a commands text. This means that it is a. 
shellscript file. The user can create shellscripts to a ene tasks. These files contain’ 
UNIX commands.or other shellscripts. - . xe . ¥ 
Lets read the file xyz using the cat command. © 

JULIE 43 > cat xyz 


echo Hey, this works! 
Is 


__ As we can see, the file xyZ is comprised of two UNIX commands: echo & Is. 


Lets now execute this command (shellscript). 
JULIE 44 > xyz 

Hey, this works! 

print print.c xyz 


Notice that the stdout, for the two commands that comprise xyZ, is what you would expect if 


_ you executed the two commands individually. 


The second file command (executed at JULIE 41) told you that the file print.c contains C pro- 
gram text. This means that it contains C language source code. Once the file is compiled, it 
will become an executable file. ( the file print is the compiled version of the file print.c) 

Lets look at this file using the cat command. 


JULIE 45 > cat print.c 


#include <stdio.h> 
main () 
* printf("A simple message is printed."); 
printt("n"); 
} 
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The third file command (executed at JULIE 42) indicates that the file print, is a pee execul-. 


able not stripped file. This means that the file can be executed, so lets try it. 
JULIE 46 > print 


A simple message is printed. 


I have held off reading the file print, because, when you read the file, your screen will be filled ~ 


with what appears to be garbage and your terminal will beep. This is normal when you attempt 
to read this type of file. 


This brings up the point, how are jobs aborted or interrupted? 


In a moment I will ask you to read the file called print, but, before you attempt this, I must tell 
you how to stop the process once it starts. At this point two methods could be used: 


1. Depress the key marked CTAL and while holding it depressed, depress the key c ( 
ctrl-c ). The UNIX and IRIS documentation refer to this function using the symbol ( “c. 


). 


This will stop the process, but, your screen will be full of junk. Use the clear command 
to clear your screen. 


2. The second method, depressing the break key. 


This may cause your terminal to lock-up. If it does, then depress and hold the function 
key followed by depressing the Set up key. This will cause numbered output to appear 
at the bottom of your screen if you are on a visual 50 or 60, if you are on a vt100, see 
your instructor) 


1 of several commands would be accepted at this point, you would want to RESET 
your terminal, therefore, you would depress the seven key on the numbers pad, fol- 
lowed by return. (I will ask you to perform this operation later) “ 


The above mentioned functions could be used to kill other processes, but, they only kill the pro- 
cess that you are attached to, not ones that you started in the background; these processes are 
killed using the kill command. ( we will look at this later) 
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The process that you are attached to is. the current process that has a hold of your keyboard and. 
has it locked out. Most commands that you execute run very quickly and you do not care if the -: 


keyboard is locked out, but, if using your keyboard-is important to you during long running com-s..,3 a ae eee 


mands or jobs, then, running them in background mode i is what you must do. (more on this later) > - 
_ Now, execute the following cat command and clear your keyboard and terminal when. the junk~. 
appears, then continue the lab project. 
JULIE 47 > cat print 


” junk will appear. 





The command cat is not always the best way to read a file. It will print the complete file non _ 
stop, scrolling the data past the screen much faster then you could ever read it. It is OK to use 
when reading small files. Try the following command and watch what happens: 

JULIE 48 > cat “rich/course/3000/workbook/lesson2 


The contents of this file will now scroll across your screen, use the (“c ) to stop the pro- 
cess. 
A better command to use when reading a file, is the more command. Lets again read the three 
files in your home directory. 

JULIE 49 > more xyz 


echo Hey, this works! 


Is 
JULIE 50> more print.c 
#include <stdio.h> | 
main () 
printf("A simple message is printed."); 
printf("n"); 
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JULIE 51 >more print 


I should not have to tell you what to do at this point. -: . 


The more command will display a page at a time of the file..By depressing the space baryou.. .—- * 
can scroll down the file by pages. By using the return key you can scroll.a line.at a time. Merely. - 00" 


type q to terminate the read. 


Lets again read the long file attempted at JULIE 48, this time using the more command; control- te 
ling the read using the space bar and return keys. 


JULIE 52 > more “rich/course/3000/workbook/lesson2 


‘The contents of the file will now appear. 
The next series of commands will show you how to move files and how to rename a file. 


First, lets again list the contents of your home directory. 
JULIE 53 > Is 
print print.c xyz. 
The next command shows you how to rename a file. The command used to do this is the mv 
command. This stands for move. It will rename the file xyZ, giving it a new name that you will 
call new.name. 
NOTE: . 
To find the command description and syntax for the mv command; ‘see cp(1) in your Vol 1A 


book. 


JULIE 54> my xyz new.name 


Lets see the change. 
JULIE 55 > Is 


new.name print print.c 
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Lets now change the name back to what it was. 

JULIE 56> mv new.name xyz _o 

JULIE 57 > Is 
print print.c xyz 
The following command will move a file into your directory from another directory in the tree. 
You will bring over the file using the same name, but, you could have also renamed the file... 
Note that there are two steps for JULIE 58. Execute the one that applies to you. 
Student will bring over a copy of lesson1 and rename it lesson1. 
(if student) JULIE 58 > mv “rich/course/3000/workbook/lesson1 lesson1 
(if student!) JULIE 58> mv ‘rich/course/3000/workbook/lesson1.copy lesson1 

JULIE 59 > Is 

lesson1 print print.c xyz 
NOTE: The above move happened because the file permissions allowed it. If this file had been a 
protected file, then a message would be displayed informing you that the move could not take 
place. 
Try moving the system file called inittab. 

JULIE 60 > mv /usr/inittab inittab 


mv: cannot access /usr/inittab 


Lets now read the new file we just moved. 
JULIE 61 > more lesson1 
.h1 "LESSON 1: COURSE INTRODUCTION" 


Upon completion of this lesson, the student will be able to describe to his/her own satis- 
faction, the following: 


.b1 


28 . Student Workbook 


IRIS WORKSTATION COURSE 
LAB 3.1: Basic UNIX Commands | 68020 Based 


What will be taught during this course.. - 


.b1 
How the course will be presented. 


bf 
How he/she is expected to perform. - 
-P9 


Thats nice, lets now look at another command; one that will allow you to compare files. 
JULIE 62 > diff lesson1 print.c 


1c1 

<.h1 "LESSON 1: COURSE INTRODUCTION” 

> #include <stdio.h> 

3,20€3,6 

< 

< 

< Upon completion of this lesson, the student will be able to 
< describe to his/her own satisfaction, the following: 
< 

<.b1 

< What will be taught during this course. 

< 

< 

<.b1 

< How the course will be presented. 

Se 

< 

<.b1 

< How he/she is expected to perform. 


<-Pg 


> main () 

>{ 

> printf( "A simple message is printed."); 
> printf("n"); 


The above output is an copies of what you get when two files are not equal. For each line that 
is different (for both files), those lines are printed with leading characters < or >. ciate 
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The lines. beginning with < are for those lines in the first file that do not. compare to the second: - 
file, and lines beginning with > are for those lines in the second file‘that-do not. compare to the a 
first file. 


If the two files are equal, then no stdout will occur.. 


The next command would be useful any time you transfer a file over the Ethernet network and. . 
want to be sure it arrived unchanged. The command is the sum command and it will calculate a... 


check sum character for a file and give the size of the file in Kbytes. 

If you ran this program against a file before transmission, and then ran it on the file after being 
received, the check sum characters must match to indicate a good transmission. This could 
_ become a quick and dirty way to verify transmission lines. 

JULIE 63 > sum lesson1 


23833 1 lesson1 


Now, some information about the find command before I ask you to execute some of these com- 
mands on your own. Find can be a very useful tool for the Field Engineer. 


Lets say that you know that a certain file exists somewhere in the tree (system), but, you have 
forgotten in what directory the file resides in. The following command will find the file for you. 
(It will take awhile) 


JULIE 64 > find / -name inittab -print 
find: cannot chdir to /usr/spooVat 
-Jetc/inittab 
The file that I was looking for was inittab, as defined by the -name option, The filesystem that I © 
was looking in was ROOT, as defined by the / argument. The -print option instructs the shell to’ 
print the pathname if it finds this file. 
The find command will search from the directory (the pathname you soppy as an argument) 
down throughout the tree. If you supply it with (/ ) like I did, it will search the complete tree 
since every thing lives under ROOT. Therefore, if you know the general area of the file, you 


should supply some other pathname further down in the tree. The reason for doing this, would be 
to save time. 
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Notice that the find command also indicates that he could not change dinectoey 
( chdir) to the /usr/spooV/at directory. Lets go find out why. 


JULIE 65 > cd /usr/spool 


JULIE 66 > Is -I 
total 6 ane 
drwx 3 root sys 64 May2914:47 at © 
Orwxrwxrwx 2 bin bin 64 May 29 14:47 colord 
Orwxr-xr-x 7 Ip Ip 272 Jun 712:14 Ip 
Orwxrwxrwx 2 root sys 80 Jun 909:10 = Ipd 


Orwxr-xr-x 3 uucpadm uucpadm 208 Jun 910:35 uucp 
Orwxrwxrwx 3 uucpadm uucpadm 48 May 29 14:23. uucppublic 


There is an answer for almost every condition; the directory ( af) can only be accessed by the 
user, and thats ROOT. There are no permissions for the classes of group and other. Since you 
are logged in as student, that puts you into the other class. Even if you were a member of the 
group ( sys for this directory ), you would not be allowed access, since both group & other are 
denied permission. ( later in the course we will discuss this further) 


Lets go back to your home directory. 


JULIE 67 > cd 


Since the find command can be so important, lets look at another example. 
JULIE 68 > find “rich -name lesson2 -print 


/usr/people/rich/course/3000/workbook/esson2 


The above command found a file called lesson? for you. The shell was instructed to begin look- -_ 


ing in the directory “rich, which, if you remember, is short hand for /usr/people/rich. .The file is 
located at /usr/people/rich/course/3000/workbook. 


The following example.shows you how to find a file when all you have is an i-node number. 
This would be the.case when you ran fsck against the disk filesystem. If fsck detects error con- 
ditions, for many of those error conditions, only the i-node of the file in error is printed. You 
would then have to use find to tell you where the file was. ( more on this later in the course) 


Student Workbook 31 | 


IRIS WORKSTATION COU RSE 
68020 Based ; LAB 3.1: Basic UNIX Commands 


JULIE 69 > find /usr -inum 7 -print 


/ust/adm/cronlog 
find: cannot chdir to /usr/spooV/at 


The above command instructs the shell to look for i-node #7 in the /usr at aaa The file 
cronlog was found in the directory /usr/adm. 


Now, take some additional time and experiment with only the commands covered to this point. 


Resume when you are satisfied. Be sure to leave your home directory looking like it _ | 


did before you started experimenting; restore (move) any files that you may have 
moved into your home directory, back to where you moved them from. Your 
directory should look like the output of the command at JUL/E 72, minus the file 
your.name, 


STEP SEVEN: How to copy a file; how to remove a file. 

The copy command is used to create duplicate copies of files. You can copy files within the 
_ current directory, copy files from outside the current directory, you can copy a file from the 
current directory to any directory in the system. Also, when you copy a file, you can specify any 
name you want for the new file. 


Before you continue with the lab project, execute the following command to insure that you are 
back in your home directory. 


JULIE 70 > cd 


The next command copies the file print.c to a new file. Use your actual name 
(i.e. Robert, Bill, Susan, etc.) for the new filename. 


JULIE 71> cp print.c your.name 
Now, list the directory and see the new file. 
JULIE 72 > Is 


lesson? print print.c your.name xyz 
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Now, just for drill, lets compare the two files. 


JULIE 73 > diff print.c your.name: 


turn Saar ae eae 
Since no stdout was return, we are assured that the files are the same... JO od . i 
) } Ftd G ie ie woe 
Lets copy another file in your home directory... . 2 ar | ‘ 
Pp -/ frie Fs 4 3 
JULIE 74 > cp xyz abe C y, pu 1 | 


JULIE 75 > Is i & 
abe __ lesson? print print.c your.name xyz 
The next command demonstrates how to copy a file from the current directory to another direc- 
tory in the tree. (We will restore lesson1 to its rightful place in the tree) 
(if student) JULIE 76 > cp lesson “rich/course/3000/workbook/lesson1 
(if student1) | JULIE 76> cp lesson “rich/course/3000/workbook/lesson1.copy 
Lets go see the result of the copy. 
JULIE 77 > pushd “rich/course/3000/workbook 


/usr/people/rich/course/3000/workbook ~ 


JULIE 78 > Is 
appendix/ . lesson2 print* student.job* 
lab/ . lesson2.copy __print.c Student. stuff 
lesson? lesson3 print.c.copy xyz* 
lesson1.copy lesson3.copy __ print.copy* xyz.copy* 


Lets return to your home directory. 


JULIE 79 > popd 


JULIE 80 > Is 


abc _ lesson? print print.c your.name xyz 
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‘The next command shows you how to remove a file using the rm command... 





JULIE 81>rm your.name: . 
JULIE 82 > Is 
abc __ lesson? print print.c xyz | 


The remove command can also remove multiple files. Just supply the list of files that you want 
removed, separated by spaces. 


' JULIE 83 > rm _ lesson1 abc 
JULIE 84 > Is 
print printe xyz 
The next series of commands will show you that you can remove files outside of the current 
directory and list the contents of other directories from the current directory. NOTE that there 
are two steps for JULIE 85, execute the one that applies to you. 
(if student) JULIE 85 > rm ‘rich/course/3000/workbook/print.c 
(if student1) JULIE 85 > rm “rich/course/3000/workbook/xyz 
JULIE 86 > Is “rich/course/3000/workbook 


Depending on who you are (student or student1), the output will look like the output produced 
by the Is command at JULIE 78, with the exception of the file that you removed (print.c or xyz). 


JULIE 87 > pwd 
/ust/people/student 


The pwd command proves that we executed the rm and Is commands from the current directory. . 
Most UNIX commands can be executed using absolute pathnames. 


If you would like to try a few copies and removes on your own, do so, and return to step 8. Make 
sure you are home when you.resume. Also, make sure only the three files print, print.c, & 
xyz are left in your home directory when you are finished. DO NOT remove files in the 
directory “rich/course/3000/workbook or critical system files. 
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STEP 8: Creating a new directory; creating a file with cat; and removing a directory.. 


Lets print a long listing of your directory. 

JULIE 88 > Is -1 
total 20 
-rwxrwxrwx 1° student’ user 17408 May 19 13:19 — print 
-lW-Tw-r-- 7 root sys 87 May 19 12:53  print.c 
-tWwxrwxr-x 2 root sys 25 May1912:53 xyz 


Your home directory at this point contains only files. We will now create a new directory 
beneath this directory and call it temp. To do this, use the make directory command mkdir. 


JULIE 89 > mkdir temp 

JULIE 90 > Is -I 
total 21 
-rwxrwxrwx 1 student user 17408 May 19 13:19 print 
-(W-IW-T-- 7 root sys 87 May 19 12:53 _print.c 
crwxrwxrwx 2 student user 32 Jun1009:04 temp 
-twxrwxr-x 2 root sys 25 May1912:53 xyz 


You now have the new directory temp. Notice the two permission classes: user = student 
(you own the directory) and group = user. 


Also, notice the default permissions, they are all on ((wxrwxrwx). Later we will change them 
using the chmod instruction. 
Lets now switch to the new directory. 
JULIE 91>cd temp 
JULIE 92 > Is 
Notice that the directory is empty, we are now going to put some files into it. 


JULIE 93 > mv “student(1)/print print 
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JULIE 94 > Is 
print 


The next command introduces a new concept to you. You are going to use the cat command to 


create a file. Remember, cat-reads a file with:the stdout going to the screen.:The following com-:. _ ae 


_ mand will redirect stdout into’a new file; we will call the file redirect, for lack of a better name.” 
JULIE 95 > cat “student(1)/xyz > redirect 
JULIE 96 > Is 
print redirect 
The above command read the file xyz from your home directory and the shell redirects (> ) the 
stdout into the named file. 
JULIE 97> more redirect 


echo Hey, this works! 
Is 


The more command verifies that the redirection function did work. The data displayed is a 
copy of the data that is in the file xyz. 

Let me now show you another short hand method for moving around in the tree. 

If you remember, the name of the current directory has a pseudonym of (. ) and the parent 
directory one of ( .. ). To go up one level in a tree, you can use the pseudonym as the name 
argument to the cd command. | 

First, just a reminder of where you are. 


JULIE 98 > pwd 


/usr/people/student/temp 


Now, lets go the parent directory of this directory. 


JULIE 99 > cd .. 
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JULIE 100 > pwd 
/ust/people/student 


The next command will create another directory called bin. - 
JULIE 101 > mkdir bin 


JULIE 102 > cd bin 


Lets now place some files into this directory. 
JULIE 103 > cp “student(1)/temp/print print 
JULIE 104 > mv “student(1)/xyz xyz 
JULIE 105 > Is 


print xyz 


OK, go home again. 


JULIE 106 >cd .. 


Print a long listing of your home directory. 
JULIE 107 > Is -1 
total § 
Orwxrwxrwx 2 student user 64 Jun1009:11 _ bin 


-rw-rw-f-- 1 root sys 87 May 19 12:53  printc 
drwxrwxrwx 2 student user 64 Jun1009:08 temp 


You can now see the result of executing the above commands: You now have two directories, 
and the files xyz & print have been moved into the new directories. 


The next command shows you how to remove a directory. 
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JULIE 108 > rmdir temp 
rmdir: temp not empty 
The above message is informing you that the shell will not remove the directory because it is not: 
empty. Lets go empty it. : 
JULIE 109>cd temp 
JULIE 110 > Is 
print redirect 
JULIE 111>rm print redirect 
JULIE 112>cd .. 
JULIE 113 > rmdir temp 
JULIE 114>Is -l 
total 5 


Orwxrwxrwx 2 student user 64 Jun1009:11 bin 
-1W-tw-r-- 1 root sys 87 May 19 12:53 print.c 


One more example, then you can experiment on your own. 
The following command will list the contents of the tree from the current directory down: Files 


and directories are both listed, with directory names proceeded by a siash. 


JULIE 115 >I1s -R 


bin _— print.c 
Abin: 


print xyz 


This is a great command to execute from the ROOT directory, redirecting the stdout into a file; . 
and then printing the file. You would then have a complete listing of the system. Thats how the .__ 
listing in section three of the workbook, pages entitled THE UNIX TREE: DIRECTORY — 
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LIS ane was produced. The filenames were removed; leaving only the directory listing. 
Now, if-you want,. go practice: what' you have learned. Remember, when.you. return: to the lab-.:, ee ee 


project, be in your home directory. Also, remove any files you created, leave the tree as shown - 
by the stdout of the previous command, (JULIE 115). 


SF Tey? YP C18. 


STEP 9: Changing file ownerships; file permissions; setting account password; set and alias 
commands, 


Lets look a little closer at the file permissions. 


JULIE 116 >Is -F 
bin/ print.c 

JULIE 117 >cd bin 

JULIE 118 > Is -l | 
total 18 “3 


-rwxrwxrwx 1 student user 17408 Jun1009:10 print 
-fWxrwx t-x 1 root sys 25 Jun1014:38 xyz 


The file xyZ belongs to ROOT. The permissions for the class of ofher (which is you as far as this 
file is concerned) are set to the value of 5. Remember, each class has a three bit code that is 
decoded as follows: The 4-weight bit establishes the readability of the file ( r ); the 2-weight 
bit establishes if the file can be modified ( w ); and the 1-weight bit defines if the file is an exe- 
cutable file (x ). A value of 5 in binary = 1 0 1, therefore, the r - x, as seen in the field that 
defines other. 
The file xyZcan be read or executed by you, lets see what happens when you try to modify it. 
We will attempt to remove the file; this would be a modification. 

JULIE 119>rm xyz 
_ xyz: 775 mode 


The shell is telling you that you do not have the right to remove this file. 
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Lets try to change the permissions for the class of other. 


To-change. file or directory permissions you must own. the file-or Se The command. used: ay. 
to change the permissions is called change mode ( chmod ).. 


Since you do not own the file xyz, changing the permissions should not be allowed....lets see... 
JULIE 120>chmod 777 xyz 


chmod: can’t change xyz 
If you attempted to change the ownership of the file, that also would fail. 


The responsibility for changing file permissions usually belongs to the system administrator. 


Remember, this does not apply to files owned by you. 
In order to change the permissions of the file xyZ, you would need to be the Super-user. 


Lets become the super-user. 





JULIE 121 > su 


Password: 


At this point you must enter the password. The nasuond for our training systems is: password. 
Enter the password. (the characters are not echoed to the screen as you enter the password) 
If the password is accepted, then the super-user prompt will be displayed. j 

i.e. JULIE 1 # 


Are you now the super-use/?....Lets see. 


JULIE 1 # whoami 


root 
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JULIE 2 # pwd. 


/usr/people/student/bin 
So, you are in the same directory that you were in before you became the super-user. 


Lets now try to change the permissions and ownership of the file xyz. 
JULIE 3 #chmod 777 xyz 
That appeared to work....lets look. 


JULIE 4 # Is -1 


total 18 
-rwxrwxrwx 1 student user 17408 Jun1009:10 print 
-rwxrwxrwx 1 root sys 25 Jun1014:38 xyz 


As you can see, the permissions were changed for the class of other. 


You could now go back to student(1) and remove the file, but while we are here, lets also 
change the ownership of the file. 


This is done with the command chown. 


JULIE 5 # chown student(1) xyz 


Lets again see if the change occurred. 


JULIE 6 # Is -1 
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total 18 


-twxrwxrwx 1 student user 17408 Jun1009:10 print 
-rwxrwxrwx:. 1. student. sys: © 25°. Jun 1014:38- xyz. 


Lets not. stop now, next we will change the group. - - 


‘JULIE 7 #chgrp user xyz 


JULIE 8 #Is -l 
total 18 
-rwxrwxrwx 1 student user 17408 Jun1009:10 print 
-rwxrwxrwx 1 student user 25 Jun1014:38 xyz 


Now, lets return to student(1) using the exit command. 
JULIE 9 # exit 


JULIE 122 > 


Notice that the prompt again indicates that you are in multi-user mode. 
Now, try removing the file xyz. 
JULIE 122>rm xyz 
JULIE 123 > Is 
print 
Now ow et do something that most of you have probably been wanting to do; change your account. 
passwor 


At this time your account does not have a password, so you are now going t to establish one, using 
the command passwd. 


FAs 


JULIE 124 > passwd 
| 4 x 


Changing password for student gn - 
New password: (enter a password and write itdown) = _~ 
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Re-enter new password: 


Now to check the new password, I want you to login into your account. 


NOTE: 
You do not have. to logout to again login. Execute the login command. | 


JULIE 125 > login student(1) 

Password: (enter you new password) 

Welcome to the world of the 

IRIS personal workstation. 

The SGI education department 

hopes that you have a very 

pleasant and informative stay 

with us. 


TERM = (v50am) 


Depress return, and you are back in your account. 


Notice that the prompt is again = 1. 
i.e. JULIE 1> 
Next I will discuss the .login & .cshrc files. These files are accessed by the login program when 
you login. The commands contained inside these files are executed. What this does is set up the 
environmentals for your shell. Also, any special commands that you want executed prior to 
beginning your session with UNIX are executed. (i.e. starting the window manager, setting up 
aliases, etc.) 
First, lets print your established environmentals, using the command env. 
JULIE 1 > eny 


HOME=/usr/people/student . 
PATH=. /ustr/people/student/bin/usr/local/bin/usr/uchy/bin/usr/bin 
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We will discuss what we are looking at in a moment, but, first I want you to list the contents of 
your home directory, specifying that all the files are listed ( Is -al ), then display the contents of 


the .Jogin & .cshre files. 


JULIE 2 > Is -al 
total 8 
Orwxr-xr-x 2 student user 176 Jun 7 16:21 
Orwxr-xr-x 10 bin bin 160 May2914:23 .. 
-IW-I--f-- 1 root sys 200 May 19 13:38 .cshre 
-1W-I--T-- 1 root sys 180 May1912:02 .cshrcDEFAULT 
-1W-I--T-- 1 root sys 209 May1907:50_ .login 
-IW-I--[-- 1 student user 209 May1911:39 .loginDEFAULT 
-drwxrwxrwx 2 student user 80 Jun1016:44_ bin 
-IW-TW-T-- 1 root sys 87 May 19 12:53 print.c 
; igh: 2 
gfe ce JULIE 3 > more .login 
“dy ran frev Mterrg  CNIql go fo love 
setenv SHELI{bin/esh —~ ee | 
set ignoreeof noglob 
set tmp=(‘tset -S -Q')\\. 5,7 7 7 ype of Flam your wate 69 mn Po? 
setenv TERM$tmp[1] 
unset tmp noglob 
stty erase “H' kill ’*U’ intr °C’ echoe 
path = (. “/bin /usr/localbin /usr/uch /bin /usr/bin) 


set 
JULIE 4> more .cshre 


setenv TZ (cat /etc/TZ' 
set history = 2 
if ($?2prompt ) then 

if (-o /bin/su ) then 

‘set prompt="hostname’ #" 

else 


Cj 
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set prompt="hostname’ >” 
endif 

endif 

alias m_ more 

alias Il "Is -al’ 


OK, whats it all mean?....The following discusses each environmental: 


@ HOME = /usr/people/student 
This is set by the system. 


@ PATH =. /usr/people/student/bin /usr/Mocal/bin /usr/uch /bin /usr/bin & 
This is set by the (set path) instruction located in ./ogin a 


This is the search-rule. The shell (csh) will look in all the specified directories, looking 
for a match of a command you enter. It begins the search with the directory listed first, ( . 
), and continues searching /eft to right. 


The search-rule remains in effect for the life of the shell or until you change it using the 
set command. (we will do this later) 


@ LOGNAME = student 
This is established by the entry in the /etc/passwd file. 


® SHELL = /bin/csh 
This is also established by a statement contained in the /efc/passwd file. This defines 
what shell the user wants. 


@ MAIL = /usr/mail/student 
This is set by the system at login. It establishes an electronic mail box for the user. If the 
user receives mail, then a message is displayed on his/her screen that mail exists in the 
mail box. The user could then use the mai/ commands to read, save, forward, or discard 
the individual pieces of mail. 


@ TZ=PSTS8PDT 
This is the time-zone for the clock. This is set by an instruction in the .cshrc file. 


Student Workbook 45 


IRIS WORKSTATION COURSE . 
68020 Based LAB 3.1: Basic UNIX Commands 


@ USER = student ; 
This is set by the system. ; A. - is sy 
~ XK vwc4 p 7 yr” 
\ 2 | C / TE 
@® TERM = v50am LW 


- This is set as a:result. of two: commands in the file .login. The. first command sett 
-.. tmp=(‘tset --S: -Q‘) establishes a variable named tmp;. with the value-of the variable:-:. * 


being equal to the output of the tset command. This process will determine the type of ter- 
minal that is attached. 


The contents of the variable tmp is then passed to the (setenv TERM) command, thus, 
setting the environmental TEAM to the correct terminal type. 


Other commands in the ./ogin file do the following: 


@ Define the special keyboard control characters. This is done by the stty command. You _ . 


have already used the ctrl-c key sequence to interrupt the scrolling process started by 
reading an executable file, using the cat command. 


@ Sets others variables: ignoreeof and noglob. (see csh(1) in Vol IA for description) 


* Commands in the .cshre file establish the size of the history memory stack; what the prompts 
will look like for your account (multi and super-user prompts); alias commands are established 
in this file, etc. 


The two files .login & .cshrc could be combined into one file since they are both accessed when 
your shell is started. The user can place all kinds of special commands and set additional vari- 
ables from these files. 
NOTE: 
The information given about these files is for your general knowledge. For the most part, you 
_ should not have to worry about the contents of these files, just be aware why they exist. 
Lets now play with the PATH environmental. 

JULIE 5 > print 


A simple message is printed. 
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_ The above command lives in your bin directory, remember, you created the directory and moved - 
the command into the directory. 


Since the: search-rule is set to look in /usr/people/student/bin, the shell finds the command _- foun ce 


and executes it. 


We will now change the search rule so that shell will not find the command. 
‘JULIE 6 > set path = (/usr /usr/local/bin /bin /usr/bin) 
Lets now look at the environmentals. 
JULIE 7 > env 
HOME=/usr/people/student 
PATH=/usr:/usr/local/bin:/bin:/usr/bin 


LOGNAME=zstudent 
SHELL=/bin/cesh 


MAIL=/usr/mail/student 
TZ=PST8PDT 
USER=student 
TERM=v50am 
JULIE 8 > print 


print: Command not found. 
Now, one more point. 


The effects of either file ( ./ogin or .cshrc) can again be set by using the source command. This 
command will access the specified file and execute the commands in the file as the login pro- 
gram would. If you edit the ./ogin or .cshre files, adding additional variables, alias commands, 
or the like, you need not logout and log back in to feel the effects of the file. Execute the follow- 
ing command. 

JULIE 9 > source .login 

JULIE 10 > print 


A simple message is printed 
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This ends this section of the lab project. Feel free to try your hand at some of the commands: . . 
covered. When you are satisfied, return to your home directory and continue with the project. . 


Also, leave your account tree looking the way it does now, before Mata start i cates a ee oa ds 7 aa 


Make copies of any file you intend to remove, before you remove it.:. 


STEP 10: Network commands. 


Three commands exist for communications over the network. These commands are: rep (xcp), 
rsh (xx), and rlogin (xlogin). 


NOTE: All network commands preceded with the letter ’r’ are TCP related while those preceded. 
with ’x’ (in parentheses) are XNS related. 


@ rcp (xcp) 
This command allows the user to copy files between machines. File permissions control 
this process just as they do within the local workstation. 


ma @ rlogin (xlogin) 
We This command allows a user to remotely login to another workstation or host computer. 


You must already have an account established at the other machine or know an account — 
user ID and have permission to enter that account. 





@ rsh (xx) 
This command allows the user to remotely execute commands on another machine. It 
assumes that the user has an existing account on the remote machine, with the same 
account ID of the machine the user is currently on (the local system ). If that account does 
not exist on the remote machine, then limited access ( to the other machine ) is allowed 
through the guestaccount. = =—=s—«#ws 


NOTE: 
The first network command we will try, will be the remote execution command, xx. 
‘JULIE 11> xx elvin date | 
ie 
Wed Jun 11 14:33:13 PDT 1986 
JULIE 12 > xx elvin whoami 


Dac 


guest 
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The remote machine you are communicating with is called e/vin. Since your account on this: 
workstation is called student, the security system allows you access to the guest account on 
elvin for the execution of the above two commands. The reason for this is because there is no. 





account called Student:on elvin.. The: reason the- security system: does not: allow you-full- access:~". ee ee 


should be obvious. 
Lets now switch to your bin directory. 

JULIE 13>cd bin 

JULIE 14> Is 
print 
The only file in bin is print, unless, while you were experimenting with the various commands 
you have learned, you copied or moved some other files into this directory and forgot to remove 
them when you were finished. 


You are now going to copy a file ( called student.stuff ) from elvin into this directory. You will 
also change the name of the file to xcp.copy. 


JULIE 15 > xcp elvin:rich/student/student.stuff xcp.copy 


LC 
JULIE 16 > Is 


print Xcp.copy 
JULIE 17> more xcp.copy 
This file exists for only one purpose; allow students performing 
the UNIX SURVIVAL LAB the oportunity to copy a file over the network 
into their student accounts. 
NOTE: 


Opportunity is purposely misspelled, so.that later, the student 
will be able to find it with the spell command. 


The remote copy worked because the permissions for the directory ( “rich/student ), that you 
accessed, are set to 777 for all classes. The copy would fail if the directory was protected with a 
different code. 
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I am now going to have you transmit the print file to elvin, but, before I do, I want you to per- 
form a sum check on the file. . 
JULIE 18 > sum print 


63486 17 print 


Now, copy the file to elvin, using your real name as the new filename for elvin. 
JULIE 19>xcp print elvin:"rich/student/your.name 


Now, to prove that you really copied the file, I want you to remove the file print from the current 
directory. 


JULIE 20> rm _ print 


JULIE 21 > Is 


xcp.copy 


As you can see, it is gone. We will now restore the file by again using the xcp command. 
JULIE 22 >xcp elvin:rich/student/your.name print 
JULIE 23 > Is 
print xcp.copy 
Remember the sum check you performed on print before transmitting it to elvin? Use the sum 
command again and check if the file was received OK. 
JULIE 24 >sum print 
63486 17 print 
The command xlogin will now be demonstrated. Before you execute the command, you must 


obtain a valid workstation name from your instructor. He/she will determine what workstation 
in the classroom is unused, and it’s name will be supplied to you. 
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OCs 
JULIE 25 > xlogin <instructor supplied name> 





<workstation name> login: 


You can now login to the workstation. Login as ROOT. 
<workstation name> login: root 
Silicon Graphics Inc. | a 


IRIS Workstation 
TERM = (wsiris) 


The workstation is asking what type of terminal you are on, this is nothing new to you, see page 
7 of this lab project. 


This workstation has a different welcome message, but, it still needs to know what type of termi- 
nal you are using. 


Ca 


It is asking you if the terminal is a remote IRIS workstation, this is what rwsiris means. If you a 
were logging in from the primary workstation terminal, then, you would be a rwsiris and you ce 
would depress return. Since you are on the Visual 50 or 60, enter v50am. 


TERM = (rwsiris) vS0am 


# whoami 
root 
You can now look at a few things in this workstation. PLEASE. DO NOT CHANGE ANY 
FILES. You will find this workstation just like your’s, but, there are no special directories like 
the ones you have been performing this lab project from. Take a couple of minutes for looking, 
then logout. . 

# logout 


JULIE 26 > 
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STEP 11: Running jobs; collecting job status; killing jobs. 


This section of. the lab project will show you how to look at status that the system collects and::-.". » 


‘maintains for the various jobs (commands, programs, ets.) that: are currently running on the. | 
workstation. 





You will be asked'to execute a command that is an executable shellscript file. It is only used to. ~ 
simulate an actual program, the functions that it is performing are only make-believe tasks. The 
commands used within the shellscript are actual UNIX commands and I will take some time to 
explain what they are doing in the interest of giving you additional insight as to how specific 
commands work. 

While the command is running we can look at it’s status, then, using the PID (process ID 
number) obtained from the status, kill the job. This is handy to know if your system hangs and 

the hangup is due to a specific job. Knowing the PID, you may be able to free the system by kil- 

ling the offending job. 


Before you can run the job, you must first copy it from the student directory set up on elvin. 


You should still be in your /bin directory. 
JULIE 26 > pwd 


/usr/people/student/bin 


The next command will copy over the make-believe job from elvin. 
JULIE 27 > xcp elvin:"rich/student/student.job student.job 
JULIE 28 > Is -F | 


print* studentjob* xcp.copy 


OK, lets look and see what UNIX commands make up this file. 
JULIE 29 > more student.job 

echo STUDENT JOB has been started and is running 

find /usr -name student -print > temp.1 


echo The first FIND command has finished 
find / -name phony -print >> temp.1 
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echo The second FIND command has finished 
find /usr -name phony -print >> temp.1 
echo The THIRD FIND command has finished.-- 
Is -R /usr >> temp.1 

echo The LS command has finished 

echo end of listing >> temp.1 

grep -n print.c temp.1 > temp.2 

grep -n ‘end of listing’ temp.1 >> temp.2 
echo The GREP commands have finished 

cat temp.1 temp.2 > temp.3 

echo The job has completed, but, a sleep command is waiting 30 seconds before 
echo executing the last command 

sleep 30 

echo This job is finally finished! 


The following describes each command. 


1. echo STUDENT JOB has been started and is running 
This command will echo the message on your terminal screen. 


2. find /usr -name student -print > temp.1 


This command will search the /usr filesystem looking for a file called student. If it - 


finds the file, then the absolute pathname of the file will be printed, but, the redirection 


operator ( > ) will redirect the standard output 
( stdout ) into a file called temp.1. 


3. echo The first FIND command has finished 


When the find command finishes, this command will echo the message on your termi- 


nal screen. 


4. find / -name phony -print >> temp.1 — 


This find will look for the file named phony in the ROOT directory. If it finds it, then 
it’s pathname would be appended ( >> ) to temp.1. I put this command in just to keep 


the CPU busy. 


5. echo The second FIND command has finished 
Prints the message on your screen. 
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6. find /usr -name phony -print >> temp.1 


This find will search the /usr filesystem for phony. Keeps the CPU busy. 


echo The third FIND command has finished. --- 
Prints the message on your screen. 


Is -R /usr >> temp.1 
This really keeps the CPU busy. The ls -R command is instructing the shell to list the 
complete /usr tree. The Stdout is directed into and appended to temp.1 (this will be a 
big file when finished). 


echo The LS command is finished 
Prints the message on your screen. 


echo end of listing >> temp.1 
The message is redirected and appended to file temp. 1. (we will later search the file for 
this character string). 


grep -n print.c temp.1 > temp.2 
The grep is a useful tool for searching files looking for a match of a character string 
that you supply as an argument to the command. 


There are many options available to use as part of this command. 


The option you are using ( -n ), requests that the line number (in the file) be printed for 
all lines that contain the character string. 


The character string you are using is print.c, the file being search is temp.1, and any 
stdout is being redirected into a file called temp.2. 

grep -n ‘end of listing’ temp.1 >> temp.2 

This grep command is looking for the string end of listing in the file temp.1. The 
stdout is redirected and appended to the file, temp.2. 


We know that this command should find this string, because, we put it into the file with 


the echo command executed earlier. This will tell us the line number where the string 
is located. 
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13. echo The GREP commands have finished 
Prints the message on your screen. 


14. cat temp.1 temp.2 > temp.3 . 

-.° The cat will concatenate (connect) the two files temp. 1 & temp.2 into one stream. The __. 
stdout is redirected into a third file called temp.3. This is the real function of cat. If. - 
you remember, earlier in the lab project you used cat to read a file, and I told you read- 
ing long files would be difficult because the data stream is scrolled past the screen 
without stopping, therefore, cat is not suitable for reading long files. 


15. echo The job has completed, but, a sleep command is waiting 
30 seconds before executing the last command. 
This message is actually printed using two echo commands because I could not fit the 


complete message on one line and have it look good. 


16. sleep 30 
This command will kill 30 seconds of time (pause). I put it here just for demonstration. 





17. echo This job is finally finished! 


OK, we will run the job, but before we start it, lets look at the current workstation process status. 


To do this you will use the ps command. It has many options, but, the ones I am going to ask 
you to use, produce the most useful output ( a, U, and x options ). 


JULIE 30 > ps -aux 


USER PID %CPU %MEM SZ RSS T STAT TIME COMMAND 


root 445 47.7 3.5 172 116 di -R 0:01 ps -aux ty 

student 79 0.0 2.1 108 68 adi! 0:04 -csh(esh} - 

root 57 0.0 - 0.6 12 12 w0O S$ 0:00 /etc/update 

root 60 0.0 1.1. 44 32 wd ! 0:00 /etc/cron — 

root 78 0.0 1.2 48 32 wd! 0:00 /etc/getty console co_9600 
root 2 0.0 0.2 640 0 ? D 0:04 pagedaemon 

root 1 0.0 18 64 56 ? / 0:04 INIT2 

root 0 60.0 0.1 0 60 ? OD 0:04 swapper 

daemon 72 0.0 1.5 60 44 wd S$ 0:00 /usriib/ipd 

root 69 0.0 1.5 60 44 n31 le 0:00 /etc/xnsd /ustflocal/boot 
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root 80 0.0 1.2 48 32 ad2 i! 0:00 /etc/getty ttyd2 dx_9600° 
Ip 75 0.0 2.1 76 68 $? JI 0:00 /usr/lib/Ilpsched 


Three fields hold information that is useful to us: USER; PID, and: COMMAND: -: 


@® USER 
This tells you who started the job. 


® PID 
This is the process ID number assigned (by the system) to the job when it was started. 
This is what you would use to kill a job. 


©@ COMMAND 
This is the name of the job that is running. 


The following gives brief descriptions for the jobs that are currently running: 


@ ps -aux 
This is the command that you executed to get the status. This proves that UNIX com- 
mands run as jobs (processes). 


® -csh (csh) 
This is your shell program that is started when you login and it runs until you logout. 


NOTE: 
Killing this job will produce the same effect as logout. You may want to try it later, but, 
NOT NOW. 





e ichipats ae 
This is one of the daemons that the INIT process started when you entered multi-user 
mode. It is always running. It will update the super-block every 30 seconds. This insures 
that the system is fairly up to date in case of a crash. 


@ /etc/cron | 
This is the clock daemon. It executes commands at specified dates and times according - 
to the instructions in the file /usr/lib/crontab. We talked about this earlier in the lesson. 


56 Student Workbook 


IRIS WORKSTATION COURSE 
LAB 3.1: Basic UNIX Commands 68020 Based 


One of the programs that this daemon runs is atrun. This is the program that syncs the - 
drive every 10 minutes. 


® /etc/getty console co_9600. 
. This is a getty process waiting for someone to log onto the eoitusinas using the primary = 
~ terminal (console). Once someone logs in, a process entry (in this table). would exist that.’ 
looks like the entry detailing your shell ( -csh (csh) ). 


@ pagedaemon 
This process manages paging (of the Swap-area) on the system disk. 


@ /usr/lib/ipd 
This daemon is the line printer spooler. It causes named files to be queued for printing on 
a line printer. 


@ INIT2 
This is the process control initialization program. It is started when the system is booted 
and never dies. Its primary role is to create processes from a script stored in the file - ~~ - 
/etc/inittab. Some of the processes are the daemons and the gettys, of which, one will be 
started for each line a user may log in on. 





@ /etc/xnsd /usr/ocal/boot ae 
Xnsd is a daemon that is the server for the XNS network utilities. This server listens for : 
connections and will start up the appropriate programs. 


@ swapper 
This is the process handler manager. It is the program that allows multi users to exist 
on the workstation at the same time. 


e letc/getty ttyd2 dx | 9600 
This is another getty process waiting for someone to login to the terminal on port 2 
(ttyd2). When I created this document, no other user was on my workstation, but, if you 
are sharing the classroom workstation with another student, then you will not see this 
entry, but, one that looks like the entry detailing your shell ( -csh(csh) ). 


@ /usr/lib/lpsched 
This daemon will schedule print jobs. 
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NOTE: 


The output from your ps -aux command will have different process ID numbers. Also, if you-..- _ 
are sharing the workstation you will see additional processes that were started by your partner. :-.: 27: 


The order that your processes are listed may:also be different. 22. 5.5. 


Now, lets run our simulation program. You will instruct the shell to run the program in the 
background using the & operator after the command. This will insure that your keyboard will 
be available while the program is running. 


The first time you run the program, just sit and watch the output as it appears on the screen. We 
will run it again, look at the process status, then kill it using the kill command. 


JULIE 31 > student.job & 


446 

JULIE 33 > STUDENT JOB has been started and is running 
find: cannot chdir to /usr/spooVat 

The first FIND command has finished 


find: cannot chdir to /usr/spooVat 
' The second FIND command has finished 


find: cannot chdir to /usr/spooV/at 

The third FIND command has finished 

The LS command has finished 

The GREP commands have finished 

The job has completed, but, a sleep command is waiting 30 seconds before 
executing the last command 

This job is finally finished! 


NOTE: 
The number that first appeared at your screen 446, is the process ID number. Your number 
will be different, also, you must depress return to get your prompt back. 


Lets now look at the results of executing the program. | . 


JULIE 32 > Is 
print — temp... temp.3 


student.job temp.2 xcp.copy — 
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You can now see the three files that were created by student.job. Lets look at temp.1 &: 
temp.2. 


JULIE 33 > more temp.1 


/ust/people/student 
adm 

bin 

diag 

dict 

games 

include 


end of listing 


In the interest of saving space, only the first few lines and the last line of temp. 1 are reproduced 
by this lab project. You can interrupt the more command, using ( “c ) when you tire of reading’ 
the file. 
Lets now look at temp.2. 

JULIE 34> more temp.2 
999:print.c 
1004 :print.c 


3152:print.c 
3190:end of listing 


The contents of this file lists three line numbers where the string print.c was detected, and one 
line number where the string end of listing was found. 


I am now going to show you something that is very useful, but, can be very destructful if used 
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wrong, and that is, the use of the meta-characters. When in doubt about the use of these~" 
characters, DO NOT USE THEM. 


Lets list the contents of your bin directory. 


JULIE 35 > Is 
print . temp.1 temp.3 
student.job temp.2 xcp.copy 


_ The two meta-characters that I will show you are: ? and *. These characters, when used 


within command arguments, have very special meaning to the shell when executing that com- 
mand. 


e? 
This character is called the wild-card. When used in the command argument it becomes a 
wild-card for the position that it occupies in the string. 


ie. rmte? 
This command would remove any files that began te and had any character as the third 
character. ( tef, te3, tem, etc...) 


eo * 
This is the multiple character wild-card. It will match any string (be careful with this 
one). 

i.e, 1m temp* 


This command will remove all files beginning with temp and. any number and type of 


characters following temp. 


The next example shows one use of the ( * ) meta-character. 
JULIE 36>rm te* , 
JULIE 37 > Is 


print '”_ student.job xep.copy 
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Get the picture? You could remove the complete contents of a directory with the follow- : 
ing command: rm *. Don’t say I did not warn you. 


_ +. The meta operators are very useful to programmers. When a programmer wants to search... 
“" <5. for or find strings of data that are similar, these characters. are needed, or atleast make the - ~~ >... 
' > job easier. It is because of this fact, that I even mention these characters; you may see - 
' them in arguments of commands of the numerous files you have to deal with while main- 
taining the IRIS workstation. 


OK, on with the show. 


We will again run the simulation program; this time we will kill the process using the kill 
before it can complete. Before you use the kill command, you must know the PID. 


JULIE 38 > student.job & 


rae 


479 
JULIE 39 > STUDENT JOB has been started and is running 


a. cae 

a ce as) 
oe 
_ be 


NOTE: 
If, while you are attempting to enter a command, and screen output appears, interferring 
with your input, just depress return to get your prompt back. 


JULIE 39 > ps -aux 
USER PID %CPU %MEMSZ RSS TT STAT TIME COMMAND .. 


root 445 47.7 35 172 116 d1 R 0:01 ps-aux * 
student 79 0.0 2.1 108 68 adit | 0:04 -csh(csh) 
student 481 30.8 1.7 80 52 dt D 0:03 find /usr -name student ‘pri 
student 479 0.5 1.4 52 40 adi S$ 0:00 /bin/sh student.job 
root 57 00 # 0.6 12 12 wd § 0:00 /etc/update 
root 60 0.0 1.1 44 32 w0O I 0:00 (/etce/cron 
root 78 OO .12 48 32 w0 I 0:00 /etc/getty console co_9600 
root 2 0.0 ~ 0.2 640 0 ? D 0:04 pagedaemon 
rot. 1 00. £18 6446 56 ? iI 0:04 INIT 2 
root 0 0.0 0.1 0 0 ? OD 0:04 swapper — 

* daemon" 72 0.0 1.5 60 44 +wd S 0:00 /usr/lib/Ipd 
root 69 0.0 1.5 60 44 n31 I< 0:00 /etc/xnsd /usr/local/boc: 
root. 80 0.0 1.2 48 32 d@ I 0:00 /etc/getty ttyd2 dx_96: 
Ip 75 0.0 2.1 76 6 #? I 0:00 /usr/lib/Ipsched 


Student Workbook 6i | 


IRIS WORKSTATION COURSE 
68020 Based LAB 3.1: Basic UNIX Commands 





Fis. 
% 


Age 
Bs ew 
7 Ma ae 


oa . print 
iE 


62 


JULIE 40 > find: cannot chdir to /usr/spool/at 
The first FIND command has finished 


=: You can see from the. table: that student.job is: running along with one of the find com-- - 2.» 
mands. Your output will reflect the point in time that you execute the ps -aux in relation... 


the starting of the program. If you waited a long time, you may see one of the other com- 
mands. 


The next command will kill the program. My PID # was 479. You must use the PID # 
shown on your screen. 


JULIE 40 > kill -9 479 
The ( -9) option is an absolute kill. 
Execute the ps -aux command again to verify that you killed the process. The lab project 
will not show the output of the command. 


JULIE 41 >ps -aux 


Lets again look at your bin directory. 
JULIE 42 > Is 


student.job temp.1 Xcp.copy 


The next command shows one example of using the wild-card meta-characters. I am 
removing temp.1, it was created by student.job before I could kill it. 
& 
JULIE 43 >rm ??m* 


JULIE 44 > Is 


print student.job xcp.copy 


Now, run the job in foreground and see what happens to your keyboard. 
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JULIE 45 > student.job 


User break or “c to get your keyboard back. 


- Well, one more command and this lab project is over as far as the instructional portion is.- 


concerned. 


Earlier you used the xcp command to copy the file student. stuff. It has a misspelled word 
in it, so lets use the command spell to find it for us. Remember, you changed the name to 
XCp.Copy as you copied it over. 

JULIE 46 > spell xc* 
oportunity 


Notice that I had you use the meta-character ( * ) to replace the characters after xc in the 
filename. 


The spell command shows us that opportunity is misspelled. If this was a letter or some 


other type of file that you had created, then you would have to edit the file to correct the 
mistake. That will lead us into the next lab project: The Vi Editor. 


You are now free to experiment with any or all the commands presented to you during this. 


lab project. When you are finished, complete the questionnaire in section two, and hand i it 
into your instructor. hoe is 
When you are finished with the lab project perform the following: Enter 
super-user, execute reboot, and power off your workstation. 
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SECTION 2: Review 


Student Name: 


Please complete the review and hand it into your instructor. 


1. 


ts 
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What is the name of the file that the PROM monitor looks for on the boot device, to be 
used for booting UNIX, if no filename is supplied with the boot command b? 


VMUNIE Z dt Fay /t f eat 


What mode does UNIX boot into? 


oe ere , - 
we fal g / ra CL. SH & 


When is the program fsck run? 





_ — 
L 






What does a getty process do? 


look _2f_ ZIP ed 4 Lean AM hive 










elie 





If the terminal you login at is not set for 9600 baud, garbage will appear when the login 


‘message is received. What must the user do to instruct the getty process to try another 


baud rate? : 
Bb Arbok. K 2 
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What file holds the terminal configuration data for all supported terminals? a LF 


EFT vA fin CL £2 


" -What command would you use to determine who else is on the workstation with you? 


Yh YO 


Show the command used to produce a long listing of a directory. 
2S -& 25 -AL 


&e 


What is the pseudonym for the parent directory? 


@e & 


What are the names of the files accessed by the start up process to initialize afd set up. 


parameters for a shell? 






we 


py) 
1 60g oT Bicalehh 


fI 7? PAE e 





What directory in UNIX holds the majority of the configuration files? 


Sy —_— 


C / ZL ia 


What command is best suited for reading files? 
Mone. | 


Show the syntax for copying a file from a host system to your workstation. 


a ; pees a / Rich LK 8 ley dist Foxfe 





nat agee 


Bye 
uot a 
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14. Show the command for finding a file named file7, known to live somewhere i in the usr. 
filesystem. You also want to list its complete pathname. 





'-15. A file called student has the following permissions set for it: rwxr-xr-x. What does’. . 
this mean? 


Cw phy, atl [ Ongup - head thrice lt (hay 1s Read t 





= Ke cuth 


16. Show the command for setting the permissions for the file in step 15 to allow only read- 
ing by the classes of group and other. 


Chm ~~ Sx S7 waxy, 


17. What command is best for listing process status? 


f? Sg AUK ; 


18. What environmental defines the shell search-rule? 
AS a ee 


19. What file instructs the start-up program what shell the user wants to use? 


4 Sa es ee eel 


20. What is the command used to search for character strings in a file? 
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LAB 3.2: Vi Editor 


This lab project contains three sections: 


Section 1: This section is used to teach you how to use the commands of the vi editor for 
creating and modifying (edit) files. It allows you to practice many of the com- 
mands and see what type of output occurs as a result of executing the various 
commands. 


Section 2: This section is a quick reference guide for most of the vi commands. It shows 
each function as an illustration and lists the required key strokes to execute the 
function. Once you are somewhat familiar with the vi commands, this guide 
should prove useful to you. 


Section 3: This is a questionnaire that you will complete and hand in after performing the 
lab project. 
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SECTION 1: Instructional Procedure 


I. Vi Editor 


Vi is a general purpose program used to prepare text files. It allows the user to enter, change, and 
correct text. Once a file is created and becomes part of the operating system, the need to change 
the file is remote. Although most files will remain unchanged, occasions do occur that necessi- 
tates the modification of a file, i.e. when additional equipment is added to the already existing 


aco configuration, several files in the directory /efc must be modified to reflect the additional 


hardware. 
Vi is an interactive text editor designed to be used with a crt terminal. It produces a window into 
the file you are editing. This window lets you see about 40 lines of text of the file at a time, and 


you can move the window up and down through the file. You can move to any part of any line 
on the screen and make changes there. 


ll. OBJECTIVE 


When you finish this lab project you should be able to: 
A. Correctly execute any of the vi commands presented by this lab project. 


B. Demonstrate that you can create a new data file in your student directory and make 
changes to the file. 


lll. PURPOSE 


Teach the student how to use the Vi editor commands. The project seeks to develop a basic 
skill in each student that will allow the student to modify existing system files. The project 
allows each student sufficient time to practice using the vi editor. 


IV. EQUIPMENT. 


A functional IRIS 68020 based workstation. 
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V. PROCEDURE 


Two students will be assigned one IRIS workstation. Each student will perform the lab project. at 


from one of the two ASCII terminals attached to ports two or three. 


Special accounts have been created for the classroom environment to be used by the students. —=—. 


The account names are student and student. Both accounts are identical,.so choose one and 
keep that account name throughout the remainder of the course. 


It is very important that you follow the lab project precisely and do not wander off in your own 
direction. You will have ample time for free-time later in the course. 


During the project you will see five different prompts; the current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n > Student account prompt when in Multi-user mode, where n = command 
number. 

3. JULIE n # Student account prompt when in Super-user mode, where n = com- 
mand number. 

4.# Single user mode. 


5. JULIE login: This prompt appears when you go into Multi-user mode from Single- 
user. 


The following text will lead you through the execution of many of the VI COMMANDS. 
When you are required to enter a command, the text recreates the STANDARD OUTPUT 
for that command. Just keep reading and following the flow of the lab project. 


Also throughout the text are comments that explain what you are doing or what is about to har: 
pen as a result of executing a command. 


© The commands that you are required to enter are indented and HIGHLIGHTED USING 
BOLD print next to the prompt that would be displayed. 


i.e. JULIE > vi <filename> 
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® The stdout of each command or any terminal output that would result from something . 
that you are required to do, will be beneath the command, left justified and . 
HIGHLIGHTED USING ITALICS. . 


@ The instructional comments that makeup the bulk of the lab project will be in normal 
print. 


BEGIN ACTUAL PROCEDURE HERE: 


STEP 1: Power on the workstation. 


Power on your IRIS workstation using the front panel switch. You should see the initial PROM 
monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxO000000f) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 


STEP 2: Boot the UNIX System. 
iris > b 


SGI Extent Filesystem 
Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 0113d8 bytes 
Bss: 024d7c bytes 
Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 
(C) Copyright 1986 - Silicon Graphics Inc. 
real = 4194304 
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kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

qico not installed 

sii0 at mbio 0x07200 ip! § 

si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 
sil not installed 

sf0 floppy (80/2/8) slave 2 

siq0 at mbio 0x73fc ipl 5 

sq0 (qic02 cartridge tape) slave 0 

iph0 not installed 

tmt0 not installed 

ikO not installed 

nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbio 0x7ffc ipl 2 
{pa installed 

lpen not installed 

kernel debugger disabled. 

root on sida 

swap on si0b. swplo=0 nswap=64000 


INIT: SINGLE USER MODE 
Welcome to the world of the 
IRIS personal workstation. 
The SGI education department 
hopes that you have a very 


pleasant and informative stay 
with us. 


STEP 3: Go to multi-user mode. 
# multi 


# : Mn a 
INIT: New run level: 2°. 


Is the date [day month date time time-zone year] correct? (y orn) y 


Do you want to check filesystem consistency? (y orn) y 
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Checking file systems for consistency: 


/dev/si0a 
File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2- Check Pathnames — 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


/dev/siOf 
File system: usr Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 
Mounting: /usr 
Preserved editor files 
Cleared /tmp 
Resetting locks and logs 
Hostname: JULIE 
Daemons: 
update 
cron 
xnsd 
Ipd 
lpsched 
Daemons started 


JULIE login: 


Each student should now move onto his/her own ASCII terminal to complete the lab pro- 
ject. : a a a ee 
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- STEP 4: Starting vi. 


Although vi is a very sophisticated editor with an enormous number of commands, the basic... 
structure of vi is very simple. There are two modes of operation, Command Mode and Text..." 


Input Mode. 


@® Command Mode 


When you enter vi you are placed into command mode. If the file already exists, the file - 


contents are copied into a buffer for editing. Once in the buffer, the first 40 lines (if there 
are that many) are displayed at your terminal screen. 


If there are not enough lines to fill the screen, vi fills the screen with the tilde character (~ 
) to the bottom of the screen where the filename, the number of lines, and the number of 
characters in the file are displayed. 


If the file does not exist, vi opens a buffer, fills the screen with the tilde character, and — 


displays the filename followed by the comment ( in brackets [ ] ) New file. 
In both cases, vi enters the buffer with the cursor at the top left of the screen. 
To edit a file using vi you execute the UNIX command vi followed by the name of the file. 


i.e. vi filename 


Command mode allows the user to position the cursor to a point in the file where editing 
will begin. From command mode the user can delete existing text, search for a specific 
character string within the text, or enter one of the text input modes. 


® Text Input Mode 
This mode is where you actually enter new text into the buffer. Five Input Modes are 
available for use: 


- a 
Allows user to append new text beginnixg at the point where the cursor was posi- 
tioned in the file during command mode. You can type as many lines and [ return ]’s as 
you wish. eee 


ae 
Allows user to insert new text beginning at the point before the cursor. You can insert 
as many lines and [ return ]’s as you wish. 
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- 0. (this is lower case 0) 
_ Allows user to open a new line below the c cursor. You can then input as much text as 
you want. 


- O (this is upper case O) 
Opens a new line above the cursor and allows new text input. 


- R 
Allows the user to replace text, starting at the cursor, with any characters typed. 


In this lab project, we will limit ourselves to the minimum number of commands that you will 
need to start using vi. Even though these commands are just a few of the total commands in vi, 
they cover the four major features of editing: 


1. Cursor positioning. 
2. ‘Text insertion. 
3. Deletions and changes. 


4. Permanently storing the information. 


STEP 5: Moving the Cursor. 
OK, lets login to your student account. 
JULIE login: student or studentl 
Password: 
Welcome to the world of the 
IRIS personal workstation. 
The SGI education department 
hopes that you have a very 
pleasant and informative stay 
with us. ae 
TERM = (v50am) return oo 


JULIE 1 > 
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- First lets move into your /bin directory. : 
JULIE 1>cd bin 
JULIE 2 > Is 


print .  $tudent.job xcp.copy 


This is what should be in your bin directory. You may have additional files that you copied or 
moved into this directory when your were practicing with UNIX at the end of lab project 3.1. 


If so, remove all but the above named files. 


There are five basic cursor positioning keys: k, j, h, |, and return. 


* 3 
This key positions the cursor down one line in the buffer. Movement to the next line will 
be to the corresponding character position or to the end of the next line. 


® k 
This key positions the cursor up one line in the buffer. Movement to the proceeding line 
will be to the corresponding character position or to the end of the proceeding line. 


\ | 
This key positions the cursor right one character position within the line. 


®h 
This key positions the cursor /eft one character position within the line. 


@ return 
This key positions the cursor down one line in the buffer. The movement is straight down 
the left margin. 


NOTE: 
If your keyboard has the arrow keys, then you could use them instead of the j, k, h, and / keys. 
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We will now enter vi, giving new.file as the name argument. — 


JULIE 3 > vi new.file 


“new. file" [New file] 
You just instructed vi to open a buffer called new.file. Since it did not exist, tilde 
(~) characters were displayed. 


The cursor will be in the upper left corner of the window, try moving it using the cursor position 
keys. 


OK, so you got a beep. Lesson number one: You can not move the cursor around in a buffer that 
is empty. 


We must now exit this buffer. Execute the following vi command: 


shift ZZ IN ‘ 


A 
JULIE > 4 a aN 
OW 


Now we will edit the file xcp.copy. If you remember, you brought the file student. stuff over 
from e/vin renaming it xcp.copy. 
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JULIE 4 > vi xcp.copy 
This file exists for only one purpose; allow students performing: 
the UNIX SURVIVAL LAB the oportunity to copy a file over the network~ 
into their student accounts. 
NOTE: 


Opportunity is purposely mispelled, so that later, the student 
will be able to find it with the spell command. 


~ 


"xcp.copy” 9 lines, 284 characters 
Now, take a couple of minutes and practice moving the cursor. When you are satisfied, exit vi 
using shift ZZ. 

shift ZZ 


JULIE > § 


STEP 6: Text Input Mode 

You are now going to create a new file called new.command using the "i" input mode. When 

vi enters input mode, you will get no indication that you are in input mode. You just start enter- 

ing the data. Enter the data exactly as shown below. Later in the lab project we will use this file. 
JULIE 5 > vi new.command 


When the tilde characters appear, place vi into input mode by depressing the "i" key, and then 
enter the text. 


i 

clear <return> 

more /usr/people/student(1)/bin/welcome <return> 
To exit from input mode, depress the esc key. This returns vi to Sania mode. 


If you have any doubt that you are in command mode, depressing ese again will cause a beep at 
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your terminal. This tells you that you are in command mode. 


The next step will be saving the contents of the buffer. into a file on the disk. There are many. - - 


ways to instruct vi to write out the buffer, yon will use the shift ZZ command. This writes the - _ 
buffer to the named file and quits vi. 


shift ZZ 


JULIE 6 > 


Lets now list the directory and see the new file. 
JULIE 6 > Is 


new.command print student.job xcp.copy 


Lets read the contents of the new file. 


JULIE 7 > more new.command 


clear 
more /usr/people/student/bin/welcome 


Now we will create another new file and call it welcome. Enter the lines of text that are shown 
below. 


JULIE 8 > vi welcome 
When the tilde characters appear, place vi into input mode using the "i" key. 
i 
Welcome OH great one! <return> 
Iam an IRIS 68020 based: workstation. <return> 
I enthusiastically await your commarids.- <return> 
Remember, to exit from input Mode use esc. To quit vi and write the buffer, usé Shift ZZ. 


esc 
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shift ZZ 

JULIE 9 > 

Lets again list your directory. 
JULIE 9 > Is 

new.command print student.job welcome xcp.copy 


JULIE 10> more welcome 
Welcome OH great one! 


fam an IRIS 68020 based workstation. 
! enthusiastically await your commands. 


At this point I want you to create your own file and put a few lines of text of what ever comes 
into your head into the file. If you have trouble, ask your instructor for help. Continue the lab - 
project when you are satisfied that you can create a new file. . 


STEP 7: Deleting and Changing Text. 
Before we continue editing, we are going to create one large file from several of the files that 


exist in your bin directory using the cat command. 


JULIE 11> cat new.command student.job welcome xcp.copy > big.file 


JULIE 12 > Is 
big.file print welcome 
new.command _ student.job xcp.copy 


JULIE 13 > more big.file 


clear ta Pe 
more /usr/people/student(1)/bin/jwelcome 


echo STUDENT JOB has been started and is running 
find /usr -name student -print > temp. 1 
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echo The first FIND command has finished 
find /-name phony -print >> temp.1 

echo The second FIND command has finished 
find /usr -name phony -print >> temp.1 

echo The third FIND command has finished 

Is -R /usr >> temp.1 

echo The LS command has finished 

echo end of listing >> temp. 1 

grep -n print.c temp.1 > temp.2 

grep -n end of listing’ temp.1 >> temp.2 

echo The GREP commands have finished 

cat temp.1 temp.2 > temp.3 

echo The job has completed, but, a sleep command is waiting 30 seconds before 
echo executing the last command 

sleep 30 

echo This job is finally finished! 


Welcome OH great one! 
| am an IRIS 68020 based workstation. 
| enthusiastically await your command. 


This file exists for only one purpose; allow students performing 
the UNIX SURVIVAL LAB the oportunity to copy a file over the network 
into their student accounts. 


NOTE: 
Opportunity is purposely mispelled, so that later, the student 
will be able to find it with the spell command. 


Now, before I show you how to delete or change text, I want to show you some additional cur- 
sor movement commands. While we execute the various commands, refer to page 26. This page 
illustrates cursor movement and documents the key stroke or key strokes required to perform the 
illustrated function. Page 25 gives a legend explaining the various symbols used in the docu- 
ment. 


Lets open big.file for editing. The lab project does not reproduce the output created at your 
screen when you enter big.file using vi because it will look just like the output of the more com- 
mand, also, we are not going to change anything in the file at this moment. 


JULIE 14> vi big.file 
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OK, you are now in the editor, the cursor is in the upper left comer; lets move around in the file.: — 
NOTE: 
Please do not attempt any deletions or additions on your own, jut stick to the flow of the lab © 
project. We will get to the deletions in a few minutes. 
Lets do a forward search in the file looking for the string FIND. (enter FIND in upper case) 
mae 
Notice that the search is case sensitive, it skipped over the first find in the previous line. 
Now depress the n key. 
n 


The forward search is again executed using the last string that you supplied it with. 


Using upper case N will cause a backward search using the last supplied pattern. 
N 


Now, take a few minutes and execute as many of the cursor movement commands as you want. 
Practice the commands, but DO NOT use the destructive type commands and do not-use the key 
stroke that takes you to the command line, we will do this later. If you need assistance, call your 
instructor. When you are satisfied, resume the lab project. 


We are now going to delete some of the text in big. file. The way I will illustrate the deletes will 
be as follows: First I will have you delete a single line near the beginning of the file; then we will 
delete specific characters further into the file; and finally we will delete several lines toward the 
end of the file. 


I will have you write the modified buffer out to disk, quit the editor, and then display the file 
using the more command. 


The output illustrated by the lab project will show the lines and characters that you deleted ( 
highlighted ), but still in the relative positions occupied before being deleted; your screen out- 
put will show the file as it really exists. — 


Here we go....Enter the following commands, the first of which takes you to the fop of the 
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buffer. 

1G 

6G (This positions cursor to line 6, we could have - 


moved here using the j or return keys.)(the 
line begins echo The first FIND ......... ) 


& 6 D (removes text on line 6 to end-of-line) 
O Misting (search forward for string listing) 
: dw (remove the word listing) 
% “f (displays next page in buffer) 
[file (move since down five lines) 


3dd (deletes three lines, beginning with cursor line) 


Now, before I have you save the buffer with all it’s changes, I want you to do one more delete so 
that I can show you how to undo the last command. This is nice to know if you ever make a 
delete that was not what you wanted. 


2dd (deletes the next two lines in the buffer) 
u (this is a good one to remember) 
ZZ (quit editor) 


JULIE 15 > 


Lets now look at the changes. 
JULIE 15 > more big.file 


clear 
more /usr/people/student(1)/biniwelcome 


~ .echo STUDENT JOB has been started and is running 
find /usr -name student -print > temp. 1 
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echo The first FIND command has finished 

find /-name phony -print >> temp. 1 

echo The second FIND command has finished 

find /usr -name phony -print >> temp.1 

echo The third FIND command has finished 

Is -R /usr >> temp.1 . 

echo The LS command has finished 

echo end oflisting >> temp.1 

grep -n print.c temp.1 > temp.2 

grep -n ‘end of listing’ temp.1 >> temp.2 

echo The GREP commands have finished 

cat temp.1 temp.2 > temp.3 
echo The job has completed, but, a sleep command is waiting 30 seconds before 
echo executing the last command 

sleep 30 . 

echo This job is finally finished! 





Welcome OH great one! 
! am an IRIS 68020 based workstation. 
! enthusiastically await your command. 


This file exists for only one purpose; allow students performing 

the UNIX SURVIVAL LAB the oportunity to copy a file over the network 
into their student accounts. 

NOTE: 


Opportunity is purposely mispelled, so that later, the student 
will be able to find it with the spell command. 


So you see, you really did change the file. I now want you to practice deleting text in big.file, 
but, before you start, I want you to make a copy of big.file. Call the copy copy.big.file. 

JULIE 16> cp big.file copy.big.file 
Now go play with big.file. Only practice functions that we have learned to this point. If you need 


help, see your instructor. When you are satisfied that you can delete characters, words, and lines 
of text, continue with the lab project. 


STEP 8: Other Input Modes 


Lets now edit the file xcp.copy and correct the mispelled word (oportunity). We will also add 
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some additional text to the file. 


JULIE 17 > vi xep.copy 
Execute the next two vi commands. » 

lop (searchs forward to the string op) 

a (places vi into append mode) 
Now that you are in append mode, you could enter as much data as you wanted. The new data 
is placed into the buffer following the cursor. Correct the mispelled word by entering p. 

p Notice that a p is placed into the text) 

esc (Exit append mode) 


Lets now look at change mode. Execute the next two commands followed by entering the text 
shown and watch what happens. 


lis (positions forward to string /'s) 
i (enter insert mode) 


was changed using the vi editor. <return> 


Exit insert mode and clean up buffer. 


esc (exit insert mode) 
D (deletes text to end-of-line) 
return (move to beginning of next line) 


dd (delete line) 


You will now add some additional text. 


oO (open a new line below the cursor) 
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This line was added using the vi insert mode. <return> 


esc (exit insert mode) 

ZZ (quit.editor and save buffer) 
JULIE 18 > 
Lets look at your work. 


JULIE 18> more xcp* 
This file exists for only one purpose; allow students performing 
the UNIX SURVIVAL LAB the opportunity to copy a file over the network 
into their student accounts. 


NOTE: . 
Opportunity was changed using the vi editor. 


This line was added using the vi insert-mode. 


Now go and experiment ( on your own ) with big.file. When you are satisfied I will show you 
some other useful operations of vi. 


STEP 9: Text substitution. 


Now I want you to remove the file big. file. 
JULIE 19> rm big,file 

Rename copy.big.file to big. file. 
JULIE 20 > mv copy.big.file big.file 
JULIE 21 > more big.file 


clear 
more /usr/people/student(1 )/binjwelcome 
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echo STUDENT JOB has been started and is running 
find /usr -name student -print > temp.1 

find / -name phony -print >> temp.1 

echo The second FIND command has finished 
find /usr -name phony -print >> temp.1. 

echo The third FIND command has finished 

Is -R /usr >> temp.1 

echo The LS command has finished 

echo end of >> temp.1 

grep -n print.c temp.1 > temp.2 

grep -n ‘end of listing’ temp. 1 >> temp.2 

echo The GREP commands have finished 


cat temp.1 temp.2 > temp.3 
echo The job has completed, but, a sleep command is waiting 30 seconds before 


echo executing the last command 
sleep 30 

echo This job is finally finished! 
Welcome OH great one! 

lam an IRIS 68020 based workstation. 
! enthusiastically await your command. 
NOTE: 


Opportunity is purposely mispelled, so that later, the student 
will be able to find it with the spell command. 


The next commands will show you how to change character strings in a file without going into 

Text Insert mode. The first example will change a string in one line, the second will be a global 

change; changing the same string in all the lines. 

The word echo means reverberate. So lets change the word echo in the first line of big.file. 
JULIE 22 > vi big.file 

The next series of vi commands make the substitution at the third line. 


4G . (move to line four). 


’ shift : (positions cursor to command line 
at the bottom of the screen. 


s/echo/reverberate 
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Notice that the word echo was changed to reverberate on the line where the cursor was posi-. . 
tioned. 


Now we will change every occurrence of echo to reverberate. - 


: (drive cursor to command line) 
g/echo/s//reverberate 
ZZ 


JULIE 23 > 


OK, a few more points and you can experiment on your own with what you have learned. You 
may also want to try some of the functions illustrated by the reference guide (section 2), but, not 
covered by this lab project. 


Remember the two files we created earlier in the lab project (new.command and welcome), I 
am now going to show you how these two files could affect your workstation if you place the file 
new.command into your .login file. This is only shown for fun and if it helps you to better 
understand editing and what kind of things could be done through the ./ogin file, then thats a 
plus. 
Lets look at the two files a little closer. 

JULIE 23 > Is -I new.command welcome 
-rw-rw-rw- 1 student user 46 Aug 15 14:50 new.command 
-rw-rw-rw- 1 student user 99 Aug 15 14:51 welcome 


When the commands were created the default permissions of 666 are assigned. We want to make 
the file new.command an executable file, also, lets set them so that only the owner (you) can: 
modify the file. The permission code for this is 755. 

JULIE 24 > chmod 755. new.command 

JULIE 25 > Is -1 new.command 


-rwxr-xr-x 1 student user 46 Aug 15 14:50 new.command 
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We must now go and edit ./ogin adding the command new.command to the file. 

JULIE 26 > cd 

JULIE 27 > pwd 
/usr/people/student 

JULIE 28 > Is -1 .login 
-rw-r--f-- 1 root sys 209 May 19 07:50 .login 
Before we can edit ./ogin, we must own the file. When I copied ./ogin into the student accounts 
I did not change the ownership from root to student. We will now do this. 
Since the file is owned by root, we must be the super-user to change the Saeiian and group . 
names. (before going to super-user, you may want to attempt an edit of ./ogin and see what the 
editor tells you about the file) 

JULIE 29 > su 
Password: 

Enter the password:password 
JULIE 1 # 
If you remember, when you enter super-user, directory position in the tree is not affected, 
therefore, we can go right to work on ./ogin. 

_ JULIE 1 # chown student(1) .login 

JULIE 2 # chgrp user login 

JULIE 3 # Is -1 .login 
-w-r-r-- 1 student user —. 209 May 19 07:50 .login 

JULIE 4 # exit 


JULIE 30 > 
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JULIE 30> more login 


setenv SHELL /bin/csh 
set ignoreeof noglob 
set tmp=(‘tset -S -Q') 
setenv TERM $tmp[1] 
unset tmp noglob 


Stty erase “H’ kill *U’ intr °C’ echoe 
set path = (. bin /ust/local/bin /usr/uch /bin /usr/bin) 


We will now add the command ( new.command ) to the file using the following editor com- 
mands: 


JULIE 31 > vi login 


/path (this positions cursor to last line using 
the search operation) 
o (this opens a new line below the cursor 


and places you into Text Input Mode) 


new.command <return> 


esc (exit input mode) 
ZZ (save buffer and quit editor) 
JULIE 32 > 
JULIE 32> more .login 
setenv SHELL /bin/esh 
set ignoreeof noglob 
set tmp=(tset-S-Q) 
setenv TERM $tmp[1] 
unset tmp noglob : 


stty erase “H’ kill *U’ intr °C’ echoe 
set path =(. Ybin /usr/local/bin /usr/uch /bin /usr/bin) 


new:command 


Now logout and log back in. The contents of the file welcome should be displayed at your . 
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screen after the screen is cleared. 


You are now free to practice using the commands of the vi editor. phss one are satisfied, com- | 
plete the questionnaire and turn it into your instructor. : 
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SECTION 2: Vi Editor Reference Guide 


Vi Functions: Legend 


This document can be used by persons that have used and 
understand the basics of the @ GDITOOG. 


It illustrates the basic functions by using symbols. Each 
symbol is defined by the following legend. The sequence of 
key strokes is shown inside of each symbol. 


NOTES 


Some functions of Ui can be destructive to your data 
file. Theses commands are indicated by using shaded 
symbols. 





kas 


C) Movemant milly. 
@ Westrmetive cperation. 
Na@at@s UPPER CASE KEYSTROKE 


CHARACTERS ARE SHOWN 
IN OUTLINE FORM. 


LOWER CASE IN bold. 


Cursor position is imrartant. 


This implies the Cantrall ey 

This implies the Escape kay. 

This fimpliies the Calon kag. 
A specific command is required. Enter 
the indicated command that is shown 


next to the symbol. DO NOT enter 
enter the quotation marks. 
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Prepious , 
Page 


Top of File 


Scroli up 
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Previous 
Occurrence 


Search 
1/2 page Backward 
Top of Window 
Scroll 
Up i line 
Previous 
Line ; 
BOL Word Char fi Char Word EOL Eo wed 
YOUR 
(8) (—=(b) —=(h) CURSOR = 1) => = $) E 
Char Word EOL 





To Command 
Line 
@ (#) From Command 
Line 


: COMMAND LINE ae )Scrotl 
{ Enter Editor Command ) Down 
1 line 
AH ) Scroll down 
1/2 page 





Ipat) Search 


‘ - Forward 
Previous 
Occurrence 
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Delete f adh 
line or \ew- 





n lines . 
Yank fa 
an é 
Line or quy)) 
n lines . 
Bottom of 
Window 
Bottom. 
of File 
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Insert Text Mode 
¢ Escape Terminates 
Change Text Made Delete Text 
( Escape Terminates) ¢ CH Terminates D 
Insert Text 
Before Cursor 
A Change Word 


and insert 
Text 


1} Delete to End 
'Z of Paragraph 





(a) Append Text 
After Cursor 









Change n :\ Delete to Start 
Words and goof Paragraph 
insert Text 
fl } Append Text 
at end of Line mI 
. CEN 
Change Line t} Delete Up to 


¥ and Insert Pattern 
Text 

Open a New 

Line Below the 


Cursor and 
Insert 


a 
Change Rest INO RTVES 


of Line and Any function caused 

Insert Tent by using a command 
on this page, or any 
of the other pages, 
can be un-done by 

Change Up to using the UNDO 


Pattern and command. 
Insert 


Note: CR Terminates («) 
Pat = pattern , 
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Vi Functions: Buffers and Files 


CHANGING DATA (Substitution) 


Mark Beginning Single Occurrence 






Saving Data 


To a Named 
RN? sega Mark End 
File. . 





WHERE: 
X = Search pattern. 
Y = Substitution pattern. 


"'x,'gw <filename>" 
@pt = Optional entry. 


NOEs aA variation of this function c = Confirm each change. 
is appending the data ta p = Print each change. 
another file: “x,y >> <filename> g = Change every 

occurrence in the 
line. 


Reading _and Writing Data 
ce Write to 





Read ancther file 
into buffer 

s\ SQDING current 
y CBU ee: 


e <filename>” 


Write to File 4 Insert Another 
and Ext File Here 
"x" “r <filename>” 


= 
C__ 
x ‘E oe te File 








Write to 
Different File 


w <filename>“ “q! 


“iW - ‘<ilmmames” 
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Vi Functions: [Wise Fanctions| 


Sorting Text 





Your Text Data 


Looks like ee 


“x,y ! sort Oot * 
WHERE: 
# = Starting Line # 
y = Ending Line # 


Opt = Sart optiens 


The Text now leoks 
like this 


Misc Commands 


Redraw Display 


Repeat Last 
Command 


Shift Line Right 
Gne Tab Stop 


Shift Line Left 


Gne Tab Stop Buffer 


AOE 


Cursor 


Jain Lines 
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Position in 


Goto Column n 


Enter Editor from Di 


You are 


in VW 


Gota Ed 


You are now 


in Ed 


[:] Prompt 
Appears 


Any function caused 
by using a command 
on this page, or any 
of the other pages, 
can be un-done by 
using the TNO 


command. 
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SECTION 3: Review 


Student Name: 


Please complete the review and hand it into your instructor. 


1, 


30 





Once in vi, what key would you use to position the cursor right one character position 


- in the line? 


(i 


What key do you use to exit Text Input Mode? 


PS es 


What key strokes do you use to quit vi and save the buffer? 
Luff 22. | 


What key places you into Tere Input Mode and opens a new line below the cursor? 


If you are in the editor and receive a message at your workstation that was broadcast 
from another user on the network, how could you clear your screen of the message and 
see the original data that was on your screen before receiving the message? 





How can you insert another file into the buffer you are currently editing? 


f€ ¢ Pe i A file Pam 
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7. | What keystrokes do you use to delete a word? 


Aw 





What keystrokes do you use to move the cursor to line 32 of your buffer? — 


o2 2 


You want to delete 6 lines of your buffer from the point that you moved the cursor to, 
show the keystokes. 


EZ LL 


How do you get vi to the command line? 
3 ) a ae, 


You know that somewhere in your buffer exists the character string abc. You want to 


‘change the string to xyZ, show the commands needed: 


FAO TE SOSAG CS PRES. 





Show the command for changing every occurrence of data in your buffer to date. 
bn 


Ade 
: VE SSL Bein tol 
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wl 








vi Reference Card 


The vi Screen Editor—a Quick Summary 
The command for editing the file “filename” is vi filename. 


If no such file exists yet, it will be created when this command is given. © 


Modes 
Command Mode: Lets you use the commands described below. 
To Enter: You are placed in a Command Mode when you invoke vi. 
To enter the Command Mode from the Text Mode, hit 
the <esc> key. 
Text Mode: : Lets. you use the keyboard to enter text. 
To Enter: Any. of the following commands will put you in the Text 


Mode: a, i, o, O, R, and c. 


Using ex Commands 


While in the Command Mode, type a colon and follow it with the desired ex 
command; for example: ronan ai, 


J / word £ ALOLS Or A 


32/dog/s//mango/g nae 
G/ ware MS f/(ACVkeR purske 


or 
314,42w newfile 


You are returned to the regular Command Mode after the ex command is 
executed. 


Cursor Movement Commands 

vi commands take place at the cursor location. These commands help you to 
place the cursor where you want it to be in the text. The cursor will not move 
beyond the bounds of the existing text. 


j Moves the cursor down one line. fa, 

k Moves the cursor up one line. Mee 
h Moves the cursor left one space. 

1 Moves the cursor right one space. 

<control-d> Moves the screen down a half page. 

<control-u> Moves the screen up a half page. 

<control-b > Moves the screen back a full page. 

<control-f> Moves the screen forward a full page. 

nG ; Moves the cursor to the nth line of file. 


Text Entering Commands 

a Appends text after cursor position. 

i Inserts text before cursor position. 

0) Opens a new line below cursor position. 
Oo Opens a new line above cursor position. 












Mitte 
x: 


Text Deletion Commands 


x Deletes character under cursor. 

dw Deletes from cursor to beginning of next word. 
dd Deletes line containing cursor. 

d) Deletes rest of sentence. 

d} Deletes rest of paragraph. _ 


These commands can be preceded by an integer to indicate the number of 
characters, words, etc., to be affected. 


Text Alteration Commands 

The R, ew, c) commands need to be terminated with an <esc>. 
r Replace character under cursor with next character typed. 
R Write over old text, beginning at cursor position. 

cw Change word (beginning at cursor) to new text. 


o) Change sentence (starting at cursor) to new text. * 


J Join next line down to line with cursor. 
u Undo last command. 
U Undo all changes to line with cursor. 


Search Commands 

/pattern Search for next occurrence of “pattern.” 
?pattern Search for preceding occurrence of “pattern.” 
n Repeat the last search command given. 


The Last Command 

u Use to undo the last command, 

; Use to repeat the last command. ; 
U Use to undo all changes on the current line. es bi of Z iW¢ 


Text Moving Commands (also see Text Deletion Commands) a 


yy Yank a copy of a line, place it in a buffer. —_ -) 7, i 
) Put after the cursor the last item yanked or deleted. 
P Put before the cursor the last item yanked or deleted. 


“CY Yank a copy of a line, place it in buffer c, where c is any letter from a to z. 
“cP Put after the cursor the contents of buffer c. 


Saving Text and Quitting the Editor 


Editing work takes place in a temporary work area and must be saved by 
“writing” it into. a permanent file. 


<esc>:w Write the current text into the permanent file. 

<esc>:q Quit, if no changes since last w. 

<esc>:q! Emphatic form of quit, no changes written. 7 
<esc>:wq Write and quit. 

<esc>ZZ Write and quit. 


<esc > :n,kw file2 Write lines n-k into another file. 
<esc>in,kw >> file2 Append lines n-k to another file. 


Screen Enhancement Options 


' <esc> set wm=k Provides wrap margin at k characters from right. 


<esc>:set redraw Keeps screen display current. 





—(Z 


O 
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Review Test 2: Lessons 4 and 5 | 6° 


Revision A 10/23/86 


INSTRUCTIONS: 

1. You have 90 minutes to complete this test. 

2. DO NOT spend too much time on any one question. 

3. DO NOT ASSUME any facts or conditions about any question. If you do not 
understand the question, ask your instructor for help before you attempt to 
answer the question. 

4. Some of the. questions may have more than one answer. Select the answer 
that is most correct. 

5. The objective of this test is to review the lesson information. Some of the 
questions you should be able to answer from recall, while others require that 
you refer to your class notes and/or supporting documentation. 

While most of the questions will be on covered material, there will be some 
that require you to search your documents for the correct answer. For these 
questions, you will have to use the documents that you have been given, with 
your ability to extract the correct answer from them. 

6. You may use your workstation and UNIX to help you determine the answer 
to any question. 

7. When you complete this test, you may leave the room. 3 
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TEST2~ -.. 


NAME: 


f. What mode must the workstation be in to perform the mkboot procedure? 


Spue/a User ye jistaslen BA af 3B pteHkty 


2. Before you create the Bootable tape, what program should you run to insure 
that the filesystems are consistent? 


FSCR 


3. What command do you use to determine the amount of disk tree space? 


ae 


4. You want to produce a backup tape of the usr filesystem, 
mand. Show the command and it’s arguments to do this. 

| ht Orac clo  7USR ) MonnTed : 

id 


sing the cpio com- 
pa Reol 







CO Ug eR 







Cc 





gl C10 p SEN ESE | 





5. What command can you use to list the size of files or directories? 


au 


6. Show the command for restoring a single file called /esson2 from the usr 
backup tape. The file lives in the directory /usr/people/rich/course, and this: is 
where it was when the usr backup tape was created. 








a i Pl trae 
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7. Show the command for loading the FEX utility program from the Bootable 





‘tape. Assume that your workstation is a 3030 with a 170 MB drive. A a 
cg A CTO slfex 
v2 
8. Show the PROM monitor command that you can use to list the headers on a ae 
tape. 
. ys e703 X% | 
9. You have determined that a new bad spot has developed on your disk drive 
(either from UNIX error reports and/or results from running the disk exercise 
tests). What facility of FEX would you use to add the new bad spot location to 
the bad block table? — p95 wh 
_ STewge Is! 
pinoler SE Fe x Do SmFT Z Thy PocswaRd p, 742 
belb* 
Fin Bal Bleck edi Thy "a" Friadd The cyl ¢ mad ~"N Fag 


q OF ee fe, 4é. 


Bo LV. : fe ; 


Z Tee ~Eu 





j 


“Y.3 be 
10. List the steps (show the commands) that you must take when you want tO ve I a 
. : . ASR Fila SySTim ~ & DRIVE 
label a filesystem while ss Jats Bvam plea Far ES ay baba 
a 2 


L.. See 


Zz: LabeliT Pblev(PSIOF py, USRA SG? 


3. voy Drperese feesstd Bu Tan age? 
= ; i $ 
Turonktsd [atl Pool after Dclid user Ane (de ae 
11. What file would vou edit to select your terminals baud rate at login time? 
is” 
PETC L | pr tT ab &. : ‘/ 
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12. What file must you.edit to add a new account name to your UNIX system? 


ete Fees ee 


13. You want to change a file ownership from rich to robert. The name of the file 
is xyz. Show the complete command that you would use to make this change. 


CAovwW, lo hen T oe 







14. What file(s) define an accounts environmentals? ju CS SF 


~CSARC Y. POOFY Le 





login 


15. What cable do you use when connecting an ASCII terminal to an IRIS? 


KS 232 SYN Nell meden Cable. 


16. What file would you edit to start a getty process against a newly installed 
ASCII terminal on port 3? 


‘| JeTelrwittih | They dow lelinsT 2 g So [T went Slici thy privesed CGarm 


17. You installed a VT100 ASCII terminal on port 2. What file do you edit to tell — 
--. UNIX the terminal type, so that when you login at that terminal, the system.’ 
_ will ask you if the terminal is a VT100? c- 


ses Atal ITV lope 


18. What command would you execute to inform the /NIT process that there has 
been a change to the file /etc/inittab, and you want the effects of the change to 
be felt by this shell? 


Teliwil g 


4 Instructor Manual 





Review Test 2: Lessons 4 and 5 _ IRIS WORKSTATION COURSE ; 
a 68020 Based : 


19. Your system has two winchester disk drives. You have removed the data 
cables attached to the drives while working on one of the drives. Show what 
_ cables connect to what J connectors on each disk drive and the disk controller. 


DiskO J2to DSD J.2A 


—_—S 


Ji to DSD =j7 


Disk1 J2 to DSD J24 





Jl to DSD j.3 


20. Your workstation has two monitors: A 60 Hrz non-interlaced (NI) and a 30 
Hrz interlaced (I). The 60 Hrz is the primary monitor and the 30 Hrz is the 
secondary monitor. 





Show what switches must be set to tell the system that you have the two 
monitors and that you are using the 60 Hrz as the. primary. 


: oy 
on sFP2 Cd §71 All en + on Backfawvel all close 87 7 a 4 
/ 2 =7¥ Ss € FFE 
LON FPRea Be $2. Cc ex ¥ xX € ClO 


} 
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LAB 4.1: Making a Bootable Tape 


This lab project contains three sections: 


Section 1: This section is used to teach you the procedure and explain to you what you are 
doing. oa 


Section 2: This section lists just the procedure without all the instructional text. 


Section 3: This is a questionnaire that you will complete and hand in after performing the : 
lab project. 
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SECTION 1:-Instructional Procedure 


|. MAKING A BOOTABLE TAPE 
The bootable backup tape can be used to boot the workstation and rebuild the disk in case the file 
system on the disk is damaged beyond use. Make a bootable backup tape as soon as you install a 
new workstation. Make a new bootable backup tape whenever you install new software or install 
any new options. 

ll. OBJECTIVE 

When you finish this lab project you should be able to: 
A. Correctly name the three files that are written on the bootable tape. 
B. Correctly name the data format that each file is written in. 


C. Using your student workstation, create a bootable tape, unassisted and within 30 minutes. 


- Til. PURPOSE 


Ps Teach the student how to create a bootable tape for the IRIS workstation. 


IV. EQUIPMENT. 


A. A functional IRIS 68020 based workstation. 
B. One blank 1/4" tape cartridge. 


V. PROCEDURE — 
You must be in SINGLE USER MODE to create the bootable tape. 


is ‘Two: students will be assigned one IRIS workstation. The two students will work as a team with 
one student making the actual command entries from the petnay | terminal. 
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During the Project you will see five different prompts; the current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n > Student account prompt when in Multi-user mode, where n = command 
number. 

3. JULIE n # Student account prompt when in Super-user mode, where n = com- 
mand number. 

4.# Single user mode. 


5. JULIE login: This prompt appears when you go into Multi-user mode from Single- | 
user. 


The following text will lead you through the execution of the commands necessary to create 
a bootable tape. When you are required to enter a command, the text recreates the STAN- 
DARD OUTPUT for that command. Just keep reading and following the flow of the lab 
project. 





Also throughout the t text are comments that explain what you are doing or what i is about to hap- _ : 


pen as a result of executing a command. 


@ The commands that you are required to enter are indented and HIGHLIGHTED USING 
BOLD print next to the prompt that would be displayed. 


ie. JULIE1>su 


@ The stdout of each command or any terminal output that would result from something 
that you are. required to do, will be beneath the command, left justified and 
HIGHLIGHTED USING ITALICS. 


@ The instructional comments that makeup the bulk of the lab project will be in normal 
print. 


BEGIN ACTUAL PROCEDURE HERE: 
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STEP. 1: Power on the workstation. 


Power on your IRIS workstation using the front panel switch. You should see the initial PROM 
monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxO0000000f) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 


c _ STEP 2: Boot the UNIX System. 
iris > b 


SGI Extent Filesystem 
Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 011308 bytes 
- Bss: 024d7c bytes 
Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 
(C) Copyright 1986 - Silicon Graphics Ine. 
real = 4194304 
' kmem = 561152 
user = 3633152 
bufs = 819200 (max=16k) 
dsd0 not installed 
qic0 not installed 
sii0 at mbio 0x07200 ipl 5 
.Si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 
sit not installed . 
sf0 floppy (80/2/8) slave 2 
sigO at mbio 0x73fc ipl 5 
- sq0 (qicd2 cartridge tape) slave 0 
me not installed 
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tmt0 not installed 

ikO not installed 

nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbio Ox7ffc ipl 2 
{pa installed 

lpen not installed 

kernel debugger disabled. 

root on sida 

Swap on si0b. swplo=0 nswap=64000 


INIT: SINGLE USER MODE 
Welcome to the world of the 
IRIS personal workstation. 
The SGI education department 
hopes that you have a very 


pleasant and informative stay 
with us. 


STEP 3: Checking filesystem Consistency 


Before we start, just a reminder to show you where UNIX places you after the boot process is 
complete. 


# pwd 


You.are at the top of the tree in the ROOT directory (/ ). 


Your first task is to check the filesystems for consistency using the fsck program. If any errors 
are reported during the check they must be corrected before you create the bootable tape. 


._# fsck. 


/dev/si0a 
File system: root Volume: SGI 
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** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 

_** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 


/dev/siOf 
File system: usr Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


i: 's Lets take a few minutes and look at what the messages from fsck mean. 








UNIX File System Check (fsck) program interactively checks the integrity of the UNIX File 
System. If it detects an inconstancy during the checking phases, the administrator is asked 
whether or not to let fsck attempt to fix it. The administrator may choose to ignore the error 
reports and choose not to have a fix attempted; this would be very risky and total loss of the sys- 
tem could result. 


FSCK should be permitted to run every time the system is booted. UNIX is very unforgiving if 
the filesystem should become corrupted, and there are many ways that corruption could occur 
(powering off the system without performing sync will always corrupt the system). Corruption 
tends to spread over time until the system is completely useless. 


FSCKis started by the /etc/bcheckre script during the init-cycle of the boot-up process. 
@ ** Phase 1 - Check Blocks and Sizes 
- This phase concerns itself with the i-node list. 


- Examines each i-node for format, size, and block count (file size actually matches the 
block-count). 


- Checks for bad or duplicate blocks (blocks claimed by more than one i-node). ~ 
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- Ifa duplicate block is found, phase 1b is invoked to locate the i-node that previously 
claimed the block. 


@ ** Phase 2 - Check Pathnames 


- This is used to find and remove directory entries pointing to bad i-nodes from phase 
one. 


- Unallocated i-nodes (directories pointing no-where). 


= Out of range i-nodes (directory i-numbers pointing beyond those blocks allocated to 
the directory). 


@ ** Phase 3 - Check Connectivity 


- This phase lists error conditions indicating directories severed from the File Structure 
(ost+found) (unreferenced directories and files). 


- Notes missing or full Jost+found directories. 


@ ** Phase 4 - Check Reference Counts 


- This phase concerns itself with the link count information seen in phase 2 and 3. Error 
conditions related to link counts for files, bad directories or duplicate blocks, and 
incorrect free-i-node counts are noted and presented to the administrator (lost+found). 


@ ** Phase 5 - Check Free List 


- This phase checks the free block list. It lists error conditions resulting from bad blocks 
in the free list, incorrect free block counts, duplicate or unused blocks in the free block 
list, and free blocks not listed in the free block list. 


The following is a list of some of the most common errors detected and what.to do about them: 


® Initializing fsck: 


- Almost any errors here are fatal. Generally phase 1 zips through without any problems. 
If you have the disk write protected, phase 1 will let you know, about it with write 
errors: CAN NOT WRITE: BLK B. You should respond ( N ) to terminate the Pe: 


‘gram and properly set the permissions. 
@® Phase 1: 
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“¢ POSSIBLE FILE SIZE ERROR =1 
The i-node size does not match the actual number of blocks used by the i-node. This is 
a warning and is generally not of real concern. 


The problem can usually be fixed by using the find command to print the offending i- 
nodes pathname then removing the file. 


@ Phase 2: 


- |OUT OF RANGE I-INAME=F(REMOVE) 
A directory entry F has an i-node number I that is greater than the end of the i-node 
list. A ( Y ) response will remove the offending reference. 


- DUP/BAD l=| OWNER=O0 MODE=M SIZE=S MTIMEsT FILE=F (REMOVE) 
Phase 1 has found duplicated or bad blocks in the file F, i-node I. A response of ( Y ) 
will have the offending file removed. This could be dangerous. 


The directory equivalent to this error condition is identical and is more dangerous. 


e Phase 3 


- UNREF DIR l=! OWNER=O MODE=M SIZE=S MTIME=T (RECONNECT) 
A directory was disconnected from a parent file structure. A ( Y ) response will have it 
reconnected to lost+found. You can then connect it whenever you wish. 





@ Phase 4: 


- UNREF FILE l=| OWNER=0 MODE=M SIZE=S MTIMEsT (RECONNECT) 
A file was disconnected from it’s parent directory. A ( Y ) response will have it put in 
the lost+found directory. 


- SORRY, NO lost+found DIRECTORY 
You really should have a /ost+found directory in every major directory. If this mes- 
sage comes up in response to a UNREF FILE or DIR error condition, you’ve lost the 
directory or file you were trying to save. 


- FREE INODE COUNT WRONG IN SUPERBLOCK (FIX) 
You almost always want to respond ( Y ). FSCK will provide the correct count to the 
superblock. 


- Phase 5: 


sae . FREE BLK COUNT WRONG IN SUPERBLOCK (FIX) 
Again, answer ( Y ) to this. The superblock will be correctly updated. 
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- BAD FREE LIST (SALVAGE) 
Bad, duplicate or missing blocks from the free list have been found. Normally a C Y) 
response is the best thing to do. 


Additional information can be found in the UNIX Programmer’s Manual, Volume IIB, sec- © 
tion: FSCK. 


The idea of fsck is to allow the program to fix the system. If any files were removed that the cus- 


tomer needs, then they can be restored from the back-up tapes. Any files detached and placed : 


into lost+found can be moved back to where they belong by the administrator. 


If fsck can not repair the system, then it would be time to rebuild the disk using the bootable 
tape. Once the system is back up, then the user could restore the rest of the system from the 
back-up tapes. c 


If there are no errors or after correcting any listed errors, continue with the procedure. 


STEP 4: Mounting the USER filesystem. 


Your next step will mount the user file system.....Remember, when you boot unix and the system 
is placed into single user mode, only the root file system is mounted by the system. 


ay 


NOTE: If you performed the df command (this reports the number of free blocks on the disk) at 
this time, you may get an indication that /usr is already mounted. This is a bug in the system. 
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: # df 

File system Type kbytes used avail _ %used mountedon . 


/dev/si0a efs 8925 4886 3898 56% / 
/dev/si0f efs 39865 18086 21155 46%  /usr 


The second entry (you may not have it, or you may have several false entries) indicates that the 
user file system is mounted. 
Let me prove to you that this is a bug and usris really not mounted. 


By changing the directory to /usr and executing Is, you will see that the directory is empty. This 
is because it has not yet been mounted. 


#cd /usr 
# Is 
# 


. Notice that no output is produced by the Is command. This is because it is not mounted. 
Now, on with the procedure..... 


Once again return to the root diveckiey: 
#cd / 
Mount the user file system. 
# mount /dev/si0f /usr 
The above command mounts the file system /dev/siOf to the directory /usr. 
‘NOTE: 
If you had not returned to the root ieeiney ( cd/) before executing the mount command and 


- you were still in the /usr directory, you would get 
mount: Device busy message on your terminal when you attempted the mount. 
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Now if you executed the DF command again, you will see a new line in the output indicating the 
mount. . 


# df 


File system Type kbytes used avail %used mounted. 
/dev/si0a = efs_—_ 8925 «=4886 =—3898 =256% ~=/ 
/dev/siOf efs 39865 18086 21155 46% “/usr 


We now have a second line in the table indicating the /usr mount. 


At this time install the tape marked bootable into the workstation tape drive. (make sure 
that it is not write protected) 


The following table shows the storage capacity of the different tapes SGI can handle: 


FQuarter-inch | 450% | 40Mb__ 






Note the size ( in kbytes used ) of the user file system. If this value, when added to the size of the 
root file system ( kbytes used ), is greater the 35 mega bytes when using a 450 foot tape, then 
you will need to backup the /usr filesystem on additional tapes. The procedure to do this is 
covered in the next lab project and outlined in the IRIS Owner’s Guide. 


You will :-w insure that the tape is at load point by executing a rewind command. 
#mt rew 


The next command will create the bootable tape by placing the following on the tape: 


File 1 = /stand cpio format (The utilities) 
File 2 = /root dd format s 
File 3 = /usr cpio format 
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- ...é# mkboot /usr 
Make sure the system is idle: no other user activity. 


/dev/si0a 
File System: root Volume: SGI 


*“Phase 1 - Check Blocks and Sizes 
*“Phase 2 - Check Pathnames 
**Phase 3 - Check Connectivity 
*“Phase 4 - Check Reference Counts 
**Phase 5 - Check Free List 
403 files 4886 K used 3898 K free 
mkboot: file 1 = cpio of /stand 
mkboot: file 2 = dd of si0a 
150+0 records in 
150+0 records out 
mkboot: file 3 = cpio of /usr 


mkboot complete. 


The process (when writing both /root and /us/) will take about 20 minutes. 
NOTE: 


If you could not fit the user filesystem onto the bootable tape, then you would omit the /usrargu- 
ment from the above command. 


You are now prepared for the worst case failure of your disk system; a filesystem that becomes 
so corrupted, that fsck can not repair it. 
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SECTION 2: Generic Procedure 


This section shows only the actual steps required for creating a bootable tape. 


The process is outlined in the IRIS Series 3000 Owner’s Guide, the section on Workstation Sys- 
tem Administration. 


1. Reboot the system into single-user mode. 
reboot 
b 
fsck 
2. Correct any errors reported by FSCK. 
3. Change your working directory. to the root directory. 
cd / 
4, Mount the user file system: 
For IRIS 3020: 
mount /dev/md0c /usr 
For IRIS 3030: 
mount /dev/siOf /usr 
5. Mount your blank tape. 
6. Rewind the tape. 
mt rew 
7. Run the " mkboot " program. 
mkboot /usr’ - 


If /usr is too large, back it up onto a separate. 
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SECTION 3: Review 
Student Name: 


‘| 


Please complete the review and hand it into your instructor. 


14 


What mode must the workstation be in to perform the mkboot procedure? 


Siwely  Usep 


What command would you use to inform any users on the network that you were going 
to reboot the system? 


WALL 


In what manuals could you find information concerning FSCK? 


Mas 


What disk partition is the /usr filesystem stored in? 


F 


List the formats that the data is written in on the bootable tape for each file: 
File 1 =¢//° 
File2= 74 
File3 = ¢ P i 


How could you create a bootable tape with vay the /stand directory and the /root file 
system on the tape? . 


MK Book 
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7. | What command is used to determine disk free space? 


pei 


8. | Howcan you really tell if a filesystem is mounted? 


9. If you are in multi-user mode, how do you get to super-user mode? 


Kf ly 


10. Show the command for a tape rewind operation. 


APR E : K viv 
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- LAB 4.2: Making System Backup Tapes 


This lab project contains three sections: 


Section 1: This section is used to teach you the procedure and explain to you what you are 
doing. 


Section 2: This section lists just the procedure without all the instructional text. 


Section 3: This is a questionnaire that you will complete and hand in after performing the 
lab project. 
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SECTION 1: Instructional Procedure 


I. MAKING A BACKUP TAPE 


This procedure shows you how to back up the ROOT and USER file systems on separate tapes. 
These tapes could then be used to restore individual files or directories that may become cor- 
rupted. 


ll. OBJECTIVE 


When you finish this lab project you should be able to: 


A. Explain the difference between BACKUP tapes and the BOOTABLE tape, correctly stat- 
ing under what conditions each would be used. 


B. Using your student workstation, create a backup tape of the Root and User file systems,. 
' unassisted and within 30-minutes. 


C. Using your student workstation, save several specific files onto a backup tape and then 
restore just one of the files. You will do this unassisted and within 30 minutes. 


. Ii. PURPOSE 


... Teach the student how to create backup tapes and restore specific files or directories of the IRIS 
. workstation Unix file system. 





IV. EQUIPMENT. 


A. A functional IRIS 68020 based workstation. 
B. Two blank 1/4" tape cartridges. 


UYV:~ PROCEDURE 


Two studients will be assigned one IRIS wodsiatoa: The two students will work as a team with 
.. one student making the actual command entries from the primary terminal. 
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You must be in SINGLE-USER MODE to create the backup tape of the Root file system. a 


If you want to backup file systems other then Root, you could be in multi-user mode, but if you 
had to correct a file, you may be competing for the file with other users, therefore, it is best that - 
you be in single-user mode,/\__/\ MN FX 


If you are backing up other file systems ( or files ) other than Root, you could jump to STEP 5. 


During the project you will see five different prompts; the current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n> Student account prompt when in Multi-user mode, where n = command 
number. 

3. JULIE n# Student account prompt when in Super-user mode, where n = com- - 
mand number. 

4.# Single user mode. 


5. JULIE login: This prompt appears when you go into Multi-user mode from Single- cae 


user. 


The following text will lead you through the execution of the commands necessary to create 
backup tapes of /root and /usr filesystems. When you are required to enter a command, the 
text recreates the STANDARD OUTPUT for that command. Just keep reading and follow- 
ing the flow of the lab project. 


Also, throughout the text are comments that explain what you are doing or what is about to hap- 
pen as a result of executing a command. 


@ The commands that you are required to enter are indented and HIGHLIGHTED USING 
BOLD print next to the prompt that would be displayed. 


ie. JULIE 1>su 
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© The stdout of each command or any terminal output that would result from something . 
that you are required to do, will be beneath the command, left justified and. 
HIGHLIGHTED USING ITALICS. 


@ The instructional comments that makeup the bulk of the lab project. will be in normal 
print. 


BEGIN ACTUAL PROCEDURE HERE: 


If you did not power off your workstation at the end of lab project 4.1, then you should still be in 
single-user mode and you can goto STEP 3, but first unmount the /usr filesystem using 
umount /usr. 


If you had gone into multi-user mode at the end of lab project 4.1, then you must enter super- 
userand reboot the workstation. If this is the case, then execute reboot and goto STEP 2. 


STEP 1: Power on the workstation. 


Power on your IRIS workstation using the front panel switch. You should see the initial PROM 
monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxO000000f/) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 


seh 
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STEP 2: Boot the UNIX System. 
iris > b 


SGI Extent Filesystem 
Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 011308 bytes 
Bss: 024d7c bytes 
Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 
(C) Copyright 1986 - Silicon Graphics Inc. 

real = 4194304 

kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

qgicO not installed 

sii0 at mbio 0x07200 ipl 5 

si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 
sil not installed 

sf0 floppy (80/2/8) slave 2 

siqO at mbio Ox73tc ipl 5 

sq0 (qicO02 cartridge tape) slave 0 

iphO not installed 

tmt0 not installed 

ikO not installed 

nx0 (FW 2.5 HW 4.0) (0800.1400.3948) at mbio 0x7ffc ip! 2 
fpa installed 

pen not installed 

kernel debugger disabled. 

root on sida 

swap on si0b. swplo=0 nswap=64000 


INIT: SINGLE USER MODE | 


Welcome to the world of the « 
IRIS personal workstation. 


The SGI education department 


_ hopes that you have a very 
pleasant and informative stay 
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STEP 3: Checking filesystem Consistency 


Before you backup a filesystem you should run fsck against the filesystem to check for any cor- - 
rupted files. . 


If fsck detects problem files, you would then want to correct the problem before backing up the 
system. To do this, you must be in single-user mode to ensure that no other users are on the 
system while you are correcting the problem files. 


# fsck 


/dev/si0a 
File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes sc 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 

** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


/dev/siOf « 
File system: usr Volume: SGI be 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 





If there are no errors continue with the procedure, but if fsck detected any errors, then ask your 
instructor for assistance. 


STEP 4: Backing up the ROOT filesystem. . | 
Install the tape labeled ROOT BACKUP. 


You are now ready to create the backup tape of the Root file system. 
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The next command will write the Root File System onto your tape using the cpio command. The 
(1 ) following the (h ) option will cause a tape rewind before the write is started and after the = 
write is complete. (see cpio(1) in UNIX Programmer’s Manual, Vol. 1A if your are interested. - 


about the functions of the 0, v and / options) 


K tw rn 
/ 
# cpio -ovh1, / 
N\A 


The (/) is the name-list argument and it indicates the root directory. The root directory and all 
sub-directories below it will be saved (stored) to tape. 
NOTE: 


If you had your tape write protected at this time, the following message would appear: 


qic0: write protected 
cpio: Can't open /dev/rmt! for writing. 


The write takes about 5 minutes and when it completes, the ( #) prompt is displayed. 


Now, remove the tape and install the tape labeled USA BACKUP. 


STEP 5: Backing up the USR filesystem. 


Your next step will mount the user file system.....Remember, when you boot unix and the system 
is placed into single-user mode, only the root file system is mounted by the system. ae 


# mount /dev/si0f /usr 


The above command mounts the file system /dev/si0fto the /usr directory. 
You will next change directories to the uSr directory. 


#cd /usr 
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Lets now look at the size of the usr directory. We want to determine if its size (in mega bytes) _ 
is too large for the tape. Use the df command for this task. 


# df 


Filesystem Type kbytes use avail %used mounted 
/dev/si0a = efs)=— 8925 «=684886 =—3898 =~56% / 
/dev/si0f efs 39865 18086 21155 46% /usr 


The above output shows the size of the usr file system. ( Remember, you may have dupli- 
cate lines. because of a system bug reporting the disk free space ). If the size is too large for the 
tape ( see table below ) then you must split the file system up into smaller parts and save them on 
additional tapes. 


Tape Width | Tape Length | Capacity 
in ft. 


C. 
60M 
Half-inch 44.6 Mb 





For this project ( since we are on the training workstations ) you will only need one tape. Follow- 
ing the " cpio write " you will be shown how to split the file system if it was too large. 


Lets now write the file to tape using the cpio command. 


# cpio -ovhl . 


The (. ) following the option argument tells the system to use the current directory, which is, 


/usr. ( Remember, the [ 1 ] following the [ h ] option instructs that a rewind take place before 
and after the write operation.) The complete tree below usris saved. 


When the write is complete ( about 20 minutes on your training workstations ) 
the # prompt is displayed. 


NOW LETS LOOK AT THE CASE WHEN THE FILE SYSTEM IS TOO LARGE FOR 
ONE TAPE TO HOLD. 7 it~ 
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ALTERNATE STEP 5: Backing up USR on multiple tapes. 


Lets say, that when you performed the df command, the following output occurred: ° 
# df 


Filesystem Type kbytes use avail %use Mounted on 
/dev/sita = efs —_ (9424 = 6110 §=6 3090 66% / 

/dev/siOf efs 103196 65162 35510 65% “/usr 
/dev/silg efs 128736 82006 43574 65% /d 


Notice that the /usr file system is 65162 K bytes ( 65 meg ) in length. This is too big for a 450 
foot tape. 


You must now perform the du command to get the size of each file and directory. The following 
output from the du command has been modified to show you the size of each directory in the 
/usr directory. The directory names have been highlighted with bold print. 


# du 


7/usr/adm 
‘4061/usr/bin 
192/usr/dict 
71/usr/games/lib/quiz 
109/usr/games/lib 
1156/usr/games 
1/usr/include/EX0S/net 
1/usr/include/EX0S/sys/mdep 
2/usr/include/EXOS/sys 
4/usr/include/EXOS 
129/usr/include/gl2 
26/usr/include/gpib a 
77/usr/include/multibus 
29/usr/include/pmII 
126/usr/include/sys 
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60/usr/include/vkernel 
19/usr/include/xns 
617/usr/include 
262/usr/lib/acct 
25/usr/lib/font 
52/usr/lib/gl2 
47/usr/lib/help 
9/usr/lib/lex 
194/usr/lib/lint 
99/usr/lib/macros 
-18/usr/lib/me 
87/usr/lib/refer 
24/usr/lib/sa 
260/usr/lib/spell 
1/usr/lib/tabset 
35/usr/lib/term 
55/usr/lib/tmac 
1/usr/lib/uucp/.XQTDIR 
166/usr/lib/uucp 
141/usr/lib/emacs/bin 
313/usr/lib/emacs/databases 
144/usr/lib/emacs/doc 
732/usr/lib/emacs/maclib 
1332/usr/lib/emacs 
4454/usr/lib 
1/usr/local/bin 
1/usr/local/etc 
1/usr/local/include 
1/usr/local/lib 
5/usr/local 
1/usr/mail 
1/usr/man/a_man/cat1 
1/usr/man/a_man/cat7 
1/usr/man/a_man/cat8 
208/usr/man/a_man/manl 
63/usr/man/a_man/man7 
12/usr/man/a_man/man8 
287/usr/man/a_man 
1/usr/man/u_man/cat1 
1/usr/man/u_man/cat2 
1/usr/man/u_man/cat3 ~ 
t/usr/man/u_man/cat4 
“1/usr/man/u_man/cat5 
1/usr/man/u_man/caté 
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1066 /usr/man/u_man/manl — 
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201/usr/man/u_man/man2 
669/usr/man/u_man/man3 
108/usr/man/u_man/man4 
99/usr/man/u_man/man5 
51/usr/man/u_man/man6 
2201/usr/man/u_man 
2489/usr/man 
1/usr/news 
102/usr/people/demos/robotlib 
2343/usr/people/demos 
50/usr/people/gifts/arch 
52/usr/people/gifts/archmex 
29/usr/people/gifts/examples/1.ProgGuide 
16/usr/people/gifts/examples/2.Append 
4/usr/people/gifts/examples/4.WindMgr 
38/usr/people/gifts/examples/5.ProgExamples 
32/usr/people/gifts/examples/Fortran 
121/usr/people/gifts/examples 
506/usr/people/gifts/mextools/images 
25/usr/people/gifts/mextools/imglib 
14/usr/people/gifts/mextools/imgtools 
8/usr/people/gifts/mextools/include 
4/usr/people/gifts/mextools/mexrcs 
18/usr/people/gifts/mextools/portlib 
58/usr/people/gifts/mextools/tools 
638/usr/people/gifts/mextools 
862/usr/people/gifts 
4/usr/people/guest 
65/usr/people/mexdemos/bin/menulib 
395/usr/people/mexdemos/bin 
140/usr/people/mexdemos/hemelib 
153/usr/people/mexdemos/surflib 
123/usr/people/mexdemos/zshadelib 
1655/usr/people/mexdemos 
1/usr/people/rich/coursé/clover 
1/usr/people/rich/course/3000 
1/usr/people/rich/course/2000/workbook/appendix 
63/usr/people/rich/course/2000/workbook/lab 
68/usr/people/rich/course/2000/workbook 
1/usr/people/rich/course/2000/ig/lab 
1/usr/people/rich/course/2000/ig/test 
3/usr/people/rich/course/2000/ig 
72/usr/people/rich/course/2000 
75/usr/people/rich/course 
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82 /usr/people/rich 
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38623/usr/people 

1/usr/preserve 

10/usr/pub 
3/usr/spool/colord 
1/usr/spool/lp/class 
1/usr/spool/lp/interface 
1/usr/spool/lp/member 

15/usr/spool/l1p/model 
1/usr/spool/lp/request 

23/usr/spool/lp 
1/usr/spool/lpd 
1/usr/spool/uucp/.XQTDIR 
2/usr/spool/uucp 
1/usr/spool/uucppublic/receive 
2/usr/spool/uucppublic 

32/usr/spool 
1/usr/sys/conf 
1/usr/sys/h 
1/usr/sys/kernels 
1/usr/sys/multibus 
1/usr/sys/pmII 
6/usr/Sys 
1/usr/test 
1/usr/tmp 

65162/usr 


By looking at the directory sizes, we see that the /usi/people directory is the largest single | 


directory. You could put this directory on one tape and all the other directories on a second tape. 


i.e. 
#cd_ /usr/people 
# cpio -ovhl . 


The commands for the second tape would look like the following: 
#cd /usr | 


_ # cpio -ovh1 /usr/mmp /ust/test /ust/sys ....etc 


You would name each directory except the /usr/people directory. Just keep entering the direc- 
tory arguments to the cpio command. The entry will wrap to the next line on the screen. When 
you enter all the directory names, then depress < return >. 
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You would now have your system backed up on three tapes: Root on one tape and User on two 
tapes. 


This part of the lab project is for general information. It gives examples of various store- 
_ restore operations. 


QUESTION: What is the difference between the BACKUP tapes and the BOOTABLE tape? 


ANSWER: 

The Bootable tape is used when the file syeeiit is so corrupt that Unix cannot be booted. 
The utilities in the first file on the tape are used to rebuild the disk system. This totally distroyes 
any existing files on the disk and restores the system to a known good state. — 


From the point when the bootable tape is created the user should then create the backup tapes for, 
the root and usr filesystems. 


| The backup tapes are used when only specific files or directories have been lost or cor- 
rupted; UNIX will boot up, the filesystems are consistent, but certain files need restoring. These 
files could be loaded from the backup tapes and placed into the directories they belong. 


The user should create incremental backups per some fixed schedule to insure that all filesys- 
tems are backed up to a known good point. 


QUESTION: 
What if you had a backup tape ( or any cpio format tape ) and wanted to know what was on the 
tape? 


ANSWER: 
Mount the tape and execute the following command. 
cpio -ihvtl 
or 


cpio -ihvtl > list 
a ay 
The first command will rewind the tape and then read the files printing a list of the pathnames on 
the screen for each file on the tape. Using the t option causes only a read of the tape without 
directing the output to any directories on the disk. A rewind will be performed when the read is 
, complete. 
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The second command will do the same thing, but the output will be re-directed into a file called . 
list. 


QUESTION: 
You have somehow removed a file from your system. How do you restore the file? 


ANSWER: 

We will assume that the file you lost was /bin/time. Mount the Root backup tape and perform 
the following command. ( You may want to try this on the training workstation. Go remove the 
file and then execute the command) 


cpio -ivhdum1 /bin/time 
The above command will restore time to the /bin directory and print the pathname on the screen 
for you when it is done. A rewind will be performed after the restore. 


If you wanted to restore several files, just list them as part of the argument to the cpio command. 
If you do not supply a file name, the default for the argument is the WILD CARD meta charac- 
ter, and the complete tape is restored. 


QUESTION: 
What if you wanted to move a complete directory from one workstation to another. You could 
use the following method. . 


Lets assume that the name of the directory is /emacs and that it lives under /us//lib. You want 
to move it to the same relative position in the tree on the other workstation. 


ANSWER: te 
At the workstation that has the directory, execute the following: 


#cd /usr/lib . 
#cpio -ovhl emacs (this dumps complete tree below emacs) . 
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At the other workstation, execute the following: 


# cd. /usr/lib 
# cpio -ivhmudl (without an argument, restore complete 
tape) 


QUESTION: 
What if you had some special files that you wanted saved on a scratch tape. How would you do 


this? 


ANSWER: 
For illustration, lets say you had three files that you wanted saved on tape. Lets call them: Files 
A, B and C, Mount your tape and execute the following commands: 


bw Mo haw (ue 
yet 


(rewinds the tape) 

# cpio -Ohv2 w% (writes file A with no rewind) 
# cpio -ohv2 B (writes file B with no rewind) 
# cpio -ohv2 C (writes file C with no rewind) 
# mt rew (rewinds tape) 





The 2 after the v option ( of the cpio commands ) indicates that a rewind is not to be performed 
_ before or after the operation. 


You would now have a tape with three files on it: A, B and C. 


QUESTION: 
You want to restore only the third file ( C ) from your tape. How do you do this? 
ANSWER: . 
Execute the following commands: 

#cd <your directory> ~ 

# mt rew (rewind tape) 

# mt. fsf 2 (forward space two files) 

_ #cpio -ivh2 (read the third file, no um) 
# mt rew (rewind tape) 
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NOTE: 


If you wanted to know what was on the scratch tape, rewind the tape and execute cpio -ivht2. 
The name of the file will be printed on the screen. 


If you issued the command again, then the name of the second file (if it exists) will be printed. 
This could be continued until you ran out of tape or files. 


The operation just described could also be done like this: 


#mt fsf 2 (skip forward two files) 
# cpio Sibel’ (read the third file) 
Kead “vo oe we 


This completes the lab project. The next section gives only the generic procedure for creating the 
backup tapes. 


When you are finished, complete the questionnaire in section three and turn it in to your instruc- 
tor. 


NOTE: 
This lab project only mentioned and used the cpio command to create and restore the backup 


tapes. Another command, far, could also have been used. This command is used only for tape ~ 7 


drives, whereas, Cpio can be used with tapes and disks to move files. The procedure is outlined 
in the IRIS OWNER’S GUIDE at the same place the above procedures for cpio are found. 


Student Workbook 19 





IRIS WORKSTATION COURSE 
68020 Based LAB 4.2: Making System Backup Tapes 


SECTION 2: Generic Procedure 


This section shows only the actual steps required for creating backup tapes. 


The process is outlined in the IRIS OWNER’S GUIDE, section 4: Making Periodic Backups. 


1. Reboot the system into single-user mode. 
reboot 
b 
fsck 

2. Correct any errors reported by FSCK. 

3. Change your working directory to the root directory. 
cd / . 

4. Install your blank tape. 

5. Backup the Root file system. 
cpio -ovh1 / 

6. Mount the user file system: 


mount /dev/siOf /usr 





7. Install your other blank tape. 

8. Change directories to USER directory. 
cd /usr 

9. Backup the USER files system. 


cpio -ovh1 . 
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—— 
Tat “SECTION 3: Review 





Student Name: 


ie taf ERS A fhe fee £ Rea judy 
La 


Please complete the review and hand it into your instructor. 


1. Show the command syntax used to backup the root filesystem to tape. 


CHLO. = OVUNT 7 


2. You want to execute the cpio command, but do not want to cause a rewind before or 
after the operation. What character do you include as part of the options argument to 
insure this? 


ee 


3. | What command can you use to list the size of files or directories? 


Y 








4. | When would you use the Backup tapes? 


Té Bume fyfle nha gies 





“ 
7 


7 aber ¢ ee Try ky Le Kicke Pres 
5. | What command would you use t¢ print a listing of files contained on a tape written in 
cpio format? 1 more 
OPO IASI EAD 


6. | You want to forward space your tape four files, show the command. 


Te FSF | 
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7. | You want to place two directories on a single tape. Each directory to be a separate file 
on the tape. Show the commands to do this. pet CO SMB? pet 


Guna: gO be re 
i C gro, ~Ovh2Z five lon t 


s 
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LAB 4.3: Disk Drive Restoration Procedure... 


This lab project contains three sections: 


Section 1: This section is used to teach you the procedure and explain to you what you are 
doing. 


Section 2: This section lists just the procedure without all the instructional text. 


Section 3: This is a questionnaire that you will complete and hand in after performing the 
lab project. 





Student Workbook 





IRIS WORKSTATION COURSE 
68020 Based LAB 4.3: Disk Drive Restoration Procedure 


SECTION 1: Instructional Procedure 


I. DISK DRIVE RESTORATION 

When your workstation is experiencing disk drive filesystem errors and FSCK fails to correct the 
error, or you cannot boot UNIX due to disk errors, then its time to format the disk and restore 
the complete file system. 


ll. OBJECTIVE 


When you finish this lab project you should be able to: 


A. Correctly list the names of each available FEX ( disk formatting and diagnostic program ) 
program and describe when each would be used. 


B. Using SIFEX, rebuild your training workstations disk drive and restore the UNIX file sys- 
tem. You must do this unassisted and within two hours. 


iil. PURPOSE 
Teach the student how to reformat and rebuild a workstation disk drive. 
© 1V, EQUIPMENT. 


A. A functional IRIS 68020 based workstation. 





B. The Bootable tape created in lab project 4.1. 


~” V. PROCEDURE 


ss us Two students will be assigned one IRIS workstation. The two students will work as a fram with 
* one student making the actual command entries from the pe terminal. 


> a the project you will see four different prompts; the current prompt is determined by 
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where you are in the workstation systems. 


1. iris > The prom monitor. 

2.# Single user mode. 

3. JULIE login: This prompt appears when you go into Multi-user mode from Single- - 
user. 

4. sifex 2.4> This is the top-level prompt for sifex. I use the term "top-level" 


because there are many other prompts that will occur during the pro- 
cess that ask you to select an option, a test, a mode, etc.. 


The following text will lead you through the execution of the commands necessary to for- 
mat the disk and restore the disk filesystems. When you are required to enter a com- 
mand, the text recreates the STANDARD OUTPUT for that command. Just keep reading 
and following the flow of the lab project. 


Also, throughout the text are comments that explain what you are doing or what is about to hap- ~ 
pen as a result of executing a command. 


© The commands that you are required to enter are indented and HIGHLIGHTED USING = 


BOLD print next to the prompt that would be displayed. 
ie. sifex 2.4>f 


@ The stdout of each command or any terminal output that would result from something 
that you are required to do, will be beneath the command, left justified and -: 
HIGHLIGHTED USING ITALICS. oe 


When executing some of the sifex commands, you will notice that some prompts and/or 
_messages will appear next to the command, these messages will also be HIGHLIGHTED. . 
USING ITALICS. ee 


® The instructional comments pine makeup the bulk of the lab project will be in normal 
print. 
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BEGIN ACTUAL PROCEDURE HERE: 


If you did not power off your workstation at the end of lab project 4.2, then you should still be in..-...-. 


single-user mode, possibly in multi-user depending on what you did after the instructional . 


portion of the project. For either case you must perform a reboot and be in the PROM monitor to . — 


begin this project. 


STEP 1: Reboot the workstation. 
# reboot 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxO000000f) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 


STEP 2: Booting sifex from tape. 


__ At this time install the Bootable tape created during Lab 4.1. 


FEX is a Formatter and EXerciser ( thus its name ) for winchester disk drives on IRIS work- 
. ° Stations. It will handle any one of the several types of disk drives that an IRIS may be using. 
“o> Three fex programs exist; with the type of drive installed the determining factor as to what FEX 
“= program you will use. 





@® MD FEX: 
Used with small winchester drives. i.e Vertex, Priam, and Maxtor. 


_ © IP.FEX: 
Used when your disk drive is awe 474 MB Fusitsu disk drive. 


-@ SIFEX: 3 
Used when your disk drive is the 170 MB Hitachi aiek ie 
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Since the training workstations contain the 170mb winchester type disk drives, this project will 
illustrate the use of SIFEX. 


The method you use for SIFEX is the same for the other two programs. They are all menu- 
driven and if you have a good understanding of SIFEX you will not experience any problems 
running the IPFEX and SIFEX programs. 


Before we actually begin the process, let me give you some general information about the FEX 
programs; command syntax, responding to prompts, and special keyboard control keys. 


® Most of your input to FEX is performed using a single character without using the return 
key. When you are entering a command, FEX will wait for you to enter a single character 
and then immediately execute the command. The exception to this is when FEX is 
requesting a" string " of characters or numbers from you. 


@ Strings may be edited using backspace to delete the previous character, and ctrl- u to 
delete all characters back to the last prompt. 


@® When FEX prompts for a value or a response, the default value or response is shown in 
parenthesis (). 


® Using the DEL key will return you to the top level command prompt 
( sifex 2.4> ) from anywhere in FEX. 


You must now boot the desired fex program from your bootable tape. Remember, the first file a 
on the bootable tape contains the stand-alone fex programs (some people call these utilities). < 
Before you can boot the program you have to know what prom monitor " boot command " to 
use. 








We will ask the prom monitor to display the available commands for this prom monitor. We do : 5 . 


this using the help command. 


iris >h 


General Monitor Commands (All numeric values in hex): 
ue is one of the following: 
hd- hard disk.(look for ip, sd, then md) 
_ ct- cartridge tape. (look for st, then mt) 
fd- floppy disk. (look for sf, then mf) 
ip- interphase disk. (474 MB drive) 
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sd(or si)- storager disk. (170 MB drive) 

md- midas disk. (72 MB drive) 

st(or sq)- storager cartridge tape. (1/2" tape) 

mt(or mq)- midas cartridge tape. (1/4" tape) 

sf- storager floppy disk. 

mf- midas floppy disk. 

xns- network. (ethernet) 

rom- EPROM board. 

DEVSPEC is one of the following: 

host name- Name of the host. (MEDIA must be xns) 

unit- unit number of device (0, 1, ...). 
(MEDIA must be a tape or disk device) 

<unit><fs>- unit number and filesystem (a-h) 
(MEDIA must be a disk device.) 

address- multibus address. 
(MEDIA must be a EPROM board.) 


[MEDIA.DEVSPEC:][file] load and begin execution of the named file 
file defaults to defaultboot 
SPECs are from switch settings 
b [MEDIA.DEVSPEC:][file]same as above 
‘n [DEVICE:][file] | same ab with MEDIA = xns 
Is [MEDIA.DEVSPEC|J[file]list the files on the device 
_.. |[[MEDIA.DEVSPEC|][file]Jload but don’t begin execution of the file 


g address [stack] _ start executing at specified address. 
the stack address is a option. 


Continue iy orn)?:n 
We can see that the command used to boot from tape is ct. 


o Before we boot fex, lets perform a little review of some operations talked about in lesson 3 (see _ 
the page entitled PROM MONITOR COMMAND EXAMPLES). 


£ 
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Lets list the contents of the root partition. 


iris> Is sida: 


> -e lost+found usr 
.cshre .login -Profile Versions 
etc kernels lib stand 
tmp vmunix vmunix1 ovmunix 


This is a very basic command and if you could not read the disk you have serious problems with 
your disk subsystem. If you have a second disk, then you should try to list the contents of one of. 
it’s partitions, and if it fails start thinking disk controller problems. 


Lets see what is contained on the first file on your Bootable tape. 


iris >Is ct0:* = JF Loew Lo 


; ; EO ee 
madfex ns Afi l G ould 4st (oe Y ad 
sai Boro col, pre Deret akeh«v) 


OK, these are the programs that were placed here by the mkboot program, so I guess we can .. : 
now boot the one we want, sifex. 


iris> b ctO:sifex Z. 





_ SIFEX for Hitachi 512-17 Disk Drives and QIC-02 Tape 
Interphase Storager II Disk/Tape Controller 
** Version: 2.4 

*** Drive:0 Name: Hitachi 512-17, Serial: 1217 


sifex 2.4> 


STEP 3: Entering Field Engineer portion of sifex. 


Two command sets exist for sifex, one for the user and one for the Field Engineer. 
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@ User Command Set 
This is a limited set of commands that will allow the user access to sifex for the purpose 
of restoring disk files from tape. 


® Field Engineer Command Set 
This is the complete set of commands that allow disk formatting, disk drive testing, and. 
tape-to-disk copying. 


In order to gain access to the full set of commands, one of eight passwords must be entered. To 
get sifex to prompt you for the password you must enter an upper case Z to the initial prompt. 


sifex 2.4> Z 


*** SECURITY PASSWORD “*** 
enter passWord: 


You must now enter one of eight passwords in response to the above prompt. Each password 
corresponds to a letter in the prompt word, passWord, the letter that is set in upper case dic- 
tates what password you will use. 


Following is the list of passwords and the corresponding password letter: 
If P use carter. 

If A use ludwig. 

If first S use chase. 

If second S use darrah. 

If W use don. 

If O use bradley. 

If R use ellis. 


If D use Juttner. 





: Since the above prompt has.the W set in upper case, I used don! to gain access to the full set of 
_ Sifex commands. 
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Now, enter your password. If you did not understand the explanation, see your instructor. 
enter passWord: donl 


acceptedsifex 2.4> 


We are now into Sifex, lets list the available commands using the help command. 


acceptedsifex 2.4>h 
*** SIFEX -- COMMANDS *** 
q -quit and return to IRIS prom monitor. 
s -set miscellaneous variables. 


t -tape copy to disk utility. 


b -enter bad block edit mode. 

c -copy data. 

e -run drive read/write/seek tests. 
f -format the selected drive. 

h -print the help message. 

m -map out bad track. 

r -restart the test & read the label. 
u -update disk label. 


Each of the above commands will take you into a different routine where specific functions are = 7 
executed from. During the course of this lab project we will enter several of the routines and ~ 
execute various commands within each routine in order to perform the complete task of rebuild- 


ing a disk drive. 


NOTE: 
This program was initially created to allow manufacturing to prepare, test, and name disk drives. -° 
You will only learn the commands that you need to rebuild a damaged disk drive. Do not con- 

cern yourself with commands not covered by this procedure. sag 





STEP 4: Selecting the Disk Drive. 


~ Now that you ‘have gained access to sifex, you must select the drive that you want to me on. - 


To select a drive for formatting or testing you must enter the 
set miscellaneous variables routine using the sifex command s. 
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sifex 2.4>s 
Set ? 


Once into this routine, sifex asks you what variable you want to set. Lets list the available set 
commands using the help command. 


Set ?h 
*** Set commands *** 
-change drive file system information 
-quit and return to main routine 
-select type of drive (? for list) 
-select unit for testing (0/1/f): 


e-"-Q- 


-i/o port (and WUB) address 
-display current drive bad block list 
-change drive label information 
-display settings 
-disable firmware retries” 
-Set interleave 
-this message 
-mode of disk address entry 

_ -reset random number sequence 
-verbose (on/off) 
-write lock switch (on/off) 
-quiet all extraneous printout (on/off) 


OFS ZF A090 FH 


To select a drive for testing or formatting use the u command. 
Set?u Unit (0)=0 


“. By entering the u, you told sifex that you wanted to select the unit. It shows you the default (0), 


ts i. - and is waiting for you to accept the default or enter " 1 or f ". You will enter O for the training 
7. system. (0 = front drive, 1 = side drive ) 


_ » At this moment all you needed to do is select the drive, which you have done, so we will quit — 


* this routine and return to the sifex control routine. We will return to this routine later. 


Set ?q 
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STEP 5: Entering Bad Block Data. 


Before you continue, it is recommended that you check your Bad Block Table and verify that it . - 


contains the entries that are listed on the sheet of paper attached to the top of the disk drive. 


The Bad Block Table is used during formatting to define where bad spots are located on the disk 


surface. Knowing where the bad spots are, allows the track to be flagged as bad and the assign- ~ 


ment of an alternate to be made. 


The Bad Block Table is located on track zero of the drive. 


NOTE: There is a chance that your Bad Block Table will not match the listing. This is due to 
the way SGI initially formatted some drives at the factory. If it does not match, then you must 
enter the data. 


To change or display the Bad Block Table, you must enter the bad block edit routine using the 
b command. 


sifex 2.4 >b Bad Block edit, type h for help 
bb> 


Lets do as suggested and request help. 
bb>h Help -- choose one of 

add bad blocks 

clear bad block list 

edit list 

print list 

quit 

setup alternates 

zap alternate assignments 

We first want to print the list to see if it matches the hard copy attached to the top of the drive. 
bb > p Print bad blocks: .. 

You will get an output of the entries. They are in the format: 
xXxx/y | 


XxX = cylinder number 
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y = head number 


NOTE: 

If your table does not match the hard copy listing, then perform the following NUMBERED 
steps, else skip the numbered steps and goto STEP 6 after entering q to quit bad block edit 
routine. (The nine hundred numbers are the alternate tracks that the FEX. program assigned to | 
the existing bad blocks, ignore them) 


1. Clear the bad block table by entering " c ". 
2. Enter" y" to the " confirm” prompt. 
3. Enter "a" to" Add Bad Blocks". 

The following prompt appears: 


Add new entries. Mode cyl/hd/sec, end with a blank line: 
bb add: 


NOTE: 
2 Enter only the CYLINDER and HEAD information from the hard listing. 


ad 
of. 
5 


i.e. 
31/0 
921/6 
135/3 


When you are finished entering the bad block data, terminate the entry by depressing 


. return without giving a" next " entry. You will actually add a blank line to the table this 
way. 


4. Return by itself to terminate the entries...... 





. | ’ Once you are satisfied that your Bad Block Table contains the correct entries, quit the Bad Block 
~ "Edit mode. 


bb>q 





‘Quit _ | : | 
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STEP 6: Formatting the Disk. 


You will now instruct the program to format the disk. It will take about 8 minutes on the small -.. - 


disk. 
sifex 2.4 >f 


“** WARNING -- ALL DATA ON UNIT 0 WILL BE LOSTII! 
Drive: Hitachi 512-17 UNIT=0, (970+17/7/17 (512)) ILV=1 
Type ‘go <retum>’ to start... 


go <return> 
The following output will accumulate on the screen... 


Starting format... 

10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 
Pesca adsl atilav ute Cosi ehc disp wasn aiatvauieniasasew sda taehs Mivade Siac dcgeeceatelens uaa eden iess Lock 980 
Formatting bad tracks.... : 
Writing label... 

Formatting complete. 


NOTE: 

The drive is now formatted and ready to receive your UNIX file systems, but the lab project will 
now show you how to test the drive for new bad spots. You would not format the pack followed 
by these tests in the field, since the tests distory the format and you would then have to againrun 
the format routine. This is backwards from the way you would normally work on the drive in the _ 
field. (See the flow chart in section two for the actual sequence you should use.) sue 


STEP 7: Disk Exercise Tests. 


We are now going to exercise the disk and see if any new bad spots are detected. If any new — 
spots are detected we will again enter the bad block edit mode and enter thénew bad spot data. 


The test takes about 8 minutes to complete one cycle. A thorough check would take 12 - 4 
ROUES, but run the test for the amount of time that you have. 


We will only run the test a couple of passes on the training system. After the test is run, you wil 
access an error table (maintained by sifex) to see if any new bad spots were detected. 
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You will now run the disk drive exercise tests.... 


Since complete read/wnite testing will use write operations, the write lock must be set off. The..:.. > 
write lock is set on when you enter Sifex, this is the default and it prevents any write operations. 


from being performed. (you do not need to change this lock while performing format writes) 
‘To change the write lock you must again enter the set miscellaneous variables routine. 
| sifex 2.4>s 
Set ? 
Lets again list the menu using the help command, 
Set ?h 

*** Set commands *** 

-change drive file system information 

-quit and return to main routine 


-select type of drive (? for list) 
-select unit for testing (0/1/) 


c-Q™ 


-i/o port (and WUB) address 
-display current drive bad block list 
-change drive label information 
-display settings 

-disable firmware retries 

-set interleave 

-this message 

-mode of disk address entry 

-reset random number sequence 
-verbose (on/off) 

-write lock switch (on/off) 

-quiet all extraneous printout (on/off) 


~O€<7g337-7Q000 


The command we want is the w command. 








Set?w Write lock (on)? 
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The program is telling you that the write lock is set on (on), and it is asking you if you want to 
change it (?). You will respond by entering off to the prompt. - 

off 
You must now quit the set miscellaneous variables routine. 

Set ?q 


sifex 2.4> 


Lets again list the available sifex routines. 


sifex 2.4> h 
*** SIFEX -- COMMANDS *** 
q -quit and returnto IRIS prom monitor, 
s -set miscellaneous variables. A he 
t -tape copy to disk utility-——. ___- 
b -enter bad block edit mode. haes * 
c -copy data. Pte 
e -run drive read/write/seek tests. 
f -format the selected drive. 
h -print the help message. 
m -map out bad track. 
r -restart the test & read the label. 
U -update disk label. 





Now, to select the disk exercise tests routine using the @ command. 
sifex 2.4>e 
Drive: Hitachi 512-17 Unit=0, (970=17/7/17 716 12) ILV=1 
Which exercise? 
Since you have not been here before, lets list the available tests using the | command anda for | 


list). 


Which exercise? Exercise help -- Choose from: 
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complete write/read multi pass/multl patter: 
Complete write/read one pass. 

disk read or write multiple. 

Disk read or write single chunk. 
error display/reset 

multiple sector write/read repeated. 
‘Multiple sector write/read once. 
quit. 

random reads. 

Random number reset. 

seek tests canned. 

Seek tests selective. 

track test multi pass/multi pattern. 
Track test one pass. 

xtra disk read write multiple tracks. 


To select a test you must enter the first letter of the above listed tests. We are going to enter c to 
run the complete write/read multi pass/pattern test. 


Notice that some of the tests begin with an upper case letter. 


es OK, lets run the test. 


Which exercise? c Complete Exercise -- track writes and reads 


Repeat how many times? 





_ It is asking you for a number, if you depress <return>, the test will loop until you kill it by using 
» the a key. 


Repeat how many times? <return> 


Alternate units? 





gpd ie oe Here the test is asking you if you want to alternate between the unit you have selected (unit 0) 
ae ‘and the other disk drive. The default for this question is no, and. thats what is selected if you 
depress return. 


Alternate units? return 
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The following message is sequentially output and continues until you terminate the test using the: - 
a key. Let the test run two passes and then terminate it, ..._ 


START LOOP 1. UNIT 0: Pattern Oxb1b6dbbd i: 
10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 
sau susal c sua seesSumatcatebsbuitinoeddeledsaseneavatveuals Sentaenenssapsececavecheedgeunsesbedaves 980 
The next message will look the same except for the loop count. 
After two passes, terminate the test using the a key. 
a 
Which exercise? 
While the test was running, a log is maintained by the program to record any disk errors detected 
during the test. You must now display the log to check if any errors were detected. 
NOTE: ) 23 
The longer the test is allowed to run, the greater the chance of detecting new bad spots, if they * 
exist. rs 


Let see what command you use to print the error log. 


Which exercise? 1 Exercise help -- Choose from: 





complete write/read multi pass/multi pattern. 

Complete write/read one pass. 

disk read or write multiple. 

Disk read or write single chunk. 

error display/reset 

multiple sector write/read repeated. 

Multiple sector write/read once. 

quit. 

random reads. 

Random number reset. 

seek tests.canned: . rene ue ee . 
Seek tests selective. | 5 ae \ 

__ track test multi pass/multi pane. : 
' Track test one pass. 

‘xtra disk read write multiple tracks. 
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The command is e. 


Which exempise?.e~ ‘Error display or Reset? 


ane 
wy 
«tn 


It is asking you if you want to display or reset the error log. We want to display it. 
Error display or Reset? d 


If any new errors were detected, they would be listed here. 


Lets quit the disk exercise routine. 
Which exercise? q 


sifex 2.4> 


"If you have new errors, then you must again enter the bad block edit routine and enter the head 
“and cylinder information into the bad block table, goto STEP 8. 


~” T£no new errors were detected, then goto STEP 9. 


| 5, STEP 8: Adding new Bad Blocks to Bad Block List. 


_ NOTE: 
_ The following steps just show the commands you enter and not the prompts or the screen output 


since you have already seen it. 





* 7 1, Enter b (This enters Bad Block Edit routine) 
ai, Enter a (Add bad blocks -- Enter 1 new bad spots as anes 
A Depress <return> (to terminate the edit process) a ra 


14, Enter q (quit edit routine) - 
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. Enter@ (This enters exercise test routine) 


5 
6. Enter @ (This enters error display or reset mode)- oo. 
7. Enterr (This resets the error log) 

8 


. Enterq (quit exercise test routine) 


STEP 9: Re-formatting the disk drive. 


You must now run the format program again, the reasons why: 


@ If you had to enter additional bad block information (step 8) into the bad block table, 
then, running format will assign alternate tracks for the newly added bad tracks, or, 

@ You entered this step from step 7, where you ran the complete s set of tests against the 
drive, which distroyed all the format on the pack. 


In either case, you must again format the pack. 







The procedure would be the same as it was in step 6, except this time you would not run the . 
exercise tests, you would jump to step 10 after the format was complete. 


At this point you have a disk drive that is formatted and ready to receive the operating system. : 
You will now restore the ROOT file system using the Tape Copy to Disk utility portion of sifex. © 


STEP 10: Copy Root File System From Tape to Disk. 

You must now enter the ape copy to disk utility routine. 
| ne ‘sifex2.4>t Tape to Disk Copy © | = , o> \ 
Tape file (2) ? | | 


“ “ie 
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Mofex is asking you if you wanted the second file on tape. You say yes by entering <return> and 
accepting the default of 2. The ROOT file system is the second file on the Bootable tape. 


| Tape file Q) ereturn> 
Unit (0) = | 
Its now asking you what drive to restore the filesystem to; disk drive 0 being the default. 
Depressing return accepts the default. 
Unit (0) =<return> 
File system (a) ? 
Now it wants to know what partition to install the filesystem into; the default is a, and that is 
where we want ROOT to go. Depressing <return> will accept the default. 
File sian (a) ?<return> 
Disk: Vertex V170 (987/7/17) 


Copying 17850 biks in 714 chunks from tape file 2 to sida 
Type ‘go <return>’ to begin..... 


go <return> 
Started 
Rewinding... 
| Copy started... 
6 10 15 20 25 30 35 
 Rewinding...... 


Tape to Disk copy complete 


os » sifex 2.4 > 


te file le system into partition "c " 


"You are now ready to quit sifex and boot UNIX. Once UNIX comes up, you will load - user 


Sifex 24> > Quit -- confirm quit with ’y’: 
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If you really want to quit sifex, then enter y. 


Quit -- confirm quit with ’y’: y 


At this point the workstation is rebooted by sifex and you are placed into the PROM monitor.. 


STEP 11: Copy User File System From Tape to Disk. 
The next step is to boot the system using the ROOT file system that you just installed. 
iris > b 


SGI Extent Filesystem 
Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 0113d8 bytes 
Bss: 024d7c bytes 
Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 
(C) Copyright 1986 - Silicon Graphics Inc. 

real = 4194304 

kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

qicO not installed 

sii0 at mbio 0x07200 ipl 5 

sid (Hitachi 512-17 name: Hitachi 512-17) slave 0 

sil not installed 

sf0 floppy (80/2/8) slave 2 

siqO at mbio 0x73fe ipl 5 

sq0 (qic02 cartridge tape) slave 0 

ipho not installed ; bite Be Sr ae ah 
tmt0 not installed mae \ 





- {k0 not installed 


‘ ‘nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbie Ox7ffc ipl 2 
fpa installed 
Ipen not installed 
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kernel debugger disabled. 

root on sida 

swap on si0b. swplo=0 nswap=64000 
INIT: SINGLE USER MODE 


Welcome to the world of the 
IRIS personal workstation. 


The SGI education department 
hopes that you have a very 


pleasant and informative stay 
with us. 


You are now in SINGLE-USER mode. 
With the next step you will create the user partition that you will restore the usr filesystem into. 
# mkfs /dev/rsi0f 


isize = 1920 
_ filsys = /dev/rsiOf, size = 79704: 7680, unused 26 


yp «- heads = 7, Sectors = 17 











cgsize = 3984:384, firstcg = 24, ncgs = 20 


Next you will mount the usr filesystem. 
- #mount /dev/si0f /usr 
-WARNINGI! -- mounting: < > as </usr> 
---The above warning occurs because the new user filesystem (/dev/si0f) does not have a label, 


you will label it later. 


Now change directories to the uSr directory. 


t 


#ced /usr’ 


. The next commands rewind the bootable tape and then position it forward two files. You are. 








». going to load the usr file system from the third file on the tape. 
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#mt rew 


#mt fsf 2 (takes about 2 minutes) 


2 hope 
(Feb : WG HE GEG S 
The next command will restore the usr filesystem. h 


# cpio -ivhmud2 < aie ied pe ( 


As each file is read, its pathname is displayed on the screen. The restore should take about 15 
minutes (longer for larger systems). 


NOTE: If you want to see that the file systems are now installed on the system, perform the fol- 
lowing commands. It will show you the standard system is now present. It would also show you 
any optional products that are installed. 

#ed/ 


# cat /Versions/* 


root 004-0134-162 GL2-W3.4 Standard System (root) 
usr 474  004-0134-172 GL2-W3.4 Standard System (usr) 
upd 004-0144-043 GL2-W3.4 Update System 

man _ 004-0154-033 GL2-W3.4 Update manual pages 
games 004-0164-033 GL2-W3.4 Update games 

demos 004-0174-033 GL2-W3.4 Update demos 

gltal 





TRO FF Fay weS xs 
You are almost done. Now you must restore the disk drive labels. 





STEP 12: Restoring Disk Labels. 


First, we will restore the disk label using the sgilabel command. The following shows the correct : 
syntax: : 


Usage: sgilabel [- n name] [-s serial #]. dv# 
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OK, lets label the drive. 


# sgilabel -n "Release GL2-W3.5" -s 20638 si0 


My drive serial number was 20638, the name I used indicates the release of software installed 
(your name can be what you want), and the device was si0. - 


Lets look and see if we really did label the drive. To do this, we again use the 
| sgilabel command. 


# sgilabel /dev/si0 a rs K Fy 
gor! | 
/dev/siO: Name: Release GL2-W3.5, Serial: 20638 yO new’ 
drive: Priam V170, controller: Qualogy 5217 ge oh f HA 
cylinders/heads/sectors(512 byte): 987/7/17 Cae | 


alternate cylinder/# of alt cylinders: 970/17 


badtracks=0, interleave=1, trkskw=0, cylskw=11 ry. : ae 
fs base size DP payor 
sectors(cylinders) ee Zz 


a: 119( 1), 17850( 150) Root a pew bedi © 
b: 17969( 151), 17731( 149) Swap oa ai 
c: 35700( 300), 79730( 670) yD 

d: 119( 1), 115311(969) car 
g: 119( 1), 115311( 969) eS ei 

h:  O( 0), 115430( 970) 


Next, we will restore the filesystem labels using the labelit command. 
os Before you write the labels you must sync the disk drive. 


$ # sync 





ae ¥ The following shows the correct syntax for the labelit command. 


Usage: labelit /dev/r???? ee volume [-n]] 





ee The question marks designate the file system you want to label. The " -n ' ees Skips the | 
i - label check before labeling. (I wil not use the -/ option) . os i 
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"When the prom monitor is entered, boot the system using the normal method. 
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Label the uSr filesystem first. 
# labelit /dev/rsi0f usr sgi 


Current fsname: , Current volname: , Blocks: 79704, Inodes: 7680 
FS Units: 512b, Date last mounted: Sat June 21 18:00 1986 
New fsname = usr, New volname = sgi 

# 


Next, label the root filesystem. 
#labelit /dev/rsi0a root sgi 


Current fsname: , Current voiname: , Blocks: 17848, Inodes: 7660 
FS Units: 512b, Date last mounted: Sat June 21 18:00 1986 
New fsname = usr, New voiname = sgi 

# t 


You must now reboot the system by Depressing the Reset Button. This will insure that the 
labels get updated. 


Your customer would now be up and running. The restoring of additional files would be a custo! 
mer task. You got the system back to the basic system, the customer would then use the backup 
tapes to restore the full system. 


The next section lists only the generic procedure. It is proceeded by a aeigle flow chart to help - 
you determine where to enter the procedure depending on the type of disk problems you ar 
experiencing. 








Now, complete the questionnaire and turn it into your instructor. 
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SECTION 2: Generic Procedure 


DISK RESTORATION BLOW CHART 








RUN EXERCISOR TESTS TO 
LOCATE BAD SPOTS. 


(LAB PROJECT STEP 7) 









ENTER NEW BAD SPOTS 
INTO BAD BLOCK TABLE 


(LAB PROJECT STEP 5) 





NEXT PAGE 





RESTORE LABELS 
{LAB PROJECT STEP 12) 


RESTORE INCREMENTAL 
BACKUPS 












Student Workbook 





LAB 4.3: Disk Drive Restoration Procedure IRIS WORKSTATION COURSE > 


Baar 68020 Based 





DISK RESTORATION FLOW CHART - PAGE 2 


WHY ARE YOU HERE? 


1. YOU ARE HERE TO ONLY RESTORE ROOT OR USR FILESYSTEMS AND 
NOT TO ADD NEW BAD SPOT INFORMATION OR FORMAT THE DISK. 


NOTES: 


2. THIS WOULD BE HARD DISK ERRORS THAT WERE REPORTED BY UNIX. 


3. THIS WOULD BE TO YERIFY UNIX REPORTED DISK ERRORS OR 
EXERCISE THE DISK LOOKING FOR NEW BAD SPOTS. 


4. THESE WOULD BE NEW BAD SPOTS REPORTED BY UNIX OR DETECTED 
WHILE RUNNING THE EXERCISOR TESTS. 


YOU MAY WANT TO USE THE ALTERNATE METHOD OF ADDING NEW 
BAD SPOTS WRITTEN BY CHRIS DUNLAP, SEE DOCUMENT AT END 
F THIS LAB.PROJ 


5. THIS COULD COME OFF THE BOOTABLE OR BACKUP TAPE. ; “eg? 





TROUBLESHOOTING TIPS: 








1. IF YOU ARE GETTING MULTIPLE RANDOM ERRORS, THE PROBLEM IS 
PROBABLY THE DISK CONTROLLER. 


2. YOU CAN NOT MAP OUT HEAD 0, CYL 0 (REPLACE THE DISK IF YOU 
ARE EXPERIENCING ERRORS HERE) 





3. IF RUNNING THE EXERCISOR TESTS AND YOU GET ERRORS STARTING 
AT HEAD 0, CYL 0, AND THE ERRORS INCREMENT UPWARDS 
(1. 0/0, 071, 022, 013, ETC...), CYCLE THE POWER OF YOUR 
WORKSTATION AND TRY THE TESTS AGAIN. 
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This section shows only the actual steps of the lab project. Remember, use the flow chart “J 
to guide you through the correct sequence of steps. . 


The IRIS OWNER’S GUIDE, Series 3000, gives an outline of the Tape Restore portion of this 
procedure. 


STEP 1: Reboot the workstation 
STEP 2: BOOTING SIFEX FROM TAPE: 


1. Insert the bootable tape. 
2. Enter " h " for prom monitor command listing. 
3. Enter the proper command to boot the FEX program from tape. 


STEP 3: Entering Field Engineer portion of SIFEX — 


4. Enter an upper case Z. 
5. Enter the correct password. 


STEP 4: SELECTING THE DISK DRIVE 


6. Type "'s " to set miscellaneous variables. 

7. Type " u" to select the drive. 

8. Enter" 0" or" 1" to select drive to be restored. 
9. Tpye "q" to quit set misc. variables. 


STEP 5: ENTER BAD BLOCK DATA: 


10. Type " b " to enter bad block edit mode. 
11. Type " p " to print the current bad block table. 


NOTE: 

If the hard copy listing MATCHES the bad block table, execute 
"q" and goto STEP 6, else execute the following and then goto 
STEP 6. 


A. Type " c " to clear bad block table. 

B. Type " y " to confirm clearing the table. 

C. Type " a" to add bad block entries. 

D. Now enter each entry. from the hard copy listing. . 
Use the following format: Cylinder/head. 
ie. 31/0, 921/6. 
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E. Depress <return> without making an entry to terminate 
the entry process. 


12. Type " q " to quit bad block edit mode. 
STEP 6: FORMAT DISK: 


13. Type " f " to format the disk. 
14. Enter " go " to begin the process. (Takes about 8 minutes) 


STEP 7: EXERCISE DISK: 


15. Type "s " to set misc variables. 

16. Type " w " to select write lock toggle function. 
17. Enter " off <return> " to tum write lock off. 

18. Type " q " to quit set misc variables. 

19. Type " e " to enter exercise mode. 

20. Type "c " to run the complete read/write test. 
21. Depress <return> to loop the test. 

22. Depress <return> to test only the selected drive. 


NOTE: 

One pass takes about 8 minutes. This test should be run at 
least 12 hours and preferably 24 hours for a thorough check 
of all the disk, but do what time allows you. 


23. Depress " a " to terminate the test. 

24. Type " e " to enter error display. 

25. Type "d" to display any accumulated errors. 
Record any errors on a sheet of paper. 

26. Type " q " to quit exercise mode. 








NOTE: 
If the exercise test DID NOT detect any new errors, then skip 
to STEP 9. e 


STEP 8: ADD NEW BAD BLOCKS TO BAD BLOCK TABLE: 
A. Type " b " to enter bad block edit mode. 
B. Type " a " to add bad blocks. 


C. Enter each new bad block: format= cyl/head. 
D. Depress <return> without an entry to terminate. 
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E. Type " qd "to quit bad block edit mode. 

F. Type " e " to enter exerciser routine. 

G. Type "e " to enter error display or reset mode. 
H. Type "r " to reset the error log. 

I. Type " q " to quit exerciser routine. 


STEP 9: Re-formatting the Disk Drive. 


27. Type " f " to format the disk. 
28. Enter " go " to start the format. 


STEP 10: COPY ROOT FILE SYSTEM FROM TAPE TO DISK: 


29. Type "t" for tape utility program. 

30. Depress <return> to copy from tape file #2. 
31. Depress <return> to copy to the selected drive. 
32. Enter " a" to copy to partition "a". 

33. Enter " go " to begin copying. 

34. Type "q " to quit FEX. 

35. Type " y " to confirm quit. 


STEP 11: COPY /USR FILE SYSTEM FROM TAPE TO DISK: 


36. Boot UNIX from disk: Enter " b ". 

37. Enter " mkfs /dev/rsi0f " to create user file partition. 

38. Enter " mount /dev/siOf /usr " to mount user file system. 
39. Enter " cd /usr " to change directory to /usr. 

40. Enter " mt rew " to rewind tape. 


. 41. Enter " mt fsf 2" to skip tape forward two files. 


42. Enter " cpio -ivhmud2 " to copy in the user file system. 
STEP 12:RESTORE DISK DRIVE LABELS: 


43. Enter the " sgilabel " to get usage of disk label command: 
Usage: sgilabel [-n name] [-s serial#] dv# 
_ Le. sgilabel -n "Release GL2-W3.5" -s 14596 si0 
44, Enter " sync " to sync the disk drive. 


45, Label the USER file system first: 


i.e. labelit /dev/siOf usr sgi 
46. Label the ROOT file system: 
ice. labelit /dev/si0a root sgi 


‘47, Depress the RESET button to reboot the system, 


30 


48. Boot up UNIX and go to MULTI-USER to ensure proper 
operation. 
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SECTION 3: Review 


Student Name: 


Dy, ane, Sifey 


Dp SY gat /sTaud ($1 Fex 


Please complete the review and hand it into your instructor. 


1. | Where do the FEX programs reside? 


‘ oF f g.. 
J Af Le woe & oe / 


2. Name the three FEX programs and list when you would use each one: 





3. List the prom monitor command that you would use to list the headers on the bootable: _ 
tape: 


aes CTO 








4. | What FEX command would you use to enter " Bad Block Edit Mode"? 


Bb 


5. If you entered SIFEX to add bad block data that you received from UNIX during nor- 
mal operation, after entering the cyl/hd information, would you need to format the 
disk? . 


Yes | ; | 
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If you answered yes to question #5, then answer #6. Why do you need to format the - 
disk if all you are doing is adding a new entry to the already. existing table? 





wW 
Once UNIX is up, what command do you yl create a new disk partition? 


J ke ES is eer | 
Moku Eg Bystie 


What command is used to label a disk drive? 


Sgilabfl ~p" New ms SH sro 








What command is used to label a file system? 


Lohelut flew 





If you are some where in the FEX program and want to return to the main program (top 
level fex prompt), what key must you depress? 
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Mapping Out Bad Tracks on Disk Drives 


D. Christopher Dunlap 
Product Support Engineering 


Silicon Graphics Computer Systems, Inc. 
October 24, 1986 


1. INTRODUCTION 


This bulletin describes the procedure for mapping out a bad track. Knéwn media defects are mapped 
out when the drive is formatted at SGI, but occasi new errors appear. Sometimes these new 
errors don’t represent actual media defects. This can happen, for example, when the system is 
interrupted unnaturally while writing to the disk. Although there are other ways of dealing with 
these types of errors, it’s usually easiest to map them out as you would any true media defect as it’s 
often difficult to tell these data errors from defects. The FEX programs (ipfex, mdfex or sifex) are 
used to map out bad tracks. 


This document assumes you have a general understanding of the Unix operating system, 
particularly interaction with a shell and the booting and shutdown sequences. Anyone who is not 
comfortable with these things should not attempt any of the procedures described here. In some of 
. these procedures, mistakes can be fatal to the system. 


' 2. GENERAL PROCEDURE . 


2.1 The FEX Programs 


All versions of FEX are stand-alone programs. They are booted directly from the PROM monitor. Use 
the "reboot" command to get to the PROM monitor from Unix. You must be the Super-user (root) to 
use the "reboot" command. 


The version of FEX that you will use depends on which disk controller your system has. If the 
drive you are having problems with has an "md" prefix, such as "/dev/md0c" you use "mdfex"; if it’s 
got an "si" prefix, such as "sida", use “sifex"; and if it’s got an "ip" prefix, use "“ipfex" All the’ 


examples here will show "mdfex". If you are using "ipfex" or "sifex", just substitute the correct ~<. 


name wherever applicable. 


Boot FEX by typing "b stand/mdfex" at the PROM monitor prompt. FEX will return with a 
prompt, such as "mdfex 2.4>". 


If you want to abort any operation in FEX, hit the <del> key. 


If the drive you are having problems with is drive 1, you will have to set the drive unit number, as__ 
FEX uses drive 0 by default. Type "s" in response to the *mdfex 2.4>" prompt, and then type "u® for 
drive unit number, enter 0 or 1 and hit <return>. : 


Some versions of FEX have some password security built into them. This was put in to protect 
users from some of the more dangerous operations in FEX. To check for password security, type 4 
"2" at the "mdfex 2.4>" prompt. If "Map out a bad track" is listed in the menu, you can skip to thé: ' 
next paragraph. Otherwise, type "Z". FEX should prompt you for a password. The password is 
"donl* (all lower case). If FEX doesn’t accept the password go back to the PROM monitor by typing 
"q" at the "mdfex 2.4>" prompt, boot FEX and try it again. 


2.2 Information About Your Drive . 


Later in this procedure, you will need to know how many heads, cylinders, and sectors your drive 
has. To find this out, boot FEX and enter the Security password if needed. Set the drive unit number. . 





if needed. Type "s" for "Set" in response to the "mdfex 2.4>" prompt, then type "?" to check the 
possible options. Type the letter indicated to select "Display Settings". Several lines of information 
will appear. Look for one that starts with "Drive:". This line will list the drive model, the unit 
number of the drive, and a group of numbers in parenthesis representing the size of the drive. 


For example, in the line: 


Drive: Hitachi 511-8, Unit=1, (814-++-9/10/17(512)) 


"Hitachi 511-8" is the model of the drive, "1" is the drive unit number (always 0 or 1), "814" is the 
number of user accessible cylinders "9" is the number of cylinders reserved for alternates for bad 
track mapping, "10" is the number of heads, "17" is the number of sectors per track, and "512" is the 
number of data bytes per sector. You would need to write down "cylinders=814, heads=10, and 
sectors=17". Type "q" to get back to the "mdfex 2.4>" prompt. 


2.3 Identifying The Bad Track 


When you get a hard error on the disk, the error message will list the location of the error. Because 
of the way the Extent File System (EFS) manages disk space, the location indicated by these errors is 
not always accurate and complete. See the section titled "Related Issues" below for more details on 
error messages and the EFS. 


In order to get an accurate accounting of the errors on the disk, it is necessary to run a test with 
the FEX program. This test simply reads the drive a track at a time until it finds an error. It will 
report the location of the error accurately. 


Boot the appropriate FEX program as described above. Type "?" in response to the *mdfex 2.4>" 
prompt. If selection "e" does not appear, you need to enter the security password as described 
above. 


Enter "e* to get to the "excercises:" prompt. Type "d" for "Disk Read or Write Test". FEX will 
prompt you with "Repeat How Many Times:" for the number of tracks to read. This is the number of 
user accessible cylinders times the number of heads. Next, type "r" for "Read", and then enter the 
number of sectors per track. Type "s" for "sequential reads" and then just hit return for a step size of 
one track (the number in parenthesis will match the number of sectors per track). Some versions of 
FEX will start the Read-test now, but others will prompt "Starting at cyV/hd/sec?". If you get this 
prompt, just type "0/0/0" and hit <return>. 


The Read-test will run through until it encounters an error or gets to the end of the test. If it finds 
an error it will either return to the "exercise:" prompt or it will ask you to "Retry/Skip/Quit". If it 
_ returns to the "exercise:" prompt, type "q" to quit and map out the bad track as shown below. Note 
_ that you will still need to return to the Read-test to check for additional bad tracks. If FEX prompts to 
_+ “Retry/Skip/Quit", type "s" for skip and write down each bad track. You may need to "Skip" several 
times berfore you reach the end of the test. A disk that passes the Read-test will have a long series of 

~ dots followed by the word "Passed". 


2 Mapping Out a Bad Track 


ase you have Determined the locations of the bad tracks, you must map them out so they won't 
“4 Cause problems again in the future. 


At the "mdfex 2.4>" prompt, select "m" for "map out a bad track". The FEX program will 
prompt you for the Cylinder, and then for the Head. It will then try to read the bad track. If it gets 
errors, it will try several times before either asking you if it should *Retry/Skip/Quit* or giving up on 
: it's own if the error is drastic enough. If given the option, you should type *"r* for "Retry" at least a 
few times as there’s a chance that FEX will be able to read the track if you tell it to retry enough. 











a9 


Eventually, when either FEX succeeds in reading the track, gives up, or you tell it to "skip", it will 
reformat both the bad track and it’s alternate and will return to the *mdfex 2.4>* prompt. If you 
have any other bad tracks to map out, you should map them out now. 


Run the Read-test again to make sure you got all the bad tracks before quiting FEX. Once you are 
done, type "q" to quit. 


2.5 Cleanup 


After mapping out bad tracks, "fsck", the file system consistency checker, will usually find lots of 
inconsistencies. Just answer "y" to all it’s questions and it will repair any damage on the file system. 
This will only restore the integrity of the file system; any files that were lost will have to be restored 
from tape. 


3. RELATED ISSUES 
3.1 EFS and Disk Error Reporting 


The Extent File System is much more efficient in managing disk space than the Bell file system that 
was previously shipped on Silicon Graphics systems. Part of this stems from the efficiency of 
handling file system data as larger chunks called "Extents*. An effect of this is that the EFS will often © 
request the driver to read a chunk of data from the disk that extends across the boundaries of two or 
more physical tracks on the disk. Because of the way the hard disk controllers operate, it’s 
impossible for the drivers to tell for sure where an error occurs when the read has extended across 
track boundaries in this fashion. The drivers only report the starting point of the error, and how 
much was read. FEX can read a track at a time, so it avoids this confusion, and always reports errors 
accurately. 


3.2 Bad Track Already Mapped Out 


Don’t use the "Edit the Bad Track List" facility of FEX for mapping out bad tracks. It doesn’t do the 
same thing as "Map Out a Bad Track". A Typical symptom when "Edit The Bad Track List" has been 
used is you will get an error while running the FEX Read-test, and then find that "Map Out A Bad 
Track" claims that the track has already been mapped out. To correct this, Edit the bad track list and 


delete the problem track from the list. Then proceed to "map out the bad track". Note that the FEX 


Read-test is the only sure way to correctly verify the error location. 
3.3 Hardware Issues 
See the document "Disk Drive Compatilbility Issues" for more information on disk drive issues. 
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LAB 4.4: Creating New User Accounts 


This lab project contains three sections: 
Section 1: This section is used to teach you how to create a new user account. 
Section 2: This section lists just the procedure without all the instructional text. 


Section 3: This is a questionnaire that you will complete and hand in after performing the 
lab project. 
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SECTION 1: Instructional Procedure 


1. Creating A New User Account 


On the typical IRIS workstation, there is a good chance of having at least two other users besides 
the console if the workstation is on a network or if it is in an environment where more than one 
person has a need to use it. Whoever is designated the "Administrator" has the responsibility to 
make sure each user has a properly working environment in which to work. This module covers 
the operations required to provide that environment. 


il. OBJECTIVE 


When you finish this lab project you should be able to: 


A. Correctly list the names of all related system administration files that require modification 
when adding new accounts, changing the workstation name, changing the Message-of- 
the-Day, and various other administration functions. 


B. Demonstrate that you can change the name of your workstation. 


C. Demonstrate that you can create a new user account and set the correct user protections 
and permissions for that account. 


~ {Il. PURPOSE 


_y'Teach the student how to add new accounts to the workstation. The project seeks to develop a 
..° basic skill in each student that will help the student to understand some of the basic functions 
... that the system administrator must perform, and it allows each student sufficient time to practice 


some of these skills. 


IV. EQUIPMENT. 


-” A functional IRIS 68020 based workstation. 
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V. PROCEDURE 


Two students will be assigned one IRIS workstation. The two students will work as a team with 
one student making the actual command entries at the primary console. 


You will create a new account; the account name created will be the same as one of the student’s 
last name. 


It is very important that you follow the lab project precisely and do not wander off in your own 
direction. You will have ample time for free-time later in the course. 


During the project you will see five different prompts; the current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n > Student account prompt when in Multi-user mode, where n = command 
number. 

3. JULIE n # Student account prompt when in Super-user mode, where n = com- 
mand number. 

4.# Single user mode. 


5. JULIE login: This prompt appears when you go into Multi-user mode from Single- 
user. 


NOTE: Some of these prompts will change as a result of some of the functions you perform | ce 


during this project. 

The following text will lead you through the execution of several commands. When you are 
required to enter a command, the text recreates the STANDARD OUTPUT for that com- 
mand. Just Keep reading and following the flow of the lab project. 


Also throughout the text are comments that explain what you are doing or what is about to hap: 
pen as a result of executing a command. eo 


@ The commands that you are required to enter are indented and HIGHLIGHTED USING 
BOLD print next to the prompt that would be displayed. 


i.e. #mkdir /usr/people/smith 
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® The stdout of each command or any terminal output that would result from something 
that you are required to do, will be beneath the command, left justified and - 
HIGHLIGHTED USING ITALICS. 


@ The instructional comments that makeup the bulk of the lab. project will be in normal 
print. 


BEGIN ACTUAL PROCEDURE HERE: 


STEP 1: Power on the workstation. 


Power on your IRIS workstation using the front panel switch. You should see the initial PROM 


- monitor message appear at your terminal: 


IRIS (IP2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxOO00000f) 
Configuration Switch: 0x0000 
Multibus Window (2mb) at Megabytes 0 and 1. 
Multibus accessible memory (1mb) begins 
at Physical memory page 300, 
at Virtual address 2000000. 
iris> 


STEP 2: Boot the UNIX System. 
iris > b 

SGI Extent Filesystem 

Loading: md:0:defaultboot 


Text: 038318 bytes 
Data: 0113d8 bytes 


- Bss: 024d7c bytes 
as ~~ Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 


(C) Copyright 1986 - Silicon Graphics Inc. 
real = 4194304 
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kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

qico not installed 

sii0 at mbio 0x07200 ipl 5 

si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 
sil not installed 

sfO floppy (80/2/8) slave 2 

siqO at mbio Ox73fc ipl 5 

$q0 (gic02 cartridge tape) slave 0 

iph0 not installed 

tmt0 not installed 

ikO not installed 

nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbio 0x7ffc ipl 2 
fpa installed 

Ipen not installed 

kernel debugger disabled. 

root on sida ; 

swap on si0b. swplo=0 nswap=64000 


INIT: SINGLE USER MODE 


Welcome to the world of the 
IRIS personal workstation. 





The SGI education department 
hopes that you have a very 
pleasant and informative stay 
with us. a. 


STEP 3: Go to multi-user mode. 





# multi 


# 
INIT: New run level: 2 


Is the date [day month date time time-zone year] correct? (y orn) y 


Do you want to check filesystem consistency? (y orn) y 
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Checking file systems for consistency: 


/dev/si0a 
File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


/dev/siOf 
File system: usr Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 
Mounting: /usr 
Preserved editor files 
Cleared jmp 
Resetting locks and logs 
Hostname: JULIE 
Daemons: 
update 
\ cron 
. .* xnsd 
J .Ipd 
 - Ipsched 
_ Daemons started 





* JULIE login: 


: “STEP 4: Login as Root. 


When performing system administration functions you should be a Super-User or logged in as 
ROOT. . . 


JULIE login: root 
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Step 5: Naming the IRIS workstation. 
The default name of an IRIS workstation is /RIS. The name of all the workstations in the class- 
room are JULIE. If you have more than one workstation on a network, you must assign each 
workstation a unique name. The name can be up to eight characters long and must contain no 
blanks 
Before you create a new user account you will perform the following three functions: 

1. Change the name of your workstation. 

2. Insure that the new name is displayed at login time. 

3. Change your workstation login welcome message. 


Step 6: Changing your workstation name. 


The name of the workstation is established by the character string that is held in the file 
/etc/sys_id. Lets go look at the contents of this file. 


# cd etc 

# more sys_id 
JULIE 
As you can see, the name of your workstation is JULIE. Next look at a file called 
sys_idDEFAULT. This file will not exist on a customer system. It is a copy of the sys_id file as 
it comes from the factory, and it is here for illustration only. 

# more sys idDEFAULT 
IRIS 


You wili now change the name of the workstation by editing the sys_id file using the vi editor. . 
Change the name to some name that you can both agree upon. 


To feel the results of the change you must then re-boot the system, but before you re-boot, I will: 


also have you edit a file called /efc/gettydefs to insure that the workstation name is displayed 
when you login. 
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Step 7: Changing the gettydefs file. 


SS. 


This is the file that is accessed when you login. The /etc/inittab file defines what line to access: - 


first for each of the terminal types: Console (co ), ASCII on one of the ports ( dx ), or dial in ( 
du ). 


The information on each line defines the baud rate, the message to be displayed, and a pointer to - 
the next baud rate to attempt if this rate fails. (remember, depressing the break key forces the 
geity process to fetch the next entry in this file if you receive garbage at your login terminal. ) 






Cine a ; LaNTA Pag ¢ 
si ac ase = the ek f Dyrvartir ae w fe! Za J i . : Pan ae j goat 
yu of” y he A . Ao Ue aH r 
cme | ¢ #more,gettydefs | Y \¢ Bt 10 UE a 
i f m we 


6o_ 9600# 89600 | B9600 SANE TAB3}#\nin\nJULIE login: #co_4800 
co_4800# B4800 # B4800 SANE TAB3 #n\n\nJULIE login: #co_2400 
co_2400# B2400 # B2400 SANE TAB3 #\n\n\nJULIE login: #co_1200 
co_1200# B1200 # B1200 SANE TAB3 #\n\n\nJULIE login: #co_300 
co_300# B300 # B300 SANE TAB3 #A\Nn\nJULIE login: #co_9600 


/ dx_9600# B9600 # B9600 SANE TAB3 #\nin\nJULIE login: #dx_4800 







dx_4800# B4800 # B4800 SANE TAB3 #n\n\nJULIE login: #dx_2400 
dx_2400# B2400 # B2400 SANE TAB3 #r\n\nJULIE login: #dx_1200 
, \dx_1200# B1200 # B1200 SANE TAB3 #\r\n\nJULIE login: #dx_9600 
‘ du_ 1200# B1200 # B1200 SANE TAB3 #\r\n\nJULIE login: #du_300 
oe i\s du_300# B300 # B300 SANE TAB3 #\rin\nJULIE login: #du_1200 


ce "Using the vi editor, change the login in prompt, JULIE login:, to the new name of the work- 
"station established in step 6. Change it on every line in the file. This will insure that the login 
prompt will display the name of the workstation. — 
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Step 8: Changing the Message-of-the-Day. 
Lets first look at the current message. 
# more motd 


Welcome to the world of the 
IRIS personal workstation. 


The SGI education department 
hopes that you have a very 


pleasant and informative stay 
with us. 


Now, using vi, change your message to what ever you want it to say. 


Step 9: Re-booting the system. 


Execute the following commands in the order shown. The output produced by each command is 
not shown since you have seen it many times before. 


# reboot 

iris > b 

# multi 

NEWNAME login: root 


As you booted up the system and logged into ROOT you should have noticed the changes: that at a a 
you made. a 


You are now going to create a new account, using your last name as the new account name. 


Step 10: Adding a new account name to the /efc/passwd file. 


#cd etc 
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# more passwd 


root:Quu1 RiNScs85s:0:0:Superuser//bin/csh 
rootcsh::0:0:Superuser//bin/csh 

rootsh::0:0:Superuser//bin/sh 

daemon:*:1:1:7: 

bin:*:2:2:Binary Files/: 

uucp:*:3:5:UUCP Login Account/ust/spoolV/uucppublic:/usr/lib/uucp/uucico 
adm:*:5:3:Administration/usr/adm: 

uucpadm:*:8:8:UUCP Administration/usr/lib/uucp: 

Ip:*:9:9:Line Printer/: 
tutor::993:997::/usr/people/tutorial/c.graphics/bin/esh 
mexdemos::996:997::/usr/people/mexdemos/bin/csh 
demos::997:997:/ust/people/demos/bin/csh 
guest::998:998::/usr/people/guest/bin/csh 
games:*:999:999:Games/usr/games/bin/sh 

rich:g 1tF9GTITysy2:10:20:Richard Houston/usr/people/rich:/bin/csh 
student:iR5.B3iwOfdX!:1 1:20:class students:/usr/people/student/bin/csh 
student? :w2gmv/cAnjkwi:12.20:class students/usr/people/student1 /bin/csh 


The first step required to create a new account will be adding the new account name to the 
passwd file, but before we do this lets talk about the passwd file. 


_ The /etc/passwd file: 
- @ Determines who can log into the system and who can’t. 


® Contains line entries for each user "account" 





@ Contains special accounts reserved for exclusive UNIX System purposes. 


@ Is readable by everyone. Passwords are encrypted to maintain security. 


a ‘ The IRIS workstation is shipped with six user accounts: 





root, rootesh, rootsh - Super-user accounts with a csh or sh environments. 


: guest- Both a sample user account and a real saa account ae a csh: 
-: -s environment. — 


demos, inexdeirios - Regular and Window Manager demo accounts 
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Special function accounts are used by background UNIX processes while the system is running. 
You can not log into these accounts. 


Daemon This entry is used to indicate to daemons a starting path of root. 


bin Bin also points to root, and is also used to give a reference to a path in which 
the directory bin is found. 

uucp This account is used whenever the system handles uucp requests. It points to 
the general uucp directories. 


uucpadmin Points to the administration files for the uucp handler. 
Ip Generically, Ip points to /dev, relative to root as shown. 
adm Administrative tasks use this account to find the administration directories 
In addition to the pre-defined accounts, each user on an IRIS workstation is given his or her own 


unique account (rich, student, student1, tutor, etc). This is what you are going to add to the file; a 
new user account. 


The file /etc/passwd contains a line for each account on a UNIX system. Each line has seven 








fields separated by colons (: ). py Priv > Page 
ahs FIELD CONTENTS | : 
ee, aasaa’s, 1 Accountname — (97/7 A/ames eee ae 
ee as 2 Encrypted user password MEY CERES 
- 3 User numerical ID VOLE ECE Pe 

7 EIC/ Gang? ——— 4 : Group numerical ID Enely ~ Mo Pee Bnd o 

ae Fa eo *5- Zrivewe! Users real name Avg orl Ctr ee 

Mas week. 6 Home directory (default /) os 

7 Login shell (default is /bin/sh) —- CAgo1z, cs Ba 2 Ge Ke, 


Sh Wop: ra eis 
The following gives a description of each field: - te 


® Account Name 
The account name is the login name of-the new account. This field is searched for by ; 
the login program when the user logs in. Any combination of letters, numbers, and special 
characters (like _) are valid. Generally, account names are under 14 characters in Bi 
and are determined by the user for ease of memorization. 
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@® Password 


12 


The second field is the encrypted password for that user. For new accounts and newly 


shipped workstations, this field will be empty, ie, nothing between the colon delimiters - » 


(::). Users should be made aware that security depends on the complexity of the password 
they choose. Normally users should be required to have a password of at least 6 charac- 
ters (passwd(1) will balk over passwords under 6 characters) and have a mix of letters, 
numbers, and special characters. They should NEVER use their names, initials, or com-_ 
monly known acronyms and nick-names. 


The ( * ) seen in some of the system names (sometimes "“dummy") guarantees that no 
password attempt can log in except a process owned by root. There will be no match 
because any entered attempt will be encrypted into a 13 character password before com- 
parison to whatever string is in the password field. There cannot be a match. 


Password aging is a method to force users to change their password every so often for 
security purposes. It is generally considered an aggravation, but is important in some 
environments. Aging is in effect if the encrypted password is followed immediately by a 
comma and a non-null string of characters. See the passwd(4) section of the UNIX 
Programmer’s Reference Manual. 


User Numerical ID 

The User number represents a number that is assigned to each file the user creates. This 
establishes the ownership of a given file. If two users have the same user number, the sys- 
tem has no way to distinguish them for purposes of directory and file protection. In gen- 
eral, the ownership numbers are sequential, but do not have to be. The key is having a 
unique number for each user. Numbers can go to 999. Owner 0 is always root or super- 
user and should never be assigned to a normal account. 


Group Numerical ID 

The group number is the group identification given to the user at login. When the user 
logs in, he or she has access to a pool of directories and files shared by all users in that 
group. When setting up a new account, provide the group number corresponding to what- 
ever generic group this account should belong to. On the IRIS, a default group of "users" 
is designated as group 20. More on this later. 


Users Name 
Field 5 is used as an information field for any ‘homan reader. In this field can be placed 
the Users name, or a comment or nothing. £ 
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® Initial Working Directory 
- This field contains the account’s default directory. When logged in, the user. will be 
placed in this directory and it will generally be assigned as the users “home” directory. 
Note that in the above example, the guest account is passed to /usr/people/guest. That 
directory will contain the login or -profile to set up the environment a guest would use. 
The default is / (root). . 


@ Program to use as Shell 
Normally a user account will have a shell (/bin/sh or /bin/csh) in this field. For special 
accounts, any program can be located here that will execute when the account name is 
referenced. A pseudo-shell could be created to severely limit access to specific functions 
for a security account. The default is /bin/sh. 


Using vi, add a new line to the passwd file. The account name will be the last name of one of 
the students. Following is an example of what you will add. 


your.last.name:;13:20:your.full.name:/usr/people/your.last.name:/bin/csh 


i.e. 
martin::13:20:Dennis Martin:/usr/people/martin:/bin/csh 


martin This is the account name. 

13 This is the next sequential user number. 

20 This account has been made a part of the user group which has the © 
group ID number of 20. 

Dennis Martin This is the real name of the owner of the account. Note: The ae ‘ ‘ 


name did not have to be his last name, it could have been anything. 


/usr/people/martin This is the pathname to the account. It lives under the 
people directory. 


/bin/esh | This selects the shelf that the user wants to use. 
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NOTE: 


The name martin will be used for illustration throughout this project. You will substitute ..- 


your name in place of martin at the appropriate spots. 


Step 11: Setting up the new user directory. 


Once the /etc/passwd file has been edited, the Administrator should set up the new users account 
directory. 


Create the new user directory using the following command: 
# mkdir /usr/people/martin 


This is the place to which the passwd file points when martin logs in. 


Step 12: Copying .login and .profile or .cshre files. 


The new directory only contains ( . ) and ( .. ), providing no environment for the new user. The 
IRIS workstation has default ./ogin, .profile, and .cshre files available in root that you can copy 
over, or you can use a copy of your own. Enter the new account directory and copy in the 
appropriate file(s). 


NOTE: 


_ We will use .login and .cshrc since we are going to be using the csh shell in the new account. 


#cd /ustr/people/martin 
#cp /.login .login 
#cp /.cshre .cshre 
#Is -a 


.cshre — .login 


If you wanted to use the sh shell, then you would only copy over the .profile file. 


"We will look at the contents of these files later in the project. 


oe 
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Step 13: Changing Protections and Ownerships of the new account. 


Once all the appropriate files have been copied into the directory, you must set the proper owner-- - © — 
ships and protections. Remember, because you are Su or root, everything you have created so 
far is owned by root, therefore martin would not be able to use his directory! 


Lets first look at the contents of our new account directory using the /ong list format of the Is 
command. 


#Is ~-al 
total 4 
drwxrwxrwx 2 root sys 80 = Jul 31 10:23 
drwxr-xr-x —17-—sbin bin 176 Jul 31 10:02 $s 
-[W-F--T-- 1 root sys 41 = Jul 31 10:03 .cshre 
-[W-I--f-- 1 root sys 144 Jul 31 10:03 .login 


As you can see, Martin owns nothing. 


The following sequence of commands will change the ownership of the two new files you just 
copied into the directory. 


# chown martin .login 


#chown martin .cshrce 


#Is -al 
total 4 
drwxrwxrwx 2 root sys 80 Jul 31 10:23 
arwxr-xr-x = 17-—sbin bin 176 Jul 31 10:02 ie 
-W-f--f-- 71 martin sys 41 Jul 31 10:03 .cshre 
-1W-F--f-- 7 martin == sys 144 Jul31 10:03 .login 


Mahe Thee WLR 


Next, you must change the ownership of the directory to martin. 





© 


#cd .. 


# chown martin martin 
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Lets look at the change... 

#Is -al 
total 10 
Orwxr-xr-x 171 bin 
Orwxrwxrwx 19 root 
Orwxr-xr-x 3 demos 
Orwxr-xr-x 8 guest 
Orwxr-xr-x 3 guest 
drwxrwxrwx 2 martin 
Orwxr-xr-x 6 mexdemos 
Orwxrwxrwx 4 root 
Orwxr-xr-xX 3. student 
Orwxr-xr-x 2 student? 
arwxrwxrwx 3 | tutor 


bin 
sys 
demos 
guest 
guest 
sys 
demos 
sys 
user 
user 
demos 


192 
304 
336 
128 
112 
64 

512 
192 
128 
144 
48 
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Jul 31 15:38 
Jul 28 09:36 
Jul 28 09:32 
Jul 28 09:33 
Jul 28 09:35 
Jul 31 15:21 
Jul 28 09:35 
Jul 29 08:38 
Jul 28 09:36 
Jul 28 09:36 
Nov 12 14:00 


demos 
gifts 

guest 
martin 
mexdemos 
rich 
student 
student? 
tutorial 


Initial protection can be set up by the administrator for the user. Notice that martin has a per- 
mission code of 777. The following command will change the permissions. 


#chmod 755 martin 


#Is -al 
total 10 
Orwxr-xr-x = 17-—sibiin 
arwxrwxrwx 19 root 
hoy drwxr-xrx 3 demos 
 drwxr-xr-x 8 guest 
“ drwxr-xr-x 3. guest 
drwxr-xr-x 2 martin 
_... drwxr-xr-x 6 —mexdemos 
“ drwxrwxrwx 4 root 
ae Orwxr-xr-X 3 student 
© drwxr-xr-x 2 studentt 
“ drwxrwxrwx 3 tutor 


bin 
sys 
demos 
guest 
guest 
sys 
demos 
sys 
user 
user 
demos 


192 
304 
336 
128 
112 
64 

512 
192 
128 
144 
48 


Jul 31 15:38 
Jul 28 09:36 
Jul 28 09:32 
Jul 28 09:33 
Jul 28 09:35 
Jul 31 15:21 
Jul 28 09:35 
Jul 29 08:38 
Jul 28 09:36 
Jul 28 09:36 
Nov 12 14:00 


demos 
gifts 

guest 
martin 
mexdemos 
rich 
student 
student? 
tutorial 


You set read, write, and execute for the owner (martin), read and execute only permission to 
everyone else. The new user (martin) should configure his .login or -profile file to set up an 
umask command (see csh or Sh) for individual file and directory protection. 
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Step 14: Setting up Group relationships. 


The group number assigned in the passwd entry for each user corresponds to groups defined in 
the file /etc/group (see group(4)). 


/etc/group format: 
There are three fields: 
@ The name of the group 


© An encrypted password (just like the /etc/passwd file) “”2 7 <<“ ee, 
ee Ke tng 


@ Numerical group ID. 


Lets go look at the /etc/group file as it is when shipped. 
#cd /etc 
#more group 


sys:*:0: ca 
system:*:0: . 
staff:*:0: 
daemon:":1: 
bin:*:2: 
adm:":3: 
sgi_use:*:4: 
uucp:*:5:uucp 
sgi_use:*:6: 
Sgi_use:":7: 
uucpadm:*:8:uucp 
Ip:":9: 
sgi_use:*:10: 
sgi_use:*:11: 
sgi_use:*:12: 
sgi_use:*:13: 
sgi_use:*:14: 
sgi_use:*:15: 

- sgi_use:*:16: 
sgi_use:*:17: 
sgi_use:*:18: 
sgi_use:*:19: 
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user:*:20: 
demos:*:997: 
guest:*:998: 
games:*:999: 


Notice that the user group ID is set to 20. This is the default and the value you entered into field 
4 of the line you added to the passwd file. 


Martin is a member of the user group. 


NOTE: 
The following information is for general knowledge. It assumes a hypothetical system with the 
/etc/group file set as shown by the following listing. It shows you how an account can be 
assigned to more than one group. uae cue . 
Ge" Seer irs tile 

system:*:0: 

staff:*:0: 

daemon:*:1: 

bin:*:2: ° 

adm:*:3: 

sgi_use:*:4; 

uucp:*:5:uucp 

sgi_use:*:6: 

sgi_use:*:7: 

uucpadm:*:8:uucp 

Ip:*:9: 

_Sgi_use:*: 10: 

sgi_use:*:11: 

sgi_use:*:12: 

sgi_use:*:13: 

sgi_use:*:14: 

sgi_use:*:15: 

sgi_use:*:16: 

sgi_use:*:17: 

sgi_use:*:18: 

sgi_use:*:19: 

user:*:20: 

wimps:*:21: Sule ng. a 

bigguys:*:22: 27“ 

football:*:22:wimps, bigguys 

nerds:*:30:martin,rich,mzl 

. demos:*:997: 
guest:*:998: 
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games:*:999: 


There are two ways to add users to a group. The first is by the /etc/passwd group ID field. If 
martin was assigned to group 22, he would be assigned to the group "bigguys" (see the above 
file listing). If you also wanted to assign him to the group "football", you can add his group to 
the football group (ostensibly to do in the "wimps" group) or simply add his account name to the 
group as exemplified by the group “nerds.” 


To use his group affiliation, the user executes the command newgroup(1). Su can setup the 
group password by entering into the group and executing the passwd(1) command. 


The file (/etc/group) is readable to all so it can be used as a resource to anyone and because pass- 
words are encrypted. If a password is placed in the second field, anyone attempting to access a 
file shared by that group would have to enter a password first. If nothing is in this field, no pass- 
word is requested. * permits any user of that group to Newgroup into it without a password. If 
the user is not part of that group, he is prompted for a password, but none will match the *. 

What you want to do now, is change the group that your new directory belongs to. 


Lets again change directories to the new directory. 


#cd /usr/people 


#Is -al 
total 10 
Orwxr-xr-x 17 bin bin 192 Jul 31 15:38 
arwxrwxrwx 19 root sys 304 Jul 28 09:36 es 
Orwxr-xr-x 3 demos demos 336 Jul 2809:32 demos 
COrwxr-xr-x 8 guest guest 128 Jul2809:33 gifts 
arwxr-xr-x 3 guest guest 112 Jul2809:35 guest 
drwxr-xr-x 2 martin sys 64 Jul 3115:21 martin 
_Orwxr-xr-x 6 mexdemos demos 512 Jul 2809:35 mexdemos 
drwxrwxrwx 4 root sys 192 Jul 29 08:38 rich 
Orwxr-xr-x 3. student user 128 Jul 28 09:36 student 
Orwxr-xr-x 2 student? user 144 Jul 28 09:36 student? 
Orwxrwxrwx 3 tutor demos 48 Nov1214:00 _ tutorial 


Notice that martin belongs to the syS group. This is the way it was created. Lets change it...! 


#chgrp user martin 
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#Is -al 
total 10 
Orwxr-xr-x 171 bin bin 192 Jul 31 15:38 
arwxrwxrwx 19 root sys 304 Jul 28 09:36 - 
Orwxr-xr-x 3 demos demos 336 Jul 28 09:32 demos 
Orwxr-xr-x 8 guest guest 128 Jul 28 09:33 gifts 
Orwxr-xr-x 3 guest guest 112 Jul 28 09:35 guest 
drwxr-xr-x 2 martin user 64 Jul 31 15:21 martin 
drwxr-xr-x 6 mexdemos demos. 512 Jul 2809:35 mexdemos 
Orwxrwxrwx 4 root sys 192 Jul 29 08:38 rich 
drwxr-xr-x 3. student user 128 Jul 28 09:36 student 
Orwxr-xr-x 2 _ student? user 144 Jul 28 09:36 student? 
drwxrwxrwx 3 — tutor demos 48 WNov1214:00 _ tutorial 


Your account is now set up where you own it. When you create any new files using the editor, 
those files will also belong to you. Any new directories you create under your top directory will 
also belong to you. 


Step 15: Setting up your account environment. 


The ./ogin and .profile files have the following default formats. 


! 
i 


? 


login: At ps Tfeys 
setenv SHELL /bin/csh 
Stty erase *“H’ kill ’*U’ intr °C’ echoe 
set ignoreeof noglob ae eer ee 
set tmp = (‘tset -S -Q‘) ee >A Ee Oe 
setenv TERM $tmp[1] 
unset noglob 


profile: 

SHELL=/bin/sh 
TZ=‘cat /etc/TZ‘ 
export SHELL TZ 


___ stty erase’°°H’ kill “U” intr °C’ echoe _ 
‘eval ‘tset -S -Q‘ ; TERMCAP= 
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It is generally left to the user to add detail to his/her .login or .profile files to setup their environ-- 
ment. Details can be gleaned from the description found in CS/(1) and sh(1), or by looking at 
other users — 


Remember, it is these files where alias commands are placed, your search rule is expanded, 
special programs you want run when you login, etc. 


A Final Note: 

Once the administrator has performed the above, the user will generally be able to do his/her 
thing without further difficulty. If the usr is going to be using a remote terminal, printer, and/or 
dial in via modem, there are a few more things to do before the user is properly set up on the sys- 
tem. Each of these things will be covered by the next lab project. 


You should now logout of ROOT and login to your new account. Try changing your account 
prompts by editing .cshrc and adding the lines of code that control the prompts (see 
/usr/people/student/.cshrc). 


Create a new sub-directory in your account and using vi, create a new file. Look at the owner- 
ship of the new directory and file to verify that they belong to you. 


When you are satisfied that you can create a new account, answer the questions in section 3 and 
hand them into your instructor. 
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SECTION 2: Generic Procedure 


This section shows only the actual steps required to add a new user account to the workstation. 


The IRIS OWNER’S GUIDE, Series 3000, gives an outline of this eo This lab project 
uses a slightly different approach, but the results are the same. 


The numbered steps of this section are different then section 1, because, the steps showing the 
boot process are not listed. 


Naming the IRIS workstation 
STEP 1: Become Super-user or login as ROOT. 
STEP 2: Using vi, edit /etc/sys_id and change name. 


STEP 3: Edit /etc/gettydefs, changing each line prompt 
name to the new workstation name. 


STEP 4: Reboot the system. 


. Adding a new account to the system 
STEP 1: Edit /etc/passwd, add line for the new account. 
STEP 2: Create the new user directory 

mkdir /usr/people/new.name 


STEP 3: Copy ./ogin and .cshrc or .profile into the new directory. 





STEP 4: Change the ownership of the environmental files just copied. 
STEP 5: Change the ownership of the new directory. 


STEP 6: Change the permissions of the new directory. 
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STEP 7: Edit /etc/group, adding user to other desired groups. 


STEP 8: Change the group affiliation of the new account to desired 
group. 


STEP 9: Modify environmental files to fit your needs. 
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SECTION 3: Review 


Student Name: 


Please complete the review and hand it into your instructor. 


1. 


24 


What file do you edit to change the workstation name? 
SYS5_LA 


What file do you edit to insure that the workstation name is displayed at login time? 


Label 





What file do you edit to add a new account name to your system? 
JET CL J eal 


How many fields are there in each entry of the /etc/passwd file? 


Z 


What does field 3 (of a passwd entry) define? 


jet TA . 


Do user ID numbers have to be sequential? 


Vo 


Can two accounts have the same user ID number? 


_ Ghayeld oT | | 
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8. | You want a new account to use the C-shell. Show the correct statement that you must 
place into field 7 of the passwd entry. 


LEE ih -_ ch 


9, What files define an accounts environmentals? 
- Me y CSE te 


10. What is the command that you use to change file or directory ownerships? 
oe 
Choy vie Fyie tl s 


11. What is the command that you use to change permissions? 
thimad, = Frdealenr 


12. What is the file that defines what group or groups a user will belong to? a: 
Croup Lf) 


Bf 
SET Cf G-pufr Je fi [4K A0ed Uf 


13. Cana user belong to more than one group? What file defines this? 








14. What is the command that you use to change the group affiliation of a file or directory? 


Z feup —. ae : 

CA Z 7 e pes p 71.0" : 
a) # 

TOP oe a 
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This lab project contains four sections: 


Section 1: This section is used to teach you how to add an ASCII terminal to your work- 
station. 


Section 2: This section is used to teach you how to add an ASCII printer to your work- 
station. 


Section 3: This section lists just the procedures without all the instructional text. 


Section 4: This is a questionnaire that you will complete and hand in after performing the 
lab project. 
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SECTION 1: Instructional Procedure 


\ 


I. Adding an ACSII terminal 


The IRIS provides RS232 and network access to itself through the three ports located on the rear 
of the machine, and through 32 XNS network or 8 TCP ports. Theoretically, a given IRIS can 
support 35 concurrent users. 


Terminal support is provided through a chain of software events as summarized below: 
@ init generates gettys on each port allocated for terminals. 


@ getty generates the login prompt at a baudrate specified in /etc/gettydefs. When the user 
+ gives his/her login id, getty passes it to and initiates login. 


@ Jogin prompts for the password, initiates a number of system variables and starts a shell 
specified in /etc/passwd. 


Adding a new terminal requires the editing of several system files to properly handle the remote 
_terminal. . 
_ I. OBJECTIVE 
| % When you finish this lab project you should be able to: 


A. Correctly list the names of all the related system administration files that require 
modification when adding an ASCII terminal or printer. 


B. Demonstrate that you can add an ASCII terminal to your workstation and correctly 
- modify all the related files. 





-& *C. Demonstrate that you can add an ASCII printer to your workstation and correctly modify 
all the related files. ae 


wh 


Ill. PURPOSE 
Teach the student how to add ASCII terminals and printers to the workstation. The project seeks 


to develop a basic skill in each student that will help the student to understand the functions 
required when adding an ASCII terminal or printer and other options or devices that require 
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similar tasks. Each student is allowed sufficient time to practice some of these skills. 


IV. EQUIPMENT. 


A functional IRIS 68020 based workstation, an ASCII terminal and printer. 


V. PROCEDURE 


Two students will be assigned one IRIS workstation. The two students will work as a team with 
one student making the actual command entries at the primary console. 


It is very important that you follow the lab project precisely and do not wander off in your own 
direction. You will have ample time for free-time later in the course. 


During the project you will see five different prompts; the current prompt is determined by 
where you are in the workstation systems. 


1. iris > The prom monitor. 

2. JULIE n > Student account prompt when in Multi-user mode, where n = command 
number. ‘ 

3. JULIE n # Student account prompt when in Super-user mode, where n = com. 
mand number. vis 

4.# Single user mode. 


5. JULIE login: This prompt appears when you go into Multi-user mode from Single 
user. 


NOTE: Some of these prompts may be different as a result of some of the functions you ber. 
formed during the last lab prvieets pete 





The following text will lead you through the execution of several commands. When you are . : | 


required to enter a command, the text recreates the STANDARD OUTPUT for that com - 
mand. Just keep reading and following the flow of the lab project. 


Also throughout the text are comments that explain hat you are doing or what i is about to hap- 
pen as a result of executing a command. 
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© The commands that you are required to enter are indented and HIGHLIGHTED USING — 


BOLD print next to the prompt that would be displayed. 


ie. #telinit q 


@ The stdout of each command or any terminal output that would result from something 
that you are required to do, will be beneath the command, left justified and 
HIGHLIGHTED USING ITALICS. 


® The instructional comments that makeup the bulk of the lab project will be in normal 
print. 


BEGIN ACTUAL PROCEDURE HERE: 


STEP 1: Power on the workstation. 


‘Power on your IRIS workstation using the front panel switch. You should see the initial PROM 
: monitor message appear at your terminal: 


7 IRIS (p2 - Revision B) Monitor Version 3.0.7 December 20, 1985 
Memory Size 4mb (Physical Map (1mb/bit) OxOO00000f) 
Configuration Switch: 0x0000 
_ Multibus Window (2mb) at Megabytes 0 and 1. 
_Multibus accessible memory (1mb) begins 
'. at Physical memory page 300, 
_ at Virtual address 2000000. 
_. tris> 





«. STEP 2: Boot the UNIX System. 


iris >b 
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SGI Extent Filesystem 


Loading: md:0:defaultboot 
Text: 038318 bytes 
Data: 0113d8 bytes 
Bss: 024d7c bytes 
Jumping to load program ~ 20000400 


SYSTEM 5 UNIX #0 [Wed May 7 04:49:59 PDT 1986] 

(C) Copyright 1986 - Silicon Graphics Inc. 

real = 4194304 

kmem = 561152 

user = 3633152 

bufs = 819200 (max=16k) 

dsd0 not installed 

gicd not installed 

sii0 at mbio 0x07200 ipl 5 

si0 (Hitachi 512-17 name: Hitachi 512-17) slave 0 

sil not installed 

sfO floppy (80/2/8) slave 2 

siq0 at mbio Ox73tc ipl 5 

sq0 (qic02 cartridge tape) slave 0 — 
iphO not installed OY i 
tmt0 not installed 

ikO not installed “4 | 
nx0 (FW 2.5 HW 4.0) (0800. 1400.3948) at mbio Ox7ffc ipl 2 i ae 
fpa installed At 

Ipen notinstalled _ 

kernel debugger disabled. 

root on sida 

swap on si0b. swplo=0 nswap=64000 


r 
WA 





INIT: SINGLE USER MODE 


Welcome to the world of the 
IRIS personal workstation. 


The SGI education department . 
hopes that you have a very . 
pleasant and informative stay 
with us. 

# 
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STEP 3: Go to multi-user mode. 


# multi # 
INIT: New run level: 2 


Is the date [day month date time time-zone year] correct? (y orn) y 
Do you want to check filesystem consistency? (y orn) y 
Checking file systems for consistency: 


/dev/sida 
File system: root Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 

** Phase 3 - Check Connectivity 

** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 

nnn files nnnnn K used nnnn K free 


/dev/siOf 
File system: usr Volume: SGI 


** Phase 1 - Check Blocks and Sizes 
** Phase 2 - Check Pathnames 
** Phase 3 - Check Connectivity 
** Phase 4 - Check Reference Counts 
** Phase 5 - Check Free List 
nnn files nnnnn K used nnnn K free 
Mounting: /usr 
Preserved editor files 
Cleared /Amp 
Resetting locks and logs 


“© -" Hostname: JULIE 






Daemons: 


“update me 
ion. @ron . 2 


“” xnsd 


pd — | 
_. Ipsched * 7 ae ee 
Daemons started . 


- JULIE login: 
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STEP 4: Login as Root. 


When performing system administration functions you should be a Super-User or logged in as 
ROOT. 


JULIE login: root. 
Before you add the terminal, the following information is presented as a review. 


Devices & Ports 


Devices are special files located in /dev that point to kernel resident device drivers. Those dev- 
ice drivers perform all of the I/O between a calling process and whatever physical device is 
being accessed. The advantage of such an architecture is that devices can be written to and read 
from just like any file. 


All hardware devices supported or attached to the system must have a corresponding device if it 
is to be used. Normally, the dévice will be located in /dev and will be given a name reflecting 
the device it supports. The following list represents the normal devices provided with the IRIS: 


. SR: 





Console 
console 
syscon Linked together as same device 
systty 
Disks 
ip0a -h 474Mbyte fujutsu (Block) 
rip0a - h 474Mbyte fujitsu (Character) 
ipla-h Second Fujutsu (Block) 
ripla-h Second Fujitsu (Character) 
md0a - h Vertex (or other) 72Mbyte (Block) 
rmd0a - h Vertex 72Mbyte (Character) 
mdla-h Second Vertex (Block 
rmdla-h Second Vertex (Character) 
sida -h . Fujitsu/Hitachi 170Mbyte (Block) 
rsi0a - h *° Fujitsu 170Mbyte (Character) 
sila-h Second Fujitsu 170Mbyte (Block) 
rsila-h Second Fujitsu 170Mbyte (Character) 
’ Floppy disks . 
 mf0a Standard Floppy (Block) 
rmf0a Standard Floppy (Character) 
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sf0a 3030 Floppy Controller (Block) 
rsf0a - 3030 Floppy Controller (Character) 

Memory 

kmem User memory (Kernel space real-time memory) 

mem User memory 

Tapes 
mtl Linked with rmt1 
rmtl Streamer rewind after read (Character) 
rmt2 Streamer no rewind after read (Character) 
rmt3 1/2" rewind after read (Character) 
rmt4 1/2" no rewind after read (Character) 

Streamer 
sqO (Block) 
nrsqO (Character) 

Terminals 
tty Returns your terminal name 
ttyTO - T7 TCP/IP ports (8 is the max) 
ttydO - d3 RS232 ports 
ttyn0 - ttyn31 XNS Network ports es 
ttyw0 - ttyw9 Textports ee 

oe Tektronics 
tek Tektronics printer (Character) 
IBM 3270 

pxd Supports the IBM card (3270 interface controller) 

GPIB 
ib0 -9 GPIB (IEEE 488) controller 


oa STEPS: Terminal hardware connection. 


~The IRIS is perfectly happy with a 3-wire connection toa terminal, provided that pins 2 & 3 are 
- ““erossed. In other words, use a null modem cable with at least pins 2, 3, and 7 connected. Termi- 
nals that require additional pins can be handled by either providing those connections to the IRIS 
or by jumpering. See the following tables on modems for a detailed pinout for cabling.. 
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The RS232 hardware connections 


The serial ports on the IRIS are designed to connect directly to Data Communications Equip-:- 
ment (DCE) such as modems, via a modem cable. A modem cable has pin 1 of the connector 
on one side connected to pin 1 of the other connector, pin 2 to pin 2, and so forth. The following 
table shows the pin definitions for the IRIS and for the modem cable. 


Modem Cable 


IRIS Modem Signals 
Chassis ground 
Transmit data 
Receive data 
Request to send 
Clear to send 
Carrier detect 
Data set ready* 
Data terminal ready 
Signal ground 
*Pin 6 is used only for ttym2. 





UBMAeUawWnNe 


1 
Z 
3 
4 
5 
8 
6 
20 
7 


Pin Definitions for Modem Cable 


Connecting the IRIS directly to Data Terminal Equipment (DTE), such as terminals and ‘ 


printers, requires a different cable arrangement, a null modem cable. The following table. 
lists the pin definitions for a null modem. The pin numbers that are shown separated by commas 
(, ) should be connected together and also to the other pin or pins listed in the same row. 


Null Modem Cable 


IRIS _ Terminal Signals 
1 Chassis ground 












3 Transmit data 
2 Receive data 
8 Request to send/Clear to send 






4,5* Carrier detect 

20 -« Data set ready* 
6,22* _— Data terminal ready 
~ Signal ground 
*These connéctions may be necessary on the terminal side. 






IBAwoAwne 





Pin Definitions for a Null Modem Cable 
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These pin definitions work with any serial device that complies with the RS-232C specification. © 


Most printers work with simpler cabling. If the printer is to be used via a modem, the following. *’ | 


table should be used. Refer to your printer manual for more details. 


Simplified Null Modem Cable 


IRIS Printer Signals 
1 
















1 Chassis ground 
2 3 Transmit data 
3 2 Receive data 
4,5 _ Request to send/Clear to send 





[6]*,8,20 Carrier detect/Data set ready* 
Signal ground 
*Connect 8,20 of printer to 6 of IRIS for modem control. 





Simplified Null Modem Pin Definitions for Printers 


Most terminals do not require the various handshaking lines such as clear to send or data set 
ready, and will work with a three-wire null modem cable. The following table lists the pin 
definitions fo the three-wire null modem cable. 


Three-wire Null Modem Cable 
IRIS ‘Terminal Signals 


3 Transmit data 
2 Receive data 


7 Signal ground 











“wh 





P Three-wire Null Modem for Terminals 


- _ The following table summarizes the types of cables to use with different peripherals. 





Cable Usage 
Peripheral Cable 


Modem Modem cable 

Terminal - Null modemy,. 
Printer Simplified nnull modem 
CRT _ Three-wire null modem - 



















. Summary of Cable Types : 
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NOTE: 


As of software release 3.4 only the Three-wire Null Modem Cable is supported on 
the IRIS. Future releases will support the other cable configurations. You should. ~:~ ~° - 
check with the Hot Line if you are not sure what cable configurations are currently ~- 
supported. 


To connect an ASCII terminal to the cabinet attach an RS-232 cable (null modem) from the 
ASCII terminal to the IRIS RS232 port 2, 3, or 4 (located on I/O panel in back of the IRIS). 
Note: 

Since your training workstation already has two ASCII terminals attached, you will not make 
any physical connections. You may want to pull off the three-wire connector and examine it 
before continuing with the project. 


The project will actually have you remove the terminal and then place it back on line. 


STEP 6: Editing /etc/inittab. 


/etc/inittab determines which ports are open for terminal support, and initiates a getty for that 
port. It is the first part in the chain of events for terminal support. 


The Format of /etc/inittab is fairly simple. Lets look at the file. 





ae 
: ably alert 


rect Eo seed 


Ae - tee #cd /etc ie er ; ok 
6jug! rie Li ee oe, Mey yt 


nl | a Wy ae oe inittab Kons Fook : 





dow) 


b1::bootwait/etc/ocheckrc’</dev/console >/dev/console ork 1 
bet re::wait/etelre 1>/dev/éonsole 2>&1- °™" 7° 4 


L wr TS 


et -_ pf:powertail/etc/powerfail 1>/dev/console 2>&1 


cot. ¢o; ‘respawn/etc/getty console co_9600 none LDISCO 


Hens? d1::respawn/etc/getty ttyd1 dx_9600.none LDISCO Tc pov Necks 1 "ry the 

pat 3 respawn/etc/getty ttyd2 dx_9600 none LDISCO a oo 
3:x:respawn:/ete/getty ttyd3 dx_9600 none LDISCO . if pres tadlty INS 

g Te ie My ‘10:3:respawn/ete/getty ttyTO dx_9600 none LDISCO vats 

; t1:3:respawn/etc/getty ttyT1 dx_9600 none LDISCO | ee ca 


t2:3:respawn/etc/getty ttyT2 dx_9600 none LDISCO 
| 3:3:respawnetc/getty ttyT3 dx_9600 none LDISCO 


ter i& 
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a t4:3:respawn//etc/getty ttyT4 dx_9600 none LDISCO 
Av t5:3:respawn-/etc/getty ttyT5 dx_9600 none LDISCO 


t6:3:respawn//etc/getty ttyT6 dx_9600 none LDISCO - 
t7:3:respawn-/etc/getty ttyT7 dx_9600 none LDISCO 


The line containing co_9600 and those below it determine which ports init will start getty 
processes running against. Each line contains four fields separated by colons. For example: 


d3:x:respawn/etc/getty ttyd3 dx_9600 none LDISCO 


‘ The ID representing the port 
Ruw ole 
x rstate. This field is rather complex, but for now the x indicates that this line is 
ignored by init. An empty field turns this line "on", and a getty process will be 
started against the terminal. 


respawn _ This is an instruction to tell init to reinitialize the getty on this port if the getty 
process should die. All terminal support ports should have respawn in this field. 


fetc/getty This field specifies to init which process to spawn or respawn. getty is used to 
set the login prompt and receive the user’s login id. 


ttyd3 This is the device getty will be running on. Be extra careful not to have two 
users running on the same port. 


-dx_9600 getty uses this field to determine which line to look at in the gettydefs file (see 


‘ below). That line will determine the baudrate and login prompt with which getty 
services the port. 
none The type argument is a character string describing to getty what type of terminal 


is attached to the line in question. The default, in this case is none; i.e., any CRT 
or normal terminal unknown to the system. 





ie LDISCO The optional fourth argument, linedise, is a character string describing which 
line discipline to use in communicating with the terminal. 


a 


Since, the lines that begin with co, d1, and d2 do not contain an " x " in the second field, getty 
processes should have been started against these terminals by the init process. 


Lets look and see... 
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#pS -aux 

USER PID %CPU %MEM.SZ RSS TT STAT TIME COMMAND 

root 445 47.7 3.5 172 116 d1 R 0:01 pS -aux 

root 79 0.0 2.1 108 68 di i 0:04 J/etc/getty ttyd1 dx_9600 

root 57 0.0 0.6 12 12 w0O S$ 0:00 /etc/update 

root 60 0.0 1.1 44 32 wd ! 0:00 /etc/cron 

root 78 0.0 1.2 48 32 wd ! 0:00 -csh (csh) 

root 2 00 0.2 640 0 ? +O 0:04 pagedaemon 

root 1 0.0 1.8 64 56 ? 7 0:04 INIT2 

root Oo 00 0.1 (on °) ? OD 0:04 swapper 

daemon 72 0.0 1.5 60 44 wd S$ 0:00 /usr/lib/ipd 

root 69 0.0 1.5 60 44 n31 l< 0:00 /etc/xnsd /usr/local/boot 

root 80 0.0 1.2 48 32 ad2 |! 0:00 /etc/getty ttyd2 dx_9600 

lo 75 0.0 2.1 76 68 ? | 0:00 /usr/lib/ipsched 


As you can see, two getty processes are running against the ports of ttyd! & ttyd2. The console 
(which you are on) had a getty process started against it, but when you logged on, the getty pro- 
cess was terminated and the shell (csh ) was started for that device. 

You are now going to stop the getty process for port d1. 

Edit /etc/inittab and place an "x " in the second field of the line for port 2 ( d1 ). 


The next command will cause the init process to again access the file. 


Be Sef 
eg abe 


# telinit q 
Lets look at the result of init process. 
#ps -aux 


USER PID %CPU %MEM SZ RSS TT STAT TIME COMMAND 








root 445 47.7 3.5 172 116 di R 0:01 ps -aux 

root 57 0.0 0.6 12 12 wd §S 0:00 /etc/update — 

root 60 0.0 1.1 44 32 wd! 0:00 /etc/cron 

root 78 0.0 1.2 ' w0 | 0:00 -csh (csh) 

root 2 00 0.2 ? OD 0:04 pagedaemon 

root 1 OO 1.8 a al 0:04 INIT2 : : 
root 0 60.0 0.1 ? OD 0:04 swapper re 
_daemon.72 0.0 1.5 wO S 0:00 Jusrlib/pd * 

root 69 0.0 1.5 n31_ l< 0:00 /etc/xnsd /usr/local/boot 

root 80 0.0 1.2 d2 | 0:00 /etc/getty ttyd2 dx_9600 
Ip 75 00 21 2? | 0:00 /usr/lib/ipsched 
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As you can now see, only one gefty process is now running. 


O.K, edit the file again and bring port 2 back on line. Then execute the felinit q command again. 
Once you get the terminal you took off line back on line, move to one of the ASCII terminals 
and login as student. After you login perform the ps -aux command and verify that a shell is 
now running in place of the getty process. 


Logout of the ASCII terminal after you execute the ps command. 


STEP 7: Editing the /etc/gettydefs file. 


The file /etc/gettydefs provides the getty process the information it needs to fully support a 
user On a terminal line. Lets look at the file... 


#cd /etc 

#more gettydefs 
! | co_9600# B9600 # B9600 SANE TAB3 #\r\n\nJULIE login: #c0_4800 
| co_4800# B4800 # B4800 SANE TAB3 #\r\in\nJULIE login: #co_2400 
co_2400# B2400 # B2400 SANE TAB3 #\n\n\nJULIE login: #co_1200 
co_1200# B1200 # B1200 SANE TAB3 #\n\n\nJULIE login: #co_300 
| : ” ¢0_300# B300 # B300 SANE TAB3 #\An\nJULIE login: #co_9600 


“ ax_9600# B9600 # B9600 SANE TAB3 #\r\n\nJULIE login: #dx_4800 





& ; dx_4800# B4800 # B4800 SANE TAB3 #irin\nJULIE login: #dx_2400 
| ax_2400# B2400 # B2400 SANE TABS #\r\n\nJULIE login: #dx_1200 
" dx_1200# B1200 # B1200 SANE TABS #i\r\n\nJULIEogin: #dx_9600 
7 du_1200# 51200 #B1200 SANE TAB3 #\ri\NJULIE login: #du_300 
- du_300# B300 # B300 SANE TAB3 #\rin\nJULIE login: #du_1200° 
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Each line has five fields summarized below: 


co_9600 . This is the name pointed to by the last field of an inittab entry. For 
example, if the getty on port ttyd2 was given co_9600 in inittab, then 
the getty would start using the information on this line in gettydefs. 


B9600 This is a termio(7) baudrate used if no terminal type has been passed 
to getty. In that case, getty will service the port at the speed specified 
using "raw" (dumb teletype) mode. 


B9600 SANE TAB3 This is the "final flags" field. This field is used to condition the line 
using termio(7) parameters before getty executes login. This field 
can also be empty. The default settings include: 


B9600 The initial baudrate 


SANE A flag ensuring a rational handling of the port between the 
processor and the terminal. One of a limited number of ter- 
minal types could also be put here (see gefty(1)), but gen- 
erally is not done. Getty’s function is served with a 
minimum functionality, permitting the default dumb tty 
interface until /ogin is started. 


TAB3 This converts tabs to spaces on the terminal 
m IRIS login This field contains the prompt printed to the terminal by getty. | 


co_4800 This field points to another line to go to if the terminal sends a 
BREAK signal. This is used by getty to adjust baudrates. 


Commonly, the gettydefs baudrate sequence will be: 





9600 will point to 4800 
4800 will point to 2400 
2400 will point to 1200 
1200 will point to 300 
300 will point to 22600 


The administrator can restrict or aaa the Sequence to include any expected baud rate. 


You should now edit the /etc/inittab file and change the pointer into the /atcigettydets file for 
one of the ASCII terminals. Select dx_4800 baud rate for the terminal. 


Reboot the system, go to multi-user and verify that garbage appears at the ASCE terminal when 


Student Workbook 15 


IRIS WORKSTATION COURSE Chapter 1 
68020 Based LAB 4.5: Adding ASCII Devices 


the login prompt is displayed. 


When you depress break, garbage will still be printed. This is because each line in gettydefs for: 
the ASCII terminal (the lines beginning with dx) point to themselves. Edit gettydefs, changing 
each line to point to the next baud rate, with h x 1200 pointing to dx_9600. (This is the way the 
console [ co_XXXX_] is set up) 


Reboot the system again and verify that now when break is depressed, the correct baud rate will 
be found by continual depressions of break. 


STEP 8 : Editing the /etc/ttytype file. 


The ttytype file is read by the /ogin process when the user attempts to login to a given port. 
Login checks the port, takes the terminal type and uses it to get appropriate terminal control 
information from termcap(5). If your terminal does not have a definition in fermcap, you must 
pick an equivalent entry or create one. 


/etc/ttytype looks like the following: 


wsiris systty 
wsiris console 
wsiris syscon 
?v50am_ttyd1 
?du ttyd2 
?du ttyd3 
?v50am_ttyn0 
?v50am __ ttynt 
?v50am__ ttyn2 


?v50am ttyn31 





“© ‘The first column should be set to the terminal type. Defaults have been built in expecting a 
VTS50 terminal. If the workstation is to be attached to a net with other IRIS workstations, you 

-& Should change the v50am entry for each permitted net port (ttyn*) to wsiris as the initial termi- 
nal type. 


_ The leading ? before most of the entries is a prompt indicane: When. a person logs in, ind? ) 


causes the system to ask if the default is acceptable ( (v5Qam?) ). The user can hit ‘return 
to accept the default or enter another terminal type. We 
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/etc/termcap 


The /etc/termcap file contains protocol descriptions for a large number of common terminals. 
If your terminal type is not listed, you can create an entry of your own. 


Display /etc/termcap and see how many different terminals are supported. 


tset and stty 


Each user’s shell startup file (.login or .profile) should contain tset and stty commands that use 
information from /etc/ttytype and /etc/termceap to initialize the terminal interface. This way, 
each user can configure his/her own terminal environment. The IRIS workstation provides 
examples in the root (/) .login and .profile files: 


login: 
stty erase **H’ kill ’°U’ intr ’*C’ echoe 
set ignoreeof noglob 
set tmp = (‘tset -S -Q‘) 
setenv TERM$tmp{1] 
unset noglob 

-protile 


stty erase "°H’ kill ’*U’ intr ’*C’ echoe 
eval ‘tset -S -Q* ; TERMCAP= 


When you created the new account (the last lab project) you copied over these basic files. These 
lines of code are in these files and the user then adds to these files all the instructions and com- ah 
mands he/she wants for a custom account environment. mae 





STEP 9: Test the Terminal 


kg 


a 
You have already peftocned what would be the final steps of installing a new ASCII terminal, 
they are: 
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@. Inform init of the change to /etc/inittab by typing the command: -.. 
telinit q 
Entering this command causes init to read /etc/inittab and start a getty process running on 


the terminal port. 


@ Hit the return key on the terminal, making sure the prompt appears, ungarbled. If trash is 
printed, hit BREAK until the right stuff shows up. Then change either the terminal 
configuration or the inittab file to begin with the correct baud rate. 


The user should now be able to use the remote terminal without difficulty. 


Remember, section three of this lab project gives only the procedure without all the instructional 
comments. 
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SECTION 2: Adding an ASCII Printer 


In the following procedure, steps 1-8 serve only to test the printer. Once you are sure you have: 
the correct parameters for the printer you are using, and it is printing correctly, step 9 illustrates 
how to edit /etc/rc and make the required changes that insure the printer will be configured. 
every time the system is booted. 


STEP 1: Connecting the Printer to the IRIS. 
To connect a printer to the cabinet, attach an RS-232 cable (null modem type) from the printer to 
"Port 2" , "Port 3" , or "Port 4" on the standard I/O panel. The manual for the printer should 


have a specification for its RS-232 interface and may require some jumpering of RS232 pins. 
Most modern printers are 3-wire null-modem compatible. 


STEP 2: Configuring the Software for a Printer Connection. 
To enable the software for connecting a printer to the IRIS: 
@ Log in as root or become the super-user by entering the su command. 


@ Edit the file /etc/inittab to disable getty on the port to which the printer is connected by: 
entering an ’x’ in the second field corresponding to that port. 


@ Inform init of the change to the /etc/inittab file by typing the command: 
# telinit q 
Entering this command causes init to read /etc/inittab and kill the getty for the port. 


@ Inform the shell of the port you have chosen by giving the port’s device name. 





In the following command examples, the asterisk (*) represents d1, 02, or G3. (see = A 


table on next page for related, J@ev devices when adding terminals or printers) 
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SERIAL DEVICE NAMES 







/dev/console Console terminal 
/dev/syscon System console (linked to /dev/console) 
/dev/systty System tty (linked to /dev/console) 
/dev/ttyd1 Serial on standard I/O panel 

/dev/ttyd2 Serial on standard I/O panel 

/dev/ttyd3 Serial on standard I/O panel 

/dev/ttym2 Serial used with modem control 

















Sused in lieu of ttyd2 
If using csh: oper, 
fr # set port=idevfty) 
ry? a 
If using sh: if 
# port=/dev/tty* 


The above commands set a variable (port) equal to the value /dev/ty*. Throughout the pro- 


. cedure, this value (which is the device name of the interface for the printer) is used every time 


the variable port is used in a command. 


ie. set port=/dev/ttyd3 


STEP 3: Give all users permission to access the port. de TH 


ue “we ; 
#chmod 222 $port —_y?® EP : 
: B® aes “ 
, ; i , yer Ie 
“ NOTE: Gi ae Do 


”. The variable ports being used in the above command. Remémber, it was created i in STEP 2. If 
you had not fag the-variable, then the compe, devices ame would have to be entered at this 
point. 





ie. chmod 222 /dev/ttyd2 
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STEP 4: Change the owner of the device to root and its group to sys: 
#chown root $port 


#chgrp sys $port 


STEP 5: Link the device file for the printer port to /dev/Ip. 
#rm -f /dev/ip 


#In $port /dev/Ip 


STEP 6: Open the device file. 
UNIX automatically resets the baud rate and terminal modes for all serial devices after programs 
open and close a device file. Therefore, before setting up the printer parameters, you must first 


run a program to open the device file for the printer and keep it open. Type these lines to the 
shell: 


, A, leat ev fetid if pic de? 
If using csh: ws ed | ee 


# sleep 10000000 <$port >& /dev/null & 
IB? 
If using sh: 


# sleep 10000000 <$port 2> /dev/null & | 


These lines open the device file for the port you have chosen and keep it open for four months. 


oN 
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Lets look at the result of executing the above sleepcommand. . 


#ps -aux 

USER PID %CPU %MEM SZ RSS TT STAT TIME COMMAND 

root 445 47.7 3.5 172 116 dt R 0:01 ps -aux 

root 79 0.0 2.1 108 68 di | 0:04 /etc/getty ttyd1 dx_9600 
root 57 0.0 0.6 12 12 +.woO §S 0:00 /etc/update 

root 80 0.0 1.0 32 28 =+jwd | 0:00 sleep 10000000. 

root 60 0.0 1.1 44 32 wd! 0:00 /etc/cron 

root 78 0.0 1.2 48 32 wd ! 0:00 -csh (csh) 

root 2 0.0 0.2 640 0 ? D 0:04 pagedaemon 

root 7 0.0 1.8 64 56 ? | 0:04 INIT2 

root 0 60.0 0.1 0 60 ? OD 0:04 swapper 
root 69 0.0 1.5 60 44 n31 l< 0:00 /etc/xnsd /usr/localboot 
Ip 75 0.0 2.1 76 68 ? | 0:00 /usr/lib/lpsched 


As you can see, the sleep process is running. This keeps the printer device file open. Also, 
notice that only one getty is running (you killed the other one in . 
step 2). 


STEP 7: Set printer parameters. 
The sfty command sets terminal or printer parameters. For example, to use a printer at 1200 
baud with XON/XOFF protocol, that does not supply a carriage return before each line feed, the 
stty command would look like the following: 

stty 1200 ixon -onler < $port 


See Stty(1) for the options that can be set. In stty commands, a dash (—) in front of an option 
“means to turn it off. No dash means to turn it on. 





The printer that we will use in class is a Data Products SPG-8020. Enter the following stty com- 
mand to set its parameters. 


#, # stty 9600 ixon -onler < $port 
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STEP 8: Test the line printer by entering these commands: 
You are now going to redirect the output of a file (we are using /etc/passwd) into the special 
device file for the printer. The file that the output is redirected into is /dev/p, but this file is 
linked to /dev/tty* (see step 5), therefore, the data will end up in the special file. Once in the spe- 
cial file, the printer driver will output the data to the printer and the passwd file will be printed. 


# cat /etc/passwd > /dev/Ip 


IRIS workstation only: 

#\Ipr /etc/passwd 
The first command, using Caf, tests whether characters can be sent to the device, /dev/Ip, by 
sending the file /etc/passwd directly to the printer. If the printer does not print the file, check 
the serial line connections and the arguments to the Stty command. 
The second command tests the line printer spooling system. The spooling software for the 


printer is not included with terminals. Only writes directly to the printer device /dev/Ip are pos- 
sible. When this command is used, a header is printed before the data is printed. 


The next steps should be completed only after you’re sure of the arguments to the stly command 
(step 7), in other words, your printer works the way you want it to work. 


STEP 9: Edit /etc/re. 


This file is accessed every time the system is booted. By placing the following three commands . 


into /etc/rc, the printer will be configured every time you re-boot the system. 
Edit the file /etc/rc. Locate the following line: 
echo "Daemons started." 


NOTE: 
You will notice that the above line exists in two places: 


Student Workbook 23 


IRIS WORKSTATION COURSE Chapter 1 
68020 Based LAB 4.5: Adding ASCII Devices 


®@ /f your machine is a terminal, place the three commands after the first occurrence ~- - 
of the above line. 
@ /f your machine is a workstation, place the three commands after the second 


occurrence of the above line. 


Also, the three commands you add to /etc/rc can go anywhere on the line, but placing them at 
the first tab stop uses correct programming format. 
The three commands are: 

nohup sleep 10000000 <devicename 2> /dev/null & 

sleep 3 : 


stty options < devicename 


i.e. 
nohup sleep 10000000 < /dev/ttyd2 2> /dev/null & 
sleep 3 


stty 9600 ixon -onlcr < /dev/ttyd2 


. Lets look at the file /etc/rc after the above changes. 
# more rc 


#1 /bin/sh 
- #(#re.sh 1.7 
< . # $Source: /ws/rel/src/etc/RCS/rc,v $ 

 # (#) $Revision: 1.13 $ 
. # $Date: 85/07/31 03:19:43 $ 
TZ='cat /etc/TZ’ | 
export TZ  S eo ee 
if [ 1 -f /etc/mnttab ] - 
then 





> /etc/mnttab 
/etc/devnm / | /etc/setmnt : 
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fi 


case /bin/uname -t' in 

2300/2300T/3010) 
PATH=’/usr/bin/binZete’ . 
export PATH 
rm -rf Amp/" /tmp/.??* /usr/spool/colord/?data* 
echo "Cleared /tmp /ust/spool/colora" 
if [ -f ;mexre ] 
then 
Su iris -c ’SHELL=/bin/tesh HOME=/ TERM=wsiris mex’ 
fi 
if [ -r fetc/sys_id ] 
then 
hosiname ‘cat /etc/sys_id‘ 
echo Hostname: ‘hostname‘ 
else 
echo No hostname 
fi 
echo "Daemons." 
/etc/update;echo ™ update” 
if [ -r /etc/re.xns ] ; then sh /ete/re.xns ; fi 
if [ -r /etc/re.tcp ] ; then sh /etc/rc.tep ; fi 
if [ -r /etc/rc.488 ] ; then sh /etc/rc.488 ; fi 
echo "Daemons started.” 


sleep 3 
clear 
exit 
esac 
PATH=":/usr/local/bin/usr/bin/bin/etc’ 
export PATH 
set ‘who -r’ 
if[$7=2-0$7=3] 
then 
echo "Mounting: Sh /ete/re.fs 
echo ".” 


/usi/lib/ex3. 7preserve -;echo "Preserved editor files” 

rm -rf Amp/* /tmp/.??";echo “Cleared /tmp" 

echo “Resetting locks and logs” 

rm -f /usr/spool/lpdiack /usr/spool/ip/SCHEDLOCK 

rm -f /usr/adm/acct/nite/lock* 

cd /usr/adm ; chmod go-rwx sulog cronlog OLDsulog OLDeronlog 
cd /usr/adm ; cp sulog OLDsulog; cp /dev/null sulog 
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cd /usr/adm ; cp croniog OLDcronlog; cp /dev/null cronlog 

rm -f /ust/spool/uucp/LCK* /usr/spool/uucp/ST* /usr/spoolV/uucp/TM* 

hostname ‘cat /etc/sys_id' 

echo Hostname: ‘hostname‘ 

echo "Daemons:" 

/etc/update,;echo " update" 

/etc/cron,echo " cron” 

if test -f /etc/rc.xns ; then sh /etc/re.xns ; fi 

if test -f /etc/re.tcp ; then sh /etc/rc.tcp ; fi 

if test -f /etc/rc.488 ; then sh /etc/rc.488 ; fi 

if [ -x /ust/lib/ipd -a -x /usr/lib/ipsched ] 

then 

/ust/lib/lpd;echo ” pa” 

/usi/ib/ipsched,echo " Ipsched" 

fi 

echo "Daemons started.” 

nohup sleep 10000000 < /dev/ttyd2 2> /dev/null & 

sleep 3 

stty 9600 ixon -onicr < /dev/ttyd2 2> /dev/null &. 
fi 


The three added commands are highlighted. Notice they are at the first tab stop. 


After you edit the /dev/rc file, your printer is now ready to be used any time you log into the 
system. 


Appendix 4.2 (of the student workbook) gives additional information concerning printer spool- 
ing and setting up printer classes, but this should always be the system administrators task and 


not yours. 
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SECTION 3: Generic Procedures 
This section shows only the actual steps required to add an ASCII terminal and/or printer to the 
workstation. 
The IRIS OWNER’S GUIDE, Series 3000, gives outlines of these procedures. This lab project 
uses a slightly different approach, but the results are the same. (Also, Technical Aid I/O-013 R1 


gives additional information concerning connecting an ASCII printer) 


The numbered steps of this section are different then section 1, because, the steps showing the 
boot process are not listed. — 


Adding an ASCII Terminal 
STEP 1: Connect the terminal to RS232 port 2, 3, or 4. 
STEP 2: Become Super-user or login as ROOT. 
STEP 3: Change directory to /etc. 


STEP 4: Edit the file ttytype to specify the type 
of terminal being attached. _ 


STEP 5: Edit the file inittab to turn on the getty 
for that port. 


STEP 6: Edit the file gettydefs to control the baud 
rates, login prompt, and port configuration. 


STEP 7: Issue a telinit q to make init aware of 
the change. 


STEP 8: Login on the new terminal. 


Adding an ASCII Printer 


STEP 1: Connect the printer to RS232 port 2, 3, or 4. 
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STEP 2: Become Super-user or login as ROOT. 
STEP 3: Change directory to /etc. 
STEP 4: Edit inittab to disable the gefty on the 
port that you connected the printer (place an "x" 
in the second field). 
STEP 5; Issue a telinit q to make init aware of change. 
STEP 6: Inform the shel/ what port you have selected: 
Ifcsh set port=/dev/tty* 
where * = dl, d2, or d3 
Ifsh port =/dev/tty* 
where * = dl, d2, or d3 
STEP 7: Give all users permission to access the port. 
chmod 222 $port 


STEP 8: Change the owner and group to: root and sys. 





chown root $port 
chgrp sys $port 

STEP 9: Link the device file for the printer port to /dev/Ip. 
rm -f /dev/Ip 


In $port /dev/lp 





STEP 10: Open the device file. 
Ifcsh sleep 10000000 < $port >& /dev/null & 
Ifsh _— sleep 10000000 < $port 2> /dev/null & 


STEP 11: Set printer parameters. 
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stty options < $port 


STEP 12: Test printer. 
cat /etc/passwd > /dev/Ip 


STEP 13: If above works, edit /etc/rc and add the following 
lines after the line echo "Daemons Startea™. 


Remember, there are two occurrences of this line, 
select the correct one. The determining factor is the 
type of system you are attaching the printer to: a 
Terminal or a Workstation. 


First occurrence = Terminal 


Second occurrence = Workstation 


nohup sleep 10000000 < devicename 2> /dev/null & 
sleep 3 


stty options < devicename 
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SECTION 4: Review 


Student Name: 


Please complete the review and hand it into your instructor. 


1. 


30 


What cable do you use when connecting an ASCII terminal to the IRIS? 
k $ 2 % 2 Z 23 ce guaecaf dé 7 


Sy Dep wul proettve: 








What IRIS ports can you connect an ASCII terminal to? 
LS AB 


Di teas J 2 2-3 


What pins of the three-wire cable are used and what signals does each line carry? 
a Sighted. Path 


“or g lyn aes Se repased 


t 


What file do you edit to start a getty process for a port that you are going to connect an 
ASCII terminal to? 


Ay ” ’ i Regt : 
fetle fore} tT a bh 


When you make a change to /etc/inittab, what command do you use to inform init of 
‘the change? | 


J 2 hin 4 


What files determine the baud rate for a terminal? Ta? 


fic / 


Wwitre { 





Peer fast ve jp 
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7. What file would you edit to inform the system that the attached terminal is a Tektronix . 
terminal? 


OL Cf TT VT ple 


8. | What file defines the parameters for all IRIS supported terminals? 





9. | What ports can you attach an ASCII printer to? 
(ai 22 i 


2A 












a obey cote ser Cee eth 
Becturat of Ute, I 
10. What file must you edit to disable the getty SS for the port that you select to/attach Les, ‘i 
your printer to? | Se ye Jy hartt Cretty proce : 
11. Show the command used to allow all users access to the printer port. 
CUimodl, 222 LPULTZ YB?) “A S$ fir f 
12. What file do you link to the special file for the printer? 
nr fred 7 Soe 7AP 
13. What is the stty command used for? sat) 
Se , ee Fe eRe ee : Duy i OU] P Leeann thts 3 : 





14. Show the command used to cause printing to occur from either an IRIS somal ors: ' 
IRIS Workstation. ee 


PS bv LLe i . 
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15. What file do you edit and add three commands to, that insures that the printer is 
: configured each time the system: is booted? 


LB TCS fee: 


16. What Technical Aid gives additional information concerning printer installations? 


PPE ATO ONS AMC | 


Qe fefeeri hi vf Be 
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NOTE: The first entry in each box is the contents of that file on tape. 
The second entry is the format in which it is written. 
The entries in italics may or may not be on the tape. 


L2-W3.5r2 Update Tape (800-1019-001) 


dist root usr man games demos gifts tutorial mail 


cpio cpio cpio cpio cpio - cpio cpio cpio cpio 
004-0024-028 | 004-0144-044 | 004-0144-544 | 4-0154-034 | 4-0164-034 | °4-0174-034 | 4-0184-034 | 4-0204-031 | 4-0194-031 





NOTE: Used by customer's to update software from 3.4 to 3.5. 


GL2-W2.5 Update Tape (800-1001-001) 


dist root usr options 
cpio cpio cpio cpio 
004-0024-036 | 004-0134-183 | 004-0134-193 





NOTE: Used by customer's to update software from 2.4 to 2.5. 


Wet Sie Atagnes te te 


pare Se wy) 
GL2-W3.5r2 Bootstrap Tape (800-1004-001) [EE Pape 
‘ ; coer Si 
ray 































dist bootstrap root root% usr usr% Jd chs Luep ee 
cpio min trcect cpio cpio - pio ‘ — epio esas om 
004-0024-028 | 04-0124-045 | 004.0134-163 | 004-0134-663 | 004-0194-173 | 004-0134-673 CPO -e hv 
NOTE: Used by customers to restore their system disk from tape. \ pio - rhky is to very 
sO 
GL2-W2.5 Bootstrap Tape (800-1002-001) "Se ae ate 
dist bootstrap root ust . 
cpio dd cpio cpio - 
"1°004-0024-032 | 004-0124-061 | 004-0134-181 | 004-0134-191 sy 
; . : * x . ey: 
NOTE: Used by customer's to update software from 2.3/Bell to 2.4/EFS. ee 


GL1-W2.3 Bootstrap Tape (800- 
dist } bootstrap | root&usr | options 
cpio dd cpio cpio 
NOTE: Used by customer's to update software from 2.2 to 2.3. 


GL2-W3.5 Bootable Backup Tape (mkboot) 


stand | root usr 
cpio dd | cpio 


NOTE: Made by customers to restore their system disk from tape. 


) 


— 


GL2-W2.5Bootable, Backup Tape (mkboot) 
is Qa 


stand | md0g | root | usr 
cpio dd dd | cpio 
NOTE: Made by customers to restore their system disk from tape. 


4-W2.3 Bootable Backup Tape {mkboot) 


stand “root usr 
_) cpio dd | cpio 


NOTE: Made by customers to restore their system disk from tape. 
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Appendix 4.1: Installing Software Updates 


This appendix gives information for the procedure use when installing software updates. 


You will use this procedure when installing options that the customer purchased after the initial 
system purchase and install, or when SGI releases updates to the existing system. 


When update tapes are shipped, instructions for installing the files are shipped with the tape, but, 
these instructions are for experienced UNIX people and like so many of the instructional docu- 
ments, the instructions are " unfriendly “ to the novice user or Field Engineer. 


This document was taken from the SGI System Administration Course and placed into the 


Hardware Course so that the Field Engineer would have a more detailed procedure of the 
software installation instructions. 
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Installing Software Updates 


I. Introduction 


With the advent of a wider product line and more frequent software updates, Silicon Graphics 
began a system of "update" tapes. These tapes: 


@ Automate and simplify the software update process 


@ Provide self-updating installation tools 


@ Permit specialized tools required only for unique options without having to provide those 
tools as release software. 


This module describes how to install software updates and software options on the IRIS work- 
Station. 


ll. Module Objectives 

On completion of this module, the student will: 
® Describe the format of a typical Update tape 
@ Prepare the IRIS for update installation 


@ Install software updates 


@ Recover the system should the update fail 
aL Tape Organization 


Silicon Graphics IRIS workstation software is distributed on quarter-inch cartridge or half-inch 
pine: tack tape. The software is stored on the tape in cpio (1) format. 


“The tape. Consists of software to be installed on the user’s system and a set of distribution tools 
that allows users to access the software. The software contains one or more components or 


entries . 
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A tape entry is a collection of related software that is installed as a unit. Entries are identified by 
short names recognized by the distribution tools. For example, the files making up the UNIX 
system update are collected in an entry called upd , and the FORTRAN language option is in an - 
entry called ftn . On each tape, the first entry is a cpio (1) image containing the distribution 
tools. The programs, scripts, and text files that make up the distribution tools reside in a direc- 
tory called /dist . (For a full description of the software installation tools, see Section 5 of the 
3000 Owner’s Guide) 


As part of the distribution tools, each tape includes two files that allow the user to determine 
which entries are on the tape. The two files are: 


© toc A table of contents of the entries on the tape, in the order that they appear on the tape, 
and the sizes of the entries. 


® desc A list of all possible entries with a brief description of each. 


Software update tapes contain an entry for the UNIX update software, entries for optional update 
software such as on-line manual pages and games, and an entry for each software option that you 
have ordered. A software option tape contains only entries for each option that you ordered. 


IV. Overview of Software Installation Procedure 


The first step in the installation process is to read the dist directory into the root directory with a 
cpio command. The distribution tools can then be used for all further tape positioning and 
access. . 


The next step in the installation process is to determine which entries are on the tape, and which 
of these entries to load onto the disk. Use the table of contents (toc) and the entry descriptions 
(desc) to help determine which entries to install on your system. 


If there are user files on the workstation, or if you are installing many software options, there 
may not be sufficient disk space to install all of the new software. To find out if there is sufficient - 


space on the disk, you need to compare the amount of space required for installation with the *: : 


amount of space available on the disk. The distribution tool called Spchk computes the projected eS 
change in disk usage for the root and /usr file systems as compared to the current usage. a 


If Spchk projects an increase in disk space usage, compare the value reported by Spchk with the 
number of available disk blocks reported by df (1). If the number of blocks available is less than 
the number required, the disk will overflow when the software is installed. To prevent this, back 
up some user files to tape and then delete them from the disk. 


After determining whether there is sufficient space on the disk, the next step is to read in the files 
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from the disk with another distribution tool called Read . This tool reads in the selected entries 
(or all entries, by default) and puts the individual files in their proper places on the disk. 


Once they are read in from tape, some files require special attention. A distribution tool called 
Install attends to these details. For example, when new libraries are read in, it is necessary to 
run the ranlib (1) program to make sure the library is in the condition expected by the loader. 
The Jnstall command runs ranlib (1) for each library in the entry. 


The Install command also updates configuration files as required by the new software. 
(Configuration files are files that control the site- and machine-specific details of system opera- 
tion.) Silicon Graphics attempts to avoid updating configuration files, but occasionally it is 
necessary to do so because of changed functionality in a release. 


When the Jnstall command updates the configuration files, the old configuration files are saved 
under a different name, and the new configuration files replace them. The names of 
configuration files that are updated are reported as the Jnstall command runs. As the next step in 
the installation procedure, you need to compare the old configuration files with the new, and 
make any Site-specific alterations to the new version. 


If a new kernel has been installed, the last step in the installation process is to reboot the system. 
This ensures that the new system uses the new kernel. 


Once installation is completed, delete the distribution tools from the disk. 
V. Software Installation Procedure 


To install software updates and options, follow the steps below. Updates and options can be 
installed separately or together. The basic procedure assumes that only one machine is involved. 
If the tape drive is on a remote machine to be accessed using XNS, see ‘‘Using a Remote Tape 
Drive’’ at the end of this section. 


@ Make sure the system is in multi-user mode, but that there are no other users logged on 
‘during the installation process. Log in as root . 


ne . © Change your working directory to the root directory: 


cad / 


@ If there is an old copy of the distribution directory present, remove it: . 


rm -rf dist 


t 
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@ Put the distribution tape in the tape drive. 
® Read in the distribution tools with cpio : 
cpio -ivhmudl 
If you are using a half-inch tape, use device 3 rather than 1: 
cpio -ivhmud3 
®@ To make it easier to access the distribution tools, put the /dist directory in your search 
path. Enter this command carefully; if the search path is wrong, the shell will not be able 
to find the programs you try to run. 
set path = ( /dist /usr/bin /bin /etc ) 
@ Determine which entries are on the tape, and which of them you want to install. To see 
the names of the entries on tape, examine the table of contents file toc : 
cat /dist/toc 
To find out what each entry name means, examine the description file dese : 
cat /dist/desc 


Most of the distribution tools accept a names argument that determines which of the 
entries listed in toc will be processed. 


To process all of the entries listed in toc , omit the names argument. To process a subset 
of the available entries, list the entry names as the names argument, in the same order as 
they are given in the toc file. 


® Unless the system is new, or has no user files on it, check the disk space to ensure that the 
new entries will fit on the disk. To do this, use the Spchk and df (1) commands: 


Spchk names 
df 


The Spchk command reports the projected change in disk usage for each file system (/ and | 
/usr) as plus or minus some number of disk blocks. If the number of disk blocks reported — 
by Spchk is an increase in disk usage, compare the increase with the number of available 
blocks reported by the df command. Remember that the increase projected by Spchk is 
approximate, so be generous — allow a few hundred extra blocks if possible. If it looks: — 
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close, or if there are not enough free blocks, back up some user files to tape and delete 
them from the disk. When you have installed the software, you can reorganize the disk to 
make room for restoring the files that you deleted. 


Remember that the disk is divided into root and usr file systems. If the space problem is 
on /usr , for example, only deleting files from /usr will help. 


@ Read in the entries from the tape: 
Read names 
If you would like feedback while the command progresses, give the -v (verbose) option: 


Read -v names 


The v option of the Read command shows the names of the files as they are extracted from 
the entries on the tape. The disadvantage of the verbose option is that error messages can 
scroll off the screen unnoticed. 


@ Perform the installation details for each entry: 


Install names 
This command indicates its progress and the names of the affected files. 


As the Install command runs, it reports the names of the altered configuration files. If the 
Install command updates any configuration files, the old configuration files are saved 
under a different name, and the new configuration files replace them. After the /nstall 
command is finished, compare the old configuration files with the new configuration files. 
Make any necessary site-specific alterations to the new version. 


‘While you are running the Jnstall command, you may receive a message indicating that 
the you need to run the /nstall command again after the system is rebooted. (See Step 14, 
below.) 


® If you install a new kernel, verify that certain critical files are present before you reboot 
the system. This is by necessity an incomplete check, but does serve to catch some of the 
more significant problems. If any of these problems exist, they must be corrected before 
the system is rebooted. Failure to do so may make it impossible to bring the system back 
up again. To verify that the critical files are present, type: 


‘Verify 4 





__ If Verify reports any errors, correct them. If you need assistance, call the Geometry Hot- 
line (see Chapter 1 of the IRIS Series 3000 Owner’ s Guide). . 


6 Student Workbook 


IRIS WORKSTATION COURSE 
Appendix 4.1: Installing Software Updates 68020 Based 


© If an update or any communications options were installed, reboot the system: 
reboot 
b . 
multi 

© Log in as root. 


@ Once the system is back up, and if you were instructed to do so perform the installation 
cleanup details: 


/dist/Install -cleanup 


® Delete the distribution directory: 


rm  -rf /dist 


@ If you deleted user files to make room on the disk, restore them. 


“V.1. Using A Remote Tape Drive 


If you are installing the distribution on a workstation that does not have a tape caves use a 
remote workstation with a tape drive and the XNS network protocol. 


Follow the procedure above, but with these changes: 
®@ Log in as root on the remote machine. Follow steps 2-4 as above. Using the commands in 
step 5 above, read the distribution tools onto the remote machine using cpio . 
Log in as root on the machine on which you are installing the software. Copy the distribu- 
tion tools to the machine on which you are installing the software using these commands 


(remote is the name of the machine with the tape drive): 


cd. -/ 
xcp -r —-v_ remote:/dist . 
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@ Instead of reading with the -v option, issue the Read command with the -x Spton. This 
option tells the Read command the name of the remote machine. 


Read -x remote names 


The names argument is optional. 


Vi. Software Installation Tools 


This section describes the distribution tools in more detail. The distribution tools are collected 
in a directory called /dist . The set of tools includes commands used to manage software instal- 
lation, and files that describe the distributed software. The /dist directory is written on each dis- 
tribution tape in cpio (1) format. 


VI.1. Files 


A file called toc in the distribution directory indicates which entries are on the tape. Each line in 
this file contains the name and size of an entry. Entries in this file are in the same order as they 
appear on the tape. Most of the distribution commands use this file to obtain the default list of 
entry names to be processed. 


The desc file is a text file that gives a brief explanation of the contents of each possible entry. 
This file is useful for correlating entry names with their contents. 


There are several files called list.name in the distribution directory, where name is an entry 
' mame. These lists contain the names of the files in each entry. The path names for each entry 
“are given in sorted order, with no leading slash. These lists are used by the distribution com- 


ve ‘mands while entries are being processed. If you have a specific question about files included in 





an entry, examine these files. 


« The fluff.name files in the distribution directory contain the names of files shipped in previous 
releases that are now obsoleted by the new software. There is a ‘‘fluff’’ list for each entry. 
These lists are used by the Install command, so that obsolete files will be removed automatically 
when the new software is installed. The fluff lists are often very short, containing only the old 
part number file in the /Versions directory. 


The nsizes file contains the size of all files for all entries that are part of the software release 


from which the distribution was made. The Spchk command uses this file to determine the size 
of the new files on the tape before the tape is actually read in. 
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VI.2 Commands 


If the disk is full or nearly full, attempting to install new software can exhaust all available 
space. In some cases, a partially installed UNIX update can be quite difficult to work with. It is 
always best to be sure that there is enough space to install the new software before reading the 
entries from the tape. 


The Spchk command approximates the change in disk space usage that will occur when the 
selected entries are read in. It does this by comparing the old and new sizes of each file in the 
entry. The ‘‘old’’ size is taken from the file currently residing on disk. The ‘‘new’’ size is taken 
from the nsizes file. The total change is reported as an increase or decrease in the amount of disk 
space that will be used. An increase can be compared with the amount of available space on the 
disk to determine whether the new software will fit. 


The two most significant distribution tools are the Read and Install commands. The Read com- 
mand is used to read entries from the distribution tape and put them on the disk. Normally, the 
' Read command does its work relatively quietly. The -v (verbose) option causes the names of the 
individual files to be reported as they are extracted from the entries on tape and written to the 
disk. If no arguments are given to the Read command, all entries listed in the toc file in the dis- 
tribution directory are read from the tape (i.e. the entire tape). To select specific entries instead 
of all entries, specify them as arguments. 


The Install command is used after the desired entries are read. Like the Read command, it 
processes all entries listed in toc by default. To cause the Jnstall command to process only 
specific entries rather than all entries, name them as arguments. This command takes care of a 
wide range of details that must be attended to when new software is installed. For example, it 
deletes obsolete files from previous releases of the entry, runs the ranlib (1) command on each 


library, installs new kernels as /defaultboot and /vmunix , saves old configuration files while ins- . 


talling new ones, installs shared-text files that cannot be directly overwritten, makes new dev- 


ices, and makes sure that certain links are done properly. In some cases, certain tasks cannot be oa 
done until the system is rebooted. If so, Jnstall will ask you to run Install again after rebooting « - 


the system. 


The Have command indicat: .. whether the specified entries are installed on the disk, and whether : 


they are complete or not. By default, all entries in the toc file are checked; specific entries can 
be checked by naming them as arguments. The -v (verbose) option causes the names of the 
missing files to be reported. 


The Verify command makes sure that certain critical files are in place before rebooting the sys- 
tem. When installing new software, especially complete system updates, it is best to be on the 
safe side and do everything possible to ensure the integrity of the system before attempting to 
take the old system down and bring the new one up. If there are problems, it may not be possi- 
ble to bring the new system up. The Verify command reports specific problems, and should be 
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used whenever an update is installed, but necessarily performs an incomplete set of checks. 





10 Student Workbook 








CONTENTS 


Appendix 4.2: Printer Spooling and Communications . ...............csscesesseesesceeees 1 

SECTION: 1.2 PRIMGIS: \ siscieise. satencsdeea echage te saxcticcehatoencutecet acest cou issanearaenvadedaonss 2 
L PREG SPOONING” ssisiscseadesinesc tea ccechcasdcevshacgretmecsc cas achantsdenveinenshaniee 2 
Il. Commands Related to LP oun... eceeeceeececeeseeeseeeceeceeseseseeeerensceueeee 3 
lil. Initializing the SYSteEM ........ eee ceeceeeeeeeeeteeceecceeeesnssecnecenseeseeeneecese 4 
IV. Adding new destinations .o....... eee ceeseeseeeeeeescceceesessceesneceucnessosssees 5 
Wo SGHING UP: ClASSES® ais scusverssnpntas sen enutonsdusseotsshadiccadctna sbcsaweanseesavenncuets 6 
VI. Setting up and using an interface program . .............. ee cece ee eeeeeeeeeeeee 7 
MIL USING TOSI AE cs cscccrccsctcs ce tsccces atatiacawacensaieaesacaceseatveds odaestesnsetanebaeadianes 10 

SECTION 2: Modems and Direct Connection to Other Systems _............... 11 
I. The RS232 hardware CONNECTION oon... lee eeeeeeeeeeeeseceeeeneeseneeees 11 
NL WHIGH: DEVICE? wciacsplencsic cdo cecaacdadiies set deiiuys Sadaseeheccstcete.ttolendaceesticceys 14 
Nets EIU ec ittbhaDe: ~ oe xcata cascades aiceiestades coed apctia ee ota leomoraea ieee 14 
Pl git /uesrilib/eucplE devices: .<.iscscasecszics incsscaececuccsssncusadch seccesbacceavespdenk 14 
Pi WMQUUP TIE si see etch stetoe ts acai se hioss ceetedeate ce iue ak tons cGsasden te toga ata recd 15 
MEIAIORE ANG SMOM - x 2h2ce5 ae ccesect teoshsotac ee tacste eect ac omee seuss eatesad et eleedyeandereedd 15 
VL Test the serial line with Gu; ci-cisccccyczsssictoa tie teccsn een ecco te 16 
VIE CU. sivevecicdcs Waste wati addi content ray doeste ct roti chev ecgtd ie toat See tad ucece can 17 
VII.1. Summary of COMponentS ooo. eee eeeeccecccesssereeeeeeeecessssnseceenene 17 a 
VIIL2. Configuring the IRIS for cu .....eceesecsecsessecsesesssessecsecsessseesseesesenee 17 oe 
We NOES? fads oles oss scet cc looeS uaeacec vines tiapuieiscs eiehweneci este and ees 17 ss 
VIN UUGCP - Sanit ec vistecttetierect cialeceosthcepagahtth teat auciacs hia ated 19 
VIIL1. Summary Of COMPONENHS 0... ee eeceseceeeeeseeeeeeeestecesetseserereege, 19 
IX. Configuring the IRIS system for Uucp c.teecceessessssesssesseceeenenee 22 
MEG (ete pasctOd: . wacoc. scstayssedecstetesstensnivndesiucce ssid classapeotartavedsSasces paeeoes 22 
MA. Bit /usrilib/ utleps Sys" ~ sisserecsspasisnsnaeineceussaconueusabinatiesscaabe cetucseaseve ceeds 23 
XI. Edit the file /usr/lib/uucp/L-dialcodes — .........esscsseesseessenseceeeneeerececeneees 25 
XIE. Editing the /usr/lib/uucp/USERFILE.  .0......etecsesseeseeesseceeeoeeneeeceeee 26 
XIV. Introduction to /usr/lib/crontab ........secccccsssesseseessesecteessceesseeeceeeece 27 
KV = EGA fUST/IDI CHONG AD: — scscocsnsinaynccsece seuss aeckizecksadeseumvassucavecssisenenacts 28 
XVI. Uudermon.hr, day, ANd WK |... eeeeeseeseeeneeeseeeacnteeteeneetaracesenenes 28 


XVII. Common Problems. o......... cece cece eee ece ee cecceseccascscececoncerccsreceecens 29 


Student Workbook - - ii 





Appendix 4.2: Printer Spooling and Communications 


This appendix is divided into two sections: 


Section 1: This section gives additional information concerning printers. 


Section 2: This section gives procedures and information concerning modems and commun- 
ications. 


This document was taken from the SGI System Administration Course and placed into the 
Hardware Course so that the Field Engineer would have more detailed information concerning 
printers, modems, and communication. . 
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Section 1: Printers 
I. Printer Spooling 
@ The /p spooling system is a general purpose system to spool output to any shared output 


resource. 


@ Ip provides a queue that receives requests from users. /p then schedules the servicing of 
those requests by the output device(s). 


@ Queued requests (data) can be spooled to processes, for example, nroff. 


@ You may group devices into classes and assign a single queue to each class. 
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li. Commands Related to LP 


Ipadmin 


Ipsched 


reject 
accept 


Ip 


Ipr 


Ipstat 


Used by the administrator to describe and assign printers, classes, and devices. 
- Used to build (configures) or reconfigure the [p system. 
- Can be used to control the handling of requests through the system. 


Controls the flow of data through the spooling system by scheduling Jp requests 
to the appropriate devices. 


enable Enables printers for use by the Ipsched program. 
disable Disables printers for use by the Ipsched program. 


Ipmove _— Permits the administrator to move requests from one queue to 
another. 


Ipshut Begins a controlled shutdown of the [psched program: 


Current jobs will be finished. 


Outstanding requests will be saved. 
Shuts ’off’ a particular queue so it cannot accept new input. 
Restarts a queue that has been rejected. 


Sends a request to a selected printer or class of printers. Flags present a number 
of options to the user. A unique id is given each request. 


cancel Permits a user to cancel a particular request based on the request id. 
A less sophisticated version of [p, lpr places requests on the cueue. 


Prints Jp status information. Options permit the status to return lists of destina- 
tions, class names & members, status lists of devices and the scheduler itself. 


Ip returns completion and some status information to the user via mail. 
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lll. Initializing the system 


@ Set up a printer interface 
@ Modify /etc/rc: 


- Uncomment the following four lines to permit starting the Ipd daemon and scheduler: 


if [ -x /usr/lib/lpd -a -x /usr/lib/lpsched J 
then 
' /Jusr/lib/1pd; echo " lpd" 
/usr/lib/lpsched; echo * lpsched" 


® Be sure the /p account is located in /etc/passwd. 


® Ifrunning, stop the [psched program: 
/usxr/lib/lpshut 


@ Execute the following, in fact, put this in /etc/rc also (* = 1, 2, or 3): 
/usr/lib/lpadmin -pptr0 -v/dev/ttyd* -mdumb (creates ptr0 as a cueue) 
/usr/lib/lpadmin -dptr0 (assigns the default destination) 
/usr/lib/accept ptr0 (informs /p to accept requests for ptr0) 
enable ptr0 (informs Jp ptr0 can receive data) 


-@ Turn back on the ipsched program 


/usr/1ib/lpsched 
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IV. Adding new destinations 


@ As many destinations can be set up as there are devices (not just printers!). 


@ Use Ipadmin to assign cueues and devices. For the most part, you must turn /psched off 
before using lpadmin: 


/usr/1ib/lpshut 
/usr/lib/lpadmin -pcueuve -vdevice -mdumb 


/usr/lib/lpsched 


@ Only the administrator (su or root) can use lpadmin. 
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V. Setting up classes 


Classes are useful if you have several printers and you wish to collectively address them as one 
device. lp will direct output to whichever device within the class is free. Output can be directed 


to a class by using the -d option of Jp. 
@ Classes are created with the /padmin program: 


/usr/1lib/lpshut 
/usr/lib/lpadmin -pcueue -cclass 


/usxr/lib/lpsched 


@ A device cueue (ptr0, for example) can be assigned to multiple classes. 





Student Workbook 


IRIS WORKSTATION COURSE 
Appendix 4.2: Printer Spooling and Communications 68020 Based 


VI. Setting up and using an interface program 


There are times when output cueues need special data control. "Interface programs” or scripts 
are used by /p to massage data in whatever ways are needed. 


@ Interface programs can be actual binary code or shell scripts, and is usually referenced 
during the assignment of a new cueue. 


@ User defined interface programs are generally collected in the directory 
/usr/spooll|plinterface. 


® [padmin is used to create the relationship between a cueue and an interface program: 


/usr/lib/lpshut 
/usr/lib/lpsched -pname -vdevice -iIprogram 


/usr/lib/lpsched 


* ® For lots of nroff (or troff) output, use an interface file to actually do the *roffing so the 
system does not get bogged down with several concurrent *roff processes. 


@ Existing interface programs are available for use in the /usr/spool/lp/model directory. the 
following page shows the listing for the script "dumb" - a simple interface script. 
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An Interface script 
¥# lp interface for dumb line printer 
‘ 
# sccs ~ (#) dumb 1.1 
# ~ (#)$Header: /ws/2.0/2.0src/usr/srce/usr.bin/lp/model/RCS/dumb,v 1.2 85/03/15 15:1 
# SLog: dumb,v §$ 
# Revision 1.2 85/03/15 15:19:59 bob 
# Added initial blank line (for csh) and what 
# The following assumes a 132 character printer 
x="XXXXXXXXXXXXXXXXXXXXXXXXXXXXXKXXXXXXXXXXXXXXXXXKXXXXXXKXXXKXXXKXXXXXXXXKXXXXKXXXKXXXXXX 
echo "\014\c" (print form feed) 
echo "$x0x0x0x0 (print lines of xX) 
banner "$2" (print user name) 
echo "\n" 
user=‘grep "*$2:" /etc/passwd | line | cut ~-d: ~-£5% (print field 5 of passwd acc 
if [ -n "Suser" J 
then 
echo "User: $user\n" 
else 
echo "\n" 
fi 
echo "Request id: $1 Printer: ‘basename $0‘\n" (see below) 
date 


echo "\n" 
if { -n "$3" j 





then 
banner $3 
fi 
copies=$4 
echo "\014\c" 
shift; shift; shift; shift; shift (rotate field 5 to $1...) 
files="$*" (..to leave only the files list) 
i=l 
while [ $i -le $copies ] (do so many copies) 
do 
for file in $files 
do 
cat "$file" 2>&1 
echo "\014\c" 
done 
' . -is‘expr $i + 1°) 
done . (the following. does a page break) 


echo "Sx\n$x\n$x\n$x\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\ 
echo "\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n$x\ n$x\ n$x\ 
echo "$x\n$x\n$x\n$x\n\n\n\n\n\n\n\n\n\n\n\n\n\n\n\a\n\n\n\n\n\n\n\n\n\ ) " 
echo "\n\n\n\n\n\n\n\n\n\n\n\n\a\n\a\al\a\n\a\n\n\n\n\n\n\n\n\n\n\n" 1 l 
echo "$x\nS$x\n$x\n$x\n$x\ n$x\ n$x\n$x\n" 
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exit 0 
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VIL. Using Ipstat 


lpstat provides any user with the information he/she may need in dealing with an output device. 
Options include: 


°V 
-a 
=Cc 


-d 


-r 
“Ss 


-t 


10 


Prints the status of output requests for given users 

List the printers and their associated devices 

Returns the acceptance status of any named destination 

Returns the members of given class names 

Print the system default destination for Jp 

Prints the status of output requests (provided job ids, class or printer names) 
Returns the status of given printers 

Returns the status of the /p request scheduler 

Prints the status of most of the above 


Print all possible status 
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- SECTION 2: Modems and Direct Connection to Other Systems: 


UNIX provides two generic tools for interhost communications: cu(/) and uucp(1). These tools 
assume you will be using a modem, so part of setting up for modem support is setting up a gen- 
eric cu and uucp environment. This section addresses all the issues related to modem connec- 
tions, including a hardware overview. 


l. The RS232 hardware connection 


The serial ports on the IRIS are designed to connect directly to Data Communications Equip- 
ment (DCE) such as modems, via a modem cable. A modem cable has pin 1 of the connector on 
one side connected to pin 1 of the other connector, pin 2 to pin 2, and so forth. The following 
table shows the pin definitions for the IRIS and for the modem cable. 


box,center,tab(!); cB s s cI cI cl c c 1. Modem Cable _ IRIS!Modem!Signal = 1!1!Chassis 
ground 2!2!Transmit data 3!3!Receive data 4!4!Request to send 5!5!Clear to send 8!8!Carrier 
detect 6!6!Dataset ready* 20!20!Data terminal ready 7!7!Signal ground 

*Pin 6 is used only for ttym2. 


Pin Definitions for Modem Cable 


Connecting the IRIS directly to Data Terminal Equipment (DTE), such as terminals and printers, 
requires a different cable arrangement, a null modem cable. The following table lists the pin 
definitions for a null modem. The pin numbers that are shown separated by commas (, ) should 
be connected together and also to the other pin or pins listed in the same row. 


box,center,tab(!); cB s scI cl cIccl. Null Modem Cable _ IRIS!Terminal!Signal = 1!1!Chassis 
ground 2!3!Transmit data 3!2!Receive data 4!8!Request to send/Clear to send 8!4,5*!Carrier 
detect 6!20!Dataset ready* 

*These connections may be necessary on the terminal side. 


Pin Definitions for a Null Modem Cable 
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These pin definitions work with any serial device that complies with the RS-232C specification. 


Most printers work with simpler cabling. If the printer is to be used via a modem, the following 
table should be used. Refer to your printer manual for more details. 


box,center,tab(!); cB s s cI cI cl cc 1. Simplified Null Modem Cable _ IRIS!Printer!Signal = 
1!1!Chassis ground 2!3!Transmit data 3!2!Receive data !4,5!Request to send/Clear to send 
6*![6]*,8,20!Carrier detect/Dataset ready 7!7!Signal ground 

* Connect 8,20 of printer to 6 of IRIS for modem control. 


Simplified Null Modem Pin Definitions for Printers 
Most terminals do not require the various handshaking lines such as clear to send or data set 
ready, and will work with a three-wire null modem cable. The following table lists the pin 


definitions for the three-wire null modem cable. 


box,center,tab(!); cB s s cI cI clc cl. 3-wire Null Modem Cable _ IRIS!Terminal!Signal = 
2!3!Transmit data 3!2!Receive data 7!7!Signal ground 


Three-wire Null Modem for Terminals 


The following table summarizes the types of cables to use with different peripherals. 


box,center,tab(!); cB s cI cI 11. Cable Usage _ Peripheral Cable = Modem!Modem cable . 
Terminal! Null modem Printer!Simplified null modem 


Summary of Cable Types 
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Il. Which Device? 

Any of the three ports (/dev/ttydl - 3) may be used with modems. For the rest of this section, 
ttyd* will stand for any of the three ports. 

1.1. Edit /etc/inittab 

Login as root or execute the su command. 

/etclinittablf4 should be edited to permit or not permit getty to run on the port. For dial-in lines, 
you must have getty running. For dial-out lines, you have to turn it off. Because of this, you 
must either have two modems dedicated to dial-in and dial-out or have a single modem and 


modify /etc/inittab to meet the current need. 


To use a dial out modem, find the entry for ttyd2. Edit this line to read: 
dal:x:respawn:/etc/getty ttyd* dx_9600 


Since this line contains an x in the second field, logins are disabled by preventing a getty process 
from being run for the port. 


To use a dial in modem, modify the ttyd* line to read: 
dl::respawn:/etc/getty ttyd* dx_9600 


Because no x is in the second field, getty will be spawned or respawned to permit incoming 
logins via the modem. 

Il. Edit /usr/lib/uucp/L-devices 

This file contains line speed entries for each port and is used by uucp and cu to determine which 
device is associated with which type of connection and with what baudrate to service the port. 
The file is generally poorly documented so some detail will be covered here. 

The following shows the default /usr/lib/uucp/L-devices file. 


DIR ttyd!  ttyd! ~~ 4800 
DIR ttyd2  ttyd2 + 4800 
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DIR ttyd3 . ___ttyd3 1200 
DIR ttyd3 ttyd3 300 
DIR xns xns xns 


Entries in this file contain four fields: 

Type The first field contains the type of connection. Use DIR for a hardwired con- 
nection or ACU for an automatic calling unit. An Ethernet XNS line is 
always direct (DIR). 

line This field is the device name of the port (line) to which the modem is con- 
nected. Use ttynn for a direct line, cu10 for a line connected to an ACU, and 
xns for Ethernet XNS. 

call-device If the ACU keyword is specified, this field contains the device name of the 
ACU (ttyd* in our example). Use xns for Ethernet XNS. Otherwise the con- 
tents of this field is used only as a place holder. 

4800 This is the baud rate of the connection. Each baudrate requires it’s own 
L.devices entry. You may use a given port for more than one baudrate. Use 
xns for Ethernet XNS. 


Protocol This field is not used. 


To configure the /usr/lib/L-devices file for a null-modem or modem, Add one of these two lines 
for device ttyd*: 


DIR ttyd* ttyd* baudrate (for null-modem) 
ACU ttyd* ttyd* baudrate (for modem) 


IV. Inform init 
init must be notified to re-evaluate the change to /etc/inittab. Type the command: 
telinit q 


This commiand causes init to read /etclinittab and kill (or spawn) the getty for that port. | 
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V. Inform the shell 


csh users: 
set port=/dev/ttyd* 
Sh users: 
port=/dev/ttyd* 
Give all users permission to access the port: 
chmod 666 Sport 
Change the owner of the device to root and its group to sys: 


chown root Sport 
chgrp sys Sport 


VI. Test the serial line with cu: 
Cu -—Sbaudrate —ldevice phonenumber 
Configured thus far, a modem can be used in the normal fashion for typical uses, such as cu, a 


remote terminal, or even to transfer files using packages like kermit. More a ae applica- 
tions using uucp require additional system configuration. 
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vil. CU 


CU provides a simple on-line interface permitting general interactive access and file transfer. - 
communications with other UNIX (and non-UNIX) machines. 


VIL1. 


Summary of Components 


Directories and files related to cu: 


Ibinicu Call Unix - the interactive calling program 
Idevittynn Any tty device for hardwire (direct) communications or modem 
support 
_ fusr/libluucp/L-devices Contains port options for cu and uucp 
letclinittab In this context, getty prevents an unwanted getty 


Vi1.2. Configuring the IRIS for cu 


Configuring the IRIS for the support of cu is relatively simple: 


Follow the procedure for setting up a modem or Null-modem 
Update /usr/lib/uucp/L.devices to include appropriate port information 
Update /etc/inittab to turn off the getty 


Notify the system you’ve changed it: 
telinit q 


Run cu 


VIL3. Notes 


cu is*fairly will documented in terms of actual use. Here are a few additional notes that might be 
helpful: 
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@ Be sure your port (/dev/ttyd*) has the mode set to 666. This is a very common oversight. 


® If possible, enter cu from a window manager port. If you should hang cu for any reason, 
another port can be used to kill the process. 


@ Check /usr/spool/uucp for a lock file and remove it (normally, you would set up an entry 
in the /etc/rc file to automate this). Lock files nacre will lock out any 
attempts to use a locked port. 


@ When cu is invoked, it scans through /usr/lib/uucp/L.devices for a port matching the pro- 
vided description. It is good practice to place the most used ports highest in the list. 


@ cu does not attempt any sophisticated error checking. Using cu to transfer file over the 
phone lines is always risky business. 





Student Workbook 17 


IRIS WORKSTATION COURSE 
68020 Based Appendix 4.2: Printer Spooling and Communications 





Vill. UUCP 

uucp is a series of related programs that permit UNIX to UNIX communication for automatic - 
and direct file transfer. Mail, networking, and indirect file transfers exemplify common applica- 
tions of uucp. 


Vill.1. Summary of Components 


The following is a summary of directories and files related to uucp broken down into reasonable 
groups. 


uucp Unix to Unix copy utility 
Dirs/files What 
/usr/lib/uucp Control and data files for uucp. 
/usr/spool/uucp Contains the logfiles and data files for uucp. 
/usr/spoolluucppublic File pool for incoming and outgoing public files 
/usr/libluucp/L.sys List of system names and call times rs 
/usr/lib/L-cmd List of commands for uuxgt to execute * 
/usr/lib/uucp/L-devices Device codes and speeds 


/usr/libluucp/L-dialcodes List of phone numbers in L.sys 
/usrilibluucpISYSTEMNAME Name of this system 


/usrllibluucp(USERFILE List of users and pathnames 





uucico Located in usr/lib/uucp, this program is used by uucp to copy files in and out and 
between systems. 


uuclean _—_ Located in usr/lib/uucp, this program is called by uucp to clean up the spool 
directory. 


uulog Returns logged uucp user and/or system activity 


/usrispool/uucpILOGFILE . Human readable file indicating the time,, status 
and action performed for every uucp request. 
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uuname __ Returns systems names contained in L.sys: 


/usr/libluucp/L.sys 
uustat Returns status or cancels uucp commands 
/usrilib/L_stat System Status File 
/usr/lib/R_stat Request status file 
uusub Monitor uucp sub-network traffic & connections 


/usr/spoolluucp/SYSLOG Contains a log of all uucp traffic 


/usrispool/uucp/L_sub Connection statistics 
/usr/spool/uucp/R_sub Traffic statistics 
uuto Sends a public file to another system. Calls uucp. 
uupick Interactively accepts or rejects files transmitted to #user. 
/usr/spoolluucppublic The location where publically received files are 
kept. 
uux Gathers files (if requested) from remote machines, performs an assigned task and 





redirects the output locally or to another remote system. 


uuxqt Located in /usr/lib/uucp, this program is used by 
uux to perform remote execution. 


uusub Defines and monitors uucp sub-networks 


demons uudemon.day, uudemon.hr, uudemon.wk are daemons responsible for sending 
and receiving uucp files on a time basis. 





Additional Files Additional files likely to be found in /usr/lib/uucp include: 


ORIGFILE Contains a list of originating systems or users for which the local IRIS is willing 
to forward files. 


FWDFILE Contains a list of systems to which the local IRIS is willing to foreward files. _ 
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SYSLOG This is a compacted file (by uudaemon.day) and contains a list of activity. 


ERRLOG. Receives error information. Use for debugging. 
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IX. Configuring the IRIS system for uucp 


uucp will run on a direct (null-modem) or modem connection. Bell 102 and 212 compatible 
modems are typically used at up to 1200 baud. The new 2400 and 4800 baud modems.can also 
be used. uucp may also be used over the Ethernet connection. 


Summary of Procedure 


Configuring an IRIS for uucp requires the following: 


Edit the file /etc/passwd to ensure the uucp and uucpadm accounts are in place (Watch 
your security!) 


Edit the file /usr/lib/uucp/L-devices to create the appropriate ports. 


Edit the file /usr/lib/uucp/L.sys file to include all the systems to which you wish to com- 
municate. 


Ensure your /etc/sys_id file is up to date. 
Edit the /etc/inittab file to turn off unwanted gettys (outbound). 
Edit the /etc/gettydefs file to set up a uucp login prompt. 


Edit /usr/libluucp/USERFILE to control user access within your system (security is impor- 
tant!) 


The directory /usr/spool/uucppublic should already be set up. If not, create it. 


You may want to edit /usr/lib/crontab to time trigger a uucp event, like to send mail at 
two a.m. and to trigger some house cleaning scripts like uudemon.hr, uudemon.day, and 
uudemon.wk 


Optionally Edit the /usr/lib/uucp/ORIGFILE and FWDFILE to control forwarding if you 
wish to be network link. 


X. Edit /etc/passwd 


On delivery, the IRIS /etc/passwd contains the following two lines: 


uucp:*:3:5:UUCP Login Account :/usr/spool/uucppublic:/usr/lib/uucp/uucice 
uucpadm:*:8:8:UUCP Administration: /usr/lib/uucp: 
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These are all you need to get started. However, a few notes: 


@ The password (*) is preset to prevent logging in as:a real account. If you actually use a 
password, any system dialing in knowing the password is to be considered "in the net.” It 
is better to leave this the way it is. 


@ /usr/libluucp/uucico it the program that is invoked by one of several sources: 
cron or another system daemon 
by one of uux, uucp, or uuxqt 
a remote system 
It is for the last reason that uucico needs to be invoked as the "shell" for the uucp account. 
uucico will put incoming files into the uucppublic directory. 


XI. Edit /usr/lib/uucp/L.sys 


This file contains information about sites to which uucp can communicate. The following shows 
/usr/libluucpiL.sys as it is shipped. 


/usr/lib/uucp/L.sys 
gendirl direct RS-232 connection master (don’t supply getty for ttyd1) 


# 

# uucpco is an account for “the Company” that is granted more liberal access 
# permissions in USERFILE than uucp (should have different UID in /etc/passwda 
# 
# 





for security) 

speeds above 4800 are not recommended 
gendirl Any ttydl 4800 ttydl "" 
# gendir2 direct RS-232 connection slave (supply getty for ttyd2) 
# uucpco is an account for "the Company" that is granted more liberal access 
# permissions in USERFILE than uucp (should have different UID in /etc/passwd 
# for security) 
_# speeds above 4800 are not recommended 
gendir2 Never ttyd2 4800 ttyd2 "" 
# ACU dialing with Ventel modem by hand (don’t supply getty for ttyd3) 
# (ttyd3 should be DIR in L-~devices) 
genphone Any ttyd3 1200 ttyd3 "" 
# generic xns ethernet connection 
# uucpco is an account for “the Company" that is granted more liberal access 
# permissions in USERFILE than uucp (should have different UID in /etc/passwd 
# for security) 
works2 Any xns xns xns "“"" 
# example entry for tcp/ip as referenced in the ud manual page. 
# excelan Any ttyT8 9600 ttyT8 "" excelan assword "“M°M" in:-EOT-in: uucp assword: s 
# xln Any ttyT8 9600 ttyT8 "" xln assword ““M°M" in:-EOT-in: uucp nassword: sesame 
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The /usr/libluucp/L.sys file contains entries representing remote systems that can be dialed when-— - 


using uucp. 


Entries in this file contain the following fields: 


system_name time device class phone login 


sSystem_name The name of the remote system. Example: shasta - a system that kindly 


time 


device 


class 


phone 


login 


volunteered to pass on uucp data to other systems (commonly referred to as a 
"node". 


When the system should be called. Options for this field are detailed in the 
UNIX programmer’ s reference manual - example: Any, never, MoTuTh0800- 
1730. 


The device name to be used for the call. Generally this will be ACU for a 
modem or ttyd* for a hardwired port. 


Typically the baud rate, or xns. 


A two part phone number: prefix number where prefix is a number (usually a 
city and area code) listed in the /usr/lib/uucp/L-dialcodes file. number will 
be the actual phone number of the remote machine. If hardwired, use the 
port device (ttyd*). 


Login information prompt. This is the most confusing of all the fields but if 
you remember that uucp (uucico) logs into the remote machine as a user, it 
helps. This field is where you tell uucp how to log into the remote system. 


The information is given as a series of fields and subfields: 


expect send 


expect is the field expected from the other system (like login:). send is what we send in response 
(like uucico). Fields are separated by spaces. Colons are actually part of the strings! 


Subfields are defined by the use of the (-): 


In this example, the first expect waits about 20 second for a response. If no response, then send 
the send. The next expect will wait for a response and, if none, will send the next send. Usually. 
you give up about this time. For Example: 
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BONZO Any xns xns xns "" \ r ogin:-BREAK- ogin: uucp password: 
password 


This will try uucp over the net to BONZO. The "" represents a null response (nothing) is 
expected. \r (carriage return) is sent. Login is expected, and if not received in 20 seconds, a 
break is send. If login is received, uucp is sent as an account request. "Password:’ is expected 
and then password is sent. If this fails, uucico will be triggered by cron at another time and will 


try again. 


See subsection entitled ‘2.3.4 System File’’ in uucp Administration in the UNIX Programmer's 
Manual, Volume II for more information. 


XI. Edit the file /usr/lib/uucp/L-dialcodes 


L-dialcodes contains the telephone prefixes referenced in the L.sys file. It’s format is very sim- 
ple: 


city prefix 
city can be anything really, but is usually a city name like "sf" or "bos." prefix is usually the area 


code for the city. The city field must reflect exactly the name used in the L.sys file. If you use 
more than one names for a given location, simply add a line for each name: 


sj 408 
sf 415 
dc 202 
oc 64- 
pit 12= 


The last two entries indicate special handling: 


- Dial any number preceding the -, and then wait for a dial tone before dialing the 
remainder of the number in the L.sys file. This is used for special access numbers. 


= Same as- , except is waits a fixed 5 seconds before dialing the remaining L.sys number. 
This is good for delayed switch responses. 
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Xlil. Editing the /usr/lib/uucp/USERFILE .- 


This file is used to restrict logins by other systems to specific directories. If a remote system 
dials in, USERFILE must have an entry for the login or a null field. USERFILE has four basic 
fields: 


login, nodename c pathname 


login The login account underwhich the remote system logged in. If no entry is found 
with this name, any null field line will be used. Normally, this will be uucp. A 
comma immediately follows this field. 


nodename_ This is the name of the remote system. It immediately follows the comma. If no 
name is given, any system will be accepted. 


c A literal letter ’c’ following a space after nodename informs uucico that it must 
call back the remote system to verify it’s identity. This is an optional field. 
Security note - any number of systems given the same name could dial in and lie 
about who they are. 


pathname any pathname to which you wish to restrict the write permissions of the login 
account. Normally, you restrict the remote to /usr/spool/uucppublic to prevent 
clever "rummaging" programs. More than one pathnames may be specified by 
separating them with spaces. 


Example: 


uucp,BONZO c /usr/people/stuff 
uucp, TWIT / 

_, /usr/spool /usr/people/stuff 
u,m /usr/xyz /usr/spool 

u, /usr/spool 


The login name, nodename, and c are optional. The third example implies any uucp login and 
any system id can write files in the /usr/spool and /usr/people/stuff directories. The fourth and 
fifth examples indicate that a system dialing in as ’u’ is limited to /usr/spool unless it’s name is 
m, then has additional access to /usr/xyz. /usr/people/stuff would also be available because of 
the third example. 
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XIV. Introduction to /usr/lib/crontab - 
/usr/liblcrontab is used by the cron daemon to schedule and execute events based on specified . 


time periods. 


The following listing shows a typical crontab file: 


#Minute Hour Day Month Weekday Command 

0,10,20,30,40,50 * * * * /usr/lib/atrun 

0 4 * * * calendar - 

0 5 * * 6 find / -name core -o -name\ 
dead.letter ) -a -atime +7 -exec rm ’{}! ';° 

35 7-22 * * * /usxr/lib/uucp/uucico -rl 

0 1 * * 0,4 ed /usr/spool/uucp; umask 1033; \ 
cp LOGFILE GLOCE TER) Ce /dev/null LOGFILE 

1 1 * 5 ed usr/spool/uucp; umask 7033; cp\ 
SYSLOG oSYSLOG;cp /dev/null SYSLOG 

2 1 * * 5 cd /usr/spool/uucp;umask 7033;cp\ 
AUDIT oOAUDIT;cp /dev/null AUDIT 

3 * * 5 cd /usr/spool/uucp; umask 7033;cp\ 
ERRLOG oERRLOG;cp /dev/null ERRLOG 

4 1 * * * ed /usr/adm;umask 7033;cp cronlog\ 
Oupgnontcgice pidge cronlog 

5 1 5 cd /usr/adm;umask 7033;cp sulog\ 
eieeaies /aew/mant sulog;chmod go-rwx OLDsulog 

6 1 * 5 cd /etc;umask 7033;cp wtmp OLDwtmp; \ 
cp /dev/null we 

0 * * * 0,6 su adm -c “/usr/lib/sa/sal" 

0 8-17 * * 1-5 su adm -c "/usr/lib/sa/sal 1200 3" 

0 18-7 * * 1-5 su adm -c "/usr/lib/sa/sal" 


This file is described in the cron(1M) man page. 

cron reads this file every minute. If something has changed, cron will schedule in that change. 
Fields are separated by tabs or spaces. The first five are: 

minute(0-59) - schedules events every n minutes. 

hour(0-23) - schedules events every n hours. 

day of month (1-31) - schedules events on a given day or range of days. 

Month of year (1-12) - schedules events on a monthly basis 

Day of week (0-6) - schedules events daily (0 = Sunday) 

The digits indicating the time range can take the forms: 


A number representing the appropriate hour, minute, day, etc. 
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Two numbers separated by a minus (3-6) indicating a range of time 
A list of numbers delimited by commas representing a list of times 
An * meaning all possible times 


The Sixth field is a string executed by the shell at the appropriate time. 
% becomes newline, \ becomes . 


XV. Editing /usr/lib/crontab 


uucico is used in conjunction with crontab to trigger the uucp events on a timely basis. This is 
not documented! An example might be: 


00 02 * * * /usr/lib/uucp/uucico -rl 
30 02 * * * /usr/lib/uucp/uucico -rl -sBONZO 
30 05 * * * /usr/lib/uucp/uucico -rl -sTWIT 


This example would cause uucico to call any system for which files are cueued at 2 a.m. and 
send the files. The next two entries reach out to two systems at 0230 and 0530 to cause those 
systems to send us anything they have. The timing should be ordered to permit the other sys- 
tems to collect replies before returning whatever to our system. Carefully timed sequencing 
gives 1-day or less turn-around! 


The uudemon.hr, uudemon.day, and uudemond.wk files (see next page) are designed to properly aa 
time uucp activities. In lieu of the above, use: 

56 * * * * /usr/lib/uucp/uudemon.hr 

00 04 * * * /usr/lib/uucp/uudemon.day 

30 05 0 * 0 /usr/lib/uucp/uudemon.day 


XVI. Uudemon.hr, day, and wk 


uudemon.hr: 
#! /bin/sh 
# ~ (#)uudemon.hr 1.2 


# ‘perform every hour on the 56-minute mark’ 
PATH=:/usr/lib/uucp:/bin:/usr/bin 

ed /usr/lib/uucp 

uucico -rl 

uulog 
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uudemon.day: 


#! /bin/sh 

# ~ (#) uudemon.day 1.3 

# ‘perform once per day at 0400 hours’ 
PATH=: /usr/lib/uucp:/bin:/usr/bin 

cd /usr/lib/uucp 

uuclean -p -m -n168 >/dev/null 2>/dev/null 
uuclean -d.XQTDIR -p -n72 >/dev/null 2>/dev/null 
uustat -c168 >/dev/null 2>/dev/null 

ed /usr/spool/uucp 

mv LOGFILE temp 

uniq -c temp >> Log-WEEK 

rm temp 

uusub -call -u24 

ed /usxr/spool/uucppublic 

find . -type f£ -mtime +30 -exec rm -f {} ; 


uudemon.wk: 
#! /bin/sh 
# ~ (#)uudemon.wk 1.3 


# ‘perform once per week, Sunday at 0530 hours’ 
PATH=: /usr/lib/uucp:/bin:/usr/bin 
ed /usr/spool/uucp 
rm -£ 0.LOg-WEEK* o.SYSLOG* 
mv Log-WEEK 0o.Log-WEEK 
(date; echo ===s=ssss=ssss=sssessssss========) >> o.LOog~WEEK 
lav SYSLOG o.SYSLOG 
-: >> SYSLOG 
pack o.Log-WEEK o.SYSLOG 





XVII. Common Problems 


uucp is somewhat prone to difficulty because of the number of supportive files and directories. 
Is is also sensitive to the goings-on of other systems! 





Common problems include: 


@ Remote program execution may fail because the remote system does not have the com- 
mand in CMDLIST or uuxqtcmds or is not compiled in uuxqt. 


@ A file may not be transferable because: 


- The source file is not readable (permissions) 
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The path is protected or wrong 
A destination file exists and is not writable 
The destination directory is not writable 


Pathname of destination is not in USERFILE 


@ Communication may not be possible because: 


Baud rates are incorrect 
Bad cabling or modem connection 


L.sys and L-devices do not agree 


IRIS WORKSTATION COURSE 
68020 Based 


ACU (auto-dial modem) may not be compatible with your uucico. Vanilla UNIX sup- 
ports only Bell modems! The IRIS supports VEN-TEL modems. HAYES modems 


are prone to give you difficulty. 


@ Rmail is missing! You can usually recover this by linking mail with rmail. The IRIS is 
shipped with rmail. 


Read mail(1) for an explanation of the routing of mail to another system via uucp. 


A new uucp section in the Programmer’s Reference Manual Vol IIB is useful and is good read- 


ing. 
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Appendix 4.3: Running a Demonstration Program 


This appendix gives information and procedures for running the IRIS demo programs. 


The document was meant for training new sales persons and is given to the hardware student as a 
simple reference guide for running demos. 
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GIVING A DEMONSTRATION ON AN IRIS SUPERWORKSTATION 


Demo Software Release 3.4 


This manual explains how to operate the demonstration programs for the Silicon Graphics 
IRIS Superworkstation. It includes simple operating instructions, descriptions of the IRIS 
features, and sample questions and answers. 


The manual is for Silicon Graphics sales, marketing and executive personnel. It is not for dis- 
tribution outside the company. 


The software described works with both standard IRIS workstations (with 32 bitplanes) and 
portable "bubble" systems. In most cases, programs that do not use Z-buffering run identi- 
cally on both types of IRIS. 


Before the demo--Booting the IRIS 


If the machine is already turned on, skip this section. 


This section tells how to start (boot) operations on an IRIS workstation. Bear in mind that the 
IRIS is a complicated system and cannot be powered up and down like a toaster. 


Verify that all cables are connected correctly before plugging in the IRIS. Verify that the 
power source is a 115V, 3-wire circuit with at least 10A of available current. Set the power 
switch on the front panel up (OFF). Plug in the IRIS. Set the power switch on the front 
panel down (ON). Set the power switch on the monitor ON. 





The keyboard will beep, the pilot lamp will light, and, in a few moments a configuration mes- 
sage and prompt will appear. Wait about a minute for the disks on the machine to warm up. 
Then type b to boot the system. ("Boot" is short for "bootstrap", where we think of the com- 
puter as pulling a program in by its own bootstraps.) 


The system will bring up UNIX. Note the messages that go by. They explain what the sys- 
tem finds as it explores its peripheral environment - as it tests to see which disks, tape, eth- 
ernet, and memory options are installed. The IRIS will present a prompt, #, which tells you 
to continue. 





Type multi to put the system in multiuser mode. In a moment the system will present you 
with a time and date and ask if it’s correct. Either type y (saying "It’s close enough") or n 
(saying "Let’s do it right"). If you say "No," the IRIS will prompt for a new time. Type it as 
mmddhhmmyy: month, day, hour (24 hour clock), minute, last two digits of the year. The 
year is optional. You must acknowledge the new time as correct. 


Then the system will ask you if you wish to test the file system. You should do so. The sys- 
tem will then examine the sections of the disk to see if there are any damaged files. On the 
screen, you will see this message: 





- Checking file systems for consistency: 
and proceed to do just that. 
The program will sometimes find an error and print a message of the form: 


such and such wrong, fix it? 


Type y. The program will proceed. Occasionally, a problem is found which affects UNIX so 
much that it must fix force a reboot. You'll have to start over again. 


Finally, after all this, it will give you a login prompt. Let’s continue from here. 
The Preliminaries 


Dim the lights in the room. It reduces screen glare and makes the screen appear brighter. 


Move yourself to the side of the monitor. Let the client have an unobstructed view of the 
screen. : 


The machine should have login prompt which says: 

madonna login: 
where madonna or some other name is the name of the machine. If this prompt is not show- 
ing, there are two possibilities. One possibility is that you have not completed the entire boot 
(power up) sequence. The other possibility is that someone else is already logged into the 
system. Type logout or exit to see if you can finish the old session. 


Log into the IRIS with the name, ‘sales.’ To do this, type sales where you see the login 
prompt. You should see: 


madonna login: sales 
Always terminate a command by pressing the carriage return. Wait a few moments.while the 
system logs you in. When the IRIS returns a prompt message, typically a few words and 


numbers followed by a percent sign, %, it is ready to accept your commands. Your screen 
may look like this: 


madonnal% 

Then type startup and wait a few moments more. 

Q: What's happening here? 

A: A simple program (a shell script) is setting up the demo environment. It is starting the 
window manager, building a common color map for all the demos, and calling up a 


background. 


Q: What are those funny things in the background? 
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A: Just background decorations. We call them "Haeberli blobs" after the programmer who 


put them in. 


The Mouse--A Brief Interlude 


The mouse is the primary input device for a product demonstration. The better you handle 
the mouse, the better the demo. 


You should first understand how you use the mouse to control the window manager. You 
can start reading either the guide entitled Mouse Aerobics or the chapter entitled ‘The Default 
User Interface to the Window Manager’, in the Multiple Exposure: The IRIS Window Manager 
section of the IRIS User’s Guide. Before continuing, be sure to read one of these two docu- 
ments and experiment with the window manager. 


1) 
2) 
- 3) 
4) 


5) 
6) 


8) 
9) 


1) 
2) 
3) 
4) 
5) 
6) 


8) 


9) 


Points to Make Throughout the Demo 


It is a workstation--both processing unit and graphics display. 

Motorola 68020 32-bit CPU. 

Runs UNIX System V with some 4.2 extensions. 

All demonstration programs written in C and Fortran. No microcode nor assembler 
required. 

Geometry Engine--custom VLSI for graphics. 

3-D with perspective and clipping. 

Color--up to 4096 colors with look up table, up to 16.7 without look up table. 

Multiple Exposure window manager. 

Graphics features: depthcuing, Gouraud shading, z-buffering hidden surface removal. 


Typical Order of Commands in a Demonstration 


startup — startup the window manager 

menu -— the demo pop-up menu 

pauls_tools — many 2-D windows: talk about UNIX, colors, workstations 

jet — wire frame 3-D model: 3-D, perspective, depthcuing, Geometry Engines 
light - spinning cube in space: filled polygons 

insect - crawling spider: robotics, simulation, Graphics Library, not microcode 
surfcar -- surface editor: curves, matrix operations have VLSI support 


zshadecar ~ Gouraud shade surface with hidden surface removal: Gouraud shading, z- 
buffer hidden surface removal, CAD/CAM, productivity 


exit window manager and type standalone 





CAs 


10) dog -i airshow or shadow -i airshow — show flight simulation 
The Care and Feeding of Demos 


Demo Menu 


The principal window manager demos may be picked through an optional menu. To start the 
menu, simply type menu. First select the menu window. Press and hold down the right 
mouse and a pop-up menu will appear. Some menu entries specify categories of demo pro- 
grams and have rollover menus with lists of individual demos. When the program you wish 
to run is highlighted, release the button. You may start several programs from here. 


The demo programs fall into three main groups: 


pauls_tools are a set of 2-D demos. Most are quite simple. They help show how windows 
work and help the demos get off to a quick start. They provide valuable lessons in color map 
manipulation. 


3-D object manipulators move 3-D objects around. They include arch, flow, heme, jet, shuttle, 
cube, curve, light, insect and others. The IRIS performs simultaneous manipulation of different 
3-D objects in independent windows. 


Shaded object and curved surface demos show off other functions of the IRIS. They are dis- 
cussed together because they work well with each other and their functions are intimately 
related in real applications. 


Pauls_tools, 2-D Window Manager Demos 


The demo package includes a collection of demos called pauls_tools that help show how the 
window manager works, and provide instruction on the color handling capabilities of the 
IRIS. Some of the programs provide user interaction; others just sit there. 


Source to the programs are delivered with each IRIS as unsupported gifts. (See 
/usr/people/ gifts.) They provide simple programming examples for new users of the system. 


Type pauls_tools into the textport to start this collection of demos. The underline in the mid- 
_ dle of the command is important. The command is a shell script that calls several different 

window manager programs. At first, try the package as it is presented to you. If it doesn’t fit 
your presentation style, edit the pauls_tools file and alter it to bring up your favorite demos. 
If you wish to run only particular programs, you may call them one by one, either through 
the demo menu or by typing in their names. 


Use the mouse to place and size the windows produced. None of these tools is by itself 
worth a major effort, but the whole combination gives a good idea of the capabilities of the 
window manager: Only take a few minutes to show these programs. 


Here is a brief description of the tools. The dsecriptiod | is divided into four categories: back- 
grounds, color map tools, pixel access programs, and all other programs. 


Backgrounds 
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bckgrnd is a non-interactive textured "wallpaper" with Art Deco designs. The background fills 
all available space which is not covered by a window. 


texback creates several other non-interactive textured "wallpapers." Call texback with a 
number as an argument. For example, type texback 2. 


Color Map Tools 


showmap is a non-interactive window filled with up to 1024 little squares. It displays the 
current colors in the lookup table, counting from color 0 at the lower left corner up to the 
largest color index at the top right. I like to refer to it as the IRIS color "palette." 


showramp is an interactive program with three Gouraud shaded rectangles. The rectangles are 
smoothly colored using adjacent (physically and chromatically) color indices, which form a 
color ramp in the color lookup table. The color indices used for the corners of the rectangles 
in showramp can be changed by the left mouse. 


The gamma program uses a technique called gamma-correction to change the "smoothness" of 
a color map. The physical characteristics of the CRT phosphor, the ambient lighting, and the 
vision and preference of the viewer affect the perception of the color map. A strictly linear 
color ramp often appears too dark, especially towards the middle of the ramp. Gamma 
allows the increments from color to color to be exponential, and thus, the middle of the color 
ramp can be brighter or darker than would appear in a linear color ramp. 


The gamma command accepts a single floating-point argument. A value of 1.0 creates a 
strictly linear color ramp. Values above 1.0 increase the brightness in the middle of a color 
ramp; values below 1.0 decrease the brightness. Values between 1.0 and 3.0 are typical. 


The program does not immediately affect the color map. It simply stores its argument in a 
file called .gamma in your home directory. This file is referenced whenever color ramps are 
made in the future with other demonstration programs, such as makemap (See below). The 
gamma program itself does not open a window. 


makemap remakes the color map for the demos. If you run a nonstandard demo that makes its 
own color map, use makemap to restore things later. 


randmap makes a random color map. The results are usually not too attractive. 


cedit is an interactive color editor in a graphics window. After the cedit window is brought 
up, attach input focus to it. To select a color index for editing, the cursor is moved outside 
the cedit window itself. The left mouse is pressed and released, and the color index of the 
pixel under the cursor is chosen. The chosen color index is painted on the "sample chip" on 
the right of the cedit window, and the "color sliders" are set to the red, green, and blue 
values of that color. To change the intensity of the color value of the sample chip, press the 
left mouse down while the cursor is located on one of the color sliders and move the sliders 
up and down. Try picking a color from showmap and editing it with cedit. 


interp displays and alters a region of the color map. Interp is used to make color ramps for 
depthcued and smooth-shaded objects. Interp makes a color ramp of any size between any ~ 
two color indices, interpolating the red, green and blue intensities of all indices between the 
two prescribed extremes. Two squares show the extreme colors of a color ramp and a long 
rectangle shows the intermediate color range. 


You can use interp, in conjunction with showmap and cedit to create your own gamma- 
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corrected color ramps. First attach to the cedit. Use cedit to edit any two color indices 
displayed on showmap. Now, detach from cedit and attach to interp. Point to one of the 
extreme colors which you edited on showmap and press the left mouse button. Point to the 
other extreme color and again press the left mouse button. The colors will appear as two 
large squares in the interp window. (If you should make a mistake while choosing extreme 
colors, for example, the cursor is over an incorrect color index, then continuing picking colors 
with the left mouse until both extreme colors are visible in the interp window.) Now when 
you press middle mouse, the system will interpolate between the colors you have chosen and 
place the new values into the color map. 


Pixel Access Programs 


mag is an interactive program that magnifies or enlarges a pixel region on the screen. Attach 
to the mag window. Place the cursor on some image on the screen, then press and release 
left mouse button. A magnified image of the area around the cursor will fill the mag window. 


Exercise: Magnify the shadow beneath a Haeberli blob. 


paste draws any of several pixel images on the screen. Its result depends upon the state of 
the color map. For example, type paste imageslib/cat.bw to draw a picture of a cute, little 
kitten in shades of a color. Using interp can correct the color map and make a good black- 
and-white likeness. Practice with this one to avoid giving your prospects psychedelic experi- 
ences. 


Other tools 


keyboard is a 2-D model of the IRIS keyboard. If the window is selected for input, it will read 
.the keyboard output and darken all the keys held down. Do this while explaining how the 
IRIS keyboard can be used as an array of buttons that can be either polled or queued. 


mouse is a simple image of the mouse. When selected, the program follows the mouse with 
its image. 


clock is a non-interactive analog clock face. 


dbstars is a double buffered, perspective view of a star field. When the window is selected, 
the field can be rotated. 


worms is a standard UNIX game that normally runs on a cursor-controlled terminal. Three 
brightly-colored planaria chew away on a field, eating all before them. The program is not 
interactive, but it (as well as the clock) shows the system maintaining multiple graphics 
processes. 


Before going on to bigger demos, kill off most of the windows. Keep cedit, showmap and 
interp around so you can play with the color map. Some like the clock placed in a corner 
somewhere. These consume very little CPU time. Keep them if you choose, but bear in mind 
whenever the screen is redrawn, they use up time. Since paste and mag are drawn one pixel 
‘at a time, they can slow the redraw considerably. worms consumes a lot of computer power, 
so kill it before continuing. 


2-D Hype 


A few of the programs supplied provide 2-D advertising. These aren’t demos per se, 
although they do show off raster fonts nicely. Many of these programs were shown in the 
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advertising videotape. See the man pages for detailed instructions on how to run these pro- 
_ grams. 


features and partners are text windows listing IRIS features and Geometry Partners. quote 
shows a quote about productivity from an IBM survey. graph and graph2 are graphs derived 
from the IBM response time study. The first shows improved individual productivity, the 
second shortened project schedule. mini is a window with a blow-up from graph. 


Exercise: Run features. Verify that you recognize each feature, understand its application, 
and can answer simple questions about it. 


3-D Object Manipulation Demos 


These are the fast 3-D demonstration programs. They illustrate fast 3-D transforms, polygon 
fill, depth-cuing, hidden surface removal, and overlapping windows. Many of the demos are 
double buffered for smooth motion. 


Double buffer and z-buffer cannot work simultaneously. Thus, when showing smoothly 
shaded objects with z-buffer hidden surface removal, the programs use single buffer mode. 
Double buffering is used for most dynamic movement. 


Arch, Flow, Heme, Jet and Shuttle 


arch is a simulated architectural model. The eye is placed in a three-dimensional environ- 
ment. One building (the white one) is always displayed. Several others can be displayed in 
wireframe or as solid objects. Once the window is selected for input, the user interacts with 
the program through both the keyboard and mouse. Each mouse button or combination of 
mouse buttons causes a different motion of the eye within the environment. The f key tog- 
gles the other buildings; s toggles the polygon fill on the buildings. Use the m key option to 
start a constant motion that continues even after the window is no longer selected for input 
(detached). 


flow is an array of nearly 20,000 data points in a frame. The data was calculated at NASA- 
AMES on the Illiac-ITV computer. It represents some solutions of the Navier-Stokes equations 
for flow in a turbulent fluid. left mouse controls viewer altitude and azimuth. middle mouse 
controls distance and twist (rotation on z-axis). right mouse brings up a pop-up menu with 
other controlling options. 


heme is a depthcued molecular model comprised of 1022 points and 549 vectors. It is con- 
trolled by a special iconic pop-up menu. Hold down middle mouse to see the menu. To tog- 
gle an entry, position the cursor on the entry and press and relase left mouse. Two menus 
appear. The left column of menu entries independently turns off and on each of the five 
parts of the molecule. The right column of menu entries control the transformations of the 
molecule. The menu entries in the right column are graphical icons. The bungalow icon 
(shaped like a house) resets the program back to the center (especially helpful if the molecule- 
has been dragged out of sight). The stop sign icon exits the program and cancels the win- 
dow. 


_ The right-hand menu selects various motions and states of the object. A left mouse press 
changes the color of-a menu entry and start that motion. Another left mouse press restores 
the initial state. Note that simultaneously specified opposite motions will cancel each other 
out, leaving no motion in the specified direction. The ENTER or m key causes any current 
motion to continue even after the program’s window is detached. heme can also be operated 
through the dial and button box. Strike the k key (knobs; to turn operation over to the dials 


and buttons. 


jet is a wireframe model of a fighter plane. The image includes 660 vectors and can be 
displayed with constant intensity or depth-cuing. The jet is controlled with the right mouse 
which displays a pop-up menu. Some entries in the pop-up menu create sliders which rotate, 
translate and scale the object. 


For shuttle, pressing one of the three mouse buttons enables rotation about one of the three 
axes. The amount of rotation is determined by the left to right motion of the mouse. Other 
combinations of mouse buttons allow X-Y translation controlled by the mouse and scaling at 
fixed positive and negative rates. The ENTER key enables and disables depth-cuing. Any 
alphanumeric key starts or stops the doors flopping open and closed. After the program is 
detached, the motion does not continue. 


Light, Insect and Wave 


light displays a floating cube and the shadow cast onto a grid beneath the cube. The shadow 
is simulated by an orthographic projection of the cube onto the plane. The sides of the cube 
are shaded to reflect their position with respect to the light source. The shaded cube is con- 
trolled by the mouse. When the left mouse is depressed, mouse movement causes the entire 
scene to move. When the middle mouse is down, mouse movement controls the orientation of 
the cube. When both the left and middle mouse buttons are depressed, moving the mouse 
causes the viewer to zoom towards and away from the shaded cube. 


In the light demo, pressing the right mouse brings up a pop-up menu. The selections of the 
menu allow for automatic motion of the cube or the entire scene. Automatic motion allows 
you to focus attention on your audience, rather than the demo itself. A choice on the menu 
puts the window into information on ’MTV’ mode is in the man page for light. 


insect is a robotics and animation demonstration. It is a flat-facet shaded, six legged creature 
which walks on a plane in real-time. When attached to the insect window, the insect follows 
the location of the mouse (cursor) relative to the exact center of the monitor. Typing the f key 
alternately puts the insect in and out of follow mode. In follow mode, the view pans to fol- 
low the insect as it wanders. The Ctrl key and the Left Shift key zoom the viewer towards 
and away from the insect. 


The insect is of particular interest to someone interested in robotics or visual simulation. As 
the insect moves, no two adjacent legs are simultaneously in the air, which guarantees stabil- 


ity. 
wave shows a grid where the vertices are masses and the line segments connecting the ver- 


_ tices are springs. A mass can perturbed, stretching the nearby springs on the grid. The 
entire grid can be set into motion. The wave demo does a lot of math. 


In the wave demo, pressing the right mouse brings up a pop-up menu. Selecting the edit 
entry of the menu changes the color of the grid to red and puts the grid in edit mode. When 
in edit mode, you may move the mouse to pick points on the grid and press the left mouse 
button to displace a location of a point. The go entry of the pop-up menu changes the color 
of the grid to blue and starts the vibration of the grid. The reverse choice on the menu rev- 
erses the direction of the wave motion of the grid. The harmonics rollover menu provides a 


set of initial grid conditions. 


light and insect use the IRIS graphics library call backface to remove hidden polygons 














Curved and Smooth Images 


The IRIS 2400 uses special microcode and hardware to draw smooth-shaded (Gouraud 
shaded), z-buffered images rapidly. The Geometry Engines enable real-time manipulation of 
splines. The surf (surface editors) and zshade (surface renderers) demonstration programs 
show off these features. The surf programs allow you to manipulate and modify the basis 
points (the data base) which determine a curved, wireframe surface. The zshade programs 
take the modified basis points and allows the surface to be filled using Gouraud shading and 
viewed with hidden surfaces removed. The surf and zshade programs are designed to be 
used in tandem. The surface design and rendering package allows you to design a bicubic 
patch in one window, pass it on to another, and draw a smooth-shaded, z-buffered image of 
the surface in the new window. 


Surface Editor (surf) 
See the extended document entitled "The Complete Guide to Surfcar." 
Z-Buffered Gouraud Shaded Rendering (zshade) 


NOTE: Hardware z-buffering is not available on machines which do not have 32 bits of 
image memory per pixel. Z-buffer hidden surface removal cannot be demonstrated on a bub- 
ble machine. 


If a double buffered program not set up to work with the rendering demonstration programs 
_ is currently open, the system will not shade the object. It will print a warning message warn- 

ing you about the situation. Kill all outstanding double buffer windows and try again to 
shade the object. 


The surface defined by the modified points can now be rendered in another window as a 
solid surface. To spawn off the rendering window from the surface editor demo, see the sur- 
face editor document. The Gouraud shaded, z-buffered surface rendering program can also be 
executed directly without going through the surface editor stage to modify the data base. To 
bring up a surface rendering window with a pre-existing data base of basis points, type: 
zshadecar, zshadeabstract, zshadejet, or zshadeegg. 


A wireframe outlining the basis points will appear. The data base of basis points is sent to 
the new window. The surface is subdivided into small quadrilaterals, and an illumination 
model is calculated. The surface is displayed as an array of dots. Detach from the surface 
editor window and select the rendering window for input. The surface is controlled with the 
right mouse button which displays a pop-up menu. Some entries in the menu create sliders 
which rotate, translate, and scale the object. Other entries in the menu allow the object to be 
viewed as points on the surface (vertices), splines, depthcued wireframe, Gouraud shaded 
without hidden surface removal, and Gouraud shaded with z-buffering hidden surface remo- 
val. There is a rollover menu entry which can be used to change the color of the surface. 


revolution 


The revolution program allows you to create a series of connected vectors and revolve them 
about an axis to create a three-dimensional surface. The surface can be Gouraud shaded and 
viewed as a solid with hidden surfaces removed. Hidden surface removal can be accom- 
plished with either of two methods: the binary space partition (bsp) tree and z-buffering. 


In one method, the binary space partition tree is calculated for the surface. The tree is 
traversed to determine which sides of the surface should be displayed. The bsp hidden 
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surface algorithm is done in software, so there is no minimum hardware (bitplane) require- 
ment. The bsp tree is not an IRIS graphics library feature. 


The other method is the general purpose z-buffer algorithm. The z-buffer used IRIS 
hardware, but it is directly callable from the IRIS graphics library. For less complicated 
models, the z-buffer algorithm is a slower form of hidden surface removal than the bsp tree, 
but the z-buffer algorithm requires less initialization time. 


The operation of the revolution program consists of two sections: creating a form and shad- 
ing that form. 


When the window is started, there are a set of two axes. The surface is formed by revolving 
an outline around the vertical axis. To enter the vertices of that outline, move the cursor to 
the desired location and press the right mouse. Repeat this until you have a desirable outline. 
Then press the middle mouse to start the form by revolution and calculations of the binary 
space partition tree. The amount of time spent making the tree depends on the complexity 
(number of vertices) in your form. When the tree is finished, the cursor returns, and the 
shape is displayed in a depthcued wireframe. 


To see the pop-up menu, press and hold the right mouse. The Color menu entry has an 
arrow to the side to indicate a rollover menu. The Color rollover menu has a selection of 
colors for the surface. The Rotate entry brings up sliders and puts the manipulation of the 
surface under slider control. Zbuffer draws the surface with Gouraud shading and the z- 
buffer hidden surface scheme. If there are any windows currently running in double buffer 
mode, the program puts up an error message stating there is a double buffer window out- 
standing, since double buffering cannot be done at the same time z-buffering is. Zbuffer is 
also not offered on the bubble machine. 


The Gouraud menu command draws the surface with just the Gouraud shading and no hid- 
den surface removal. BSP Smooth draws the surface with Gouraud shading and the binary 
space partition tree hidden surface removal scheme. This does not require any special states 
or hardware and can be run with double buffered windows or on the bubble machine. BSP 
Flat draws the surface with the BSP tree hidden surface scheme but with flat shaded polygons 


(one color per polygon). 


When the sliders are displayed, they can be used to control the view of the object. Move the 
cursor into one of the three slider regions, which correspond to x, y and z axes. Press and 
hold the right mouse. Without releasing the button, move the mouse from left to right. The 
slider moves with the mouse, and the object is transformed (rotated, scaled, or translated) in 
the direction of the chosen slider (x, y or z). 


To stop displaying the sliders, move the cursor out of the region of the sliders. Now press 
the right mouse. The pop-up menu appears. Move the cursor out of the pop-up menu and 
release the right mouse so that no menu option is chosen or choose a new operation from the 
menu. The sliders will have disappeared. 


Outside the Window Manager 


You need to leave the window manager to run some programs, such as the gem editor and 
the flight simulator. To leave the window manager, choose the exit selection from the back- 
ground menu. Note that it gives you a second menu to confirm or deny confirmation of your 
intention to exit the window manager. Whether or not you exit the window manager 
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depends upon your response to the second menu displayed. All outstanding windows will 
be killed. 


Then, to find the correct directory with the gem editor, flight simulator and other non- 
window manager demos, type standalone. This will restore the size of the console window 
and jump you into the correct directory in the file system. Now, if you want to determine 
what demos are available to you, list the directory by typing Is. 


Shutting Down the IRIS 


This section tells how to terminate (shut down) operations on an IRIS workstation. Please fol- 
low these instructions carefully. 


If you are giving a demo in Mountain View, all you need to do is log out of your session. 
Simply type logout. You should not turn the power off the system, because other people may 
soon use the machine. 


If you are at a customer site, you may need to turn off the system and transport it. Some 
parts of the IRIS, particularly the disks, are sensitive, so the machine cannot be powered 
down like a toaster. 


To shut down the system, you need to have the authority of the system administrator. If you 
are not logged in, then log in as root, the system administrator's account. If you are already 
logged in, but not as the system administrator, you can type su, which temporarily substi- 
tutes the system administrator's privileges. In either case, you may need to know the system 
administrator's password. Once logged in, type reboot. The screen will clear and diagnostics 
will appear. Then simply shut off the power switch on the front panel. 








MOUSE AEROBICS 


Demo Software Release 3.4 


This manual explains how to operate the mouse with the Multiple Exposure (mex) window 
manager. 


The manual is for Silicon Graphics sales, marketing and executive personnel. It is not for dis- 
tribution outside the company. 


This section tells how to use the mouse to control the window manager. Almost all the win- 
dow manager functions can be controlled by the mouse X-Y valuators and it rightmost button 
of the three on the mouse. Optional configuration files allow different button functions. 
Here the button functions of the sales demonstration window manager configuration are 
explained. 


Hold the mouse with the wire away from you. The three buttons are named LEFTMOUSE, 
MIDDLEMOUSE, and RIGHTMOUSE. RIGHTMOUSE is the most important button to the 
window manager. 


Menus and Windows 


Move the mouse to place the cursor anywhere within the console window. Press and hold 
down the RIGHTMOUSE button. Do not lift your finger off the button. A menu with seven 
choices will appear. Place the cursor on the menu entry labeled move. The entry will change 
to a brighter color. 


The cursor will change shape (to four arrows) and a red outline will appear. Move the mouse 
to drag the red outline to some position of your choosing. Press and release RIGHTMOUSE 
again. 


The console window will disappear. It will be redrawn at the new location you have selected. 


This is the basic interaction with the window manager: 
1. Move the mouse to select a window. 


2. Press RIGHTMOUSE, select a menu entry, and release RIGHTMOUSE. To leave the 
menu without selecting anything, move the cursor clear of the menu and release 
RIGHTMOUSE. 


3. If the entry selected is move or reshape, move the mouse to select the location or shape 
you choose and Ere and release RIGHTMOUSE again. 


Now try again, selecting the reshape menu entry. Note that the cursor is shaped like an upper 
left or lower right corner with an arrow. Press and hold the RIGHTMOUSE to fix one corner 
of the new window. A cursor shaped like the remaining corner will appear. Select its loca- 
tion with the mouse. Now release RIGHTMOUSE to draw the moved and reshaped window. 
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This is the basic sequence to open or resize a window: 
1. Move the mouse to a position where you like to put one corner of your window. 
2. Press and hold the RIGHTMOUSE to anchor that corner. 


3. While you are still pressing the button, move the mouse to the position where you 
would like to put the other corner of the window. This stretches the size of the window. 


4. Now release the RIGHTMOUSE and anchor the other corner of the window. 


Remember: to open or resize a window, the steps are: anchor, stretch, anchor. 


Exercise: Make the console viewport about two inches tall and as wide as the system will let 
you make it. Place the window close to the bottom of the screen. 


As you use the window manager, you will notice that some windows fixed or constrained in 
size, position, or aspect ratio. Some others are unrestricted. The characteristics of each win- 
dow are determined by its program before the window is opened. 


Exercise: The program will limit the size of the console port. What are the limits and why are 
they imposed? 


With only one window on the screen, we can’t do much besides move and reshape. Next, we'll 
see how to make another window. 


Background Menus 


If the cursor is outside any window when you press RIGHTMOUSE, a special three-line menu 
will appear. Choose new shell to bring up another instance of the C shell. The cursor will 
change shape. Place and size the new shell as if you were using the reshape menu option; that 
is, anchor, stretch and anchor. 


Going Back to the Main Menu 


We now have two text windows. Since you know how move and reshape work already, use 
them on the windows in the display. Move them so that they overlap one another. 


Now try push and pop. The former pushes the selected window under any windows that over- 
lap it. The latter pops the selected window over any windows that obstruct it. 


Exercise: Manipulate a window so it can’t be seen at all. Then find it again. 
Attaching, Detaching, and Killing Windows 


At any time, one window is "attached". This means that mouse motions, keyboard strokes, 
and button pushes will (usually) be accepted by that window. This is sometimes termed 
attaching your input focus to a window. The.attached window is always outlined in red. 


Up till now, we have always been attached to the console window. Now attach to the new 
shell in a different window. Move the cursor onto the other shell window, Press RIGHT- 
MOUSE, choose attach from the menu, and release the button. The window will be outlined 
in red. 
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To verify that it all works, type a simple UNIX command, such as Is. Note where the input 
and output go. 


There are two ways to detach input focus from a window. One way is to simply strike PF4, 
the key at the extreme upper right of the keyboard. The red outline will disappear. With our 
sales demonstration window manager configuration, PF4 always detaches input focus from a 
window. 


Now type something on the keyboard. Nothing happens! Now move the cursor to the con- 
sole window, choose attach, and verify that the outline appears and the keyboard works again. 
Note that once another program has been attached, each subsequent program must be reat- 
tached explicitly. 


The other way to detach input focus from a window is even simpler. Just move the cursor 
outside of the currently attached window and into another window. Pressing the RIGHT- 
MOUSE will bring up the window manager menu, and you can attach to another window. 
Attaching input focus to another window automatically detaches the input focus from the 
other window. 


The window manager menu entry labeled select does the operation of both a pop and an attach. 


The last entry in the window manger menu is kill . Use it to kill a window on the screen. 
Note that it gives you a second menu to confirm or deny confirmation of your intention to 
exit the window manager. Whether or not your process is killed depends upon your 
response to the second menu displayed. 


Q: What happens when you try to kill the console window? 


A: Nothing. The window manager does not allow the console to be killed. The console is 
always available for typing UNIX commands. 


Back to the Background Menu 


If the cursor is not over any window and you press RIGHTMOUSE, a three entry menu will 
appear. We have already covered that the new shell entry will create a UNIX text window. 
The attach directs input focus to the background process. A side effect of this attach is that 
input focus is detached from any other process. The effect of using this attach is equivalent to 
striking the PF4 key. 


The third menu entry, exit, we will cover on its own in the next section. 

Leaving the Window Manager 

To leave the window manager, choose the exit selection from the background menu. Note 
that it gives you a second menu to confirm or deny confirmation of your intention to exit the 
window manager. Whether or not you exit the window manager depends upon your 


response to the second menu displayed. All outstanding windows will be killed. 


As soon as you leave the window manager, control will revert to the console window. You 
may run any program that does not use the window manager. 
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This guide provides a complete reference to the surface editor demo programs. The reference 
is divided into two sections. The first section explains how to give an abbreviated, yet 
impressive surface editor demo. The advanced section details everything else that the surface 
editor can do. 


1. The simplest surface editor demo 


The surface editor demo is an essential piece of an impressive product demonstration. The 
demo is a smaller version of a hypothetical CAD package which shows real-time manipulation 
of curves and patches. The Geometry Engine provides hardware support for curve and patch 
functions, which is a significant advantage Silicon Graphics has over competitors. 


The control points which determine the wireframe model in the surface editor can be written 
to another program in another window, the shaded surface window. In this new window, 
the wireframe patch is subdivided into a mesh of very small polygons (triangles). A light 
source is added, and the brightness at each vertex of the mesh is calculated. What was previ- 
ously wireframe can now be viewed as a filled object. For a smooth, attractive appearance, 
Gouraud-shading is used for the polygon fill. To remove hidden surfaces from the solid 
body, the z-buffering technique is used. On the IRIS, there is hardware support for z- 
’ buffering which makes for fast z-buffering. 
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Of the family of surface editor demos (surfcar, surfjet, surfegg and surfabstract), surfcar is the 
most frequently used. The car body shape is the most familiar to clients. The rest of this 
document will refer to the surface editor demo simply as surfcar. The z-buffered, Gouraud- 
shaded window will be called zshadecar. 


1) 


2) 


Running Surfcar 

To run surfcar, you must be in the window manager. Type surfcar (or any other surface 
editor program) and hit return. Create a large window for surfcar; it should dominate 
your screen. Now while the cursor is over the surfcar window, press the right mouse 
button. A pop-up menu will appear. Select the choice attach from the menu. Now the 
input devices of the keyboard and mouse are focused upon the surfcar program. There 
are two parts to the surfcar window. The bottom portion is a seven item menu. The 
top portion is a wireframe object with small squares (control points) and a background. 
The window should look like the diagram shown on the previous page. (No, the 
diagram doesn’t look a whole lot like a 3-D car, but I am not an artist.) 


Above the Menu 
Above the seven item menu is a wireframe car body. The car body is a series of bicubic 
curves which forms a surface. The small squares are the control points which, in con- 
junction with the bases, mathematically determine the shape of the surface. The control 
points can be moved in any of three directions along the x, y or z axes to change the 
shape of the surface. 


To pick and move a point 

To move a control point, roll the mouse and position the cursor over a control 
point. The left mouse button moves the control point in the x direction; the middle 
button, in the y direction; and the right button in the z direction. Next press one 
of the three mouse buttons and hold the button down. While the button is held 
down, move the mouse to the left or right. Until the button is released, the control 
point will move in the direction specified by the mouse button. When the button 
is released, the control point will be in a new place. 


Little known fact-The wireframe of the object and its control points cast shadows 
on the walls of the background. The shadows of the control points are also pick- 
able and moveable. Try it and see! 


When you press the mouse button, if your aim is a little off, your cursor may not 
be positioned over a control point. If you don’t hit any control points, the cursor 
changes shape, and the shape will reflect which button is pressed. That is, the 
cursor will look like a control point and the direction of movement specified by the 
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If you forget in which direction the mouse buttons move points, the changing cur- 
sor shape can jog your memory. Just move the cursor away from any control 
point, press the mouse button, and see which direction the arrow points. . 


Common Problem--moving the mouse up and down 
A common error is to move a control point by moving the mouse up and down, 


The Complete Guide to Surfcar 














3) 


a 


rather than left to right. In any orientation, moving the mouse up and down will 
not move the control point at all. 


Getting Around with Two Menu Buttons 

You only need to use two buttons from the seven item icon menu to get through the 
simplest demo. Ignore all the other buttons until the next section of this documenta- 
tion. 


plane of symmetry 
The rightmost menu choice (see diagram below) defines a plane of symmetry 
which longitudinally divides the wireframe patch in half. Press any mouse button 
over the rightmost menu choice. When the wireframe is split, one side is not visi- 
ble. Any changes (movement of control points) in the visible side will also be 
done in the side which is not visible, and the object will be kept symmetric. This 
is a nice effect. 


To restore visibility to both sides of the wire frame, again press any mouse button 
over the rightmost menu choice. This menu choice turns on and off (toggles) the 
symmetry feature. 


view button (eye) 
By pressing and releasing a mouse button over the eye menu choice (see diagram 
below), one can change the view of the wireframe body. The different mouse but- 
tons (left, middle and right) enter viewing modes which are not exited until 
another mouse button is pressed again. At this point, you should only use the 
RIGHT mouse button to exit any viewing mode. Read on while trying this on a 
machine. 


Press and release the LEFT mouse button over the eye menu choice. This enters a 
mode whereby the wireframe model spins around while the background remains 
fixed. Without pressing any mouse buttons, rolling the mouse around moves the 
object. To exit this mode, press and release the RIGHT mouse button. If you 
accidentally use another mouse button to exit the viewing mode, read the ‘Com- 
mon Problem’ hint below. Note that when you exit the mode, the wireframe 
retums to the same position it started in. 


Press and release the MIDDLE mouse button over the eye menu choice. In this 
mode, the background disappears, and the wireframe is depthcued as it rotates. 
To, exit the mode, press and release the RIGHT mouse button. When you exit this 
mode, the wireframe again returns to the same position it started in. 


Finally, press and release the RIGHT mouse button over the eye menu choice. In 
this mode, the background and car rotate together. To exit the mode, again press 
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and release the RIGHT mouse button. This time, however, when you exit the 
mode, the background and car will stay in their new orientations. 


Common Problem--cursor looks funny, surfcar not responding 
If you exited one of the above viewing modes by clicking the left, rather than 
right, mouse button, a new window unexpectedly will be created. You 
should notice the change in the shape of the cursor, and open the new win- 
dow on the screen. 


Making this new window is not always undesirable. The next section 
explains how to create this window to enhance your presentation. 


spawning a new window with zshadecar 
The wireframe from the surfcar program can be viewed as a solid, smoothly 
shaded figure (zshadecar) in another window. You can spawn zshadecar 
directly from surfcar. 


In surfcar, enter any viewing mode by pressing and releasing any of the three 
mouse buttons over the eye menu choice. You had previously restricted 
yourself to exiting by pressing and releasing the right mouse button. This 
time, use the left mouse button to exit. 


The cursor will change shape, requesting that a window be opened. Then 
you should anchor this newly created window onto the screen. You will still 
be attached and can go back to the surfcar program, but now there will be 
two windows on the screen. Most likely, you want to be attached to the new 
zshadecar window. Strike the PF4 key to detach from surfcar. Next, attach 
to zshadecar, via the window manager pop-up menu. 


In this new window, the wireframe patch is subdivided into a mesh of very 
small polygons (triangles). A light source is added, and the brightness at 
each vertex of the mesh is calculated. What was previously wireframe can 
now be viewed as a filled object. For a smooth, attractive appearance, 
Gouraud-shading is used for the polygon fill. To remove hidden surfaces 
from the solid body, the z-buffering technique is used. On the IRIS, there is 
hardware support for z-buffering which makes for fast z-buffering. (I've 
already said that before, but it is an appropriate time to say it again.) 


For more specifics on how to run the zshadecar program, see the man page 
for zshadecar. 

Common Problem--can’t use the newly created window 
After spawning the zshadecar, it is very common to try to attach to the 
zshadecar before detaching from surfcar. Typically, you will repeatedly press 


the right mouse button without seeing a pop-up menu. Look closely, usually 
.. pressing the right mouse button will cause the cursor to change shape to: 
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The simple solution is to strike the PF4 key. | a 7 8C8S 


Common Problem--can’t z-buffer zshadecar 
Once attached to the zshadecar program, the right mouse button pops up a 
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menu of object manipulations. If you select the z-buffer choice and nothing 
happens, two things could be happening. Your machine may have fewer 
than 32 bitplanes, in which case, z-buffering is not possible due to lack of bit- 
planes. Otherwise, there miay be a double buffered program outstanding. In 
that case, detach from the zshadecar program (strike PF4). Seek out and des- 
troy all double buffered programs, including the original surface editor. Now 
reattach your input devices to the zshadecar program and try z-buffering 
again. 


reviewing the modes 
entering the viewing mode 


mouse button viewing mode 


left car moves, background stationary 
middle car depthcued, background disappears 
right car and background move 


exiting the viewing mode 
mouse button viewing mode 


left exit and spawn zshadecar window 
right — exit quietly 


Common Complaint--why does it flash so much 
Whenever you detach from the surfcar program, the program goes from double 
buffer to single buffer mode. This is to accommodate the zshadecar program. To 
z-buffer the smoothly shaded object, there can not be any existing double buffer 
programs. Thus, the solution is to make a sleeping surfcar program go into single 
buffer mode. Going from single to double buffer or vice-versa causes the flash. 





4) The Complete Basic Surfcar 
So here is the concise overview of a good surfcar demo. Bring up the surfcar window. 
Make it nice and big. Attach to it. Go into your favorite viewing mode and spin the 
wireframe around. Do not spawn the zshadecar window yet. Turn on the plane of sym- 
metry. Modify a few of the control points on the car, being sure to emphasize that the _ 
points can be moved in any of three dimensions. Put tail fins on the car and make 
wheel wells. Go wild. 


Now spawn off the zshadecar window with the shape you have created. Show the client 
a fully Gouraud-shaded object with hidden surfaces removed by IRIS z-buffering. This 
should take about five minutes of your demonstration. 





You know enough to give an impressive demo with the surface editor programs. You © 
can stop right here, practice and consider yourself quite proficient at this demo. Any- 
thing learned after this point is largely a bonus. 


2. Mastering surfcar 
This section discusses everything else there is to know about surfcar. 


1) Rotating the Points 
The entire set of control points can be rotated independent of the background. The 
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points can be rotated 90 degrees at a time around a particular axis. The leftmost 
menu item (showing the three axes and the curly arrows representing rotation) is 
essential for this operation. 
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To rotate the control points, move the cursor over one of the curly arrows in this 
menu button. Pressing and releasing the LEFT mouse button rotates the control 
points (and wireframe car body) around the axis shown in the diagram. Try this 
over one of the arrows. Wait until the car body has settled into a new position 
before trying to do anything else. 


Pressing and releasing the RIGHT mouse button over a curly arrow rotates the 
points and body around the axis shown, but in the OPPOSITE direction from the 
LEFT mouse button. The middle mouse button rotates the object in the same 
direction as the left mouse button. 


Common Problem--not hitting a curly arrow 
If the cursor is not over an arrow when the mouse button is pressed, the menu 
item will signify the error by flashing red. To stop the menu item from flashing, 
you can move the cursor over one of the control points and, as if you were editing 
the object, press any mouse button. 


2) Double Your Pleasure-Double Your Fun 
The third and fourth menu choices (shown below) double the number of control 
points. Depending upon which menu choice is selected, the doubling takes place 
in one of the two ‘directions’ along the patch. (‘Directions’ is an imprecise term. 
More accurately the control points are doubled along the s and t variables in the 
parametric equations for the bicubic patch. It’s okay to say ‘directions’; no one will 


be that picky.) | 
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Doubling the number of control points slows the performance of the demo. Dou- 
bling the points once is okay, but more than once noticeably reduces the speed and 
thus impact of the demo. If you do double the number of points, make sure you 
attract your client’s attention and that he or she is sufficiently awed. 








Warning~-no way to undo doubling 
Once you have doubled the number of points, there is no way to go back to the 


original pumbes of points. 


3) More Planes of Symmetry 
The three rightmost menu choices (see figure below) turn on and off planes of 
symmetry. At any given time, only two planes of symmetry are possible. The two 
possible planes divide the two ‘directions’ along the patch. At any time, the third 
plane of symmetry will not be allowed, and choosing the third plane will cause the 
menu item to flash. 
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In the default position, the two rightmost (sixth and seventh) menu items are 
allowable planes of symmetry. The fifth menu item does not divide the object 
across one of its directions, so it is ineligible. As the control points and object are 
rotated (See previous section entitled ‘Rotating the Points.’), the disallowed plane 
of symmetry changes. 
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